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Preface 
i 


Programmable Array Logic (PAL) devices are fuse programmable logic building blocks capable of implementing complex, 
high performance functions which combine the architectural flexibility of a custom design with the instant availability, mul- 
tiple sourcing and low cost of standard off-the-shelf products. 


Early uses of PALs were predominantly as simple SSI and MSI replacement functions where standard TTL catalog items 
resulted in inefficient multiple package solutions. PALs provided a denser, faster, lower power and lower cost implementa- 
tion. As designers learned to exploit the freedom of structuring their own components for a specific application, more innova- 
tive and efficient uses of fuse programmable logic began to emerge. Today a single PAL package is frequently employed to 
create functions that would require hundreds of conventional TTL gates. 


Advanced Micro Devices is the world’s largest merchant supplier of TTL compatible Bipolar LSI Logic and memory products. 
This has been achieved by implementing innovative, high performance LSI functions with advanced process technologies, 
such as IMOX™ oxide isolation and ultra-reliable platinum-silicide fuse structures, and supporting them with dedicated high 
volume manufacturing facilities. These same capabilities have now been applied to fuse programmable logic devices. The 
result is a line of PAL components offering industry leading performance, programming yields, quality guarantees and func- 
tional flexibility. 


The AmPAL 22V10, introduced in this book, represents a new generation of flexible architecture, fuse programmable logic 
products. Other, even more advanced, devices are in development based on the greater density and improved performance 
characteristics of new bipolar technologies. These will insure that programmable logic devices will continue to grow in impor- 
tance as primary building blocks for advanced high performance systems. - 


This handbook is intended as an introduction to fuse programmable logic devices as well as a resource manual for experi- 
enced designers. If you require additional information on any of the products described in this book or our future plans in this 
area, please call your local Advanced Micro Devices Sales Office. 


David A. Laws 
Managing Director 
Programmable Logic Products 


“The VAX-11/730's circuit design is based on the use of 
PALs, which have helped reduce board area for the 
CPU by a factor of four and halve component costs, as 

compared with equivalent performance MSI.” © 


David A. Carlson and 

Robert P. Morin 

Digital Equipment Corporation 
Electronics/October 6, 1982 


‘As time went on, however, it became clear that West 
had made the right choice; PALs really were the chip 
of the future.”’ 


Tracy Kidder . 
Referring to the Data General 32-bit 
Eclipse MV8000 (Eagle) in 

The Soul of a New Machine 
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Features of PAL* Devices 


e User customizable, high performance logic 
building blocks 
Custom logic patterns may be generated in 
minutes with PROM type programmers 
Easy to use software design aids available 
improves performance and reduces board area 
and cost of existing TTL SS!/MSI designs 
Aids creation of new system architectures 
through interactive design techniques 
Security fuse prevents copying of logic by 
competitors 
Slim 20 and 24-pin DIP packages 


Line Card 


Advantages of AMD PAL Devices 


e@ IMOX™ oxide isolated technology insures 

industry’s fastest (12ns typ) “A” versions 
and fastest half-power (24ns typ) “‘L” versions 
Platinum-silicide fuses and added test words 
insure programming yields > 98% 
Functional yield after programming > 99.5% 
Reliability assured through more than 40 billion 
fuse hours of life testing with no failures 
Full AC and DC parameter testing at the 
factory through on-board testing circuitry 

’ Power-up reset simplifies state machine design 
Industry leading quality guarantees 


AMD 20-Pin PAL Speed/Power Families 


High Speed, “A” 
Standard 
Half Power, “L” 


(1) Sequential functions. 
(2) Combinatorial functions. 
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AMD PAL FUNCTIONS 


Array Package 
Inputs Logic Pins 
Eight Dedicated 
Eight Feedback Eight 8-Wide AND-OR Registered inverting 
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Six Feedback 


Two Bidirectional 
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Ten Bidirectional/ 
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Ten Bidirectional/Registered 
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Basic Device 
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16HD8 
etc. 


Speed/Power Selection 


a 


= Standard Speed/Standard Power 


ORDERING INFORMATION 
AmPAL XXXXX X 7 ae 


Screening 
* = Standard Process Flow 
B = Burn-in 
Operating Range . 
C = Commercial 
M = Military 
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; Package 
‘P= Molded DIP (Plastic) 
D = Hermetic DIP (Cerdip) 


Chip-Pak is a trademark of Advanced Micro Devices, Inc. 
*A blank in this position of the ordering code indicates the 


part has been screened to standard process flow. 


DATA I/O 
. (206) 881-6444 


Source 


L = Chip-Pak™ (LCC) 


Design Aid Software for AMD PAL Devices 


| Name | ABEL AmPALASM*20 CUPL PLPL PALASM 


AMD 
: (408) 732-2400 


Assisted Tech. 
(408) 942-8787 


AMD 
(408) 732-2400 





IBM-PC 
VAX VMS 


Versions 


8" CPM-80 
Object/Source 


IBM-PC 
VAX/VMS, UNIX 
CPM 80/86 


IBM-PC 
VAX UNIX 


MMI 
_(408) 970-9700 


IBM-PC 
VAX/VMS 





Supports All AMD 
20-Pin and 24-Pin 


PAL Devices 
(Version 1.0) 





For 20-Pin 
Devices 


Rev 1.01B 
Supports All AMD ~ 
20-Pin PAL Devices 
Rev 2.0 Will Support 
All AMD 20-Pin 
and 24-Pin PAL 
Devices 





AND Qualified Programmers 


AMD 
PAL Personality 
Module 


Programmer 
- Models) 


Data I/O 


10525 Willow Road N.E. System 


19, 29 Logicpak 


Logicpak 


20-Pin and 24-Pin 
PAL Devices 
Available Sept '84 





|Support All AMD L Rev. 1.7 with 


JEDEC Outputs 
Supports AMD 
16L8, R8, R6, R4 
PAL Devices 


Socket 
Adapter 


715-1947-003 
(303A-004 Rev 


Redmond, WA 98052 


Kontron Electronics, Inc. 
630 Price Avenue 
Redwood City, CA 94063 


Stag Microsystems 
528-5 Weddel Drive 
Sunnyvale, CA 94086 


Structured Design 
1700 Wyatt Drive 

Suite 3 

Santa Clara, CA 95084 


Valley Data Sciences | 
2426 Charleston Road 
Mt. View, CA 94043 


Varix Corporation 
122 Spanish Village 
Suite 608 

Dallas, TX 75248 


or 100 950- 1942-001 


1 or Newer) 


715- 1947-003 
303A-004 Rev 
2orNewer) — 





Model-MMP-80S 
or EPP80 


MOD-33 Under 


Development 





Model-PPX (or) 


PPM2200 


Under 


On-Board 


On-Board 


Am202S 
On-Board 


Under 
Development 


On-Board 





On-Board 


Development 


Under 
Development 





On-Board 


On-Board 





Omni- 
Programmer 


Under 


Development 


On-Board 


Under 
Development 


The machines noted above have been qualified by AMD to insure high programming yields. Check with the factory to determine the 
‘ current status of vendors noted TBA, in development, or other available models. 


*PALASM is a registered trademark of Monolithic Memories, Inc. 
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Introduction to 
Programmable 
Array Logic 


Features of Programmable Array Logic 
Advantages of AMD Programmable Array Logic 
A Comparison Between Programmable Logic and Other Logic Alternatives ” 
An Introduction to Programmable Logic Architecture 
PALs Aid High Performance 32-Bit CPU Design 


Features 
of Programmable 
Array Logic 


Flexibility 


High Performance 


Design Optimization 

Programmable logic removes constraints placed on the 
designer by the available selection of fixed-function TTL 
SSI/MSI parts. If a desired function does not exist, the 
designer may need to use a large number of packages 
to generate it. With PALs, the designer can create a 
customized part for a specific application. 


Faster Design Cycle 

Programmable logic offers a way to reduce design 

cycle time. In a typical top down design, rather than 
determining the specific logic required for a function 
immediately, the designer can simply specify that a 
programmable logic device will be used. This allows the 
architecture and interface between logic blocks to be 
defined before the specific details of each logic block are 
specified. The individual logic blocks can then be 
designed with a minimum number of iterations. | 


Simple Prototyping and Debugging 

Programmable logic greatly reduces the costs and time 
consuming effort associated with system design changes. 
Any changes because of logic errors or revisions in 
product specification may be easily implemented by 
reprogramming the device instead of rewiring or relaying 
out a board or making a new mask for a gate array. 


Optimized Design 


System performance can be increased through the use 
of programmable logic. The designer has the freedom 
to optimize an architecture by tailoring programmable 
devices to implement it precisely. Thus a design may be 
implemented in the most efficient manner, frequently 
increasing performance. 


Reduced Delay 

When a logic function is implemented in multiple SSI/MSI 
packages, the total delay incurred includes the time 
required for several on and off chip buffers. When the 
same function is implemented in a single programmable 
logic element, the delay per logic gate is reduced. 
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Low Cost 


Reliability 


Reduces Board Space : 
PAL devices available today can provide logic complexity 
equivalent to 300 TTL gates. Implementing a design in 
programmable logic can therefore significantly reduce 

the board space or the number of boards necessary to 
implementa given function. This results in lower system 
cost, or alternatively, the ability to provide more function 
in the same enclosure. , 


° 


Kege 
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PAL Control! Logic Fits One Megabyte of RAM onto a Single 
MULTIBUS Board (Am971024B) 


Reduces Inventory Cost 


. Programmable logic can be used to replace more than 


90% of standard TTL parts. This allows the user to reduce 
his inventory from hundreds of different TTL devices to 
just a few programmable logic device types. This simplifies 
inventory requirements as well as easing purchasing 
procedures. 


Reduced Parts Count 

Compared to standard TTL SSI/MSI, programmable logic 
reduces the number of packages necessary to implement 

a given function. In some cases, an entire PC board can be * 
eliminated. This results in increased reliability. 


Reduced Interconnections 

The least reliable portions of a digital system are the 
connections between integrated circuit devices. 
Reducing the number of packages reduces the number 
of external connections and therefore improves the 
reliability. . 


Support 


Design Security 


PALASM 

Programmable logic designs may be executed through 

an easy to use software design tool called PALASM. The 
user inputs the desired logic equations and PALASM 
automatically generates the fuse programming information. 
The input file, called a PAL DESIGN SPECIFICATION, provides 
excellent documentation on each design. The output may 
be downloaded to a wide variety of low cost logic 
programmers. Logic simulation capabilities are provided in 
PALASM to help the designer verify the logic design. The 
output of the simulator can also be used totesta 
programmed device. 


By programming a special “security fuse”, the user 

can disable the fuse verify logic circuitry. This prevents 
unauthorized duplication of the device, while not 
interfering with the part’s logic functionality. This makes - 
programmable logic ideal for any application where 
design security is essential. 


Advantages of 
AMD Programmable 
Array Logic 


Improved Performance 


- Tpa (ns) 


IMOX 

The AMD PAL family is manufactured using Advanced 
Micro Devices’ IMOX advanced oxide isolation process. 
IMOX, which has been in production for many years on 
high performance bipolar LSI devices such as the Am2900 
family, insures the best speed/power performance PALs 
available in the industry. 


Higher Speed—“A’ Versions 

The use of IMOX technology insures high yields and 
therefore predictable availability of the high speed “A” 
versions of PALs. Worst case input to output delay of 25ns 
is specified with typical performance in the 10ns to 12ns 
region. New generations of IMOX will provide even faster . 
guarantees. 

Half Power—“L” Version 

Anew family of half-power PALs, designated “L” versions, 
provides standard 35ns maximum delays and full 24mA 
drive capability at half the standard power. Half power 
PALs will directly replace standard and early ( — 2) low 
power functions while enhancing system reliability and 
performance. 


In addition, AMD standard and high speed “A” 
combinatorial PALs, are specified at more than 20% lower 
power dissipation than other manufacturer's devices. 


60 20-PIN, COMBINATORIAL PAL 
; MAXIMUM SPECS 
ORIGINAL % POWER PAL COMMERCIAL DEVICES 
(lo. = 8mA) 
50. ©) 


/ AMD IMOX = ORIGINAL 


40 STANDARD STANDARD 
PAL 
Pe | a <«———0 

AMD IMOX 
30 Y2 POWER PAL 

(lo. = 24mA) a a 

: AMDIMOX ORIGINAL 

20 “A” “p” ; 


PAL . PAL 





60 . 100 140 180 
Icc (mA) 
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Flexibility 


Full Test Capability 


Enhanced Line (20-pin) 
In addition to the popular high volume 20-pin PAL devices, 
Advanced Micro Devices offers three additional functions. 


AmPAL16H8 is an active HIGH version of the 
AmPAL16L8. These parts together provide the 
capability of implementing logic with either active 
HIGH or active LOW outputs. Switching logic 
equations from one polarity to another can achieve a 
significant reduction in product term usage. The 
AmPAL16H8 can functionally replace all other active 
HIGH 20-pin PALs. 


AmPAL16LD8 is an active LOW device implemented 
with dedicated outputs to increase the number of 
logical product terms to 8 per output. 


AmPAL16HD8 is an active HIGH version of the 
AmPAL16LD8. These two functions give the capability 
of creating a wider range of functions in a single PAL. 


Enhanced Line (24-pin) - 

The AMPAL22V10 is a 24-pin device which will allow the 
user to program the architecture. Each of the 10 outputs: 
may be registered or combinatorial, active HIGH or active 
LOW. Variable product term distribution will permit 
between 8 and 16 logical product terms per output for a 
total of 120. This device provides anew standard of 
flexibility i in PAL functions. 


Power-up Reset 

The registered devices in the AMD PAL family are designed 
to reset during system power-up. All registers will be set 
to zero, setting all the outputs to ones. This feature is 
especially valuable in simplifying state machine 
initialization. 


Special Test Circuitry 

All AMD PALs include special test circuitry to allow thorough 
AC and DC testing of unprogrammed units prior to shipment. 
The test circuitry is used to insure good programming yield 
and to verify that devices will meet all parametric and 
switching specifications after programming. 


Programmability Testing 

Programming circuitry testing includes tests to assure 
unique addressing of all fuses. The ability of circuitry in 
the programming path, to handle the large currents and 
voltages necessary to blow fuses, is also checked. 


Special probing pads, high threshold voltage circuitry and 
test fuses are employed in programmability testing. This 
testing coupled with the platinum silicide fuse structure 
gives industry legging programming yields (>98%) for all 
AMD PALs. 
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- Reliability — 


Design Aid Software 


DC Functional Testing 

Special test circuitry, enabled by means of high voltage 
signals, checks functionality and DC parameters under 
conditions that simulate post programming operation. All 
circuitry and levels that can be involved in operation after 


" programming are checked under worst case conditions. 


For example, all input ouffers are tested for functionality 
by switching them through a special path to a single 
output. All product term AND gates are switched and 
sensed for uniqueness and functionality. 


AC Testing 

Similar special test circuitry permits AC switching delays 
through worst case paths to be measured. This provides a 
means to guarantee AC specifications under worst case 
power supply and loading conditions. 


PRELOAD for Logic Verification 

AMD PALs provide the capability of loading the output 
registers of a PAL to any desired value during testing. 
PRELOAD is the only way to allow full logical verification of 
programmed registered PALs and thus guarantee correct 
logical functionality. Without PRELOAD, many device 
failures cannot be discovered until the device is tested as 
a part of the finished system. 


High Programming Yield 

The proven platinum silicide fuse structure used for many 
years in AMD PROMS is also applied to PALs. This insures 
that AMD PALs consistently achieve better than 98% 
programming yields. 


High Reliability 

This same fuse technology has demonstrated an excellent 
reliability history. Zero fuse failures have been generated 
in over 40 billion fuse hours of life testing. 


PALASM 

The AMD PAL family is supported by an upgraded version 
of the PAL Logic Equation Assembler, PALASM. Known as 
AMPALASMQ0O, this design aid software provides error 
checking and recovery features and the JEDEC 
Programmable Logic Data Transfer Format output 
capability. Advanced Micro Devices provides 
AMPALASMQ20 on an 8 inch CP/M floppy disk for the AMD 
System 8 and 29, and other popular computer systems, 
Advanced Micro Devices is committed to providing the 
continuing support necessary for programmable logic as 
new, faster and more complex devices become available. 
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A Comparison Between 
Programmable Logic and Other 
Logic Alternatives 


a 


Today’s logic designer can choose from a wide variety of im- 
plementation alternatives. These can be classified into three 
basic categories: dedicated general purpose devices (here- 
after called standard products), fuse programmable logic 
and custom integrated circuits (Figure 1). 


Standard product architectures are defined by the IC 
manufacturer for a wide market and cannot be altered by the 
user. Examples of standard products are fixed instruction set 


DIGITAL 


LOGIC FAMILIES 


STANDARD 
PRODUCTS LOGIC 
54174 TTL SSI/MSI 
2900 TTL LSI 
iAPX 86 pP 


PROGRAMMABLE 


MOS microprocessors, microprogrammable LSI building 
blocks, and TTL and CMOS SSi/MSI devices. Custom logic on 
the other hand, is defined by the user for his application. Pro- 
grammable logic devices fit between standard products and 
custom logic. The IC manufacturer defines an architecture 
that a user can program in his facility by blowing appropriate 
fuses to fit his specific application. PALs, PLAs and PROMs 
are examples of programmable logic. 


CUSTOM 
LOGIC 


SEMI- 
CUSTOM 


FULL . 
CUSTOM 


GATE 
ARRAYS 


STANDARD CELLS 
HANDCRAFTED DESIGNS 


03862A-3 


Figure 1. Basic Categories of Digital Logic 





Each of these three design alternatives offers distinct advan- 
tages and disadvantages in terms of cost, availability and ar- 
chitectural flexibility. Many system designs today, such as 
the controller board in Figure 2, incorporate all three of the 
design approaches to some degree. However, in order to 
evaluate which type is best suited for a particular function, 
this review will consider each approach on a stand-alone 
basis. 


DEDICATED GENERAL PURPOSE DEVICES— 
STANDARD PRODUCTS 


There are five main advantages of standard products. They 
require little 1C engineering expertise by the user, provide 
lowest cost for an individual device, usually have the best ap- 
plication support, provide the maximum logic density per 
device and are available off-the-shelf with no development 
lead time. 


Development engineering effort at the IC level is minimal 
compared to the custom or programmable alternatives. The 
responsibility for design, test, and debugging is borne by the 


integrated circuit manufacturer. Because the integrated cir- 
cuit manufacturer is doing this on a large scale, the process 
is very efficient. The engineering time and investment saved 
by the standard product user can be utilized to do design 
work that is more directly profitable and in his realm of 
expertise. 


Standard products achieve a cost reduction on an individual 
device basis because they are high volume products. This 
volume results in lower manufacturing cost and thus lower 
price per unit. The increased competition encouraged by 
alternate sourcing products also results in lower cost. 


The design support available for standard products is far 
greater than that for custom or programmable devices. Ap- 
plication software (assemblers, simulators), hardware 
(emulators) and literature (manuals, books, application 
notes) make them easier to design with. Since standard prod- 
ucts reach a much larger market, the engineering effort 
necessary to provide this support can be spread over a large 
number of units, reducing the cost. When a custom or pro- 
grammable logic device is used, this support must be devel- 
oped by the engineer doing the design. 
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Figure 2. Using PALs for state machines, a gate array for error correction, and standard products 
including a DMA controller chip, and an 8085 microprocessor, Data Systems Design 
squeezes hard-disk, floppy-disk, and mag tape controllers onto one board. (7215 
Controller Board) Photo Courtesy of Data Systems Design, Inc. 





Standard products are optimized for high volume production. 
The density of logic functions is therefore generally much 
greater than on custom logic (when implemented with gate 
arrays) or programmable logic devices. A fixed instruction 
set microprocessor or microprogrammable building block 
duplicated with gate arrays or programmable logic devices 
would take several packages compared to the single dedi- 
cated device. 


The three potential disadvantages of standard products are 
non-optimality, higher system cost and lack of unique feature 
advantages. A standard product, by the very nature of its 
generality, is not ideal for anyone. It includes too much func- 
tionality for some applications and not enough for others. 
The architecture is seldom ideal for a particular application. 
Standard products also offer a limited performance selec- 
tion. IC manufacturers pick a specific performance level aim- 
ing at as large a market as possible. 


Due to the general purpose nature of standard products, it is 
difficult to achieve the lowest package count solution. Addi- 
tional components are required to tailor the function to fit a 
specific need. Even though individual devices may be lower 
in price, more of them must be used, raising the cost for the 
total system when considering the additional PC boards, 
testing, power supplies, fans, etc. 


Another disadvantage of standard products is the lack of 
competitive features and advantages. Anyone can buy them 
so it is difficult to differentiate one system supplier’s hard- 
ware from another. 


CUSTOM LOGIC DEVICES—GATE ARRAYS 


Custom logic, predominantly in the form of gate arrays today, 


offers the system designer important advantages over stand-’ 


ard products. Compared to SSI/MSI implementations, re- 
duced package count is of paramount importance. Standard 
LSI products provide the same benefit but force the designer 
to use a specific architecture. Custom logic allows the 
designer to implement his own architecture exactly. This 
freedom to develop innovative solutions to an applications 
problem can add a significant competitive advantage to a 
product. 


The four main disadvantages of gate arrays are increased 
engineering effort, higher cost per individual device, lack of 
high level support tools and lower density compared to 
standard LSI products. Engineering effort for agate array can 
significantly increase the cost of a system design. Not only 
must the system be designed, but the custom devices them- 
selves must be designed, debugged and put into production. 
Both design tasks, chips as well as system, take similar 
amounts of engineering resources, possibly doubling the 
design effort and investment. Because of the lack of a com- 


petitive market (minimum second sourcing), custom logic 


devices can end up being substantially more expensive. Only 


if the complete system solution can be optimized will the 
total cost be’ reduced. Another factor to be considered is the 
chance of design problems with a custom device. If extra 
iterations are necessary, or even worse a bug is discovered 
after a product has been released, correcting the problem 
can take several months or even years. These potential costs 
are difficult to estimate and have virtually no limit. 


The third disadvantage of custom logic is the lack of high 
level support. Semiconductor manufacturers cannot provide 
significant support in the form of software, development 
systems, application notes, or books for a custom logic 
design because each device is different. The designer must 
document the design fully and provide enough support for 
the system engineer to utilize the device correctly. 


Finally, a key disadvantage of gate arrays is the reduced 
density and therefore higher silicon cost compared to a dedi- 
cated general purpose device. They are designed by repeating 
acommon loosely packed structure, leaving wide channels for 
the meta! interconnect. For a given set of design rules a gate 
array will typically require two to five times the silicon area for 
the same gate count. 


PROGRAMMABLE LOGIC DEVICES 


Programmable logic combines the advantages of the flexible 
architecture of a custom design with the off-the-shelf 
availability and reduced investment—engineering time and. 
device cost—of a standard product. 


Programmable logic has the fastest design cycle time of any 
form of custom lfogic. Instead of months, or years, as with 
semicustom or full custom designs, a programmable logic 
element can be defined by programming the fuses on a blank 
device. This process takes only seconds. This fast turn- 
around time allows a revolutionary interactive approach to 
system design. The engineer can try out a new architectural 


_ approach and evaluate it very quickly. If it does not work, a 


new idea can be defined, programmed and ready to evaluate 
in hours. The speed with which anew design approach canbe 
explored and evaluated creates a design environment that 
enhances innovation. 


Programmable logic devices share the same economics of 


_ high volume production as standard products and other user 


customizable integrated circuits such as PROMs, EPROMs 
and EEPROMs. As the manufacturer produces identical 
blank elements by the millions of units per year, low costs 
can be achieved. This volume market attracts multiple ven- 
dors and encourages price competition, as well as provides 
alternate parallel construction source security. The cost ad- 
vantages of a standard product are retained with program- 
mable logic devices, but as parts are customized, system 
designs may be differentiated from the competition. In fact, 
truly innovative designs are even patentable, further protect- 
ing a design from the competition. 





The engineering effort and time needed to design, test, debug 
and put into production a programmable logic device is 
larger than the effort necessary for a standard product, but 
substantially less than for a custom element (Figure 93). Soft- 
ware tools are provided to reduce this overhead considerably. 
These permit designs to be specified in terms of Boolean 
equations. The input specification format, for the software, 
serves as a “‘data sheet” for the particular application and 
generates the essential documentation information. Simula- 
tion and test vector generation programs also exist to reduce 
the engineering effort associated with debugging and test- 
ing, both in prototyping and production environments. 


Programmable logic devices available today and in the near 
future provide the functional equivalent of up to 250 to 500 
gates. While this is an order of magnitude better than typical 
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SSI/MSI designs, it is less than that of advanced gate array 
products. However when all costs are amortized, program- 
mable logic can still provide the lowest price form of custom 
logic available to most system manufacturers. 


This threshold is increasing rapidly as advanced process 
technologies improve the effective logic complexity of pro- 
grammable devices. 


SUMMARY 


Programmable logic combines the strengths of the dedicated 
general purpose and custom logic design approaches. It pro- 
vides interactive design via customizability and immediate 
turn-around time. This revolutionary design approach results 
in innovative, low cost designs, maximizing the competitive 
advantage of a product. 
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Figure 3. Relative Development Time vs Cost for Alternative Logic 


Implementations 





An |Introduction to 


Programmable 


Logic Architecture 


Programmable array logic (PAL) devices have many fea- 
tures in common with programmable read-only memory 
(PROM) and programmable logic array (PLA) devices. All 
three share the same basic internal AND-OR structure, but 
vary in allocation of logic features and amount of program- 
mability. Figure 1 shows the basic AND-OR structure of pro- 
grammable devices. It consists of two levels; the first is the 
AND array which accepts inputs, performs the desired 


iy 


AND functions on the inputs and then outputs these func- 
tions to the second level, the OR array. The OR array com- 
bines various AND functions together producing the desired 
(AND-OR) outputs. This structure makes programmable 
devices ideal for implementing logic in Boolean sum-of- 
products form which is easily generated using logic design 
techniques such as Karnaugh maps. 
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Figure 1. Basic Programmable Logic Array Architecture 





Figures 2and3 depict therules for understanding thenotation 
commonly used in logic diagrams to describe programmable 
logic devices. Figure 2 shows the technique for describing an 
AND array. Ali array inputs (true and complement of each 
device input) are shown connecting to a single input AND- 
gate. In reality, each array input is an input to the AND-gate. 
Thus an N-input device will have AND-gates with 2N inputs. 
For example, the AmPAL16L8 has sixteen inputs and 
therefore each of its sixty-four AND-gates has thirty-two in- 
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Figure 2a. Programmable AND Array 
Logic Diagram Notation 
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Figure 3a. Programmable OR Array 
Logic Diagram Notation 


puts! In a programmable AND array each row and column in- 
tersection, as shown in Figure 2, represents a fusible input 
connection to the AND-gate. Thus, to create an AND func- 
tion, the fuses associated with undesired inputs must be 
blown. Figure 3 shows the technique for describing an OR ar- 
ray. All of the rules for the OR array are the same as for the 
AND, except that an OR function is being implemented in- 
stead of an AND. 
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Figure 2b. Programmable AND Array 
Logic Equivalent 
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Figure 3b. Programmable OR Array 
Logic Equivalent 





PROM ARCHITECTURE DESCRIPTION 


Figure 4 shows the basic architecture of a PROM using the 
notation of Figures 2 and 3. The PROM shown has three in- 
puts, eight memory locations (AND-gates), and four outputs. 
The important feature of the PROM architecture, as far as 
programmable logic is concerned, is that the inputs are fully 
decoded by a fixed AND array which drives a programmable 
OR array. This means that every combination of inputs is 
represented by a separate AND-gate. Since there are 2" com- 
binations possible from n inputs, there are 2" AND-gates ina 
PROM. For example, the PROM of Figure 4 has three inputs 
and because 2° is eight, there are eight AN D-gates in Figure 4. 


By programming the OR array for a given output, as desired, 
the PROM can implement any logic function limited only by 
the number of inputs available. A separate, independent 
logic function can be implemented for each device output. 


The limitation of PROMs in performing logic functions is 
their inability to provide the number.of inputs and outputs 
that logic functions need. PROMs have a fixed number of in- 
puts and a fixed number of outputs. For example, a 1Kx8 
PROM has ten inputs, to fully decode 1 K locations (remember 
that’s 1024 fixed AND-gates!), and eight outputs (some 
PROMs have only four outputs). Unfortunately, logic func- 
tions don’t come with fixed numbers of inputs and outputs. 
This means that a logic function requiring a total number of 
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Figure 4. PROM Array Structure 






inputs and outputs that is less than a device offers may not fit 
because it requires an allocation of inputs and outputs that 
doesn't fit the fixed PROM architecture. A function requiring 
eleven inputs and five outputs would not fit into the previ- 
ously mentioned 1K x 8 PROM, despite requiring fewer total 
inputs and outputs than the device offers. 


Typical logic functions can easily have up to sixteen inputs 
which would require a PROM with 64K locations. Few 
designs could utilize 64K AND-gates. Typical output func- 
tions don’t always come in four or eight bits. Data path func- 
tions tend to be wider than the path itself because functions 
such as parity bits, ripple carrys, and serial inputs and out- 
puts are usually required in addition to the data inputs and 
outputs. Thus four or eight bit data path functions would not 
be well served by PROMs. 


Control path functions, such as state machines, can quickly 
use up both inputs and outputs. Using a PROM witharegister . 
on the outputs as a state machine requires both logical in- 
puts and state feedback inputs, while also requiring state 
feedback and control outputs (see Figure 5). Note that the 
feedback inputs and outputs are tied together using up an in- 
put and output pin for each bit of state information. Thus, 
when a large number of states are required, few precious in- 
put and output pins are left over. 
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Figure 5. Registered PROM State Machine 


PAL ARCHITECTURE DESCRIPTION 


The array architecture of a PAL is shown in Figure 6. The 
basic PAL structure is exactly the opposite of a PROM; the 
AND array is programmable and the OR array is fixed. This 
immediately removes the restriction that for n inputs there 
are 2" AND-gates. There are six inputs to the PAL array of 
Figure 6, but only eight AND-gates. Thus one of the key ineffi- 
ciencies of a PROM is removed, allowing PALs to have as 
many inputs as needed. The fixed OR array of a PAL dedi- 
cates which OR-gate a particular AND-gate will input to. In 
Figure 6, two AND-gates are dedicated to each OR-gate in the 
array. This is the only limitation of PAL devices: the number of 
AND-gates required by an equation may not exceed the 
number provided. 
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PAL devices contain many additional architectural features 
which make them ideal for implementing logic functions. 
These features include programmable |/O pins, outputs with 
registers that internally feedback to the AND array, and ac- 
tive HIGH or active LOW outputs. Programmable I/O pins 
allow the PAL device to be tailored to fit the required alloca- 
tion of inputs and outputs. Thus PALs effectively remove the 
limitation of inputs and outputs. This allows PALs to imple- 
ment far more different and complex logic functions than a 
PROM (even one with more pins). Registered outputs with in- 
ternal feedback give PALs the capability to implement state 
machines efficiently. Device inputs need not be sacrificed as 
feedback inputs as in the PROM. PALs also provide active 
HIGH or active LOW capability. 
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Figure 6. PAL Array Architecture 





Logic diagrams for the bidirectional output structures of the 
PAL devices are shown in Figure 7. One feature of the PAL 
bidirectional output is the ability to program the output 
enable as a function of an AND-gate in the array. The output 


buffer may be programmed in one of three ways: as a dedI-. 


cated output, a dedicated input, or a dynamically control- 
lable input/output. 


When programmed as a dedicated output, the output buffer 
is always enabled and the logic function is fed-back to the 
AND array. The feedback path allows more complex logic 
functions to be implemented by using two or more levels of 
AND-OR gating. 


When programmed as a dedicated input, the AND-OR gate 
associated with that pin is unused, but an extra input has 
been created. This ability to trade-off outputs for inputs is 
one of the big advantages of PALs over other programmable 
logic devices. The designer isn’t limited to a fixed number of 
input and output pins. The ratio may be programmed to fit the 
intended application. 


Finally, when programmed as a dynamically controllable 
input/output buffer (i.e., enabled/disabled by a logical com- 
- bination of one or more inputs) this pin may be utilized as an 
input, as well as retaining the full logical capability of the 


AND-OR gate. This is especially useful in control applications 
(microprocessor handshaking protocols) and bus oriented 
data operations (data steering and data storage/manipula- 
tion). A serial input/output pin is a common example. When 
left shifting the pin may be a Serial input, but when right shift- 
ing the pin would be a serial output. This mode provides max- 
imum utilization of the PAL architectural resources. 


A logic diagram for one of the registered outputs of a PAL 
device is shown in Figure 8. The most important features of 
this structure are the feedback path and the dedicated output 
enable. This output enable is common to all registers on the 
chip. The output register is fed-back into the array internally 
instead of from the output pin as in the combinatorial part. 
This configuration is more useful because state information 
is available at all times instead of only when the output is 
enabled, simplifying state machine design. 


The availability of a common, dedicated output enable 
makes registered PAL devices ideal for bus oriented sys- 
tems. The registered PAL can be programmed to provide data 
storage, operation, or steering functions, the result of which 
is placed on a data bus by enabling the output buffer. Since 
all PAL outputs have 24mA current sinking capability, they 
can drive most on-board buses and many backplane buses. 
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Figure 7a. Active LOW Bidirectional Output 
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Figure 7b. Active HIGH Bidirectional Output 
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Figure 9 shows the active LOW and active HIGH versions of 
PAL dedicated outputs. The outputs are always enabled. The 
AND-gate previously used for this function provides an extra 
logical AND term in this structure. This brings the total 
number of AND-gates per output to eight. The feedback path 
from output to input is still provided, allowing for imple- 
mentation of multi-level logic. The extra AND-gate makes 
these outputs ideal for non-bus oriented logic replacement, 
especially complex control signal generation, encoding and 
decoding. 


AMD 20-PIN PAL ARCHITECTURE 


The AMD 20-pin PAL family is based on an array of over 2000 
platinum-silicide fuses. These provide the logical equivalent 
of sixty-four, 32-input programmable AND-gates. The array 
outputs feed eight, 8-input fixed OR-gates plus associated 
I/O and feedback circuitry. Each device type has a unique 
organization of these I/O components, optimized for specific 
functional applications. 


As any logical function can be expressed in an AND-OR, sum- 
of-products form, these basic elements can be programmed 
to satisfy a wide variety of complex custom logic require- 
ments. Where a system architecture has been created 
around this PAL structure, single 20-pin packages have been 
used to perform functions that would each require over 300 
equivalent TTL gates. 


A typical member of the AMD 20-pin PAL family, the 
AmPAL16R4, is shown in Figure 10. This device has 16 
available inputs to the fuse programmable array. Eight of 
these are dedicated inputs (pin numbers 1 through 9), four are 
feedback paths from the Q outputs of the on-board registers — 
and four are via the bidirectional input/output ports (pin 
numbers 12, 13, 18 and 19). It contains four 8-wide AND-OR 
structures with inverting registered outputs, each AND-gate 
having 32 inputs. As half of the inputs are true and the other 
half complementary, only sixteen of them have effective 
logical value. A common three-state output enable line 
serves all four registered outputs. Four more 7-wide AND-OR- 
INVERT structures have combinatorial outputs with three- 
state output enables that are programmable throughiive,juse 
array. 
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Figure 9a. Active LOW Dedicated Output 
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Figure 9b. Active HIGH Dedicated Output 
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Figure 10. Logic Diagram of AmMPAL16R4 
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AMD 24-PIN PAL PROGRAMMABLE LOGIC 
STRUCTURE 


A new 24-pin device, the AMPAL22V10, allows programming different configurations are bidirectional/active LOW, 
of the logical function of each output separately toallowthe _bidirectional/active HIGH, registered/active LOW, and regis- 
user to select the preferred output structure. The basic out- _ tered/active HIGH. Thus the AmPAL22V10 can be architec- 
put structure, or ‘“‘macrocell”, is shown in Figure 11 along __ turally optimized, as well as input and output optimized (as in 
with diagrams of the different output configurations. The the 20-pin family), to fit the particular logic function precisely. 
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PLA ARCHITECTURE DESCRIPTION 


The array architecture of a PLA is shown in Figure 12. The 
PLA allows both the AND array and the OR array to be pro- 
grammed. This gives the PLA additional logic capability over 
both PROMs and PALs. PLAs can be designed to incorporate 
the same advantages over PROMs as do PALs. PLA devices 
can include the same logic features which reduce limitations 
of too few inputs, the allocation of inputs vs outputs, reg- 
istered feedback, or output polarity, although few com- 
mercially available devices actually implement them. The 
programmable OR array allows AND-gates to be tied to OR- 
gates, as desired, by programming. Logic functions are 
limited by the total number of AND-gates allocated to all out- 
puts instead of by the AND-gates allocated to a particular 
OR-gate (as in a PAL). Thus if a logic function requires a large 
number of AND-gates, they may be allocated to the particular 
OR-gate requiring them. Additionally, AND-gates may be con- 
nected (shared) to more than one OR-gate. This allows more 
efficient utilization of AND-gates in a PLA than in a PAL. 


The disadvantages of PLAs are not quite so obvious. PLAs 
are inherently slower than PALs or PROMs because a given 
signal must pass through two programmable arrays. This 
can make a PLA unsuitable for many high performance ap- 
plications. In practice the user can seldom take advantage of 
allocating a large number of AND-gates to a particular OR- 
gate. The number of AND-gates required for a particular 
equation is related to the number of inputs to the equation. 
PLA devices have a limited number of inputs, thus the 
number of AND-gates required by an equation is limited. 
Creation of equations using a large number of AND-gates 
can become very difficult. Logic design techniques such as 
Karnaugh maps cannot handle much more than five or six in- 
puts and computer aid for this task is not generally available. 
Another problem is that commercially available PLAs have 
fewer AND-gates than comparable PALs because of the 
added silicon real estate required to provide the program- 
mable OR array. If a designer creates an equation using most 
of his available AND-gates, only a few may remain for the 
other OR-gates. 


To take advantage of potential AND-gate efficiency with 
respect to sharing is not easy. For example, in data path ap- 
plications such as a barrel shifter, individual equations are 
dependent upon the data line of which they are in the path 
(i.e., the equation for output Og is dependent on Dp and Q, is 
dependent on D,, etc.). This makes sharing of AND-gates im- 
possible. In other words, data path equations are ideally 
suited to the architecture of PALs. Since the critical path of 
most systems is the data path, and PALs are faster than 
PLAs, they are better suited for these applications. 


CONCLUSION 


The three programmable logic architectures are represented 
by the PROM, PAL, and PLA devices. Although very similar in 
basic array architecture, they differ significantly in their abil- 
ity to implement logic functions and in their applications. 
Each device type implements an AND-OR two-level logic ar- 
ray which allows implementation of logic equations in sum- 
of-products form. The PROM is the most limited of the three 
device types. While it is able to implement any logic function 
dependent upon its inputs, it has very few inputs to work with. 
The PROM also has a fixed number of inputs and outputs and 
does not provide any architectural features to enhance logic 
design capability. The PAL, on the other hand, provides 
significant capability to implement logic functions. The pro- 
grammable AND array allows equations with many inputs. 
Architectural features such as programmable I/O, internal 
registered feedback, and choice of output polarity allow opti- 
mization of pin allocation and logic equations. The PLA 
provides the most flexible architecture of the three for imple- 
mentation of logic equations by utilizing a programmable 


AND array and a programmable OR array. However, the added 
-flexibility of the PLA can seldom be effectively utilized. Fur- 


ther, the inherent loss in speed performance when using a 
PLA is increasingly unacceptable in high performance 
designs. ; 
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Figure 12. PLA Array Structure 
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PALs Aid 


High Performance 
32-Bit CPU Design 


Bradford S. Kitson and B. Joshua Rosen* 


The Computervision Analytic Processing Unit (APU) was 
designed as a very high speed 32-bit super minicomputer in- 
tended for engineering applications. PALs were used exten- 
sively in the design. Instead of just replacing TTL SSI/MSI, 
this design utilized PALs as customizable logic building 
blocks, allowing powerful logic functions to be implemented 
inaminimum of space. The result is a machine which is twice 
as fast as competitive designs without an increase in board 
space. This paper describes several of the APU’s ‘“‘second 
generation” PAL based applications and illustrates the type 
of design techniques necessary to rise above the “first 
generation” TTL SSI/MSI replacement philosophy. 


APPLICATION OF PALs IN THE 
COMPUTERVISION APU 


The APU processor board set is divided into 4 modules, the 
Parser/Sequencer, which contains an instruction processor 
which fetches and decodes instructions in parallel with the 
execution unit; the Control Processor, which performs ad- 
dress and integer computations; the Floating Point Pipe, 
which performs both scalar and vector floating point opera- 
tions; and the Cache/Address Translation Unit, which con- 
tains a 256 slot area page table entry cache and a 16K byte 
memory cache. 


Approximately 25% of the chips in the APU board set are 
PALs. PALs were chosen for three reasons: flexibility, per- 
formance, and cost. 


The APU is the first implementation of Computervision’s new 
CPU architecture. As such, many aspects of the design were 
subject to change as the architecture evolved. The use of 
PALs permitted the designers of the machine to rapidly 


i 





modify the hardware to fit the needs of this evolving architec- 
ture. In addition, new features and performance enhance- 
ments could easily be implemented with minimal impact on 
the development schedule. 


The ability to generate a very large number of essentially 
custom ICs (there are over 200 different PAL codes used in 
the APU) resulted in a significant reduction in the processor’s 
size while greatly enhancing its overall performance. The net 
result is apparent when one considers that although the APU 
and the Digital Equipment VAX-11/750, a gate array based . 
machine, consume exactly the same amount of board space, 
the APU is more than twice as fast. 


In fact, the Fortran performance of the APU is substantially 
faster than that of the VAX-11/780, a machine which con- 
sumes 5.2 times as much board space as the APU. 


APU FLOATING POINT PIPE 


The APU floating point pipe (FPP) was designed as a very 
high speed arithmetic extension to the APU execution 
engine. Unlike other comparable machines, the floating point 
arithmetic unit of the APU is an integral part of the internal ar- 
chitecture and not an optional add on. As a result, the FPPis 
used not only to accelerate scalar and vector floating point 
arithmetic, but also to perform byte, word, double word and 
quad word string operations. In addition, the FPP is also used 
to enhance the performance of important non-floating point 
instructions such as Procedure Call and Return. 


The FPP board uses a total of 79 PALs for both control and 
data path applications. The remainder of this paper focuses 
on two particular subunits of the APU FPP: the Multiplier and 
the batrel shifter. 


“Manager, Processor Development, COMPULSENISION Corp., Bedtord, MA, at the time this Paper was written. This paper reprinted with 


the permission of Computervision Corp. 





1-23 


3-TO-2 COUNTER 


The multiplier section is the heart of the FPP. A block diagram 
of the multiplier appears in Figure 1. Double precision 
floating point multiplication requires the calculation of a 
56-bit x 56-bit product. Unfortunately, 56x56 parallel 
multipliers do not exist on silicon. The best cost/perform- 
ance solution is to use a number of smaller multipliers to 
build an intermediate sized parallel multiplier and then pro- 
duce a large product (56 x 56) in multiple cycles. 


The partial product generator logic of the FPP utilizes seven 
Am25S558 8 x 8 multiplier slices to implement an 8 x 56-bit 


/ MULTIPLIER 
REGISTER 


multiplication array. Each multiplier chip produces a 16-bit 
product. In general, the most significant eight bits of each 
partial product generator must be added to the least signifi- 
cant eight bits of the next higher slice to generate the full 
64-bit partial product. Exceptions are the most significant 
and least significant eight bits. For a graphic representation 
see Figure 2. 


', This technique also requires the ability to accumulate partial 


products with the partial products from previous cycles. Thus 
each cycle must be accompanied by two additions; the partial 
product summation and intermediate product accumulation. 
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Figure 1. APU Multiplier (U.S. Patent Pending, Computervision Corp.) 
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Figure 2. 64-Bit Partial Product Generation 
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The most straightforward way to accomplish this task is to 
follow the multipliers with two levels of lookahead adders, 
usually 74S181s. This technique results in a nanocycle time 
which is approximately 3 times longer than the partial prod- 
uct generation time of the 8x8 multipliers. This is clearly 
unacceptable. This scheme can be modified, however, by 
adding registers between each level of logic (see Figure 3). By 
pipelining the multiplier in this fashion, the nanocycle time 
can be reduced to something near the propagation delay time 
of the multiplier chips plus the clock to output time of the 
multiplier register plus the set-up time of the intermediate 
result register. The disadvantages of this scheme are in- 
creased pipe latency, caused by the two extra levels of 
pipelining, and a high part count. Still another technique in- 
volves replacing one level of the pipe and one level of 


lookahead adders with carry save adders between the partial 
product generators and the pipeline registers. Carry save 
adders are used to implement a technique called 3-to-2 
counting. As can be seen from Figure 4 any combination of 3 
equally weighted bits can be recoded into a 2-bit field. 


Thus it is possible to reduce the three operands generated by 
the multiplication process (the high and low partial products 
and the 64-bit intermediate product) into only two operands 
which may then be summed together in a single lookahead 
ALU. 3-to-2 recoding requires no carry propagate logic and is 
therefore very fast. Due to the speed of 3-to-2 counters, only 
one level of pipelining is required, which results in both a 
reduced parts count and a reduced pipe latency. The tech- 
nique is ideally suited for implementation in PALs. 
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Figure 3. Two-Level Pipelined Multiplier Approach 
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Figure 4. 3-to-2 Counting 





1-25 


In the APU floating point engine, 16 AmPAL16R6s, pro- 
grammed as triple 3-to-2 counters, are used to reduce the 
three multiplication operands to two intermediate results 
(see Figure 5 for a logic diagram). The registered outputs of 
the PALs are connected to the input buses of the Mantissa 
ALU, which is also used for floating point addition and sub- 
traction. The Mantissa ALU then calculates the next in- 
termediate product in parallel with the partial products 


calculations occurring in the 8x8 multipliers.: This in- 
termediate product and the new partial products are then 
recoded by the 3-to-2 counter PALs to form the next pair of in- 
termediate results. This process continues until the com- 
plete 56 x 56 product is generated. Thus without adding pipe 
latency, the APU is able to accumulate partial products at.a 
rate of 8 x 56 bits every 112ns, which happily coincides with 
the basic nanocycle time of the machine. 
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Figure 5. AmPAL16R6 3-to-2 Counter 
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BARREL SHIFTER 


The APU Barrel Shifter, commonly referred to as the “Rosen 
Shifter’, can perform left shift, right shift and rotate opera- 
tions of from 0 to 63 bits in a single microcycle. The barrel 
shifter is used mainly for floating point prescale and nor- 
malize operations. A block diagram of the barrel shifter and 
its associated control logic is shown in Figure 6. The word 
rotater, nibble rotater and bit shift and mask logic comprise 
the three stages necessary to implement the barrel shifter. 
The prescale, leading zero detect and mask control logic 
comprise the logic required to control it. 


EXPONENT 
ALU OUTPUT 


PRESCALE 
LOGIC 


LEADING 
ZERO 
DETECT 


NIBBLE ROTATE DISTANCE 


SHIFT CONTROL 


SHIFT DISTANCE 


MASK 
CONTROL 


The prescale logit converts the signed difference produced 
by the exponent arithmetic units as a result of the com- 
parison of the two operand exponents, into an absolute shift 
distance which is then used to right shift (prescale) the 
Mantissa of the smaller operand of a floating point add or 
subtract operation. The leading zero detect logic determines 
the left shift distance required to produce a left justified (nor- 
malized) result. The mask control logic Is used to convert 
rotated data to shifted data by masking off the appropriate 
leading or trailing bits to implement right or left shifts. These 
three sections are implemented in PALs, but will not be 
discussed in detail. 


64-BiTS 
INPUT DATA 


WORD 
ROTATER 


NIBBLE 
ROTATER ft 


_ MOST SIGNIFICANT NIBBLE 


LEADING 
ZERO 
DETECT 


BIT SHIFF-BISTANCE 


BIT SHIFT B MASK 


MASK ENABLE. 


ig 


64-BITS 
OUTPUT DATA 
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Figure 6. 64-Bit “Rosen Shifter” 
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To implement the three level 64-bit barrel shifter of Figure 6 in 
MS! requires the use of Am25S10 4-bit shifters (see Figure 7). 
The first level is the word rotater which performs a circular 
rotate of 0, 16, 32 or 48 bits. Although implementation is 
simple, the MSI solution requires 16 packages. The second 
level is the nibble rotater which is essentially identical to the 
word rotater but is wired to rotate 0, 4, 8 or 12 bits. The final 
stage of the barrel shifter requires not only bit rotate but also 
leading and trailing bit masking and sticky bit computation 
(i.e., the logical OR of the masked out bits). An MSI solution 
would require not only the 16 packages of Am25S10s, used in 
each of the preceding levels, but also 16 packages of AND 
gates, for masking, plus still another 16 packages of ANDs 
for the sticky bit computation. The control logic for perform- 
ing the mask operation would probably require as much logic 
as the entire shift path. The more practical solution has 


usually been to build separate left and right shifters, 48 
packages apiece, and not to implement a sticky bit at all. 


The PAL implementation of a 64-bit rotater and shifter, with 
sticky bit computation, requires considerably fewer pack- 
ages than a unidirectional MSI shifter. 


The word rotater consists of 8 identical PALs programmed as 
two four-bit rotaters per package. The logic diagram of the 
word rotater is shown in Figure 8. The nibble shifter requires 
four Am25S10s and 8 PALs programmed as 6-bit wide 4 place 
shifters. The logic diagram of a nibble shifter is shown in 
Figure 9. The bit shift and mask logic requires sixteen PALs in 
the data path and two PALs in the control path. The logic 
diagram for a shift and mask PAL appears in Figure 10, but 
some explanation is required to understand the innovative 
design technique used to implement it. 
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Figure 7. Am25S10 4-Bit Shifter 
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Figure 10. PAL Bit Shift and Mask Slice 





The technique used to implement the masking function re- ° 


quired for shifting is called “nearest neighbor masking”, 
(U.S. patent pending, Computervision Corp.). Each of the shift 


and mask PALs has an enable input from one of the mask - 


control PALs. In addition, each shift and mask PAL is also 
connected to the enable inputs from its left and right hand 
neighbors (see Figure 11). The mask control PAL input deter- 
mines if all four bits from the slice should be masked off. The 
enables from the adjacent slice determine if a PALis at ashift 
boundary. Should only one of the neighboring slices be 
disabled then the shift and mask PAL will mask off from0to3 
of the bits adjacent to the disabled slice, depending on the bit 
rotation distance. In this way, the 64-bit masking operation 
can be implemented with only 16 control jines as oppased to 
- at least 64 for an SSI/MSI solution. 


In addition to performing the final shift and mask operation, 
the bit shifter PALs also compute the logical OR of the 
masked out bits at each slice position. These outputs are 
then logically ORed together to generate a sticky bit. The ex- 
tra hardware required is less than two SSI packages. 


MORE 
SIGNIFICANT 
NEIGHBOR 


Figure 11. PAL “Nearest Neighbor” 


The entire PAL Barrel Shifter requires 38 devices to imple- 
ment 64-bit rotation, left shifting, right shifting and sticky bit 
accumulation. An MSI based left/right shifter, without sticky 
bit computation, would require a minimum of 96 parts. In ad- 
dition, the logic required for implementing the prescale and 
normalize ‘operations, not discussed, is also significantly 
reduced through the use of PALs. 


CONCLUSION 


The full potential of PALs has begun to be realized with the 
availability of high speed devices. PALs now allow the 
designer to architect the device to fit the application instead 
of architecting the application to fit the device. - 


The 3-to-2 counter design example shown illustrated the im- 
plementation of a unique architecture in PALs, resulting in 
significant part count reduction and throughput increase 
over acomparable TTL solution. The barrel shifter design ex- 
ample shown illustrated the innovative implementation of an 
application not previously feasible i in TTL. 
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~ Section 2 


Product cl 
Specifications 


AMD 20-Pin PAL Family 

AMD Half Power PAL Family 

AmPAL22V10 Advanced Information 

AmPL64S16 Advanced Information 

Am27S812AN3A, Am27S12/13 2048-Bit Generic Series Bipolar PROM 
Am27S18A/19A, Am27S18/19 256-Bit Generic Series Bipolar PROM 
Am27S20A/21A, Am27S20/21 1024-Bit Generic Series Bipolar PROM 


AMD 20-Pin PAL* Family 


20-Pin IMOX™ Programmable Array Logic Elements 


DISTINCTIVE CHARACTERISTICS 


e@ IMOX oxide isolated technology insures industry's fastest 
(12ns typ) “A” versions and fastest half- power (25ns typ) 
“L” versions 


Half-power PAL devices have the same AC 
characteristics as the Standard PAL devices with half 
the power consumption 


Platinum-silicide fuses and added test words insure 
programming yields > 98% 


e@ Post Programming Functional Yields (PPFY) > 99% 
@ Preload feature permits full logical verification 


@ Reliability assured through more than 40 billion fuse 
hours of life testing with no failures 


e@ Full AC and DC parametric testing at the factory through 
on-board testing circuitry 


e AMD's industry leading quality guarantees 


GENERAL DESCRIPTION 


AMD PAL devices are high speed electrically programma- 
ble array logic elements. They utilize the familiar sum-of- 
products. (AND-OR) structure allowing users to program 
custom logic functions to fit most applications precisely. 
Typically they are a replacement for Low Power Schottky 
SSI/MSI logic circuits, reducing chip count by more than 
5 to 1 and greatly simplifying prototyping and board layout. 


speed and power versions. The High Speed “A” versions 
(tpp = 25ns) run approximately 30% faster than the 
Standard Speed versions (tpp = 35ns) while consuming 
the same amount of power. The Half Power “L” versions 
(Ic¢¢ = 80mA) while running at the same speed as the 
Standard Speed versions consume half the power of the 
standard devices (Ilcc = 155mA). 


pa 


Ajjwey Wd Uld-02 GV 


Seven different devices are available, including both reg- 
istered and combinatorial devices, in three different 


AMD PAL Speed/ Power Families 


tod lee! lot 
Family ns ee mA (Max) mA a 


High Speed, “A” 
Standard 
Half Power, “L” 


(1) Sequential functions. 
(2) Combinatorial functions. 


AMD PAL FUNCTIONS 


= [ae 
Pins 
Dedicated 


Four 8-Wide AND-OR Dedicated Registered Inverting 
| Four 7-Wide AND-OR-INVERT —_| 7-Wide AND-OR-INVERT | Four 7-Wide AND-OR-INVERT —_| Programmable Bidirectional 


Eight 7-Wide AND-OR-INVERT Programmable 
Ten Dedicated 


16H8 Six Bidirectional Eight 7-Wide AND-OR 


Part Array 
Number Inputs 


Eight Dedicated 
Eight Feedback 


Eight Dedicated 
Six Feedback 
Two Bidirectional 
Eight Dedicated 


Four Feedback 
Four Bidirectional 


Logic 


16R8 Eight 8-Wide AND-OR Registered inverting 


Six 8-Wide AND-OR 





Six Bidirectional 


Ten Dedicated 
16L8 Two Dedicated 


Six Bidirectional 


Six Bidirectional 


Programmable | Two Dedicated 


16LD8 er Pedeales Eight 8-Wide AND-OR-INVERT Dedicated 
Six Bidirectional 
Ten Dedicated 
16HD8 Six Bidirectional Eight 8-Wide AND- OR Dedicated [2 | 


Order # 03323C 











IMOX is a trademark of Advanced Micro Devices, Inc. 
*PAL is a registered trademark of and is used under license from Monolithic Memories, Inc. 
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AMD PAL FAMILY CHARACTERISTICS 


All members of the AMD PAL family have common electrical 
characteristics and programming procedures. All parts are pro- 
duced with a fusible link at each input to the AND gate array, and 


connections may be selectively removed by applying appropriate” 


voltages to the circuit. 


Initially the AND gates are connected, via fuses, to both the true 
and complement of each input. By selective programming of 
fuses the AND gates may be “connected” to only the true input 
‘(by blowing the complement fuse), to only the complement input 
(by blowing the true fuse), or to neither type of input (by blowing 
both fuses) establishing a logical “don't tare.” When both the true 
and complement fuses are left intact a logical false results on the 
output of the AND gate, while all fuses blown results in a logical 
true state. The outputs of the AND gates are connected to fixed 
OR gates. The only limitations imposed are the number of inputs 
to the AND gates (up to 16) and the number of AND gates per OR 
(up to 8). , 

All parts are fabricated with AMD's fast programming, highly 
reliable Platinum-Silicide Fuse technology. Utilizing an easily 
implemented programming algorithm, these products can be 
rapidly programmed to any customized pattern. Extra test words 
are pre-programmed during manufacturing to insure extremely 
high field programming yields (>98%), and provide extra test 
paths to achieve excellent parametric correlation. 


POWER-UP RESET 


The registered devices in the AMD PAL family have been 
designed to reset during system power-up. Following power- 
up, all registers will be initialized to zero, setting all the outputs 
to a logic 1. This feature provides extra flexibility to the 
designer and is especially valuable in simplifying state machine 
initialization. 

PRELOAD 


AMD PAL devices are designed with unique PRELOAD circuitry 
that provides an easy method of testing registered devices for 


logical functionality. PRELOAD allows any arbitrary state value 
to be loaded into the registered output of an AMD PAL device. 


A typical functional test sequence would be to verify all possible 
state transitions for the device being tested. This requires the 
ability to set the state registers into an arbitrary “present state” 
value and to set the device inputs to any arbitrary “present input” 
value. Once this is done, the state machine is clocked into anew 
state, or “next state.” The next state is then checked to validate 
the transition from the present state. In this way any state 
transition can be checked. 


Without PRELOAD, it is difficult and in some cases impossible to 
load an arbitrary present state value. This can:lead to logic 
verification sequences that are either incomplete or excessively 
long. Long test sequences result when the feedback from the 
state register “interferes” with the inputs, forcing the machine to 
go through many transitions before it-can reach an arbitrary state 
value. Therefore the test sequence will be mostly state 
initialization and not actual testing. The test sequence becomes 
excessively long when a state must be reentered many times to 
test a wide variety of input combinations. 


In addition, complete logic verification may become impossible 
when states that need to be tested can not be entered with | 
normal state transitions. For example, even though necessary, 
the state entered when machine powers up can not be tested, 
because it can not be entered from the main sequence. Similarly, 
“forbidden” or don't care states that are not normaly entered need 
to be tested to ensure that they return to the main sequence. 


PRELOAD eliminates these problems by providing the capability 
to go directly to any desired arbitrary state. Thus test sequences 
may be greatly shortened, and all possible states can be tested, 
greatly reducing test time and development costs, and guaran- 
teeing proper in-system operation. 
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MAXIMUM RATINGS (Above which the useful life may be impaired) 


























Storage Temperature —65 to + 150°C 
Supply Voltage to Ground Potential (Pin 20 to Pin 10) Continuous -0.5 to +7V 
DC Voltage Applied to Outputs !(Except During Programming) -0.5V to +Voc max 
DC Voltage Applied to Outputs During Programming 21V 
Output Current Into Outputs During Programming (Max Duration of 1 sec) 200mA 
DC Input Voltage R -0.5 to +5.5V 
DC Input Current : : —30 to +5mA 
OPERATING RANGE 









Military 


4.75 5.25 5.50 
0 75 125 
125 


ELECTRICAL CHARACTERISTICS OVER OPERATING RANGE (Unless Otherwise Noted) 





Parameters Description 






Supply Voltage 












Operating Free Air 
Temperature 









Operating Case 
Temperature 











































































Typ 
Parameters —_—SsODesscription Test Conditions Min (Note1) Max Units 
2 loH = ~3.2MA COM'L 
Von Output HIGH Voltage Voc = MIN, 
} Vin = Vin or Vi OH = -2mA MIL 
7 lo = 24mA ‘COM'L 
VoL ee LOW Voltage Yoo= MIN, a 
Vin = Vin oF Vit lot = 12mA MIL 
Vin | Guaranteed input logical HIGH 
(Note 2) Input HIGH Leva} voltage for all inputs 
oot 
ViL i? Guaranteed input logical LOW 
(Note 2) peta evel : voltage for all inputs 
Vie Input LOW Current eae Voc = MAX, Vin = 0.40V 
hi | Input HIGH Current Voc = MAX, Vin = 2.7V 
| I | Input HIGH Current | Voc = MAX, Vin = 5.5V 
Isc Output Short Circuit Current | Voc = MAX, Vout = 0.5V (Note 3) 
16L8, 16H8, 16HD8, 16LD8 410 155 
16L8A, 16H8A, 16HD8A, 16LD8A 
Allinputs = GND 16L8L, 16H8L, 16HDS8L, 16LD8L 
! Power Supply Current : mA 
a ee Voc = MAX 16R8, 16R6, 16R4 
16R8A, 16R6A, 16R4A 
i, 16R8L, 16R6L, 16R4L 
Vi Input Clamp Voltage Voc = MIN, lin = —18MA -0.9 -1.2 | Volts 
lozZH Output Leakage Current Voc = MAX, Vit = 0.8V Vo = 2.7V 100 
pA 
nes | Vii = 2.0V Vo = 0.4V _ | -100 
Cin Input Capacitance Vin = 2.0V @f = 1MHz (Note 5) 6 7 
p 
Cout Output Capacitance Vout = 2.0V @f = 1MHz (Note 5) 9 


Notes: 1. Typical limits are at Voc = 5.0V and Ta = 25°C. 
2. These are absolute values with respect to device ground and all overshoots due to system or tester noise are included. 
3. Not more than one output should be tested at a time. Duration of the short circuit should not be more than one second. Vout = 0.5V has been 
chosen to avoid test problems caused by tester ground degradation. 
4. VO pin leakage is the worst case of lozx or lix (where x = Hor L). 
5. These parameters are not 100% tested, but are periodically sampled. 
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SWITCHING CHARACTERISTICS OVER OPERATING RANGE (Unless otherwise noted) 
COMMERCIAL RANGE j 














































































































na [Paw | 

Parameters Description Conditions | (Note 1)| Min Max | (Note 1) 

too | Yet, Ton, 16Ra,T6LDS, TE, TSH i 

tea | Input to Output Enable 16L8, 16R6, 16R4, 16H8 | 

ter Input to Output Disable 16L8, 16R6, 16R4, 16H8 | 

tpzx Pin 11 to Output Enable 16R8, 16R6, 16R4 

tpxz Pin 11 to Output Disable 16R8, 16R6, 16R4 Ry = 200 
tco | Clock to Output 16R8, 16R6, 16R4 Re = 390 
= | Input or Feedback Setup Time 16R8, 16R6, 16R4 | 

tH Hold Time 16R8, 16R6, 16R4 

tp Clock Period (ts + tco) | 

Clock Width 
Maximum Frequency 





SWITCHING CHARACTERISTICS OVER OPERATING RANGE (Unless otherwise noted) 


MILITARY RANGE 







A-Version STD and L-Version 


Test 
Conaitions 





Parameters Description Max | (Note 1) 














Input or Feedback to Non-Registered Output 
16L8, 16R6, 16R4, 16LD8, 16H8, 16HD8 


Input to Output Enable 16L8, 16R6, 16R4, 16H8 
Input to Output Disable 16L8, 16R6, 16R4, 16H8 
Clock to Output 16R8, 16R6, 16R4 

Input or Feedback Setup Time 16R8, 16R6, 16R4 

Hold Time 16R8, 16R6, 16R4 







17 











17 
17 






































Clock Period (ts + tcg) ° 
Clock Width 

















Maximum Frequency 


Notes: 1. Typical limits are at Voc = 5.0V and Ta = 25°C. 
2. tpp is tested with switch S; closed and C, = SOpF. 
3. For three-state outputs, output enable times are tested with C, =. 50pF to the 1.5V level; S; is open for high impedance to HIGH tests and 
closed for high impedance to LOW tests. Output disable times are tested with C_ = 5pF. HIGH to high impedance tests are made to an output 
voltage of Voy — 0.5V with S; open; LOW to high impedance tests are made to the Vo, + 0.5V level with S; closed. 
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KEY TO TIMING DIAGRAM 


WAVEFORM INPUTS OUTPUTS WAVEFORM INPUTS OUTPUTS 


CENTER 
DOES NOT LINE tS HIGH 
APPLY IMPEDANCE 
“OFF” STATE 


MUST BE WILL BE DON'T CARE; CHANGING; 
STEADY STEADY ANY CHANGE STATE 
PERMITTED UNKNOWN 








PRELOAD OF REGISTERED OUTPUTS or LOW state. This feature simplifies testing since any initial 
state for the registers can be set to optimize test sequencing. 


AMD PAL registered outputs are designed with extra circuitry The pin levels and timing necessary to perform the PRELOAD 
to allow loading each register asynchronously to either a HIGH function are detailed below: : 


PIN 11 


PIN2 


REGISTERED 
OUTPUT 


Vite 
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“tp = 200ns typically. See Programming Parameters. 
Leve! forced on registered output Output state at the 
pin during PRELOAD cycle output pin after cycle 
| eee 
OV to VocH or OPEN’ 
POWER-UP RESET 
The registered devices in the AMD PAL family have been 1. The Vcc rise must be monotonic. 
designed to reset during system power-up. Due to the asyn- 2. Following reset, the clock input must not be driven from low 
chronous operation of the power-up reset and the wide range of to high until all applicable input and feedback setup times are 
ways Vcc can rise to its steady state, two conditions are re- met. 
quired to insure a valid power-up reset. These conditions are: 
Vee 
POWER 4v 
REGISTERED 
OUTPUT 
CLOCK 
tw 
03323C-13 
Parameters Description . Min Typ Max Units 


Power-Up 
Reset Time 





Input or Feedback 
Setup Time 


| tw | Clock Width 


See Switching Characteristics 
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LOGIC DIAGRAM AmPAL16R8 
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— Registered, inverting outputs 
— Common dedicated output enable 


8, 8-Wide AND-OR Structures: 
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16 Fuse Array Inputs 
— 8 dedicated 
— 8 internal registered feedback 
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16 Array Inputs 6, 8-Wide AND-OR Structures 
— 8dedicated . ~ — Registered, inverting outputs with common dedicated output 
— 6 registered feedback enable 
= ey mICehOnan I 2,7-Wide AND-OR-INVERT Structures 


— Combinatorial outputs with programmable output enables 
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LOGIC DIAGRAM AmPAL16LD8 


INPUTS (0-31) 
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8, 8-Wide AND-OR-INVERT Structures 
— Dedicated combinatorial outputs 


16 Array Inputs 
— 10 dedicated 
— 6 feedback 
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8, 7-Wide AND-OR Structures 
— Combinatorial outputs 














LOGIC DIAGRAM AmPAL16H8 
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— 6bidirectional !/O -— Programmable output enable for each output 





16 Array Inputs 
— 10 dedicated 

























































































LOGIC DIAGRAM AmPAL16HD8 


INPUTS (0-31) 
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16 Array Inputs 8, 8- Wide AND-OR Structures 
— 10 dedicated -— Dedicated combinatorial outputs 
— 6 feedback 
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PROGRAMMING 


Each AMD PAL fuse is programmed with a simple sequence of 
voltages applied to two control pins (1 and 11) and a programming 
voltage pulse applied to the output under programming. Addres- 
sing of the 2048 element fuse array is accomplished with normal 
TTL levels on eight input pins (five select the input line number 
and three select the product term number). Voc is maintained ata 
normal level throughout the programming and verily cycle — no 
extra high levels are required. 


The necessary sequence levels for programming any fuse is 
shown in the Programming Waveforms. The address of each 
fuse in terms of Input Line Number and Product Term Line 
Number is defined by the Fuse Address Tables 1 and 2. Cur- 
rent, voltage and timing requirements for each pin are 
specified in the Programming Parameter Table below. 


All the AMD 20-pin PAL devices use identical programming 
conditions and sequences. 


After ail programming has been completed, the entire array 
should be reverified at Voc. and again at Vccn. Reverification 
can be accomplished by reading all eight outputs in parallel rather 
than one at a time. The array fuse verification cycle checks that 


PROGRAMMING PARAMETERS (Ta = 25°C) 


Parameters Description 





Pin 1 @ 10-40mA 








the correct array fuses have been blown and can be sensed by 
the outputs. 


AMD PAL devices have been designed with many internal test 
features that are used to assure high programming yield and 
correct logical operation for a correctly programmed part. 


An additional fuse is provided on each AMD PAL circuit to prevent 
unauthorized copying of AMD PAL fuse patterns when design 
security is desired. Blowing the security fuse blocks entry to the 
fuse pattern verify mode. 


To blow the security fuse: 


- 1. Power up part to Vccp 


2. Raise Pin 5 to Vy. 

3. Pulse Pin 11 from ground to Vop for a 50sec duration. 

4. Perform a normal end-of-programming verify cycle at Voc, 
and Vocu. All fuse locations should be sensed as blown if the 
security fuse has been successfully blown. 


Note that parts with the security fuse blown may not be returned 
as programming rejects. 


AMD PAL devices normally have high programming yields 
(>98%). Programming yield losses are frequently due to poor 
socket contact, equipment out of calibration or improper use. 






































































































Control Pin Extra High Level 
Pin 11 @ 10- 40mA 
Program Voltage Pins 12 —- 19 @ 15-200mA | 18 20 22 | Volts 
input High Level During Programming and Verify 2.4 i 5 a §.5 Volts 
Input Low Level During Programming and Verity [ 0.0 | 0.3 | “05 | : Volts 
Vec During Programming @ Icc = 50-200mA 5 5.2 5.5 Volts 
Veet. Voc During First Pass Verification @ log = 50-200mA [41 | 4s | 45 =. Volts 
VocH | Vee During Second Pass Verification @ Icc = 50- 200MA 5.4 | 5.7 6.0 | Volts 
Vhs Succesctul Blown Fuse | 16L8, 16R8, 16R6, 16A4, 16LD8 [ 0.3 [ OSs call’ aes 
Sense Level @ Output 16H8, 16HD8 24 3 : 
dVop/at Rate of Output Voltage Change t — 20 =a 250 ~ Vinsec ‘ 
dV 44/dt _[ Rate of Fusing Enable Voltage Change (Pin 11 Rising Edge) { 100. he ig { 1000 . Viusec 
i Fusing Time First Attempt | 40 | 50: 100 | __Hsec 
Subsequent Attempts | 4 5 10 msec | 
tp Delays Between Various Level Changes 100 | 200 1000 ns 
ty Period During which Output Is Sensed for Veiown Level i ns 
VonpP Pull-Up Voltage on Outputs Not Being Programmed | Vecp — 0.3 C Vecp Volts 
Pull-Up Resistor on Outputs Not Being Programmed 
















































Source and Data 1/0 Kontron Electronics, inc. | Stag Microsystems | Structured 
Location 10525 Willows Rd.,N.E. 630 Price Ave. - 528-5 Weddel Dr. Design, Inc. ‘ 
Redmond, Redwood City, ° Sunnyvale, 1700 Wyatt Dr. #3 
WA 98052 CA 94063 CA 94086 Santa Clara, 
CA 95054 
Programmer | Model-100, 29 Model-MPP-80S | Model- PPX “| $01000 
Model(s) or 19 or EPP80 eee 2L- 30 
ss, it a tee dancer tah arith 
~ AMD PAL Logicpak MOD-33 PPM2200 On Board 
Personality 950-1942-001 caitaceaiid ‘ 
Module Ont Board 2L- 30 | 
Socket | 715-1947-003 SA37 4a? Pao On Board 
Adapter On Board ZL- 30 




















The machines noted above have been qualified by AMD to insure high programming yields. Check with _ factory to determine the current 


status of vendors noted TBA or other available models. 

















PROGRAMMING TIMING DIAGRAM 
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PROGRAMMING VERIFY 03323C-21 
TABLE 1. INPUT ADDRESSING | SIMPLIFIED PROGRAMMING DIAGRAM - 

Vecp Vonp 





Input Line Number 


Input Address Pin States 
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TABLE 2. PRODUCT TERM ADDRESSING 






Product Term 
Select 
Address Pin 
3 












Product Term Line Number 
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Programming Access and Verify Pin 
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ORDERING INFORMATION 


AmPAL  16HD8 tL DM B 


Basic Device setae { Screening 
16R8 Blank = Standard Process Flow 
16R6 B = Burned-In 
16R4 
16L8 Temperature Range: 
16H8 C = Commercial eS ae 
16LD8 M = Military 
16HD8 ; 
Package 


Speed/Power Selection 


L = Standard Speed/Low Power P = Molded DIP (Commercial Only) 
D = Hermetic DIP 
*Chip-Paks are rated at maximum case temperature only. »L = Chip-Pak™* 
PHYSICAL DIMENSIONS _ 
PD020 ‘ cbD020 


Molded DIP Hermetic DIP 





SEATING 
PLANE 









“Chip-Pak 


4 L-20-1 
Top View 











"Pads are located on bottom of package, 
' and are shown for reference only. 





AmPAL*18P8 


20-Pin IMOX™ Programmable Array Logic 


ADVANCED INFORMATION 


DISTINCTIVE CHARACTERISTICS 


© Pin compatible superset of all combinatorial 20 pin PALs . 


e Eight logical product terms per output for increased 
logic power 
_ @ Increased input/output flexibility 
- 18 possible array inputs 
— Eight bidirectional I/Os with individually controllable 
output enable 
e Ultra high speed version tpp = 15ns max 


e Superior quality 
— Full AC and DC parametric testing performed on 
every part 
— Extensive on-chip test circuitry ensures 
post-programming functional yield (PPFY) of 99.9% 
e Platinum-Silicide fuses ensure high programming yield - 
>98%, fast programming and unsurpassed reliability 


GENERAL DESCRIPTION 


The AmPAL18P8 is an ultra-high performance functionally 
enhanced 20-pin programmable array logic element. It 
utilizes the familiar sum-of-products (AND-OR) structure al- 
lowing uSers to program custom logic functions to precisely 
fit their application. 


The AmPAL18P8 offers significantly enhanced functional 
capabilities when compared to other combinatorial 20 pin 
PAL devices. These include two additional bidirectional 1/O 
pins as well as additional product terms (bringing each out- 
put to eight logical product terms and one 3-state control 


AmPAL18P8 Speed/Power Combinations 


Standard 
(155mA) 


Half-Power (L) 
(80mA) 


Quarter-Power (Q) 
(40mA) 








CONNECTION DIAGRAM 
Top View 


Note: Pin 1 is marked for orientation 


product term) for extra logic power. The device also features 
individual user programmable output polarity, giving the de- 
signer the capability to handle both active high and active low 
outputs on the same device. 


Awide variety of speed/power selections is available, allow- 
ing precise matching to system requirements. The ultra-high 
speed version offers 15ns max input to output propagation 
delay, opening up many new applications for the use of 
programmable logic. 


AmPAL18P8 BLOCK DIAGRAM 


<>] INPUT/OUTPLT 


ko) INPUT/OUTPUT 


fo] INPUT/OUTPUT 


f] INPUT/OUTPUT 


PROGRAMMABLE AND. 
ARRAY (36 x 72) 


{o>} INPUT/OUTPUT 





£2) wNPUT/OUTPUT 


ko] INPUT/OUTPUT 





Ko INPUT/OUTPUT 
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*PAL isa registered trademark of and is used under license from Monolithic Memories, Inc. IMOX is a trademark of Advanced Micro Devices, Inc. 
This document contains information on a product under development at Advanced Micro Devices, Inc. The information is intended to help you to 


evaluate this product. AMD reserves the right to change or discontinue work on this proposed product without notice. 


Order # 05799A 


FUNCTIONAL DESCRIPTION 


The AmPAL18P8 is a functionally enhanced Programmable 
Array Logic device. The block diagram on page one shows the 
basic architecture of the AmMPAL18P8. There are up to 18 inputs 
and eight outputs available. The inputs are connected to a pro- 
grammable AND. array which contains 72 logical product terms. 
Initially the AND gates are connected, via fuses, to both the true 
and complement of every input. By selective programming of 
fuses the AND gates may be “connected” to only the true input 
(by blowing the complement fuse) to only the complement input 
(by blowing the true fuse), or to neither type of input (by blowing 
both fuses) establishing a logical “don't care.” When both the true 
and complement fuses are left intact a logical false results on the 
output of the AND gate. An AND gate with all fuses blown will 
assume the logical true state. 


The AmPAL18P8 has a possible maximum of 18 input pins, two 
more ‘than previous 20-pin PALs. The extra inputs extend the 
functional capabilities of the device which reduces design limita- 
tions making it easier to design with and more flexible. . 


The AmPAL18P8 can be programmed with more complex logic 
equations due to the eight product terms and one control term for 
each output. The control terms also allow for each of the eight 
bi-directional 1/Os to be 3-stated, greatly expanding the realm of 
design possibilities. 


The eight bi-directional I/O pins enhance the usefulness of the 
AmPAL18P8 by allowing for greater Sener of logic equations 
_and hence more logic power. 


The AmPAL18P8 also has programmable output polarity, giving 
thé designer the choice of either active high or active low on each 


INPUT CIRCUITRY 


PROGRAM/VERIFY 
CIRCUITRY 


of the eight outputs. This simplifies the task of programming the 
18P8 and allows more freedom in optimizing the logic functions. 
The high speed version of the AmMPAL18P8 boasts 15ns max 
input to output propagation delay, which makes it the fastest 
TTL-compatible PAL on the market today, and creates new pos- 
sibilities for the use of programmable logic devices in a wide 


variety of applications. 


The AmPAL18P8 is manufactured using Advanced Micro 
Devices’ IMOX™ oxide isolation process. This advanced pro- 
cess permits an increase in density and a decrease in internal ca- 
pacitance resulting in the fastest possible programmable logic 
devices. The AmPAL18P8 is fabricated with AMD’s fast- 
programming, highly reliable Platinum-Silicide Fuse technology. 
Utilizing an easily implemented programming algorithm, these 
products can be rapidly programmed to any customized pattern. 


Platinum-Silicide was selected as the fuse-link material to 
achieve a well-controlled melt rate resulting in large non- 
conductive gaps that ensure very stable, long-term reliability. 
Extensive operating testing has proven that this low-field, large 
gap technology offers the best reliability for fusible link pro- 
grammable logic. 


The AmPAL18P8 has been designed with extensive internal test 
circuitry that allows ‘the programming and operating circuitry in 
the part to be thoroughly tested at the factory before program- 
ming. This assures excellent programming yield and functional 
performance to data sheet parameters after programming. The 
Post-Programming Functional Yield (PPFY) for this device is 
consistently better than 99.9%. 


OUTPUT CIRCUITRY 


OUTPUT 
DISABLE 


OUTPUT 


INPUT PROGRAMMING 
TO ARRAY CURRENT PATH 
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MAXIMUM RATINGS (Above which the useful life may be impaired) 
Storage Temperature ; ; —65 to + 150°C 





Supply Voltage to Ground Potential (pin 20 to pin 10) Continuous —0.5 to +7V 
DC Voltage Applied to Outputs (except during programming) —0.5V to +Vcoc max 
DC Voltage Applied to Outputs During Programming 22V 
Output Current into Outputs During Programming (max duration of 1 sec) 200mA 
DC Input Voltage , . -0.5 to +5.5V 
DC Input Current , —30 to +5mA 





OPERATING RANGE 







| Commercial | Military | 
Parameters Description | Min | Max | Min | Max | Units 
"Yeo | Suepiyvotage | 475 | 525 | 450 | 550 | Vv 


Operating Free Air z 
Operating Case a 
Temperature | | | fie | 






ELECTRICAL CHARACTERISTICS OVER OPERATING RANGE (Unless Otherwise Noted) 


Typ 
Parameters | Description Test Conditions Min (Note 1) Max Units 


, = Mi lou = —3.2mA COM'L 
Vou Output HIGH Voltage Nog = Min, OH 

nulelalll 
Vec = Min, lo = 24mA COM'L 

V Output LOW Voltage 

Min’ Min OF Mite lol = 12mA 

fits 2) Input HIGH Level Guaranteed Input Logical HIGH Voltage for All Inputs 

nee 2) Input LOW-Level Guaranteed Input Logical LOW Voltage for All inputs 


Voc = Max, Vout = 0.5V (Note 3) 
| | 
Power Supply Current All Inputs = GND, Voc = Max 


18P8Q ; 
vi Input Clamp Voltage Voc = Min, hy = —18mA 


Voc = Max, Vi_ = 0.8V Vo = 2.7V 
Vin = 2.0V ; 


Input Capacitance . Vin = 2.0V @ f = 1MHz (Note 4) 
Output Capacitance Vout = 2.0V @ f = 1MHz (Note 4) 


Notes: 1. Typical limits are at Voc = 5.0V and Ta = 25°C. 
2. These are absolute values with respect to device ground and all overshoots due to system or tester noise are included. 
3. Not more than one output should be tested at a time. Duration of the short circuit should not be more than one second. Voyt = 0.5V has 
: been chosen to avoid test problems caused by tester ground degradation. 
4. These parameters are not 100% tested, but are periodically sampled. 
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Output Leakage Current 





SWITCHING CHARACTERISTICS over operating range unless otherwise specified 


oo Some ma 
= c | va 
Parameter Description nee Tap yp. M 


Notes: .1. Typical limits are at Voc = 5.0V and TA.= aot Nerd ; 
2. tpp is tested with switch Sj closed and Cy= = S0pF.-° ‘ 
3. For three-state output, output enable times are tested with CL= 50pF to the 1.5V level; S is open for high impedance to HIGH tests and closed 


for high impedance to LOW tests. Output disable times are tested with C_= 5pF. HIGH to high impedance tests are made to an output voltage of 
Vou — 0.5V with S; open; LOW to high impedance tests are made to the Vo, + 0.5V level with S, closed. 



















- AC TEST CIRCUIT 


Commercial Military 
INPUTS 


OUTPUTS 


Note: Cj and Cz are to bypass Voc to ground. 05799A-5 


SWITCHING WAVEFORMS 


XY Y 
INPUTS, I/O YX 


RXKXK 
WY 


XY 


% 
yy 


YY 


RO) TTT S\\_ 5, 


05799A-6 


KEY TO TIMING DIAGRAM 


WAVEFORM INPUTS OUTPUTS WAVEFORM INPUTS OUTPUTS 


DON’T CARE; CHANGING; 
ANY CHANGE STATE 
PERMITTED UNKNOWN. 


MUST BE WILL BE 
STEADY STEADY 


. CENTER — 
DOES NOT LINE IS HIGH 

APPLY ~ IMPEDANCE 

“OFF” STATE 
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LOGIC DIAGRAM AmPAL18P8 


INPUTS (0-35) 
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PRODUCT TERMS (0-71) 
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0123 4567 691011 12:13:14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32: 333435 
: : 05799A-7 
18 Array Inputs 8, 8-Wide AND-OR Structures 
— 10 dedicated — Combinatorial outputs 
— 8 bidirectional I/O - - Programmable output enable for each output 
— Programmable polarity on each output 
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PROGRAMMING 


Each AMD PAL fuse is programmed with a simple sequence of 
voltages applied to two control pins (1 and 11) and a programming 
voltage pulse applied to the output being programmed. Address- 
ing of the 2600 element fuse array is accomplished with TTL and 
Vuu levels on eight input pins (five select the input line number 
and three select the product term number). Voc is maintained at a 
normal level throughout the programming and verify cycle — no 
extra high Vcc levels are required. 


The necessary sequence of levels for programming any fuse is 
shown in the Programming Timing Diagram. The address of each 
fuse in terms of Input Line Number and Product Term Line 
Number is defined by the Fuse Address Tables 1 and 2. Current, 
voltage and timing requirements for each pin are specified in the 
Programming Parameter Table on the following page. 


After all programming has been completed, the entire array 
should be reverified at Vec_ and again at Vocu. Reverification 
canbe accomplished by reading all eight outputs in parallel rather 
than one at a time. The array fuse verification cycle checks that 
the correct array fuses have been blown and can be sensed by 
the outputs. 


AMD PALs have been designed with many internal test features 
that are used to assure high programming yield and correct 
logical operation for a correctly programmed part. 


An additional fuse is provided on each AMD PAL circuit to prevent 
unauthorized copying of AMD PAL fuse patterns when design 
security is desired. Blowing the security fuse blocks amy to the 
fuse pattern verify mode. 


To blow the security fuse: 

1) Power to Vocp 

2) Raise pin 11 to Voy 

3) Pulse pin 5 to VyH for 50 microseconds 10 times 

4) Reverify the entire array. A secured device will vou as if all 
fuses in the array are blown 


Note that parts with the security fuse blown may not be returned 
as programming rejects. 


AMD PALs normally have high programming yields (> 98%). 
Programming yield losses are frequently due to poor socket 
contact, equipment out of calibration or improperly used. 


Design Aid Software for AMPAL18P8 


Data /O 
(206) 881-6444 


Assisted Technology 
(408) 942-8787 


AMD 
(408) 732-2400 


” VAX/UNIX 


IBM PC 
VAX/VMS 
VAX/UNIX 


IBM PC 
VAX/VMS Under 
Development 


Under 
Development 


CPM 80/86 


IBM PC 
VAX/VMS 
VAX/UNIX 


Under 
Development 


AMD Qualified Programmers 


| Name Programmer Model(s) AMD PAL Personality Module Socket Adapter 


Data /O 
10525 Willow Road N.E. 
Redmond, WA 98052 


Mode! 19 or 29 


Stag Microsystems 
528-5 Weddell Drive 
Sunnyvale, CA 94086 


Kontron Electronics 
630 Price Avenue 
Redwood City, CA $4036 


Structured Design 
1700 Wyatt Drive 

Suite 3 

Santa Clara, CA 95084 


Valley Data Sciences 
2426 Charleston Road 
Mountain View, CA 94043 


Model PPX or ZL30 


Model MMP-80S or EPP80 


SD-1000 


OMNI Programmer 


Varix Corporation 
122 Spanish Village 
Suite 608 

Dallas, TX 75248 


Wavetek Digelec 

586 Weddell Drive Model 803 
Suite 1 

Sunnyvale, CA 94089 
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Under Development Under Development 


Under Development 


Under Development 
Under Development 
Under Development . 


Under Development 


Under Development Under Development 





PROGRAMMING PARAMETERS Ta = 25°C 
Parameters Description Min Typ Max Units 


Control Pin Extra High Level Pin 1 and 11 @ 10 — 40mA 
Address Extra High Level Pin 4, 5, and 9 @ Vy 


Program Voltage Pins 12-19 @ 15 — 200mA 








Input High Level During Programming and Verify 


Input Low Level During Programming and Verify 





Vec During Programming @ Icc = 50 — 200mA 








Voc During First Pass Verification @ Ic¢¢ = 50 — 200mA 





Voc During Second Pass Verification @ Iccg = 50 — 200mA 








Successful Blown Fuse Source Level @ Output 





Rate of Output Voltage Change 
se of Fusing Enable Voltage Change (pin 11 rising edge) 
Fusing Time First Attempt 








_ | Subsequent Attempts 
(ewe Between Various Level Changes 


Period During which Output Is Sensed for Veiqwn Level 























Pull-Up Voltage On Outputs Not Being Programmed 





Pull-Up Resistor On Outputs Not Being Programmed 


PROGRAMMING WAVEFORMS 


FO ee ee VuH 


/ \ 


Vinp 
xX) 
OY INPUT LINE NUMBER AND PRODUCT TERM LINE NUMBER ADDRESSES 


\ 
\ 


PINS XXX 
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VHH 
Vinp 
Vitp 


PROGRAMMED 
OUTPUT 


- Bele 
CYCLE 


ENDS 
PROGRAMMING VERIFY 


05799A-8 


*The pulse to Viyp on pin 1 is unnecessary for fuse verification on combinatorial parts. It is used as a clock pulse on registered parts and is kept to 
maintain algorithm compatibility. 
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TABLE 1. INPUT ADDRESSING 


Input Line Number 
Address Pin States 


ee ee ee 


SIMPLIFIED PROGRAMMING DIAGRAM 


OONADA OA AWN =O 
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L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 





Cee ee LED ELS eee er ere Ll ere eee oe 
Dare ee ee ere eee Lee ee LL ee ee 
Ploe rho ele eK Ler ele rele er LIers eel ee 
Le Le LeLe Le Lao Lele Le Le Lele LeeLee le oe 


L = Vitp 
H = Vip 
HH = Vin 


’ *Output polarity. 


TABLE 2. PRODUCT TERM ADDRESSING 


Product Term 
Select 
Address Pin 


Product Term Line Number 


9 
10 
11 
12 
13 
14 
15 
16 
17 

P 


P P P P P 
Pin Pin 
17 15 


Programming Access and Verify Pin 
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Output Enable 
Logical P.T.s 


VOAONONAWNH=O 
rreLrtrr zor ie 
Lee oe oe re 


Output Polarity 








ORDERING INFORMATION 


AmPAL 18P8 xX 


X X X 
Basic Device £2] — Screening 
Blank = Basic Flow 

. B = 883C (Burn-in) 
Speed Selection . 
Blank = Standard Speed* 
A = High Speed 
B = Ultra High Speed <a Temperature Range 


C = Commercial 
M = Military 
Power Grade 
Blank = Standard Power* 
L = Half Power : Package 
Q = Quarter Power P = Molded DIP (Commercial Only) 
D = Hermetic DIP 
L = Chip-Pak™ 
Chip-Paks are rated at maximum case temperature only. 


*Standard speed/standard power not available. Only standard speed/half power and standard speed/quarter power available. 


PHYSICAL DIMENSIONS 


P-20-1 D-20-1 
Molded DIP Hermetic DIP 








009 
on : 
310 . 
~~ 385 : || 60 _wfL ow 
a .110 022 ° 


05799A-10 05799A-11 


Chip-Pak 
L-20-1 


Top View 


oO 
2 
e 


10 


| 
3 05799A-13 
oO 


a Pads are located on bottom of package, 
05799A-12 088 ? and are shown for reference only. 


Chip-Pak is a trademark of Advanced Micro Devices, Inc. 
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AmPAL 22V10 


24-Pin IMOX™ Programmable Array Logic 


DISTINCTIVE CHARACTERISTICS 


Second generation PAL architecture 

Increased logic power — up to 22 inputs and 10 outputs 

Increased product terms — average 12 per output 

Variable product term distribution improves ease of use 

Each output USER PROGRAMMABLE for registered or 

combinatorial operation 

Individually USER PROGRAMMABLE output polarity 

Extra terms provide logical synchronous PRESET and 

asynchronous RESET capability 

Comes in standard and high speed versions — 15ns 

typical propagation delay 

TTL level PRELOAD for improved testability 

Packaged in SLIMDIP (300 mil) 24 pin package 

Platinum Silicide fuses ensure high programming yield, 

fast programming and unsurpassed reliability 

Full AC and DC testing done at the factory utilizing special 
- designed-in test features 


CONNECTION DIAGRAM — Top View 
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GENERAL DESCRIPTION 


The AmPAL22V10 is a second generation Programmable 
Array Logic device. It utilizes the familiar sum-of-products 
(AND-OR) logic structure, allowing users to program custom 
logic functions. The AmPAL22V10 is an extension of the 
PAL concept. First generation devices were largely limited to 
TTL replacement applications. The AmPAL22V10 permits 
the development of custom LS! functions of 500 to 800 
equivalent gate complexity. 


The AmPAL 22V10 contains up to 22 inputs and 10 outputs. It 
incorporates the unique capability of defining and program- 
ming the architecture of each output on an individual basis. 
Each output is user programmable for either registered or 
combinatorial operation. This allows the designer to optimize 
the device design, by having only as many registers as 
needed. In addition each output has user. programmable 
output polarity, further simplifying design and contributing to 
precise applications requirements. 


Increased logic power has been built into the AMPAL22V10 
by increasing the number of product terms from 8 per output 
to an average of 12 per output. Further innovation can be 
seen in the introduction of variable product term distribution. 
This technique allocates from 8 to 16 logical product terms 
to each output (please refer to block diagram for distri- 
bution details.) This variable allocation of terms allows 
far more complex functions to be implemented than in 
previous devices. 


System operation has been enhanced by the addition of a 
synchronous PRESET and an asynchronous RESET pro- 
duct term. These terms are common to ail outputs. 


The AmPAL 22V10 also incorporates power-up reset and the 
unique capability to PRELOAD the output registers to any 
desired state during testing. PRELOAD is essential to permit 
full logical verification during test. 


BLOCK DIAGRAM 


PROGRAMMABLE 


OUTPUT 
Lp LoGic 


AND ARRAY 
(132 x 44) 


ai ouregr eormst 


MACROCELL The | +P MACROUEL! aa 


| Tuacrocent |_| 





IMOX is a trademark of Advanced Micro Devices, Inc. *PALis a registered trademark of and is used under license from Monolithic Memories, Inc. 


This document contains information on a product under development at Advanced: Micro Devices, Inc. The information is intended to help you to 
evaluate this product. AMD reserves the right to change or discontinue work on this proposed product without notice. “Order # 04162B 
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FUNCTIONAL DESCRIPTION 


The AmPAL22V10 is a second generation Programmable Array 
Logic device. It contains a programmable fuse array organized in 
the familiar sum-of-products (AND-OR) structure. 


The block diagram below shows the basic architecture of the 
AmPAL22V10. There are up to 22 inputs and 10 outputs avail- 
able. The inputs are connected to a programmable AND array 
which contains 120 logical product terms. Initially the AND gates 
are connected, via fuses, to both the true and complement of 
every input. By selective programming of fuses the AND gates 
may be “connected” to only the true input (by blowing the com- 


plement fuse), to only the complement input (by blowing the true - 


fuse), or to neither type of input (by blowing both fuses) estab- 
lishing a logical “don't care”. When both the true and complement 
fuses are left intact a logical false results on the output of the AND 
gate. An AND gate with all fuses blown will assume the logical 
true state. The outputs of the AND gates are connected to fixed 
- OR gates. There are an average of 12 product terms per OR gate 
(output) and as the block diagram shows, variable product term 
distribution has been implemented. This technique allocates dif- 
ferent quantities_of logical product terms to different outputs, 
allowing more complex logical functions to be performed than 


were previously possible. Up to 16 logical terms canbe evaluated 


in one output in a single clock cycle (no feedback necessary). 


A dramatic innovation in logic design is the implementation on the 
AmPAL22V10 of variable output architecture. This allows the 
user to program on an output by output basis the function of the 
outputs. As shown in the output logic Macrocell diagram below, 
each output cell contains two additional fuses (Ry and Pp). 
Ry, controls whether the output will be registered or combinatorial. 
Pr controls the output polarity (active HIGH or active LOW). 
Depending on the states of these 2 fuses, an individual output will 
operate in one of four modes (see logic diagrams on next page). 
Registered active LOW; Registered active HIGH; Combinatorial 
active LOW; Combinatorial active HIGH. (Note that the feedback 


. path also changes with output mode.) This innovation gives the 


designer more flexibility and enables him to optimize the device 
for precise application requirements. It also allows for better 
device utilization — you only program as many registers as are 
needed. 


To improve in-system functionality the AMPAL22V10 has addi- 
tional PRESET and RESET product terms. These terms are 
connected to all registered outputs. When the synchronous 
PRESET product term is asserted (HIGH) the output registers 
will be loaded with a HIGH on the next LOW-to-HIGH clock 
transition. When the asynchronous RESET product term is as- 
serted (HIGH) the output registers will be immediately loaded 
with a: LOW (independent of the clock). These functions are 
particularly useful for applications such, as system power-on and 
reset. 


BLOCK DIAGRAM 


PROGRAMMABLE 


AND ARRAY 
(132 x 44) 





OUTPUT 
SELECT 











passe EP output | | 


PUT 
> LOGIC 
He MACROCELL aa MACROCELL | 
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$1] So] Output Configuration 
[00 | Popistredieive Low 
0 [1 | Reoiseredcive Hoh 
[oan Law| 
ET onbinataahave h 


0 = Unblown Fuse 
1 = Blown Fuse 


041628-4 
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In order to simplify testing problems, the AMPAL22V10 is de- 
signed with unique PRELOAD circuitry that provides an easy 
method of testing registered devices for logical! functionality. 
PRELOAD allows any arbitrary state value to be loaded into the 
output registers. 


A typical functional test sequence would be to verify all possible 
state transitions for the device being tested. To verify these 
transitions requires the ability to set the state registers into an 
arbitrary “present state” valuie and to set the device inputs to any 
arbitrary “present input” value. Once this jis done, the state 
machine is then clocked into a new state, or “next state”. The next 
state is then checked to validate the transition from the present 
state. In this way any state transition can be checked. 


Without PRELOAD, it is difficult and in some cases impossible to 
load an arbitrary present state value. This can lead to logic 
verification sequences that are either incomplete or excessively 
long. Long test sequences result when the feedback from the 
state register “interferes” with the inputs, forcing the state 
machine to go through many state transitions before it can reach 
an arbitrary state value. Therefore the test sequence will be 
mostly state initialization and not actual testing. The test se- 
quence becomes excessively long when a state must be re- 
entered many times to test a wide variety of input combinations. 


In addition, complete logic verification may become impossible 
when states that need to be tested can not be entered with normal 
state transitions. For example, the state which the machine pow- 
ers up into cannot be tested because it cannot be entered from 


REGISTERED/ACTIVE LOW 


04162B-5 


REGISTERED/ACTIVE HIGH 
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the main sequence. Similarly, “forbidden” or don’t care states 
that are not normally entered need to be tested to ensure that they 
return to the main sequence. 


PRELOAD eliminates these problems by providing the capability 
to go directly to any desired arbitrary state. Thus test sequences 
may be greatly shortened, and all possible states can be tested, 
greatly reducing test time and development costs, and guaran- 
teeing proper in-system operation. 


The AmPAL22V10 is manufactured using Advanced Micro 
Devices’ IMOX™ oxide isolation process. This advanced pro- 
cess permits an increase in density and a decrease in internal ca- 
pacitance resulting in the fastest possible programmable 
logic devices. 


The AmPAL22V10 is fabricated with AMD's fast programming, 
highly reliable Platinum-Silicide Fuse technology. Utilizing an 
easily implemented programming algorithm, these products can 
be rapidly programmed to any customized pattern. Extra test 
words are preprogrammed during manufacturing to ensure ex- 
tremely high field programming yields (> 98%), and provide extra 
test paths to achieve excellent parametric correlation. 


Platinum-Silicide was selected as the fuse link material to 
achieve a well controlled melt rate resulting in large noncon- 
ductive gaps that ensure very stable, long term reliability. 
Extensive operating testing has proven that this low-field, large- 
gap technology offers the best reliability for fusible link program- 
mable logic. 


COMBINATORIAL/ACTIVE LOW 
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COMBINATORIAL/ACTIVE HIGH 
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KEY TO LOGIC DIAGRAM 


PROGRAMMABLE 
CONNECTIONS 
TO N-INPUT AND 
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Programmable AND Array 
PAL Logic Diagram Representation 
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Programmable AND Array 
Logic Equivalent 
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ASYNCHRONOUS RESET 

(TO ALL REGISTERS) 
SYNCHRONOUS PRESET 
(TO ALL REGISTERS) »' 
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MAXIMUM RATINGS (Above which the useful life may be impaired) 





Storage Temperature —65 to + 150°C 
Supply Voltage to Ground Potential (Pin 24 to Pin 12) Continuous -0.5to+7V 
DC Voltage Applied to Outputs (Except During Programming) —0.5V to +Vcc Max 
DC Voltage Applied to Outputs During Programming 21V 
Output Current Into Outputs During Programming (Max Duration of 1 sec) 200mA 
DC Input Voltage —0.5 to +5.5V 





DC Input Current —30to +5mA 
Ambient Temperature with Power Applied +125°C 


OPERATING RANGE 


[Commercial | wiiny — | 


5.25 , . 
Ta Operating Free Air 75 —55 es 
Temperature ; 
Té Operating Case 
Temperature 





ELECTRICAL CHARACTERISTICS OVER OPERATING RANGE (Unless Otherwise Noted) 


Typ 
Parameters Description Test Conditions ‘Min (Note 1) Max Units 


= loH = —3.2mA 
Output HIGH Voltage Vec = MIN, 
Vin = Vin or Vit lou = —2mA 


= lop = 16mA 
Output LOW Voltage Voc = MIN, 


Vv 


Voi 
0 
ViL Input LOW Level ~ 
(Note 2) 
hie Input LOW Current Voc = MAX, Vin = 0.40V 
Input HIGH Current Voc = MAX, Vin = 2.7V 
Is 
Ic 


Enea 
ie 
ieee 
eer 


Vin = Vin or Vit lo. = 12mA 








Output Short Circuit Current | Voc = MAX, Voyt = 0.5V (Note 3) 
Power Supply Current All inputs = GND, Voc = MAX 
Input Clamp Voltage - Voc = MIN, lin = —18mA 


Output Leakage Current Voc = MAX, Vi_ = 0.8V_ - Vo = 2.7V 
(Note 4) VIH = 2.0V : 


Input Capacitance Vin = 2.0V @f = 1MHz (Note 5) 


Output Capacitance Vout = 2.0V @f = 1MHz (Note 5) 


Notes: 1. Typical limits are at Voc = 5.0V and Ta = 25°C. 
2. These are absolute values with respect to device ground and all overshoots due to system or tester noise are included. 
3. Not more than one output should be tested at a time. Duration of the short circuit should not be more than one second. Vout = 0.5V 
has been chosen to avoid test problems caused by tester ground degradation. 
4. I/O pin leakage is the worst case of lozx or ix (where X = H or L). 
5. These parameters are not 100% tested, but are periodically sampted. 
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SWITCHING CHARACTERISTICS OVER OPERATING RANGE (Unless otherwise noted) 


2% 





Me r “Std” 


Test 
Parameters Description Conditions 


Input or Feedback to 
Non-Registered Output 
Input to Output Enable 
Input to Output Disable 


Clock to Output 


lts | Input or Feedback Setup Time 
[te Clock Period (ts + tc) I eo, 
Clock Width ee 
Maximum Frequency, sc} ‘ 
taw 
tar 


A 
°o 





fT | fale = 
o;oO 


fe?) 
on 








a 
So 














Asynchronous Réset Width ©. > 














Asynchronous Reset, 


& 


Recovery Time» 








Asynchronous Reset to. 
Registered.Output Reset 


Notes: 1. Typical limits are-at Voc = 5.0V and Ta = 25°C. 
2. tpp is tested with switch Sj closed and Cy = 50pF. 
3. For three-state outputs, output enable times are tested with C, = 50pF to the 1.5V level; S; is open for high impedance to HIGH tests and 
closed for high impedance to LOW tests. Output disable times are tested with CL = 5pF. HIGH to high impedance tests are made to an output 
voltage of Voy — 0.5V with S; open; LOW to high impedance tests are made to the Vo,_ + 0.5V level with S, closed. 


SWITCHING WAVEFORMS 


(INPUTS I/O, _ . 
REGISTERED \YWY 
FEEDBACK VA 
syncHrnonous /)XAY) 
PRESET 
ts 


KAKAAAAAAAAAAAS 
NYY 
ONY 


NYY 


ASYNCHRONOUS 
: RESET 


_ REGISTERED \WYYYXYYYY) 


QUITS AYN) 


COMBINATORIAL 
OUTPUTS: 


04162B-14 





KEY TO TIMING DIAGRAM 


WAVEFORM INPUTS OUTPUTS WAVEFORM INPUTS OUTPUTS 


DON’T CARE; CHANGING; 
ANY CHANGE | STATE 
PERMITTED © UNKNOWN 


MUST BE WILL BE 
STEADY STEADY 


CENTER 
aa DOESNOT _LINE IS HIGH 
APPLY IMPEDANCE 
“OFF” STATE 


AC TEST LOAD 


OUTPUT 


Ra 
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INPUT AND OUTPUT CIRCUITRY 


INPUT CIRCUITRY ' OUTPUT CIRCUITRY 


FROM : 
OUTPUT OUTPUT 
LOGIC DISABLE 
MACROCELL OUTPUT 
O 


INPUT ON " PROGAMMING 
VO PINS CURRENT PATH 


. PRELOAD 
PROGRAM/VERIFY $ . CIRCUITRY 
CIRCUITRY 


041628-15 041628-16 
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PRELOAD OF REGISTERED OUTPUTS 


The AmPAL22V10 registered outputs are provided with circuitry The pin levels and timing necessary to perform the PRELOAD 
. to allow loading each register synchronously with either a high or function are detailed below. Parameters are listed in the Pro- 
low. This feature will simplify testing since any state can be gramming Parameters Table (page 9). 

jammed into the registers to control test sequencing. 


PINS 2,3,13 ViLp 


REGISTERED 
output Vou 


PRELOAD 
ENABLED 
OUTPUTS 
DISABLED 





POWER-UP RESET 


PRELOAD OUTPUT PRELOAD 
DATA FORCING DISABLED 
CLOCKED VOLTAGE 
IN REMOVED 
04162B-11 


Level forced 

on registered Register state 
output pin during | after cycle 
PRELOAD cycie 





High 


The registered devices in the AMD PAL family have been de- 1. The Vcc rise must be monotonic. 


signed with the capability to reset during system power-up. Fol- 2. Following reset, the clock input must not be driven from low 
lowing power-up, all registers will be reset to low. The output to high until all applicable input and feedback setup times 
state will depend on the polarity of the output buffer. This feature are met. 


provides extra flexibility to the designer and is especially valu- 

able in simplifying state machine initialization. A timing diagram 

and parameter table are shown below. Due to the asynchronous This feature provides extra flexibility to the designer and is 
operation of the power-up reset and the wide range of ways Vcc especially valuable in simplifying state machine initialization. A 
can rise to its steady state, two conditions are required to insure timing diagram and parameter table are shown below. 

a valid power-up reset. These conditions are: ; 


POWER 


REGISTERED 
OUTPUT 


CLOCK 





Vec 
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Parameters - Description Min Typ Max Units 


Power-Up 
Reset Time 





Input or Feedback 
Setup Time 


l tw | Clock Width 
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See Switching Characteristics 





PROGRAMMING AND VERIFICATION 


The AmPAL22V10 is programmed and verified using AMD’s 
standard programmable logic programming algorithm. The fuse 
to be programmed is selected by input line number (array row), 
product term (array column), and by output (one at a time). The 
fuse is then programmed and verified by applying a simple 
*sequence of voltages to two control pins (1 and 13). ; 


Input line numbers (0 — 43) are addressed using a full decode 
scheme via TTL levels on pins 6 — 11 where Gis the LSB and 11is 
the MSB. Even numbered input lines represent the true version of 
a signal and odd numbered lines represent the complement. 
Input line addressing is shown in Table 1. Note that input lines 44 
— 62 are reserved for further expansion’ and input line 63 is 
utilized for selecting the fuses used for programming output po- 
larity and whether the output is registered or combinatorial. 


Product terms are addressed using a one-of-24 addressing 
scheme on pins 2 — 5 where pin 2 is the LSB and 5 is the MSB. 
Product term addressing is shown in Table 2. Logical product 
terms (0 — 15) are selected via TTL levels on the four addressing 
pins. Note that outputs with fewer than 16 product terms will 
decode blank space for decoding values greater than the number 
of product terms on that output. Architectural product terms are 
selected by placing a zener voltage level (Vi) on the MSB (pin 
5) and using pins 2 — 4 for an additional eight decoding states 
(only 5 are used). The specific decoding of architectural features 
is best shown in Table 2. 


Fuse selection by output must be done one output at a time 
(following control pin 1 going to Vy) as shown in the pro- 
gramming timing diagram (Figure 1). 


PROGRAMMING PARAMETERS (Ta = 25°C) 


Parameters Description 


Pin 1 @ 10—40mA 


VHH Controt Pin Extra High Level 


Pin 13 @ 
Program Voltage Pins 14—23 @ 15-—200mA 
Input High Level During Programming and Verify 


Vop 


Input Low Level During Programming and Verify 
Voc During Programming @ Icc = 50-—200mA 


10—40mA 


Voc During First Pass Verification @ Ico = 50-200mA 


Once fuses have been selected, the simple programming and 
verification sequence may be completed as shown in Figure 1. 
AC and DC requirements for programming are shown in the 
programming parameter table. 


SECURITY FUSE PROGRAMMING 


A single fuse is provided on each AmPAL22V10 part to prevent 
unauthorized copying of PAL fuse patterns. Once blown, the 
circuitry enabling fuse verification and registered output preload 
is permanently disabled. 


Programming of the security fuse is the same as an array fuse. 
Verification of a blown security fuse is accomplished by verifying 
the whole fuse array as if every fuse is blown. 


PROGRAMMING YIELD 


AMD PALs have been designed to insure extremely high pro- 
gramming yields (> 98%). To help insure that a part was correctly 
programmed, once programming is completed, the entire fuse 
array should be reverified at both low and high Vcc. Reverifica- 
tion can be accomplished by reading all ten outputs in parallel 
rather than one at a time. This verification cycle checks that the 
array fuses have been blown and can be sensed by the outputs 
under varying conditions. 


AMD PALs contain many internal test features, including circuitry 
and extra fuses which allow AMD to test the ability of each part to 
perform programming before shipping, to assure high program- 
ming yields and correct logical operation for a correctly program- 
med part. Programming yield losses are most likely due to poor 
programming socket contact, programming equipment out of 
Calibration, or improper usage of said equipment. 


= 
5 





Voc During Second Pass Verification @ Icc = 50-200mA 





Successful Blown Fuse Sense Level @ Output 


Rate of Output Voltage Change 








Rate of Fusing Enable Voltage Change (Pin 13 Rising Edge) 





Fusing Time First Attempt 


100 


b 
o 
a 
oO 








Subsequent Attempts 


hr 


10 - 





Delays Between Various Level Changes 


8 


1000 ns 








Period During which Output is Sensed for VBiown Level 


ns 








Pull-Up Voltage On Outputs Not Being Programmed 
Pull-Up Resistor On Outputs Not Being Programmed 


Volts 
kQ 


Vecp + 0.3 


Vecp ~ 9.3) Voce 





_ 
ie) 
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AmPAL22V10 PROGRAMMING EQUIPMENT INFORMATION 


Source and Data I/O Stag Microsystems Structured 
Location 7 10525 Willows Rd., N.E. 528-5 Weddel Drive ' Design, Inc. 
Redmond, WA 98052 Sunnyvale, CA 94086 1700 Wyatt Dr. #3 
; . Santa Clara, CA 95054 


Programmer Model-100, 29 or 19 Model ZL-30 SD 1000 
Model(s) : 


AMD PAL ee Logicpak On-Board , On-Board 
Personality . 950- 1942-001 In Development In Development 
Module ‘ : 


Socket 715- 1947-003 .On-Board On-Board 
Adapter : In Development In Development In Development - 


The machines noted above have been qualified by AMD to insure high programming yields. Check with the factory to 
determine the current status of vendors noted TBA, in development, or other available models. 


PROGRAMMING WAVEFORMS 


INPUT LINE NUMBER AND 
COLUMN LINE NUMBER ADDRESSES 


OUTPUT ASSOCIATED 
WITH PRODUCT TERM 
TO BE PROGRAMMED 


INPUT LINE FUSING PROGRAMMING OUTPUTS REGISTERS VERIFY CYCLE 
NUMBER AND COLUMN ENABLED VOLTAGE ENABLED CLOCKED ENDS 
NUMBER SELECTED REMOVED 


PROGRAMMING : FUSE BLOWN = LOW 
VOLTAGE ‘ 
APPLIED 
OUTPUTS DISABLEO 
* NORMAL INPUTS 
DISABLED, PROGRAMMING 
; DECODE ENABLED 


041628-18 
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TABLE 1. INPUT ADDRESSING 


Input Line Number Input Line Number 


Input Line Address Pin States Input Line Address Pin States 


Number Number 


~“ 


CON ANF WD =A 0 
po CAE Ces Cian Ot CALS Ce eee aoe IS io Hae 
meroerrrrerrrree 
po cages As Oe Ss ca ce ea oR eee | | 
oro 22. eer re 
Deo ae a ee 
Er ee ie a 


Reserved 








Cee Pore mere eee eee ee eo ea eee re eo rer oe 








TEIrTrrrrT~rTrTzr~1zrTizrTrTxrTrrrrrrrrrerrerreree 
Dl eee eee eS ea ee ee eae 
fv yor er ee Ee eee Ee ae eo Ee Lier 
Ps A ST i ea? OSA OR se cc CR CM cm es SA CSR po ee CORRE COR ca pees SAR RR el, oS CER CN ree mS UE CP cea) pe 
Gr ae a ere ee es ee ee ee ee De eee eee 








31 L 


*Architecture row. 


TABLE 2. COLUMN NUMBER ADDRESSING 


Column Number Select 
Address Pin States 


Column Number 4 3 2 


oO 


Logical PT's 


NO oh wn + OO 
WOON OA FWNH = OC 
OON DOA SWN = 
OMAN DO kWNH = OO 

NO nOhOND = OC 


= 
oO 


i 
i 


SSOP ANON ROD =0 
RASOCMNONS WON = 0 
MRSC MNMANSWON+0O0 
2S5eOONOnSbh WNMDAO 
2 Soe ePnaunruaonaae 


_~ 
= 


— 
LS) 
= 
Nh 
I 
i 


PrN 
@ 

re 

a 

| 
Peeler Ee oe eee ee ee 


= a 
an 
| | 

| 
DTrarrarTrtTrTrTrerrer rrr yan 


eR re i Se Sr re DE ee ee ee ee 


Output Enable 
Output Polarity 
Register/Non- Register Output 
*Asynchronous Reset 
**Synchronous Preset 
Security Fuse (Special 
Verify Required) 


PEE rom ea ee ee eS Re 





























Programming Access and Verify Pin 
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ORDERING INFORMATION 


AmPAL22V10 D M B 


—_ Screening 


* = Standard Process Flow 
B = Burned-In 


Temperature Range 
C = Commercial 
M = Military 


Package 

D = Hermetic DIP 

L = Chip-Pak 

P = Molded DIP (Commercial Only — to Be Announced) 


*A blank in this position of the ordering code indicates the part has been screened to standard process flow. 


PHYSICAL DIMENSIONS 
Dual In-Line 


D-24-1AA P-24-1AA 28-Pin 
Hermetic DIP Molded DIP Chip Pak 


PLANE 


siieas s0Ruce x0 Rice 


. pro 
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AmPAL*20EV8 


ECL Programmable Array Logic 
ADVANCED INFORMATION 


DISTINCTIVE CHARACTERISTICS 


@ High performance 
— 6ns Tpp, 125MHz + operation 
e Flexible architecture 
— Twentv inouts includina eiaht I/Os (bidirectional) 
— Eight USER programmable output macrocells. 
Each output user programmable for Registered 
(latched) or Combinatorial operation and active 
HIGH or active LOW polarity 
— Variable product term distribution 
— Extra product terms provide asynchronous RESET, 
‘synchronous PRESET, and Output Enables 


@ 10KH/100K options 
@ 50mA drive with wired-or capability on all outputs 
@ 24-pin Slim Dip (300 mil) package 


GENERAL DESCRIPTION 


The AmMPAL20EV8 is an advanced ECL I/O Programmable 

. Array Logic (PAL) device. It utilizes the familiar Sum-of- 

Products (SOP), single array logic structure allowing users to 

program custom logic functions. Combining the innovative 

architectural features of the AMPAL22V 10 and the advanced 

bipolar IMOX™ process technology, the AMPAL20EV8 rep- 
resents the most advanced ECL PAL device. 


The AmPAL20EV8 contains up to 20 inputs and 8 outputs. 
Incorporating the output logic macrocell concept of the 
AmPAL22V10, it allows the user to define and program 
the architecture of each output on an individual basis. Each 
output is user programmable for either Registered or Com- 
binatorial operation. A latched/combinatorial version will also 
be offered. Via the output macrocell, the AmPAL20EV8 
offers the most flexible architecture allowing the system 


designers to tailor the device to their particular appli- 
cation. In addition, each output has user programmable 
output polarity. 


Increased logic power has been built into the AmPAL20EV8 
by providing a variable number of logical Product Terms 
(PTs) per output. Four outputs have 8 logical PTs each and 
the other four have 12 logical PTs each. This variable alloca- 


tion of logical PTs allow complex functions to be im- 


plemented in a single ECL PAL device. Each output also has 
separate output enable product terms. 


System operation has been enhanced by the addition of 
a synchronous PRESET and an asynchronous RESET 
product term. These PTs are common to all outputs. The 
AmPAL20EV8 also incorporates power-up reset capability 
on all registered outputs. 


BLOCK DIAGRAM 


PROGRAMMABLE 
AND ARRAY 


ee 


HHP occ HP tout, 
M. 


MACROCELL |_| JACROCELL 


ais H+ HP 
Rae A LOGIC rT LOGIC aa A LOGIC 


(40 x 90) 


a, ac 7 
OUTPUT 


OUTPUT OUTPUT 


JACROCELL MACROCELL ACROCELL 
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IMOxX is a trademark of Advanced Micro Devices, Inc. *PAL is a registered trademark of and is used under license frorn Monolithic Memories, Inc. 


This document contains information on a product under development at Advanced Micro Devices, Inc. The information is intended to help you to 
evaluate this product. AMD reserves the right to change or discontinue work on this proposed product without notice. Order # 06176A 
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Am29PL141 


Fuse Programmable Controller (FPC) 
ADVANCED INFORMATION 


DISTINCTIVE CHARACTERISTICS 


e Implements complex fuse programmable state machines 
e 64 words of 32-bit-wide microprogram memory 

@ 16 outputs, 7 conditional inputs 

@ 20MHz clock rate, 28 pin DIP 


@ 29 high-level microinstructions 
— Conditional branching 
— Conditional looping. 
~ Conditional subroutine call 
— Multiway branch 
e Serial Shadow Register (SSR™) aeanesie on chip 
(programmable option) 


GENERAL DESCRIPTION 


The Am29PL141 is a single-chip Fuse Programmable 
Controller (FPC) which allows implementation of complex 
state machines and controllers by programming the appro- 
priate sequence of microinstructions. A repertoire of jumps, 
loops, and subroutine calis, which can be conditionally exe- 
cuted based on the test inputs, provides the designer with 
powerful contro! flow primitives. 


The Am29PL141 FPC also allows distribution of intelligent 


control throughout the system. It off-loads the central con- | 


troller by distributing FPCs as the contro! for various self- 
contained functional units, such as register file/ALU, I/O, 
interrupt, diagnostic, and bus control units. 


RELATED PRODUCTS 


Part No. 
Am2914 


Description 


Vectored Priority Interrupt 
Controller 
Am29100 Family 


A microprogram address sequencer is the heart of the FPC. 
It provides the microprogram address to an internal 64- 
word by 32-bit PROM. The fuse programming algorithm is 
almost identical to that used for AMD's Programmable 
Array Logic family. 


As an option, the Am29PL141 may be programmed to have 
on chip SSR. diagnostics capability. Microinstructions can 


be serially shifted in, executed, and the results shifted out to 


facilitate system diagnostics. 


Am29PL141 Block Diagram 


CONDITION 
TESTS 


MICROPROGRAM 
ADDRESS SEQUENCER 


64x32 
MICROPROGRAM 


SERI AL SHADOW REGISTER 


Figure 1. 





SSR is a trademark of Advanced Micro Devices, Inc. Order # 04179C 


This document contains information on a product under development at Advanced Micro Devices, Inc. The information is intended to help you to 
evaluate this product. AMD reserves the right to change or discontinue work on this proposed product without notice. 


FUNCTIONAL DESCRIPTION . 


Figure 3, the block diagram of the Am29PL141 FPC, shows logic 
blocks and interconnecting buses. These allow parallel perfor- 
mance of different operations in a single microinstruction. The 
FPC consists of four main logic blocks: the microprogram 
memory, microaddress control logic, condition code selection 
logic, and microinstruction decode. A fifth optional block is the 
Serial Shadow Register (SSR). 


The microprogram memory contains the user-defined instruc- 
tion flow and output sequence. The microaddress control logic 
addresses the microprogram memory. This control logic sup- 
ports high-level! microinstruction functions including conditional 
branches, subroutine calls and returns, loops, and multiway 
branches. The condition code selection logic selects the condi- 
tion code input to be tested when a conditional microinstruction 
is executed. The polarity of the selected condition code input is 
controlled by the POL bit in the microword. The microinstruction 
decode generates the control signals necessary to perform 
the microinstruction specified by the microinstruction part 


(P[31: 16]) of the microword. The SSR enables in-system 
testing that allows isolation of problems down to the IC level. 


MICROPROGRAM MEMORY 


The FPC microprogram memory is a 64-word by 32-bit PROM 
with a 32-bit pipeline register at its output. The upper 16 bits 
(P[31 : 16]) of the pipeline register stay internal to the FPC and 
form the micrdinstruction to control address ‘sequencing. The 
format for microinstructions is: a one-bit synchronous Output 
Enable OE, a five-bit OPCODE, a one-bit test polarity select 
POL, a three-bit TEST condition select field, and a six-bit im- 
mediate DATA field. The DATA field is used to provide branch 
addresses, test input masks, and counter values. 


The lower 16 bits (P{15 : 0}) of the pipeline register are brought 
‘out as user-defined, general purpose control outputs. The upper 
eight contro! outputs (P[15 :8]) are three-stated when OE is 
programmed as a LOW. The lower eight control bits (P[7 : 0]) 
are always enabled. The microword and general microinstruc- 
tion format are shown in Figure 4. 





Figure 3. Am29PL141 Block Diagram 


MICROADDRESS 
CONTROL LOGIC 


TEST INPUTS 










T[5:0] 
| > 
BRANCH CONTROL 
LOGIC (GOTO) 
EQ 
cc - 
{ > 
FLIP-FLOP 
CONDITION CODE 
SELECT LOGIC 


MICROINSTRUCTION 
DECOOE LOGIC 






ZERO" sor 
*Note: These pins available only in SSR mode. 
**Note: These pins available only in normal mode.: 






OCLK’ 
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PIPELINE nicigven 






DECREMENTER 
(COUNTER - 1) 
COUNT REGISTER 
({CREG) 


MICROPROGRAM 
COUNTER (PC) 
INCREMENTER 

(PC +1) 











MICROPROGRAM PROM 
(64 x 32) 






"bs 
- 


“MICROPRIOGRAM 
MEMO'RY 








32 BITSSR 








\/ V/ / 
V V V 
P|15: 8} P[7:6|°* P(5:0] 


OUTPUTS 
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Figure 4. 


31 30 26 25 


31 30 28 27 


24 


22 


22 21 


foe] emowe J [vce J [ves] [omm ] [ems ] 


21 16 15 Oo * 


*Note: This format used only for the compare microinstruction. 


MICROADDRESS CONTROL LOGIC 


The microaddress control logic consists of five smaller logic 
blocks. These are: 


PCMUX -— The microprogram counter multiplexer 

PCNTR  -— Microprogram counter (PC) and incrementer 
(PC + 1) 

SUBREG -— Subroutine register (SREG) with subroutine mux 
(S MUX) 

CNTR ~ Count register (CREG) with counter mux 
(C MUX), decrementer (COUNTER-1) and 

| zero detect 
GOTO — Specialized branch control logic 


The PC MUX is a six-bit, four-to-one multiplexer. It selects 
either the PC, PC +1, SREG, or GOTO output as the next micro- 
address input to the microprogram memory and to the PC. The 
PC thus always contains the address of the microinstruction in 
the pipeline register. During a Reset, the PC MUX output is 
forced to all ones, selecting location 63 of the microprogram 
memory. 


The P CNTR block consists of a six-bit register (PC) driving a 
six-bit combinatorial incrementer (PC+ 1). Either the present or 
the incremented values of PC can address the micro- 
program PROM. The incremented value of PC can be saved as 
a subroutine return address. The present PC value can address 
the microprogram PROM when waiting for a condition 
‘to become valid. PC+1. addresses the microprogram PROM 
for sequential microprogram flow, for unconditional 
microinstructions, and as a default for conditional microin- 
structions. 


The SUBREG block consists of a six-bit, three-to-one multi- 
plexer (S MUX) driving a six-bit register (GREG). The three 
possible SREG inputs are PC+1, CREG, and SREG. SREG 
normally operates as a one-deep stack to save subroutine re- 
turn addresses. PC +1 is the input source when performing sub- 
routine calls and PC MUX is the output destination when per- 
forming return from subroutine. 


The CNTR block consists of a six-bit, four-to-one multiplexer 
(C MUX); driving a six-bit register (CREG); a six-bit, combinato- 
rial decrementer (COUNTER-1); and a.zero detection circuit. 
The CNTR logic block is typically used for timing functions and 
iterative loop counting. 


The SUBR\EG and CNTR can be considered as one logic block 
because of their unique interaction. To explain this interaction, 
notice thait both have an additional input source and output des- 
tination riot used in typical operation — each other. This allows 
the CRE.G to be an additional stack location when not used for 
countinrj, and the SREG to be a nested count location when not 
used as3 a stack location. Thus, the SREG and CREG can oper- 
ate in t'nree different modes: 
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1. As a separate one-deep stack and counter. 
2. As atwo-deep stack. 

3. As atwo-deep nested counter. 

The GOTO logic block serves three functions: 


1) It provides a six-bit count value from the DATA Field in the 
pipeline register (P[21 : 16]) or from the TEST inputs 
(T[5 : 0]) masked by the DATA Field (P[21 : 16]). (This is 
represented by T*M.) 

It provides a branch address from the DATA.Field in the 
pipeline register (P[21 : 16]) or from the TEST inputs 
(T[5:0]) masked by the DATA Field (P[21 : 16]). (This is 
tepresented by T*M.) 

It compares the TEST inputs (T| 5 : 0]) masked by the DATA 
Field (P| 21 : 16]), called T*M, to the CONSTANT Field from 
the pipeline register (P| 27 : 22]). If a match occurs, the EQ 
Flip-flop is set. EQ remains unchanged if there is no match. 
Constant fie!d bits that correspond to masked test field bits 
must be zero. 


2 


— 


_ 


. The EQ flag can be tested by the condition-code selection logic. 


Multiple tests of any group of T inputs in a manner analogous to 
sum-of-products can be performed since a no match comparison 
does not reset the EQ flag. Any conditional branch on EQ will 
reset the EQ flag. Conditional returns on EQ will not change the 
EQ flag. RESET input Low will reset the EQ flag. 





NOTE: A zero in the DATA Field blocks the corresponding bit in 
the TEST Field; a one-activates the corresponding bit. 


CONDITION CODE SELECTION LOGIC 


The condition code selection logic consists of an eight-to-one 
multiplexer. The eight test condition inputs are the device inputs 
(CC and T[5 : 0]) and the EQ flag. The TEST field P[24 : 22] 
selects one of the eight conditions to test. 


The polarity bit POL in the microinstructions allows the user to 
test for either a true or false condition. Refer to Table 2 for 
details. 


° 


MICROINSTRUCTION DECODE 


The microinstruction decoder is a PLA that generates the control 
for 29 different microinstructions. The decoder’s inputs include 
the OPCODE Field (P[30 : 26]), the zero detection output from 
the CNTR, and the selected test condition code from the condi- 


"tional code selection logic. 
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Am29PL141 SSR DIAGNOSTICS OPTION 


As a programmable option, the AmM29PL141 FPC may be config- 
ured to contain Serial Shadow Register (SSR) diagnostics 
capability. SSR diagnostics is a simple, straightforward method 
of in-system testing that allows isolation of problems down to the 
IC level. 


TABLE 1. 
: Shadow | Pipeline 
DCLK. Register | Register Operation 


canoes Serial Right Shift Register 
i 7 Normal Load Pipeline Register from PROM 
Si Pj Load Shadow Register from Pipeline Register* 








| Hod =| PS, | - Load Pipeline Register from Shadow Register 
| Hold | Hold | Hold Shadow Register 


FUNCTION TABLE DEFINITIONS *S7, Sg are undefined. Sy5-Sg load from the source driving pins 
INPUTS P| 15] —P[8]. If P[31] in the microword is a one, S45 ~- Sg are loaded 
= HIGH X = Don'tCare from the pipeline register. If P(31] in the microword is a zero, Sy5~- Sg 
L =LOW ? = LOW-to-HIGH transition are loaded from an‘external Source. 
| = HIGH-to-LOW transition 





TABLE 2. POL = Aone-bit test condition polarity select. 














0 = Test for true (HIGH) condition. 
Input | ; 1 = Test for false (LOW) condition. 
Condition TEST = Athree-bit test condition select. ’ 
TEST([2:0] UNDER TEST 
000 . , T[0] 
001 T[1] 
010 T[2] 
011 T[3] 
The SSR diagnostics configuration activates a 32-bit-wide, 100 T(4] 
D-type register, called a “shadow” register, on the pipeline reg- 101 T[5] 
ister inputs. The shadow register can be serially loaded from the 440 CC 


SDI pin, parallel! loaded from the pipeline register, or held. The 
pipeline regsiter can be loaded from the microprogram memory : 111 EQ 
in normal operation or from the shadow register during diagnos- , 


tics. A redefinition of four device pins is required to control the Caer ne . 
DATA = A six-bit conditional branch microaddress, test 


different diagnostics functions. CC also functions as the Serial : . ° 

Data Input (SD!), ZERO becomes the Serial Data Output (SDO), input mask, or counter value field designated as _ 
P|7] becomes the diagnostic clock (DCLK), and P| 6] becomes PL in microinstruction mnemonics. 

the diagnostic mode control (MODE). The various diagnostic The special two data field comparison microinstruction format is 
and norma! modes are shown in Table 1. . _ shown below: } 


Serially loading a test microinstruction into the shadow register 
and. parallel loading the shadow register contents into the Am29PL141 Comparison Microinstruction Format 
pipeline register forces execution of the test microinstruction. The 
result of the test microinstruction can then be clocked into the 


pipeline register, as in normal operation mode, parallel loaded a1 30 28 ye 22 1 16 
into the shadow register, and serially shifted out for system ; ‘ 
diagnostics. , | | OPCODE | CONSTANT | | DATA | 
The general microinstruction format is shown below: ”  941796-6 


Am29PL141 General Microinstruction Format 


34 30 26 25 24 22 21 16 
WHERE: 
0 | OPCODE | POL | TEST | DATA | OE = Synchronous Output Enable for P[ 15 : 8]. 

' . 04179C-5 OPCODE = Compare microinstruction (binary 100). 
WHERE: CONSTANT = A six-bit constant for equal to comparison with 
OE = Synchronous Output Enable for P[ 15 : 8]. T*M. 

OPCODE = A five-bit opcode field for selecting one of the DATA = A six-bit mask field for masking the incoming 
twenty-eight single data field microinstructions. T[5 : 0] inputs. - 


2-45 


MICROINSTRUCTION SET TABLE 


: » 


& CREG | PC 
Code Mnemonics Definition Content| MUX CREG 


RETLDPL Return: Load Pipeline 
» RETNLDPL 
RET 
RETN 





















Return Nested: Load Pipeline 

















Return 











Return Nested 



































LDPL Load Pipeline 
LDPLN Load Pipeline Nested 
LDTM Load T*M 
—. LDTMN Load T*M Nested 
08 LPPL Loop Pipeline 
09 DEC Decrement 





0A. LPPLN Loop Pipeline Nested 








GOTOPLZ re to Pipeline Zero 
















CTLDPL | Count/Load Pipeline 


tee ee | 
foo | cont | Continue 
0E CTLOT™ Count/Load T*M . | zo | pc | Hoo jocemr; | | | 






















































































OF GOTOTM Go to T*M pco+1! Hold 
10-13 | 
(100XX - CMP Compare* 
Binary 
14 * PSHLDPL Push: Load Pipeline PC +1 
15 PSH ‘| Push po+1 | PC+1 | Hold 
16 PSHLDTM Push: Load T*M PC.+1 PC +1 T*M 
17 PSHN = Push Nested PC + 1 PC +1 SREG 
18 C FORK | Fork Data Hold Hold 
19 GOTOPL Go to Pipeline Data | Hold eg 
1A HOLDPL ai Hold Pipeline Data Hold | Hold 
= 

1B -CNTHLDPL — | Count: Hold Pipeline ies — =e ae 

PC +1 Hold Hold 
1c _~CALPL Call Pipeline Data | PC +1 | Hola 
1D CALPLN Call Pipeline Nested Data = +1 SREG 
1E CALTM Call T*M TM PC +1 Hold 
1F CALTMN Call T*M Nested T*M SREG 





*EQ = ((T[5: o]. AND. DATA). XNOR. CONSTANT).OR. EQ 
CONSTANT field bits that correspond to masked test field bits must be zero. 


Notes: 1. (/)Signifies two different operations may occur, depending on the condition. 
2. (:) Signifies two paraile! operations on the same condition. 
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ABSOLUTE MAXIMUM RATINGS 


OPERATING RANGE 


Storage Temperature ...................... —65 to +150°C Commercial! (C) Devices 

Temperature (Ambient) Under Bias .......... —55 to +125°C Temperature ...... 2.0.00... eee eee eee Oto 70°C 
Supply Voltage to Ground Potential Supply Voltage ............ 0.0.00. 0008, +4.75to +5.25V 
(Pin 28 to Pin 14) Continuous ................. -0.5to +7V a F 

DC Voltage Applied to Outputs (Except Menociie ha ee ee eee —55 to +125°C 
During Programming) ............-..+-. —0.5V to Vec max Slipply Voltage eict jie science va twaeso tenses 4.50 to 5.50V 
DC Voltage Applied to Outputs During ; ; ee ; ee 
Programming ............cccvececeevecseeeceveneees 21V Operating ranges define those limits over which the functionality of 
Output Current Into Outputs During ihe gevieg is guaraniny a 

Programming (Max Duration of 1 sec) ............... 200mA 

DC Input Voltage ................ cece eee —0.5to +5.5V 

DC Input Current ...........0.. 00.00 —30to +5mA 


Stresses above those listed under ABSOLUTE MAXIMUM RATINGS 
may cause permanent device failure. Functionality at or above these 
limits is not implied. Exposure to absolute maximum ratings for ex- 
tended periods may affect reliability. 


DC CHARACTERISTICS OVER OPERATING RANGE (Unless Otherwise Noted) 


Parameters Description Test Conditions Min Max 





Output HIGH Voltage = = Vin or Vip 





Output LOW Voltage = Vin or Vit 


Input HIGH Level Guaranteed Input Logical HIGH Voltage for All Inputs 
Input LOW Level Guaranteed Input Logical LOW Voltage for All Inputs 


Input LOW Current Voc = MAX, Vin = 0.40V 


Input HIGH Current Voc = MAX, Vin = 2.7V 
Input HIGH Current Voc = MAX, Vin = 5.5V 


Output Short Circuit Current Voc = MAX, Vout = 0.5V (Note 2) 


A 
Power Supply Current “All Inputs = GND, Voc = MAX mA 
Input Clamp Voltage Voc = MIN, lin = —18mA -1.2 Volts 
Output Leakage Current Voc = MAX, Vip = 0.8V m 
(Note 3) Vin = 2.0V Ee 


Notes: 1. These are absolute values with respect to device ground and all overshoots due to system or tester noise are included. 
2. Not more than one output should be tested at a time. Duration of the short circuit should not be more than one second. Voyy = 0.5V has 
been chosen to avoid test problems caused by tester ground degradation. 
3. I/O pin leakage is the worst case of loz x or Ix (where X = H or L). 
4. Those parameters are not 100% tested, but are periodically sampled. 

















2-47 


Am27S12A*eAm27/7S13A ~ 
Am27$12¢Am2/S13 


2048 -Bit Generic Series Bipolar PROM 
(512 x 4 bits with ultra fast access time) 


“A” VERSION ADVANCED INFORMATION 


DISTINCTIVE CHARACTERISTICS FUNCTIONAL DESCRIPTION 


High Speed — 30ns max commercial range access time The Am27S12A/12 and Am27S13A/13 are high speed 
Excellent performance over full MIL and electrically programmable Schottky read only memories. 
commercial ranges Organized in the industry standard 512 x 4 configuration, 
Highly reliable, ultra-fast programming Platinum- they are available in both open collector Am27S12A/12 and 
Silicide fuses three-state Am27S13A/13 output versions. After program- 
High programming yield ming, stored information is read on outputs Og-Og3 by ap- 
Low current PNP inputs : plying unique binary addresses to Ag-Ag and holding the 
High current open collector and three-state outputs chip select input, CS, at a logic LOW. If the chip select input 
Fast chip select goes to a logic HIGH, Og-O3 go to the off or high im- 
Access time tested with N2 patterns pedance state. 

Pin for pin replacements for industry standard products 

Common Generic PROM series electrical characteristics 

and simple programming procedures BLOCK DIAGRAM 


COLUMN TEST RAIL 


GENERIC SERIES CHARACTERISTICS 64x 32 


The Am27S12A/12 and Am27S13A/13 are members of an DECODER 
Advanced PROM series incorporating common electrical 


characteristics and programming procedures. All parts in. 


this series are produced with a fusible link at each memory TEST WORD 1 


location storing a logic LOW and can be selectively pro- 
gramined to a logic HIGH by applying appropriate voltages gaye ry 


FUSE ARRAY 


ive S32 MOY 


to the circuit. 
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All parts are fabricated with AMD's fast programming highly COLUMN 
reliable Platinum-Silicide Fuse technology. Utilizing easily eeceore 
implemented programming (and common programming 

personality card sets) these products can be rapidly pro- 

grammed to any customized pattern. Extra test words are 

pre-programmed during manufacturing to insure extremely 

high field programming yields, and produce excellent para- 

metric correlation. 


QUAD 1 OF 8 MULTIPLEXER 


03208A-1 


Platinum-Silicide was selected as the fuse link material to 

achieve a well controlled melt rate resulting in large non- CONNECTION DIAGRAMS -— Top Views 
conductive gaps that ensure very stable long term reliability. 
Extensive operating testing has proven that this low-field, 
large-gap technology offers the best reliability for fusible . 
link PROMs. 


Common design features include active loading of all critical 
AC paths regulated by a built-in temperature and voltage 

compensated bias network to provide excellent parametric 

performance over MIL supply and temperature ranges. 

Selective feedback techniques have been employed to 

minimize delays through all critical paths producing the 

fastest speeds possible from Schottky processed PROMs. 


Chip-Pak™ 
L-20-1 


Note: Pin 1 is marked for orientation. 
03208A-3 
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MAXIMUM RATINGS (Above which the useful life may be impaired) 




















Storage Temperature —65 to + 150°C 
Temperature (Ambient) Under Bias —55 to +125°C 
Supply Voltage to Ground Potential (Pin 16 to Pin 8) Continuous —0.5 to +7.0V 
DC Voltage Applied to Outputs (Except During Programming) —0.5V to +Voco max 
DC Voltage Applied to Outputs During Programming 21V 
Output Current into Outputs During Programming (Max Duration of 1 sec) ~ 250mA 
DC input Voltage ~0.5 to +5.5V 
DC Input Current —30 to +5mA 
OPERATING RANGE 


Range Voc Temperature LOGIC SYMBOL 
COML 4.75 to 5.25V Ta = Oto +75°C 








MIL 4.510 5.5V To = ~55 to +125°C 





Voc = Pin 16 
GND = Pin8 ; 03208A-4 





ELECTRICAL CHARACTERISTICS OVER OPERATING RANGE (Unless Otherwise Noted) 











































































Typ 
Parameters Description Test Conditions Min (Note 1) Max Units 
F Vec = MIN, low = - 2.0mA 
Vou (Note 2 Output HIGH Voltage cc * OH 2.4 Volts 
OH (N ) p 9 VIN = Vin or Vit ; 
| Vec = MIN, lol = 16mA ; 
Vi Output LOW Voltage 0.45 Volts 
Of ia 7 9 Vin = Vin orVic > | | 
: Guaranteed input logical HIGH 
Vin Input HIGH Level a voltage tor alliopuls Wlole 3) 2.0 | Volts 
Guaranteed input logical LOW 
Mil INPUEL ON Level voltage for all inputs (Note 3) a ikea 
Ie Input LOW Current Voc = MAX, Vin = 0.45V —0.010 0.250 mA 
lin Input HIGH Current Voc = MAX, Vin = 2.7V 1 25 BA 
Isc (Note 2) Output Short Circuit Current Voc = MAX, Vout = 0.0V (Note 4) -20 -40 _| -90 mA 
Allinputs = GND 
loc Power Supply Current Voc = MAX 100 130 mA 
—40 
Cin input Capacitance Vin = 2.0V @f = 1MHz (Note 5) 4 : 
p 
Court Output Capacitance Vout = 2.0V @ f = 1MHz (Note 5) 8 


Notes: 1. Typical limits are at Voc = 5.0V and Ta = 25°C. 
2. This applies to three-state devices only. ; 
3. These are absolute voltages with respect to device ground pin and include all overshoots due to system and/or tester noise. Do not attempt to 
test these values without suitable equipment. 
4. Not more than one output should be shorted at a time. Duration of the short circuit should not be more than one second. 
5... These parameters are not 100% tested, but are periodically sampled. 
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Am27S18A ¢* Am27S19A 
Am27S18 e Am27S19 


256-Bit Generic Series Bipolar PROM 
(32 x 8 bits with ultra fast access time) 


“A” VERSION ADVANCED INFORMATION 


DISTINCTIVE CHARACTERISTICS FUNCTIONAL DESCRIPTION 


High Speed — 25ns max commercial range access time The Am27S18A/18 and Am27S19A/19 are high speed elec- - 
Excellent performance over full MIL and trically programmable Schottky read only memories. 
commercial ranges Organized in the industry standard 32 x 8 configuration, 
Highly reliable, ultra-fast programming Platinum- they are available in both open collector Am27S18A/18 and 
Silicide fuses three-state Am27S19A/19 output versions. After pro- 
High programming yield ; gramming, stored information is read on outputs Og—O7 by 
Low current PNP inputs applying unique binary addresses to Ag—Agq and holding 
High current open collector and three-state outputs the chip select input, CS, at a logic LOW. If the chip select 
Fast chip select input goes to a logic HIGH, Og—O7 go to the off or high 
Access time tested with N? patterns impedance state. 

Pin for pin replacements for industry standard products 

Common Generic PROM series electrical characteristics 

and simple programming procedures 


GENERIC SERIES CHARACTERISTICS BLOCK DIAGRAM 
This Am27S18A/18 and Am27S19A/19 are members of an 


Advanced PROM series incorporating common. electrical 

characteristics and programming procedures. All parts in 32x8 

this series are produced with a fusible link at each memory ROW. 
location storing a logic LOW and can be selectively pro- TEST WORD 0 


grammed to a logic HIGH by applying appropriate voltages 
to the circuit. 


ve 1831 MOe 


All parts are fabricated with AMD's fast programming highly 
reliable Platinum-Silicide Fuse technology. Utilizing easily 
implemented programming (and common programming 
personality card sets) these products can be rapidly 
programmed to any customized pattern. Extra test words 
are pre-programmed during manufacturing to insure 
extremely high fietd programming yields, and produce 
excellent parametric correlation. 


03209A-1 


CONNECTION DIAGRAMS 


Platinum-Silicide was selected as the fuse link material to Top Views 


achieve a well controlled melt rate resulting in large 
non-conductive gaps that ensure very stable long-term 
reliability. Extensive operating testing has proven that this 
low-field, large-gap technology offers the best reliability for 
fusible link PROMs. 


Common design features include active loading of all critical 
AC paths regulated by a built-in temperature and voltage 
compensated bias network to provide excellent parametric 
performance over MIL supply and temperature ranges. 
Selective feedback techniques have been employed to 
minimize delays through all critical paths producing the 
fastest speeds possible from Schottky processed PROMs. 


Chip-Pak™ 


03209A-2 03209A-3 


Note: Pin 1 is marked for orientation, 
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MAXIMUM RATINGS (Above which the useful life may be impaired) 




















Storage Temperature —65 to + 150°C 
Temperature (Ambient) Under Bias | —55 to +125°C 
Supply Voltage to Ground Potential (Pin 16 to Pin 8) Continuous —0.5 to +7.0V 
DC Voltage Applied to Outputs (Except During Programming) —0.5V to +Voc max 
DC Voltage Applied to Outputs During Programming 21V 
Output Current into Outputs During Programming (Max Duration of 1 sec) 250mMA 
DC Input Voltage : ~0.5 to +5.5V 








DC Input Current —30 to +5mA 


OPERATING RANGE ; 
Range Vec Temperature LOGIC SYMBOL 


COM'L 4.75 to 5.25V Ta = Oto +75°C 
4.5 to 5.5V To = -55 to +125°C 










32 X 8 PROM 


Voc = Pin 16 
GND = Pin8 


03209A-4 





ELECTRICAL CHARACTERISTICS OVER OPERATING RANGE (Unless Otherwise Noted) 


Typ 
Parameters Description Test Conditions Min (Note 1) Max Units 


; Voc = MIN, Io = —2.0mA 
Vou (Note 2 Output HIGH Voltage cc 2.4 Volts 
‘OH ( ) Vin = Vin or Vit pee ff | vom | 


Output LOW Voltage eve Me e ill ae Pw 
Guaranteed input logical HIGH 

Input HIGH Level voltage for all inputs (Note 3) 
Guaranteed input logical LOW 













VoL 
ViH 
Vit 
Nie Input LOW Current Voc = MAX, Vin = 0.45V 
in| Input HiGH Current Voc = MAX, Vin = 2.7V 
Isc (Note 2) Output Short Circuit Current | Voc = MAX, Vout =.0.0V (Note 4) | -20 | -40 | -90 | mA 
| Output Leakage Current oa 
ee ee ee 


Notes: 1. Typical limits are at Voc = 5.0V and Ta = 25°C. 
2. This applies to three-state devices only. 
3. These are absolute voltages with respect to device ground pin and include all overshoots due to system and/or tester noise. 
Do not attempt to test these values without suitable equipment. 
4. Not more than one output should be shorted at a time. Duration of the short circuit should not be more than one second. 
5. These parameters are not 109% tested, but are periodically sampled. . 


< 
°o 
= 
a 
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Am27S20A *Am27S21A 
Am27S20 * Am27S21 


1024-Bit Generic Series Bipolar PROM 
(256 x 4 bits with ultra fast access time) | 


“A” VERSION ADVANCED INFORMATION 


DISTINCTIVE CHARACTERISTICS 


High Speed — 30ns max commercial range access time 
Excellent performance over full MIL and 

commercial ranges 

Highly reliable, ultra-fast programming Platinum- 
Silicide fuses . 

High programming yield 

Low current PNP inputs 

High current open collector and three-state outputs 
Fast chip select 

Access time tested with N2 patterns 

Pin for pin replacements for industry standard products 
Common Generic PROM series electrical characteristics 
and simple programming procedures 


GENERIC SERIES CHARACTERISTICS 


FUNCTIONAL DESCRIPTION 
The Am27S20A/20 and Am27S21A/21 are high speed 


electrically programmable Schottky read only memories. 


The Am27S20A/20 and Am27S21A/21 are members of an 


Advanced PROM series incorporating common electrical 
characteristics and programming procedures. All parts in 
this series are produced with a fusible link at each memory 
location storing a logic LOW and can be selectively pro- 
grammed to a logic HIGH by applying appropriate voltages 
to the circuit. 


All parts are fabricated with AMD's fast programming highly 
reliable Platinum-Silicide Fuse technology. Utilizing easily 
implemented programming (and common programming 
personality card sets) these products can be rapidly pro- 
grammed to any customized pattern. Extra test words are 
pre-programmed during manufacturing to insure extremely 
high field programming yields, and produce excellent para- 
metric correlation. 


Platinum-Silicide was selected as the fuse link material to 
achieve a well controlled melt rate resulting in large non- 
conductive gaps that ensure very stable long term reliability. 


Extensive operating testing has proven that this low-field, | 


large-gap technology offers the best reliability for fusible 
fink PROMs. 


Common design features include active loading of all critical 
AC paths regulated by a built-in temperature and voltage 
compensated bias network to provide excellent parametric 
performance over MIL supply and temperature ranges. 
Selective feedback techniques have been employed to 
minimize delays through all critical paths producing the 
fastest speeds possible from Schottky processed PROMs. 


Organized in the industry standard 256 x 4 configuration, 
they are available in both open collector Am27S20A/20 and 
three-state Am27S21A/21 output versions. After program- 
ming, stored information is read on outputs Og-O3 by ap- 
plying unique binary addresses to Ag-A7 and holding chip 
select inputs, CS and CSo, at a logic LOW. If either chip 
select input goes to a logic HIGH, 09-03 go to the OFF or 
high impedance state. 


BLOCK DIAGRAM 


COLUMN TEST RAIL. 


32 x 32 
OFA FUSE ARRAY 


ve 1S31 MOU 


ROW 
OECODER 


TEST WORD 0 


Bren 
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Note: Pin 1 is marked for orientation. 
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MAXIMUM RATINGS (Above which the useful life may be impaired) 


Storage Temperature 


Temperature (Ambient) Under Bias 


—65 to + 150°C 
—55 to + 125°C 


Supply Voltage to Ground Potential (Pin 16 to Pin 8) Continuous —0.5 to +7.0V 
DC Voltage Applied to Outputs (Except DuringProgramming) = ss ti(itsti‘éOSOSO;*;*;*;*;*;*;*;C;C;C‘ OLE to +VQg max 
DC Voltage Applied to Outputs During Programming ’ 21V 
Output Current into Outputs During Programming (Max Duration of 1 sec) 250mA 
DC Input Voltage : ~—0.5 to +5.5V | 


DC Input Current -—30 to +5mA 


LOGIC SYMBOL 


OPERATING RANGE 
Range Vec Temperature 


COM'L 4.75 to 5.25V Ta = Oto +75°C 















4.510 5.5V To = —55 to + 125°C 


Voc = Pin 16 . 
GND = Pin8 03206A-4 





ELECTRICAL CHARACTERISTICS OVER OPERATING RANGE (unless Otherwise Noted) 


Typ 
Parameters Description Test Conditions Min (Note 1) Max Units 


Voc = MIN, lon = —2.0MA 
Vin = Vin or Vit 


Voc = MIN, lo, = 16mA 
Vin = Vin or Vit 


Vou (Note 2) Output HIGH Voltage 





Output LOW Voltage 





Guaranteed input logical HIGH 


INPUT E Cave voltage for all inputs (Note 3) 





Guaranteed input logical LOW 
voltage for all inputs (Note 3) : 


Input LOW Current Voc = MAX, Vin = 0.45V 
Input HIGH Current Vec = MAX, Vin = 2.7V 


Output Short Circuit Current Vec = MAX, Vout = 0.0V (Note 4) 


Power Supply Current fam pets 


Input Clamp Voltage Voc = MIN, lin = —18MA 


(Note 2) 


Input Capacitance Vin = 2.0V @ f = 1MHz (Note 5) 
Output Capacitance Vout = 2.0V @ f = 1MHz (Note 5) ; 


Notes: .1. Typical limits are at Voc = 5.0V and Ta = 25°C. 
2. This applies to three-state devices only. 
3. These are absolute voltages with respect to device ground pin and include all overshoots due to system and/or tester noise. Do not attempt to 
test these values without suitable equipment. 
4. Not more than one output should be shorted at a time. Duration of the short circuit should not be more than one second. 
5. These parameters are not 100% tested, but are periodically sampled. — 


Input LOW Level 














Output Leakage Current 
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Section 3 


How to Design at 
with PALs — 


Introduction to Fuse Maps and Design Examples 
Exclusive-OR 

The Multiplexer — 

Decoding/Chip Select 

Shift Registers 

The Counter 


How to Design with PALS 
é 


Since any Boolean function can be expressed in the sum-of- 
products form, any logic function can be implemented in a 
PAL as long as the number of inputs, outputs and product 
terms required to perform the function do not exceed what is 
available in the device. There are many ways of deriving this 
.sum-of-products form, one common way is by the use of 
Karnaugh maps (K-Maps). When implementing functions in 
PALs with active HIGH outputs (AND-OR), the usual method 
of grouping the ‘1”s will produce the desired equations (see 
Figure 1a). However, when using PALs with active LOW out- 
puts (AND-OR-INVERT), the sum-of-products equations are 
obtained by grouping the “0’’s (Figure 1b). Grouping the ‘0’’s 
instead of the “1s has the effect of inverting the equations. 
This is a convenient technique for generating inverted logic 
for use with active LOW PALs. 


When using PALs, the term “product term” is often used. This 
is simply another way of describing an AND function. Refer- 
ring again to Figure 1a, since there are 3 logical AND terms in 


f=CeD+AeD+Bec 
03862A-37 
(a) 


the function equation, we would say that it would require 3 
product terms to perform that function. The phrase ‘‘product 
term” is often abbreviated as “PT”. 


Ademonstration of an early methodology used to relate logic 
equations to the internal structure of PALs is shown in the 
design example. This is a technique which relies on the hand 
generation of fuse maps. As you might imagine, itis slow and 
extremely cumbersome, but is included for the interested 
reader. Instead, to aid in the development of PAL designs, a 
software tool called PALASM has been developed. This tool 
greatly speeds the development of PAL designs. AMD offers 
a version of this called AMPALASM20, which supports all 
AMD 20-pin PALs, and offers improved ease of use and error 
detection. AMPALASM20 has been used in most of the ex- 
amples in this section. Its use is described more fully in 
Section 4 of this handbook. 


fi=heE+E-D+BeD 
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Figure 1. Using K-Maps for Obtaining the 
Sum-of-Products Form of PAL Logic 





INTRODUCTION TO FUSE MAPS AND DESIGN 
EXAMPLES 


Prior to the availability of PALASM as a tool to aid in the 
development of PAL designs, all designs were generated by 
hand using a technique which depended upon fuse maps. 
With this technique the designer was required to actually 
identify the individual fuses which needed to be blown to 
implement the desired function. While this technique is no 
longer used, it is still useful, as an understanding of it pro- 
vides a firm foundation in physical reality of how a PAL im- 
plements a function. 


Asa demonstration of this methodology, we will use the arbi- 
trary circuit shown in Figure 2 as an example for selecting 
and coding a PAL. This example shows the technique of 
using a PAL once the logic diagram has been developed. 
Again, this technique is no longer used, as it is much easier to 
simply generate the equations directly as input to PALASM. 


PL, 
a 


[oo 
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a= 


Figure 2. Design Example, Logic Diagram 


The first step is to generate the Boolean equations for this 
function. These are derived directly from the logic diagram. (It 
should be noted that good design practice is to use mean- 
ingful pin names rather than I, or Og. This will help in pro- 
viding good design documentation.) 


The following symbols will be used for all logic equations: © 


/ = NOT (invert ) 


Py 


* = AND += OR 


Boolean equations for Figure 2 are: 


01 = /I1 

02 = /I1*I2 

03 = I1 + 13 

04 = /(/13*I4) 

05 = /(/13*I5*16 + 17 + I8*I9) 


06 = /(18*1I9 + /13*/17*I9*I10) 


The next step is to select the particular PAL we want to use 
for this function. Since no registers are required, we should 
select from the combinatorial devices (AmPAL16L8, 
AmPAL16H8, AmPAL16LD8 or AmPAL16HD8). Since 3 out- 
puts have AND-OR functions and 3 outputs_have AND-OR- 
INVERT functions, we could still select from either active 
HIGH or active LOW (H or L) parts, but since the more com- 
plex functions are AND-OR-INVERT, the active LOW (L) series 
is most likely. Finally, we see that no output enable is re- 
quired, thus we could use either the AmPAL16L8 or the 
AmPAL16LD8. For the purposes of this example we will 
select the AmMPAL16L8. 


Now, since we have selected an AMPALi6L8 (which has 
inverting outputs) we need to apply DeMorgan’s theorem to 
convert these equations from the active HIGH to the active 
LOW output. DeMorgan’s theorem can be used to convert 
any logic equation in any form into the AND-OR structure 


.used in PALs. Applying DeMorgan’s theorem gives the active 


LOW form of the equation: 


/Ol = 11 _ 
/02 = 11 + /I2 
/03 = /11*/I3 
/04 = /13*14 
/05-= /I3#IS*16°4 17 + 18*19 


/06 = I8*I9 + /13*/17*19*110 





We can now determine which fuses need to be programmed 
for the PAL to perform this function. Figure 3 shows the con- 
ventions which are used when coding fuse maps. 


Figure 4 shows the logic diagram of the AmMPAL16L8. We will 
assign outputs O;-O¢ to pins 14-19, and inputs |,-!49 to pins 
2-9, 11 and 13. 


O, is assigned to pin 19. To make this output the inverse of I, 
. leave input tine 0 connected (not blown) to product term 1 and 
blow all the remaining fuses on that product term. This is in- 
dicated by the X at the intersection of input line 0 and product 
term 1 in Figure 4. 


Since the other inputs to the OR gate are unused, they are 
forced to zero by leaving all the fuses intact on product terms 


INPUT LINE NUMBER 


eo 


PRODUCT 
TERM 
NUMBER 


wos. 


2-7. As shown in Figure 3, unused product terms (those with 
all fuses intact) are indicated by Xs in the small AND gates at 
the NOR gate inputs. ; 


The final consideration for O, is the output enable. By refer- 
ring back to either the logic diagram for the circuit (Figure 2) 
orsthe Boolean equation, we. see that there is no output 
enable function for O,. In other words, O, should be enabled 
all the time. Referring to Figure 4, we see that product term0 
controls the output enable function for O,;. To have the output 
always enabled, we blow all the fuses in product term(PT)0.A 
product term with all fuses blown is always HIGH, so this will 
leave the three-state gate always on, and the output will 
always be enabled. 


FUSE INTACT 
FUSE BLOWN 


ACTIVE 
HIGH 


Ui 


er te) 
[>° KS 


Ae Awe es 


uti 


ay el Gener <i 
LD | - 


ALL FUSES 
BLOWN 


INPUT 
|_> 
| > 


INPUT 


Symbols 
(t) 

High 
Negative 
Positive 
Zero 
One 
Fuse intact 


Fuse blown 


(ALWAYS HIGH) 
SAME AS ALL 


FUSES INTACT 
ALWAYS LOW) 


OUTPUT 


OUTPUT 
ENABLE 
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Figure 3. Coding Conventions 





Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
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Fuse intact —)— 


Fuse blown 


All fuses intact + 


+ 


Figure 4. Logic Diagram for Function of Figure 1 Using the AmPAL16L8 





The next output, Oz, is the AND function of !; and Ip. Again, 
since we are using an “L” device, we must apply DeMorgan’s 
theorem and use the inverted form. Since we want to have 
Oz =1; +1, we first leave input line 0 (1,) connected to PT 9 
and blow the rest of the fuses on that product term. Then 
since we have an OR(+) function, we go to the next product 
term, and leave input line 5 (I) connected to PT 10. 


Since PT 11-15 will be unused, we indicate this as we did in 
QO,, by putting a X in the AND gate at the input to the NOR 
gate. Also, since we want O> to be always enabled, we leave 
PT 8 blank, indicating that all of the fuses in that product term 
should be programmed. 


Output O3 is the AND of I; and 13. To implement this, we leave 
input line 1 connected to PT 17. Since we want an AND func- 
tion, we also leave input line 9 (13) connected to PT 17. These 
connections are indicated by Xs. We then blow the rest of the 
fuses in PT 17. Since the rest of the product terms are unused, 
we place an Xin the AND gates for PT 18-23. Again, we leave 
PT 16 blank, which will leave O3 always enabled. 


Output O, is very similar to O3. In order to generate this AND 
function, we leave input line 9 (I3) and input line 12 (I4) con- 
nected to PT 25, and program the remainder of the fuses in PT 


PAL16L8 

PATOO1 

DESIGN EXAMPLE 
ADVANCED MICRO DEVICES 
NG: | ET. 02" SES. 324- TS" LG? 7 
I9 NC 11006 05 04 03 02 


’ 
; 
/O1 = 11 


/02 = 11 
/1I2 


/03 = /11*/13 


/04 = /I3*I4 


/05 = /13*I5*16 
17 
I8*I9 


I8* 19 + 
/13*/17*I9*110 


25. We again indicate that the rest of the product terms are 
unused, and the output is always enabled. 


Output Os is generated by ANDing 13, Is, and Ig on PT 33, con- 
necting I7 to PT 34, ANDing Ig and Ig on PT 35, and leaving PT 
36-39 unused. 


Output Og is generated by ANDing Ig and Ig on PT 41 and 
ANDing 13, Iz, 1g and 149 on PT 42: Product terms 43-47 are left 
unused. ‘ 


Since pins 12 and 13 are not being used as outputs, Xs are put 
in the AND gates for. all of those product terms. 


The completed fuse map is shown in Figure 4. 


As you can see, any function can be put into the sum-of-prod- 
ucts form and then used to generate a fuse map. However, it 
can be very time consuming to generate these maps by hand. 
Therefore, AMD has developed a software tool called 
AMPALASM20 which will automatically generate the fuse map 
from the Boolean equations. This software tool is described in 
Section 4, but for comparison purposes, Figures 5 and 6 show 
abbreviated input and output data for AMPALASM20. 


PAL DESIGN SPECIFICATION 
MITCH RICHMAN 4/7/83 


18 GND 
01 VCC 
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Figure 5. Abbreviated AMPALASM20 Input 





DESIGN EXAMPLE 


ll 1111 2222 
0123 4567 8901 6789 0123 


Xoo ete ees auns 


XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 


NOU SEWN OS 


5 eee aes 


eae ieee aa Jace 


XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 
XXXX XXXX XXXX XXXX XXXX 


~X-~ -X-- - ---= /T1*/13 
XXXX XXXX XXXX 

XXXX XXXX XXXX 

XXXX XXXX XXXX 

XXXX XXXX XXXX 

XXXX XXXX 

XXXX XXXX 


---- -X-- /13*14 
XXXX XXXX 
XXXX XXXX 
XXXX XXXX 
XXXX XXXX 
XXXX XXXX 


32 
33 /T3*15*16 
17 


34 

35 X-X- I8*I9 
36 XXXX 

37 XXXX 

38 : XXXX 

39 XXXX 


40 ea 

4) X-X- I8*19 

Ae ose --X- /13*/17#19*I10 
43 XXXX XXXX 

44 XXXX XXXX 

45 XXXX XXXX 

46 XXXX XXXX 

47 XXXX XXXX 


48 XXXX XXXX 
49 XXXX XXXX 
50 XXXX XXXX 
51 XXXX XXXX 
» 52 XXXX XXXX 
53 XXXX XXXX 
54 XXXX XXXX 
55 XXXX XXXX 


56 XXXX 9 XXXX 
57 XXXX XXXX 
58 XXXX XXXX XXXX 
59 XXXX XXXX XXXX 
60 XXXX XXXX ( XXXX 
61 XXXX XXXX XXXX 
62 XXXX XXXX XXXX 
63 XXXX XXXX XXXX XXXX XXXX XXXX 


LEGEND: X : FUSE NOT BLOWN (L,N,O) ~- : FUSE BLOWN (H,P,1) 


NUMBER OF FUSES BLOWN = 493 
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Figure 6. AMPALASM20 Output Fuse Map 





Complex Functions 


Most complex functions can be built up from smaller func- 
tional building blocks that are easy to understand and 
design. This section will show some techniques for design- 
ing several common functional blocks that can be tailored for 
specific applications and used to build up the desired PAL 
designs. Each block includes a PAL DESIGN SPECIFICA. 
TION, a compiled AMPALASM20 output, and a fuse map of 
the desired function. 


Control Functions 


An important feature of PALs with registers is the availability 
of registered outputs as inputs to the programmable array. 
This feedback is often used to configure PALs into state se- 
quencers. Feedback also gives an easy way to create a de- 
vice with a “clock enable”. The purpose of disabling the clock 
is to prevent the contents of the output registers from chang- 
ing (retain the same state). This result is easily obtained by 
feeding back the contents of the registers and having these 
values be clocked back in. In this way, the clock is not ac- 
tually disabled, but the desired effect is achieved. 


Another feature of PALs is programmable 1/0 pins. One prod- 
uct term controls a three-state driver whose output is fed- 
back as an array input as well as connected to a pin. Thus, if 
the three-state driver is disabled (high impedance state), the 
pin can be used as an input. This makes these pins perfect for 
use as bidirectional lines for such purposes as shifting data 
serially. 


Several common “‘special” functions, such as clearing and 
setting, can be incorporated into PALs with ease. The clear 


function is performed by disabling all of the AND-gates, 
causing the output of the register to go LOW. On the other 
hand, the set function is performed by forcing one product 
term HIGH, causing the output of the register to go HIGH. 
Loading the registers with data is another common function 
and, for each bit, can be accomplished by selecting one AND- 
gate to pass the input data to the registers while disabling 
the remaining AND-gates. In general, a control or logic func- 
tion is performed by selecting the necessary AND-gates and 
deselecting all others unused by the function. 


EXCLUSIVE-OR 


An Exclusive-OR (XOR) is often used as a selective inverter or 
digital comparator. The XOR (2-input) performs the following 
function: if either of the inputs is HIGH, but not both, then the 
output is HIGH. The function table and logic equation of the 
2-input XOR appearing in Figure 7 shows this graphically. The 
logic equation can be derived through the use of a Karnaugh 
map if desired. The logic diagram and logic symbol for the 
2-input XOR appear in Figure 8. 


XORs of more than two inputs are often used for Modulo-2 
arithmetic and odd parity generation. Intuitively, the multiple 
input XOR is HIGH when an odd number of inputs are HIGH. 
Figure 9 shows the Karnaugh map for a 4-input XOR. Notice 
that due to the diagonal pattern of one’s in the map, there is 
no way to combine terms. Also note that exactly half of the 
squares in the map are ones. Since an n-input function 
results in 2" squares in a Karnaugh map, an n-input XOR will 
require 2\"~ ") product terms. For example, the 4-input XOR of 
Figure 7 requires eight product terms (see Figure 10). 


INPUTS OUTPUT 
A Y 
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Figure 7. XOR Function Table and Logic Equation 


FA : 
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(a) XOR Logic and (b) Symbolic Representation 


Figure 8. XOR Logic Diagram and Logic Symbol 
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Figure 9. Karnaugh Map and Logic Symbol for a 4-Input XOR 
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03862A-47 


Figure 10. 4-Input XOR Logic 


THE MULTIPLEXER 


The multiplexer (also called a data selector) is used to selec- 
tively route data from several inputs to one output. A simple 
4-to-1 multiplexer has four data input lines and two control 
lines that select which one of the four data inputs is to be 
passed to the output. The function table for this device is 
shown in Figure 11. The logic equation can be derived directly 
from the function table (see Figure 12). 


Each AND-gate has a data input and a two-input combination 
_ of select inputs. Given one of four possible combinations of 


INPUTS OUTPUT 
1 So D3 D2 Di Do Y 


” 


a44s 0000 
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Figure 11. Function Table for 1-of-4 Multiplexer 


Y=Sy ° So * Do +S * So* Dy + 
S1*So* D2+S1* Soe D3 
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Figure 12. Multiplexer Logic 


‘select bits, only the AND-gate corresponding to this com- 


bination is enabled, allowing the desired input data to pass to 
the output. This can be easily expanded to accommodate 
more data simply by adding more select lines and data in- 
puts. For every n select lines there can be 2" data inputs, each 
of which requires one product term 


The Design Specification and Logic Diagram for this Exctu- 
sive-OR and multiplexer based on an AMPAL16H8 are shown 
in Tables 1(a) and 1(b). 





Table 1(a). Design Specification for XOR and MUX Function 


PAL16H8 ‘! PAL DESIGN SPECIFICATION 
PATO20 JENNY YEE 10/22/82 

XOR AND MUX FUNCTION 

ADVANCED MICRO DEVICES 

XA XB XC DO Dl D2 D3 S1 SO GND 

NC NC NC NC NC NC NC MUXY XORY VCC 


;XOR AND MUX OUTPUT SIGNALS 
XORY = /XA*/XB* XC 
/XA*® XB¥/XC 


XA*/XB¥/XC 
XA* XB* XC 


= /S1*/SO*DO 
/S1* SO*D1 
S1*/SO*D2 
S1* SO*D3 
FUNCTION TABLE 
$1 S0 XA XB XC D3 D2 Dl DO XORY MUXY 


;ACTIVATE XOR OUTPUT 


Ps PS PS PS PS PS Pd 
Pa Pd PS Pd PS Pd Pd 
Pd Pd Pd PS OS Ot DS 
PS PS Pd PS Pt Pd OS 


X 
X 
X 
X 
X 
X 
X 


ACTIVATE MUX OUTPUT 


os P< Os O< OO bt 
Ps PS >< Od OS SO 


momoccee ete 
D4 bd Dd Pe Dd >< Dd de 
Dé od DS DS DS Pe DG Dd 
Dd PS bd bd be De Oe DK 
Tl 1 pe bd bd be De Dd 
>< pd I bs be be be 
PS PS Ds Dd Db Pd Oe De 
meme mea 


DESCRIPTION: THIS IS A SIMPLE EXAMPLE EXECUTING THE FUNCTIONS OF 
THE EXCLUSIVE-OR AND THE MULTIPLEXER 03862A-50 


Note: See Section 4 for description of the PAL DESIGN SPECIFICATION format. 





Table 1(a). Design Specification for XOR and MUX Function (Continued) 


PAL16H8 PAL DESIGN SPECIFICATION 
PATO20° : JENNY YEE 10/22/82 
XOR AND MUX FUNCTION 
ADVANCED MICRO DEVICES 
*D9725 

*FO* 

LOOOO 1111 1111 1111 1111 
LO032 1010 0111 1111 1111 
L0064 0110 1011 1111 1111 
L0096 1001 1011 

L0128 0101 0111 

L0256 1111 1111 

L0288 1111 1111 

L0320 1111 1111 

L0352 1111 1111 

LO384 1111 1111 

C26D2* 

VOOO1 OOOXXXXXXOXXXXXXXXL1 
VOOO2 OO1XXXXXXOXXXXXXXXH1 
VOO003 O1OXXXXXXOXXXXXXXXH1 ? 
VOOO4 O11XXXXXXOXXXXXXXXL1 * 
VOOOS 1OOXXXXXXOXXXXXXXXH1 
VOO06 1O1XXXXXXOXXXXXXXXL1 
VOOO7 111XXXXXXOXXXXXXXXH1 
VOOO8 XXXOXXXOOOXXXXXXXLX1 
VOO09 XXX1XXXOOOXXXXXXXHX1 
VOO10 XXXXOXXO1LOXXXXXXXLX1 ? 
VOO11 XXXX1XXO1OXXXXXXXHX1 
VOO12 XXXXXOX10OXXXXXXXLX1 
VOO13 XXXXX1X100XXXXXXXHX1 
VOO14 XXXXXXO110XXXXXXXLX1 
VOO15 XXXXXX1110XXXXXXXHX1 
0221 
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Table 1(b). Logic Diagram for XOR and Multiplexer Using AmPAL16H8 


Columns: Inputs (0-31) 
Rows: Product Terms (0-63) . 


0123 4567 891011 12131415 16171819 20212223 24252627 28293031 


NOuronucd 


a Ba 


39 


> Iitt Try Trey 


pt et a . NC 


0123 4.567 6 91011 12 13 14 15 16171819 §=6©20 212223. 24252627 «= 28 29: 30 31 
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* =Fuseintact —{X— =All fuses intact —- = Fuse blown 
3-11 





DECODING/CHIP SELECT 


Decoding is one of the most common logic functions to be 
performed in a design. Essentially all random logic control 
signals are generated by decoding. Two examples are output 
enabling and chip selection. The decoding function can be 
described as being true when the desired set of inputs is true. 
This, of course, is simply the AND function. In its most 
general form, an n-input decoder can have 2" decoded out- 
puts implemented by 2" AND-gates. Each AND-gate has a dif- 
ferent combination of inputs allowing only one output to be 
true at any given time. If Karnaugh maps were used to de- 
scribe an n-input decoder, there would be 2" maps with onlya 
single one in each one. Figure 13 shows the truth table, logic 

equations and logic diagram for a 3-to-8 decoder imple- 


INPUTS 
Se S1 So 


ant sts COO 0 
ooooo0o-*oo 
oooooc=0 
-oooococo4 


°o 
[=] 


03862A-53 
(a) Truth Table 3-to-8 Decoder 


Do=S2° 81° So 
D1=S2° S1° So 
D2=S2¢ 81° So 
D3=S2° 81° So 
D4=S2* 81° So 
Ds=S2* S1.*So 
De=S2* 81° So 
D7=S2°S1*So 03862A-54 


(b) Equations 3-to-8 Decoder 


ADDRESS = 81 HEX. 


ADDRESS = 80 HEX 


WR 


Figure 13 


mented with an AMPAL16H8. The design specification and 


_logic diagram for this decoder are shown in Tables 2(a) 


and 2(b). 


In most applications, three inputs (such as in a 3-to-8 
decoder), are insufficient to perform the entire decode. For 
example, decoding the address and control for an I/O device 
requires anywhere from 8 to 16 address control and timing in- 
puts. Besides the address lines, the control and timing- 
signals which are commonly used as inputs for decoding are: 
READ/WRITE (R/W), MEMORY/IO (M/IO),; BYTE/WORD (B/W) 


. and ADDRESS STROBE (AS). Figure 14 shows typical input 


and output ports with required decoders. 


03862A-55 
(c) Logic Diagram 3-to-8 Decoder 


DEVICE 


INPUT 


cS PORT 


SYSTEM 


SYSTEM 


OUTPUT 
PORT 


DEVICE 
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Figure 14. Typical Input and Output Ports 
3-12 





Table 2(a). Design Specification for 3-to-8 Decoder 


PAL16H8 PAL DESIGN SPECIFICATION 
PATO22 JENNY YEE 10/22/82 

3 TO 8 DECODER 

ADVANCED MICRO DEVICES 

$2 Sl SO NC NC NC NC NC NC GND 

NC DO Di D2 D3 D4 DS D6 D7 VCC 


;DECODER OUTPUT SIGNALS 
/S2*/S1*/SO 
/S2*/S1* SO 
/S2* S1*/SO 
/S2* S1* SO 
S2*/S1*/SO° 
S2*/S1* SO 
S2* S1*/SO 
S2* S1* SO 


FUNCTION TABLE 


DESCRIPTION 
THIS DEVICE IMPLEMENTS A 3 TO 8 DECODER. THE SAMPLE SHOWS THE 
DESIGN OF THE DECODER USING PAL. 03862A-57 
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Table 2(a). Design Specification for 3-to-8 Decoder (Continued) 


PAL16H8 . PAL DESIGN SPECIFICATION 
PATO22 ; JENNY YEE 10/22/82. 
3 TO 8 DECODER ; he 
ADVANCED MICRO DEVICES 
*D9725 
#FO* a ‘ 
LOOOO 1111 1111 1111 1111 1111 
LOO32 0101 0111 1111 1111 1111 
LO256 1111 1111 1111 1111 1111 
L0288 0101 1011 1111 1111 1111. 
LO512 1111 1111 1111 1111 1111 
L0544 1001 0111 1111 1111 1111 
LO768 1111 1111 1111 1111. 1111 
LO800 1001 1011 1111 1111 1111 
L1024 1111 1111 1111 1111 1111 
L1056 0110 0111 1111 1111 1111 
L1280 1111 1111 1111 1111 1111 
L1312 0110 1011 1111 1111 
- L1536 1111 1111 1111 1111 
L1568 1010 0111 1111 1111 
L1792 1111 1111 1111 1111 
L1824 1010 1011 1111 1111 
C3EC4* 
VO0O1 OOOXXXXXXOXHLLLLLLL1 
VO002 O01XXXXXXOXLHLLLLLL1 
VO003 O1OXXXXXXOXLLHLLLLLI 
Vo004 011XXXXXXOXLLLHLLLL1 
VOOO5 1OOXXXXXXOXLLLLHLLL1 
VOO06 101XXXXXXOXLLLLLHLL1 
VO007 110XXXXXXOXLLLLLLHL1 
vO008 111XXXXXXOXLLLLLLLH1 
FC30 es "  .03862A-58 


wok Kk Kk Kk OK OK 


* OK OK Kk OK OK 


* OX 


we KK KK OK XK 





03862A-59 


Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
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SHIFT REGISTERS 


Shift registers are useful for multiplication, division and 
serial communications. 


An easy way to construct a shift register is to think of it as 
being composed of a set of multiplexers with registered out- 
puts. A typical shift register can load data, shift data to the 
right, shift data to the left, and “hold” (leave unchanged) the 
data. There would be two select lines that control the multi- 
plexers and choose the desired function. If data is to be 
loaded into the shift register, this path is enabled and the 
data is passed through and clocked into the registers (see 
Figure 15a). Figures 15b and 15c illustrate how the shift func- 
tions are performed. When shifting right, bit i will clock in 
biti+ 1. This is accomplished by feeding back the output of 
register i+ 1 to the multiplexer of bit iand selecting this path. 
Similarly, shifting left is done by clocking bit i—1 into bit i, 


D3 D2 Di Do 


SELECT [~ — 
LINES]_ __ 


using similar feedback techniques. “Holding” data is easily 
done by feeding back register i to itself and selecting the 
path, as shown in Figure 15d. Thus keeping data unchanged 
is accomplished by feedback, not by gating the clock (which 
is a poor design practice). 


This information is now used to design a 4-bit shift register 
using an AmPAL.16H8. The function has four data inputs, four 
outputs, and two select lines, a left serial input, a right serial 
input, an output-enable, and a clock input. The serial inputs 
are bidirectional and are used to input new data while shift- 
ing. The function table forthe shift register is shown in Figure 16 
and the logic diagram in Figure 17. The Design Specification 
and Logic Diagram for these shifters are shown in Tables 3(a) 
and 3(b). 
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Figure 15a. Loading the Shifter 


SELECT }~ ~ 
LINES 


D3 D2 


Figure 15b. Shifting Right 


3-16 





03862A-62 


D3 D2 Di Do 


LINES }__ 


SELECT { = 
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Figure 15d. “Holding” Data 
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INPUTS OUTPUTS 
‘SERIAL SERIAL 

81 So err rigut | 28 92 1 Qo RIGHT LEFT 
D3 D2 Di Do Zz z 


0 Q3q9 Q29 Qlo Q0o z 
1 Q39 Q2o Qio Q0o Zz 
Q29 Qipg Q0o 0 Zz Q3o0 
Q29 Qig Q0o 1 z Q30 
Q3q Q29 Qing QNo Zz Zz 
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Figure 16. Shift Register Function Table 


SERIAL LEFT IN 
SERIAL RIGHT OUT 


SERIAL RIGHT IN 
SERIAL LEFT OUT 
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OUTPUT 
’ ENABLE 


_ Figure 17. 4-Bit Bidirectional Shift Register 
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Table 3(a). Design Specification for Shift Register 


PAL16R6 PAL DESIGN SPECIFICATION 
PATO23 JENNY YEE 10/22/82 
SHIFT REGISTER : 

ADVANCED MICRO DEVICES 

Ck Sl SO D3 D2 Dl DO NC NC. GND 

OE SRISLO NC Q3 Q2 Ql QO NC SLISRO VCC 


;SHIFT REGISTER OUTPUT SIGNALS 


/Q3. := /S1*/SO*/D3 + 
: /S1* SO*/SRISLO + 
S1*/S0*/Q2 + 

S1* SO*/Q3 


z= /S1*/SO*/D2 
/S1* SO*/Q3 
S1*/S0*/Q1 
S1* SO*/Q2 


/S1*/SO*/D1- 
/S1* SO*/Q2 
S1*/SO*/QO 
S1* SO*/Q1 


/S1*/SO*/DO 
/S1* SO*/Q1 
S1*/SLISRO*/SO 
S1* SO#/Q0 


IF(/S1#S0) /SLISRO = /QO 


IF(S1*/SO) /SRISLO = /Q3 . 03862A-66 





Table 3a). Design Specification for Shift Register (Continued) 


FUNCTION TABLE 
CK Sl SO D3 D2 D1 DO OE SRISLO SLISRO 


; LOAD AND SHIFT RIGHT 


P< Pst PS Pt OS PS 
Ps Ps Pd bs Ps PS 
ns PS PS PS PS OS PS 
reeraeoe 


AND SHIFT LEFT 


Ps PSPS PS OS OS OE 
P< Pd Pd Ps Ps Pd OO 
Ps P< PS PS PS OS 
joo aaoomeomeome=<>) 
lo OR eee on oe ona 2) 
noes = eod makes oon a> 
amare ee 


DESCRIPTION 

THIS DEVICE IMPLEMENTS A SHIFT REGISTER. THE LAYOUT PROVIDED IS 
A DEMONSTRATION OF HOW THE SHIFT REGISTER MAY BE DESIGNED USING 

A PAL. 03862A-67 
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Table 3(a). Design Specification for Shift Register (Continued) 


PAL16R6 . PAL DESIGN SPECIFICATION 
PATO23 JENNY YEE 10/22/82 
SHIFT REGISTER 
ADVANCED MICRO DEVICES 
*D9724 

*FOX* 

LOOOO 1011 0111 1111 1111 
L0032 1111 1111 1110 1111 
L0512 1011 1011 1111 1111 
L0544 1011 0111 1111 1110 
L0576 0110 1011 1111 1111 
L0608 0111 0111 1110 1111 
LO768 1011 1011 1111 1111 
LO800 1011 0111 1111 1111 
L0832 0111 1011 1110 1111 
L0864 0111 1111 1110 
L1024 1011 1111 1011 
L1056 1011 1111 1111 
L1088 0111 1111 1110 
L1120 0111 1111 1111 
L1280 1011 1011 1111 
L1312 1011 1111 1111 
L1344 0111 1111 1111 
L1376 0111 1111 1111 
bL1792--0111-. 1111 1111 
L1824 1111 1111 1111 
C49E9* 

VO001 COOOO00OXXOOZXLLLLXZ1 
VOO02 C11XXXXXXOOZXLLLLXZ1 * 
Vo003° COLXXXXXXOO1XHLLLXL1 
Vvooo4 CO1XXXXXXOOOXLHLLXL1 * 
VOO0O5 CO1XXXXXXOOOXLLHLXL1 
VO006 CO1XXXXXXOOOXLLLHXH1 * 
VOOO7 CO1XXXXXXOOOXLLLLXL1 
voO08 C001111XXOOZXHHHHXZ1 * 
VOOO9 C11XXXXXXOOZXHHHHXZ1 
VO0O10 C1OXXXXXXOOHXHHHLXO1 * 
VOO11 ClOXXXXXXOOHXHHLHX11 * 
VO012 C1OXXXXXXOOHXHLHHX11 * 
VO013 C1OXXXXXXOOLXLHHHX11 * 
VO0O14 C1lOXXXXXXOOHXHHHHX11 
VOO15 C11XXXXXXOOZXHHHHXZ1 
5060 03862A-68 
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THE COUNTER 


Counters are used for such purposes as state sequencing, 
delay timing, and event counting. The key to designing a 
counter is knowing when a bit should be toggled. For an up- 
counter, a bit is toggled whenever every bit of lesser 
significance is HIGH (see the counting sequence of Figure 18). 


Conversely, for a down-counter, a bit is toggled whenever 
every bit of lesser significance is LOW. In both cases, the LSB 
is always toggled. By ANDing all bits of lesser significance 
along with the complement of the current data in the register, 
the problem of when this bit is to be toggled has been solved. 
However, this is not sufficient. In order to complete the 
design, it must be ensured that the bit remains unchanged 
under all other conditions. This can be accomplished by 
ORing the complements of the lesser significant bits 
together and then ANDing the result with the current data in 
the register (see Figure 19). The equation in Figure 19 can be 
changed into the sum-of-products form (Figure 20) for direct 


implementation in a PAL. Thus if a bit is to be toggled, the 


complement of the current data will be clocked in; if not, the 
data remains unchanged by clocking in the current data. 


CURRENT 
STATE 
0000 
0001 
0010 . 
0011 
0100 
0101 
0110 
0111 
1000 
1001 
1010 
1011 
1100 
1101 
1110 
1111 


NEXT 
STATE 
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Figure 18. Counting Sequence 


INPUTS 
So Q3o Q2o Q 


Si 


TOGGLE 





TOGGLE =Qo. Q|+Q7* Q;)+Q2¢ Qi+--+-+Qi-4° Qi 
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Figure 20. Equivalent Form of Figure 16 


ee a ee ee ee ee ee ee ee ee ee ee 2 2 on 2 we} 


A 4-bit up-counter example illustrates this approach. Typical! 
counter functions are loading data, counting, and “holding” 
data (COUNTING). The function table is shown in Figure 21 | 
and the logic diagram in Figure 22. 


Expanding the number of bits in the counter is done by ex- 
panding the function table to incorporate the additional bits. 
Karnaugh maps, although not essential, can be used to find 
the required equations in sum-of-products form for PAL 
implementation. In general, besides any fixed overhead for 
control functions (CLEAR, LOAD, and HOLD in this example) 
bit n will require n additional product terms. Therefore, if this 
example 4-bit counter is to be expanded to five bits, the fifth 
bit will require five product terms plus three additional prod- 
uct terms for clearing, loading, and counting (see Figure 23). 
Notice that the original 4-bit block is unaffected by the addi- 
tion of the fifth bit. This basic counter is easily expandable to 
perform more complex functions. The Design Specification 
and Logic Diagram for this counter, using an AMPAL16R8 
device, are shown in Tables 4(a) and 4(b). 


TOGGLE =Q; .(Q9+01+Qo2+----+Qj_-1) 
03862A-71 


Figure 19. Logic for not Toggling Bit i 


OUTPUTS 
0 Q0o Q3 


— 


mr ooocococeceoeoeceoeoeeocooeoeeoeeeoe 0c 
Sed he i he So cade yy es aed ears Sa 
xs 07707 020 20202020 KK 
ote ae est teres CO Ooceaec eo oO 
nd Ea ce tee es Netley Lo as, as i ea ey 
eoAn-4s~ocoonzsnaAcdeostsnw oon n oD 
CA om On oA oOsA On OA Oa 


xo rte Oo ocoeteee st OOO OK XK 
xwra er oot OO OF 0 024200 K K 


oO 
o 
° 
i?) 
= 
° 
9 
Qo 
°o 


03862A-73 
Figure 21. Function Table for 4-Bit Up Counter 
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Figure 23. 5-Bit Up Counter 





Table 4(a). Design Specification for 4-Bit Counter 


PAL16R8 PAL DESIGN SPECIFICATION 
PATO21 . JENNY YEE 10/22/82 
4-BIT COUNTER 7 

ADVANCED MICRO DEVICES 

CK §1S0 D4 D3 D2 D1 DONC GND 

OE NC NC.NC QO Q1 Q2 Q3 NC VCC 


;COUNTER OUTPUT SIGNALS 


/QO := /S1*/SO 
/S1* SO*/DO 
S1*/SO* QO 
S1* S0*/QO 


/S1*/SO 

/S1* SO*/D1 
S1*/SO#/Q1*/QO 
S1*/SO* Q1* QO 
S1* SO*/Q1 


= /S1*/SO 
/S1* SO*/D2 - 
S1*/SO*/Q2*/QO0 
S1*/SO*/Q2*/Q1 
S1*/SO* Q2* Q1* QO 
S1* SO#/Q2 


=  /S1*/SO 
/S1* SO*/D3 
S1*/S0*/Q3*/QO 
S1*/SO*/Q3*/Q1 
$1*/SO%/Q3*/Q2 
S1*/SO* Q3* Q2* QI* QO . 
S1* S0*/Q3 03862A-76 
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Table 4(a). Design Specification for 4-Bit Counter (Continued) 


FUNCTION TABLE 


S1 SO OF DO D1 D2 D3 Q3 Q2 Q1 QO 


CO Owe wo we Cee we we 


eels sMacM=<M--—--[=-[--—--B--—t-- Bo Mo-fl--B=-Bt =) 
‘asl anil all call “all soll sail soll sail soll call wall sail call “al sa 
‘sl sail axll sll col soll sail soll sail sail call all sail all sll oo 
“bd Pd bd bd Dd bd Pd Dd Dd Dd Dd Dd De Dd Dd Dd 
be Pd be bd bd Bd Dd Pd Dd Dd PE Bd DS Dd Dd DS 
be bd bd bd Dd Dd Dd bd Dd De DS Dd Dd Dd DE DM 
Dé Dd be bd bd Dd bd De Dd bd DE Dd Dd DE Dd Oe 
tmimmmtm mm merece oe 
Pom St tit oo ao toe 
Pmme emer eee eee 
Pete eee oe eee 


HOLD 


C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 


HoH Dk eX Xx 


DESCRIPTION 
THIS DEVICE IS AN UP-COUNTER. THE SAMPLE LAYOUT SHOWS THE 
FORMAT OF DESIGNING THE COUNTER USING A PAL. 03862A-77 
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Table 4(a). Design Specification for 4-Bit Counter (Continued) 


PAL16R8 PAL DESIGN SPECIFICATION 
~PATO21 JENNY YEE 10/22/82 
4-BIT COUNTER . 
ADVANCED MICRO DEVICES 
*D9724 
*FO* 
LO256 1011 1011 1111 1111 
LO288 1011 1011 
L0320 0111 1111 
LO352 0111 1110 
LO384 0111 1111 
L0416 0111 1101 
L0448 0111 1111 
LO512 1011 1111 
L0544 1011 1111 
L0576 0111 1111 
L0608 0111 1110 
L0640 0111 1101 
L0672 0111 1111 
LO768 1011 1011 1111 1111 
LO800 1011 0111 1111 1111 
L0832 0111 1011 1111 1110 
LO864 0111 1011 1111 1101 
LO896 0111 0111 1111 1110 
L1024 1011 1011 1111 1111 
L1056 1011 0111 1111 1111 
L1088 0111 1011 1111 1111 
L1120 0111 0111 1111 1111 
C4FAE* 
VOOO1 COOXXXXXXOOXXXLLLLX1 
v00O02 CO1X1111XO0XXXHHHHX1 
VO003 CO1XOO00XOOXXXLLLLX1 
VO004 C1lOXXXXXXOOXXXHLLLX1 
VOOO5 C1lOXXXXXXOOXXXLHLLX1 
VOOO6 C1OXXXXXXOOXXXHHLLX1 
— VOO07 C1OXXXXXXOOXXXLLHLX1 
VOOO8 C1OXXXXXXOOXXXHLHLX1 
VOOO9 ClOXXXXXXOOXXXLHHLX1 
VOO10 C1OXXXXXXOOXXXHHHLX1 
VOO11 C1lOXXXXXXOOXXXLLLHX1 
VO0O12 C1lOXXXXXXOOXXXHLLHX1 
‘VO013 CLOXXXXXXOOXXXLHLHX1 
VO0O14 C1lOXXXXXXOOXXXHHLHX1 
VOO15 C1OXXXXXXOOXXXLLHHX1 
VO0O16 C1lOXXXXXXOOXXXHLHHX1 
VOO17 C1OXXXXXXOOXXXLHHHX1 
VOO18 C1OXXXXXXOOXXXHHHHX1 
VO0O19 C1OXXXXXXOOXXXLLLLX1 
V00O20 C11XXXXXXOOXXXLLLLX1 
887C 03862A-78 
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% 
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03862A-79 
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Rows: Product Terms (0-63) 
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Section 4 


Software Support ai 
for AMD PALs 


Design Aid Software for Programmable Logic 
PAL DESIGN SPECIFICATION 


Design Aid Software for 
Programmable Logic 


INTRODUCTION 


The main function of programmable logic design aid soft- 
ware is totranslate acustom logic design specification intoa 
format which can be accepted by a programmer. 


Programmable logic software is also an excellent tool for 
design simulation and documentation. Simulation aids in 
debugging an initial design and helps to assure that a device 
will operate as intended the first time instead of requiring 
multiple design iterations. Documentation capability is 
essential for someone other than the original designer to 
understand a custom programmable logic specification. 


THIRD PARTY SOFTWARE 


Many different programmable logic design aid software pro- 
grams and software programs resident on programmable 
logic programmers are available or under development. Table 
1 lists some current suppliers of these design tools. Contact 


i 


the indicated companies for the status of their particular 
product. 


PALASM 


One particular software program, specifically for PALs, is 
PALASM (short for PAL ASSEMBLER). 


PALASM is a computer aided design too! which has the 
capability of accepting an input file of Boolean equations 
and assembling the file into an output (fuse map) in a format 
compatible with PAL programmers. PALASM also allows the 
designer to input, in a tabular format, test vectors to perform 
simulation and debug of the Boolean equation input. The PAL 
design input file, called PAL DESIGN SPECIFICATION, when 
used in conjunction with PALASM documentation outputs, 
can provide as much documentation as is required to under- 
stand custom PAL design. 


Table 1. Third Party Design Aid Software Tools 


CUPL 
(Software) 
IBM PC 


PALASM : 
(Programmer Resident) 


PALASM 
(Programmer Resident) 


PALASM 
(Programmer Resident) 


PALASM 
(Programmer Resident) 


Assisted Technology, Inc. 
Suite 150 

2381 Zanker Road 

San Jose, CA 95131 

(408) 942-8787 


Data !/O Corporation 

10525 Willows Road N.E./C-46 
Redmond, WA 98052 

(206) 881-6444 


Digilec, Inc. 

7335 East Acoma Drive 
STE. 103 

Scottsdale, AZ 85260 
(602) 991-7268 


Stag Microsystems, Inc. 
§28-5 Weddell Drive 
Sunnyvale, CA 94086 
(408) 745-1991 


Structured Design 
1700 Wyatt Drive 

Suite 3 

Santa Ciara, CA 95054 
(408) 988-0725 


03862A-80 





AMPALASM20 


Advanced Micro Devices offers a powerful, enhanced version 
of PALASM, called AMPALASM20 to support the AMD 20-pin 
PAL family. it is based on the original version of PALASM but 
adds extensive error checking features and the industry 
standard JEDEC output format PLDTF (Programmable Logic 
Data Transfer Format). 


The new error checking functions insure that creation of a 
correct PAL DESIGN SPECIFICATION is an easily understood 
and straightforward process. Most important, AMPALASM20 
does not allow the designer to create incorrect fuse patterns 
or try to program a device with inadequate logical capacity 
for the desired function. The JEDEC PLDTF output is de- 
signed to transfer data in a format which can program PALs 
from all manufacturers. This eliminates the need for the user 
to modify code to accommodate different supplier's devices. 


AMPALASM20 is currently available on 8 inch floppy disk 
media in 1BM 3740 format for the CP/M operating system. It is 
offered in both Fortran source code and object code ver- 
sions. Advanced Micro Devices only supports object code 
written for 8080 based systems. Source code is provided for 
customers who wish to port AMPALASM20 to their particular 
system, but no support is furnished and no responsibility can 
be accepted for any use of source code information. 


To use this version of AMPALASM20 the designer should 
have access to: 


—A microcomputer with a CP/M operating system 
—An 8 inch floppy disk drive (IBM 3740 format) 
—A CRT terminal with keyboard 

—System software which includes an editor 


~—A means of downloading the fuse programming data to 
a programmer 


To perform automatic downloading of AMPALASM20 output 
to a PAL programmer, a link between the computer and the 
programmer is required. Most programmers accept input via 
an RS232 interface. This usually requires only an RS232 port, 
and RS232 cable from the computer and a software driver for 
the port, which are resident on most computers. Please refer ~ 
to the programmer manufacturer’s reference materials for 
details. The CP/M version of AMPALASM20 provides the 
necessary software driver. 


Versions of AMPALASM20 for the IBM CMS operating 
system and VAX VMS operating system are under develop- 
ment. Check with your local Advanced Micro Devices sales 
office for price and availability. 


A complete specification of the CP/M version AMPALASM20 
and the PAL DESIGN SPECIFICATION input file appears later 
in Section 4. 





PAL DESIGN 
SPECIFICATION 


1 


The input to AMPALASM20 is called the PAL DESIGN SPECIFICATION. Since AMPALASM20 is a batch-oriented program, the 
PAL DESIGN SPECIFICATION is intended to be an input file created using the editing facility of the machine on which 
AMPALASM20 is executing. The PAL DESIGN SPECIFICATION is divided into five main sections: the heading, pin list, logic 
equations, function table, and description. 


HEADING 


The heading comprises the first four lines of the PAL DESIGN SPECIFICATION. Line one requires the left justified PAL part 
number starting in column one. Valid PAL part numbers supported by the present version of AMPALASM20 are the following: 


AMPAL16L8 
AMPAL1 6R8 
AMPAL16R6 
AMPAL16R4 
_ AMPAL16H8 
AMPAL16LD8 
AMPAL16HD8 


An invalid part number will generate a fatal Dene rer: error. The rest of the heading is optional, the following recom- 
mendations are standard. 


The recommended heading “PAL DESIGN SPECIFICATION” should be included after the part number (separated by at least 
one space). 


Lines two through four are reserved for design documentation. The recommended format for these lines is: 


Line 2: User internal part number, date 
Line 3: Device application name 
Line 4: Company name, address 


An example heading is given below: 


AMPAL16R4 PAL DESIGN SPECIFICATION 
PATTERN NUMBER K2/044-C , * WARREN MILLER 4/1/82 
DUAL BUS 4-BIT COUNTER WITH BIT SWAPPABLE OUTPUTS 

ADVANCED MICRO DEVICES 901 THOMPSON PLACE SUNNYVALE CA 94086 





PIN LIST 


The pin list must begin on line five. It is a sequence of symbolic names given to device pins 1 through 20 in order. Each pin 
name must be separated by one or more spaces. The following rules should be followed when specifying the pin list: 


(1) The pin list must contain exactly 20 names or a fatal error will be reported. 
(2) Pin names should not exceed 8 characters. If they do, only the last 8 characters will be used. 


(3) Any printable characters may be used in a pin name except “ = 


pin name to indicate an active LOW input signal. 


:* + ( enon may be used as the first characterina 


_ (4) Duplicated pin names are allowed (for example, NC for No Connection: but only if they are not used in any equations. 
(5) GND and VCC may be usd on pins 10 and 20 respectively, but should not be used in any equations. 


An example pin list is given below: 


CLK CARRYIN ADATAO ADATA1 ADATA2 ADATA3 SO S1 
/OE BDATAO BDATA1 QO Ql 


LOGIC EQUATIONS 


Logic equations may begin on the first line after the pin list. 
These equations are the heart of the PAL DESIGN 
SPECIFICATION. They specify the logical operations of a 
device in a sum-of-products (AND-OR) Boolean format. 


The terms used when writing logic equations are: - 


” OPERATOR SYMBOLS (in hierarchy of evaluation): 


* AND (product) 
+ OR(sum) 


EXPRESSION is a sequence of PIN NAMES (or their com- . 


plements) separated by operators, where the PIN NAME is 
the symbolic input or output name taken from the pin list. 


PRODUCT is a sequence of PIN NAMES (or their comple- 
ments) Separated by the AND operator, ‘‘*’”, where the PIN 
NAME is the symbolic input or output name taken from the 
pin list. 

ADDITIONAL SYMBOLS: 


: The remainder of the present line is a comment 
/ Complement, prefix to a pin name 
Combinatorial equality 

Sequential equality 


Three forms of logic equations are possible: 


PIN NAME = EXPRESSION 
Combinatorial equality. The output specified by the PIN 
NAME is logically equal to the expression. If the device 
has an inverting output, the complement of the PIN 
NAME must be specified. 


IF (PRODUCT) PIN NAME = EXPRESSION 


Conditional combinatorial equality. When the product is 
logically true, the output specified by PIN NAME is 
equivalent to the expression. When the product is logi- 
cally false, the output is placed in the high impedance 
(high-Z) state. If the device has an inverting output, the 
complement of the PIN NAME must be specified. 


RESET GND 
Q2 Q3 BDATA2 BDATA3 VCC 


PIN NAME : = EXPRESSION 


Sequential equality. On the low to high transition of the 
clock, the registered output specified by the PIN NAME 
Is loaded with the logical value defined by the equation. 
If the device has an inverting output, the complement of 
the PIN NAME must be specified. 


It is important to notice that AMPALASM20 equations are 
written with respect to the AND inputs of the internal AND- 
OR structure. The only way to enable (output = HIGH) an 
AND-gate is with all HIGHs on the inputs. Therefore to enable 
an AND-gate when active LOW inputs (pin names with pre- 
ceding slashes) are specified, the complement of the inputs 
(active HIGH or true version, without the slash) are necessary. 
Also, notice that to enable an AND-gate with active HIGH in- 
puts the active HIGH version of the inputs is necessary (no 


‘slash). Thus the polarity of the input signals is written the 


same independent of the polarities of the pin names. It is, ~ 
then merely a question of AMPALASM20 automatically se- 
lecting the inverting (active LOW) on non-inverting (active 
HIGH) path of the input buffer to the AND-gate. ; 


It is also important to notice that the AMPALASM20 equa- 
tions are written with respect to the output of the OR- 
Structure in the combinatorial (16L8, 16H8, 16LD8, 16HD8) 
devices and at the Q outputs of the registers for the 
registered (16R8, 16R6, 16R4) devices. On the active LOW 
parts (16L8, 16LD8, 16R8, 16R6, 16R4) the output signals on 
the output pins are inverted versions. of the internal, 
AMPALASM20 specified, OR-structure outputs. A warning is 
generated by AMPALASM20 if this inversion between pin list 
pin names and -AMPALASM20 output pin names is not 
observed. 





An example with a pin list and output equations is given below. Note the inversion between pin names and left hand sides of 
the equations, the use of sequential equality on registered outputs, and combinatorial equality on the non-registered outputs. 
Furthermore, note that an input such as RESET could be made active LOW by just adding a preceding slash “/” to the pin 
name (this tells PALASM 20 to select the inverting path of the input buffer). 


CLK CARRYIN ADATAO ADATA1 ADATA2 ADATA3 SO S1 RESET GND 
. /OE BDATAO BDATA1 QO Ql Q2 Q3 BDATA2 BDATA3 VCC 


/Q0 :5 RESET ° 
| /S1*/SO*/ADATAO ;LOAD A 
/S1* SO*/BDATAO ;LOAD B 
S1* QO* CARRYIN ;COUNT 
S1*/QO*/CARRYIN 


RESET 
/S1*/SO*/ADATA] 

/S1* SO*/BDATAL 

S1* Q1* QO* CARRYIN 
S1*/Q1*/Q0 - 
S1*/Q1*/CARRYIN 


sLOAD A 
;LOAD B 
; COUNT 


tet tt 


RESET 
/S1*/SO*/ADATA2 

/S1* SO*/BDATA2 

S1* Q2* Q1* QO* CARRYIN 
$1*/Q2*/Q1 

S1*/Q2*/QO 
S1*/Q2*/CARRYIN 


t+Hetttt+ 


RESET 
/S1*/SO*/ADATA3 

/S1* SO*/BDATA3 ° 

S1* Q3* Q2* Q1* QO* CARRYIN 
S1*/Q3*/Q2 

S1*/Q3*/Q1 

S1*/Q3*/Q0 

S1*/Q3*/CARRYIN 


+++ + ett 


IF( Sl ) /BDATAO = /S0*/QO sENABLE NORMAL 
S0*/Q3 ;ENABLE SWAPPED 


IF( Sl ) /BDATA1 /SO*/Q1 ; ENABLE NORMAL 
SO*/Q2 ;ENABLE SWAPPED 


IF( S1 ) /BDATA2 /S0*/Q2 ;ENABLE NORMAL 
SO*/Q1 ;ENABLE SWAPPED 


IF( S1 ) /BDATA3 /S0*/Q3 ;ENABLE NORMAL 
SO*/Q0 sENABLE SWAPPED 





FUNCTION TABLE 


The function table portion of the PAL DESIGN SPECIFICA 
TION is similar to the familiar truth table found in most TTL 
data books. It defines, in a tabular format, how the device is 
to function. Additionally, the function table is used by the 
SIMULATE function to check a PAL DESIGN for correctness. 
SIMULATE will take the vector specified in the function table 
and “plug it into” the equation portion of the PAL DESIGN 
SPECIFICATION. 


Any discrepancy between the computed values and the func- 


tion table values will be flagged by the output of SIMULATE. . 


Besides catching the most common errors (signal inversions 
and typing errors), it also provides a check on the more subtle 
logic errors. The more detailed the function table, the higher 
the confidence level that the device will function as desired. 


For combinatorial PALs, by using the input values specified 
in a function table line, the outputs may be computed against 
the output values listed in the same line of the table. For 
registered PALs, the present state (before clock) of the 
registers may also be necessary to compute and check the 
next state (after clock) outputs. The function table defines 
the present state outputs to be the registered outputs of the 
previous vector (i-e., line) and next state outputs to be in the 
current vector (line) with the present inputs. Note that the first 
vector in a function table has no present state and therefore 
cannot be dependent upon one. Also note that the combina- 
torial outputs of registered PALs are defined as a function of 
the present inputs and next state outputs. 


The function table format is given below: 


FUNCTION TABLE: (pin list) 


ecb ie acer’, Bie @ieieveiteiievoe eco ve ever e-a0 
eoaoneerveeereeveeer eee eseeeneseeseen 
eoee 


eeoeveeee 


a inal 6 ete eo" b be ete wk oR area eter. 


mr er cr ee ee ee ae er ee ee eco 


The beginning of the function table is defined by the text 
“FUNCTION TABLE:”. This identifier must begin in column 1. 
Following the function table, on the next line, is a pin list 
which defines the order of function table entries. This pin list 
must use the same signal names as the pin list at the begin- 
ning of the equation section of AMPALASM20. However, 
either the true or complement of the signal may be specified. 
Additionally, the order of entries need not be the same.-be- 
tween the two pin lists. 


Following the pin list is a dashed line of any length, which 
specifies the beginning of the body of the function table. 
Each entry in the function table indicates the forced state (in 
the case of inputs) or the checked state (in the case of out- 
puts). A full line in the function table represents a test vector. 
Astate(e.g.,L,H,C, X,Z) must be specified for each pinname, 
with separating spaces optional. Optional comments may 
follow the vector. An entire line may be commented if the first 


character of the line is asemi-colon “;”. The definitions for in- 
puts and outputs in the function table are: 


For inputs: 
L__ indicates drive input to a logical LOW 
H_ indicates drive input to a logical HIGH 
C_ indicates drive input to a logical LOW, then to a 
logical HIGH (clock) 
X indicates an irrelevant input (treated as drive to a 
logical LOW) 
For outputs: 
L_ indicates test output for a logical LOW 
H_ indicates test output for a logical HIGH 
Z__ indicates test output for a logical HIGH impedance 
X__ indicates don’t test 


A function table for the sample device in the equations sec- 
tion is shown on the following page. The sample device equa- 
tions implement a 4-bit loadable up counter. The counter is 
loadable from both the ADATA and BDATA ports. The counter 
outputs are available on both the three-state Q output and the 
BDATA port. When enabled onto the BDATA port either the 
norma! output (Q3, Qe, Q1, Qo) or a swapped output (Qo, Q,, 
Qo, Q3) is available. 


Note that’ the function table pin list does not maintain the 
same order as the device pinout. This allows the table to be 
laid out in a logical manner and be easily read and under- 
stood. Also note that the pin list is defined with the same 
polarity as the device pinout. This makes the table more likea 
“black box” definition of how the device will work. In general, 
the complement version of the device pinout is more desir- 
able in the list only when internal state variables or multi- 
level logic is defined in the device. This is because these 
functions are intermediate and have nothing to do with the 
“black box” definition, and also because the true version of 
internal points of a PAL is usually the complement of the 
pinout (it’s easier to read). 


The first test vector of the function table checks the output 
disable function. This is done by driving the OE signal HIGH 
(H) and checking the Q outputs for the disabled state (Z). The 
second vector tests the reset function. The RESET signal is 
driven LOW (L), OE is LOW (L) and the clock input is clocked 
(C). The resulting Q outputs should be LOW (L). 


The next two function table entries load the A and B ports 
respectively. This is done by selecting the load operations (LL 
and LH select codes) and checking that the correct value is 
clocked into the register. 


The next 16 function table entries check the increment and B 
outputs functions. The first 7 vectors check the normal B out- 
put, the last 9 check the swapped B output. It is important to 


- realize that the next state value of registered outputs can de- 


4-6 


pend on both the inputs and the previous state (from the 
previous line) of the register. For example, the first entry in the 
increment section uses the previous value of the register 
(LLLL) as an input. This is incremented to the new value 
(LLLH). The next vector then uses that register state (LLLH) 
for the starting value of the test. 


FUNCTION TABLE: 
CLK ADATA3 ADATA2 ADATA1 ADATAO BDATA3 BDATA2 BDATA1 BDATAO 
/RESET S1 SO CARRYIN /OE Q3 Q2 Q1 QO 


XXX X XX X H ZZZZ_ ;OUTPUT DISABLE 
HHH L LL LL LLLL ;RESET 


LLL H L L L HHHH_ ;LOAD A 


— 
Cc 
= 
Ee 
Et 
ma 
cE 
Es 


;LOAD B 


; INCREMENT WITH 
>B NORMAL 


; INCREMENT WITH 
3B SWAPPED 


ee aka Oo ogo o emer @ k= ook oi end eal ond ea oe en ed ae) tm oe 


P< Pd PS Pd Pd Bd Bd Bd Od Dd PS Dd PS Bd DS Dd 
PS Pd PS DS PS Dd PS DS PS Pt PS Dd Pd Bd PS Dd 
PS P< PS Bd PS P< PS Bd PS Dd OS Pd OS Dd DX Pd 
Ps P< PS P< PS BS PS Pd P< Bt PS Pd OS Bd PS DO | 
Cmeranrarare ee eee el 
rmerr aera eee oe 
Cmte err rere eer eee 
eee oe Pe comen asec eaeeod mallee aallood walle e) 
joagae ene coosmosmaswcemesmcemecweseomagasi~ >) 
jeaeeoda eons Resresmecwer mesg ~on«ssesiasgacnen) 
jaogense nanos mosnesmssme> mock onan gesacmeskao) 
Ce ES ee Pe eee eee 
Cmte mere ree eee 
Cm narra eee eee 
Cmte ere 


.C 
C 
C 
C 

sa 
C 
C 
C 
C 
C 
C 
C 
C 
Cc 
C 
C 


cr memo mre ee oeee 


;DISABLE INCREMENT 


PAL DESCRIPTION : 

The description section of the PAL DESIGN SPECIFICATION is an important documentation tool. In this section the designer 
can describe the operation of the device and its intended application. If this section is done correctly the PAL DESIGN 
SPECIFICATION becomes a data sheet for the newly created device, completely documenting the design. The format for the , 
description section is simply the keyword DESCRIPTION: followed by the text describing the design. An example description 
is given below: 


DESCRIPTION: THIS PAL IMPLEMENTS A 4-BIT COUNTER FOR A 
MULTIPLE BUS CPU. THE COUNTER CAN BE LOADED FROM EITHER THE 
ADATA INPUT BUS OR THE BDATA INPUT-OUTPUT BUS. THE CONTENTS 
OF THE COUNTER CAN BE OUTPUT TO THE THREE STATE Q BUS OR THE 
BDATA INPUT-OUTPUT BUS. ADDITIONALLY WHEN THE BDATA BUS IS 
USED TO OUTPUT THE COUNTER CONTENTS EITHER A BIT-NORMAL OR A 
BIT-REVERSED VERSION CAN BE SELECTED. 


MODE DEFINITIONS ARE GIVEN BELOW. 
51 S CARRY-IN 
LOAD A 
LOAD B 
HOLD, OUTPUT B NORMAL 
COUNT, OUTPUT B NORMAL 
HOLD, OUTPUT B SWAPPED 
COUNT, OUTPUT B SWAPPED 





EXAMPLE 
The following pages contain the complete PAL DESIGN SPECIFICATION for the example used in the previous sections. 


AMPAL16R4 PAL DESIGN SPECIFICATION 
PATTERN NUMBER K2/044-C WARREN MILLER 4/1/82 
DUAL BUS 4-BIT COUNTER WITH BIT SWAPPABLE OUTPUTS 

ADVANCED MICRO DEVICES 901 THOMPSON PLACE SUNNYVALE CA 94086 
CLK CARRYIN ADATAO ADATA1 ADATA2 ADATA3 SO S1 RESET GND 

/OE BDATAO BDATA1 QO Ql Q2 Q3 BDATA2 BDATA3 VCC 


/QO : RESET 
/S1*/SO*/ADATAO sLOAD A 
/S1* SO*/BDATAO ;LOAD B 
S1* QO* CARRYIN ;COUNT 
S1*/QO*/CARRYIN 


RESET 
/S1*/SO*/ADATA1 

/S1* SO*/BDATAL 

S1* Q1* QO* CARRYIN © 
S1*/Q1*/Q0 
S1*/Q1*/CARRYIN 


t+ett+ 


RESET 

/S1*/SO*/ADATA2 

/S1* SO*/BDATA2 

S1* Q2* Q1* QO* CARRYIN 
$1*/Q2*/Q1 

$1*/Q2*/Q0 
S1*/Q2*/CARRYIN . 


+ 
+ 
+ 
+ 
+ 
+ 


RESET © 

/S1*/SO*/ADATA3 

/S1* SO*/BDATA3 

S1* Q3* Q2* Q1* QO* CARRYIN 
S1*/Q3*/Q2 

S1*/Q3*/Q1 

S1*/Q3*/QO 

S1*/Q3*/CARRYIN 


++eeteet 


IF( S1 ) /BDATAO /S0*/QO ;ENABLE NORMAL | 
S0*/Q3 * ENABLE SWAPPED 


IF( S1 ) /BDATAl = /SO*/Ql © ;ENABLE NORMAL 
SO*/Q2 ;ENABLE SWAPPED 


IF( $1 ) /BDATA2 = /SO*/Q2 ~ sENABLE NORMAL 
S0*/Q1 ;ENABLE SWAPPED 


IF( S1 ) /BDATA3 /S0*/Q3 ;ENABLE NORMAL 
S0*/QO ;ENABLE SWAPPED 





FUNCTION TABLE: 
CLK ADATA3 ADATA2 ADATA1 ADATAO BDATA3 BDATA2 BDATA1 BDATAO 
/RESET S1 SO CARRYIN /OE Q3 Q2 Ql QO 


Qe 


OQve 


C 
C 
C 
C 
C 
C 
C 
C 
~C 
C 
C 
C 
C 
C 
C 
C 


Ps PSP Dd PS Dd PS Bd PS Pd Pd P< PS Dd OS Dd 


Dd bel Dd bd Dd Dd Dd bd Pd bd Dd bt Dd be DS bet 
Dd bd Dd bd Dd Dd Dd Dd Dd Dd Dd Dd Dd Dc Dd Dd 


sOQUTPUT DISABLE 
;RESET 


;LOAD A 


in 


;LOAD B 


; INCREMENT WITH 
;B NORMAL 


; INCREMENT WITH 
:B SWAPPED 


De bd Pd Dd Pd De Pd Dd DS DE Dd Dd Dd De DS Dd 
Pome meme meee eee 
Pome oem eee eee oe 
Pom mmm oe opm me eee 
Primm mmm tome oe 
ScleMscMecMocEi--BooM=-E--—--[--f--i--—--M=-2i--1 
relt--0--0--E--E--M--8--f-- fol a0 all oll al ol 
SeoMa-MaeMeoMs-Be-B--E--—--E--B-f--E--E=-[- =~ 
rimmm mm meme ee eee 
Comm meee em temo es 
fegits “ik <ll ell alt=“ Eh--l onll salts “= “1 ll l= “Bo 
salts <i alt= “Ii alt= il oll=- il oll--i lt--E lt“ 2 =~ 


;DISABLE INCREMENT 


DESCRIPTION: THIS PAL IMPLEMENTS A 4-BIT COUNTER FOR A 
MULTIPLE BUS CPU. THE COUNTER CAN BE LOADED FROM EITHER THE 
ADATA INPUT BUS OR THE BDATA INPUT-OUTPUT BUS. ‘THE CONTENTS 
OF THE COUNTER CAN BE OUTPUT TO THE THREE STATE Q BUS OR THE 
BDATA INPUT-OUTPUT BUS. ADDITIONALLY WHEN THE BDATA BUS IS 
USED TO OUTPUT THE COUNTER CONTENTS EITHER A BIT-NORMAL OR A 
BIT-REVERSED VERSION CAN BE SELECTED. ° 


MODE DEFINITIONS ARE GIVEN BELOW. 
S CARRY-IN 

LOAD A 

LOAD B 

HOLD, OUTPUT B NORMAL 

COUNT, OUTPUT B NORMAL 

HOLD, OUTPUT B SWAPPED 

COUNT, OUTPUT B SWAPPED 





AMPALASM20 COMMANDS (CP/M Version) 


AMPALASM20 contains several different commands which 
simplify the design process. These commands not only 
translate the PAL DESIGN SPECIFICATION into a format 
useable by a programmable logic device programmer, but 
also help in checking designs for correctness and assist in 
design documentation. The list of AMPALASM20 commands 
appears. below. A detailed description of each command 
follows the list. 


JEDEC: Creates a fuse map in the JEDEC standard 

PLDTF from the PAL DESIGN SPECIFICA- 

TION and stores it on disk. 

SIMULATE: Simulates the Boolean equation input by 

comparing it with a user created table of test 
vectors in the PAL DESIGN SPECIFICATION, 
called the FUNCTION TABLE. Following sim- 


ulation, aJEDEC standard PLDTF output with 


fuse map and test vectors is created. 

Prints a copy of the PAL DESIGN 
SPECIFICATION. 

Prints a graphic representation of the pro- 
grammed PAL fuse map. 

Loads a new file from the disk to be assem- 
bled. This allows multiple files to be assem- 
bled in a single session. 

Changes the output destination to either the 
CRT, disk or programmer. . 

Quit AMPALASM20 and return to native oper- 
ating system. ~ 


ECHO: 


PLOT: 


NEXT: 


CHANGE: 


QUIT: 


JEDEC STANDARD PROGRAMMABLE LOGIC DATA 
TRANSFER FORMAT “J” 


The Joint Electron Devices Engineering Council (JEDEC) pro- 
grammable logic data transfer format (PLDTF) is a universal 
transfer format for fuse and test information between hosts 
and intelligent device programmers. This format is an in- 
dustry standard used by many commercial programmer man- 
ufacturers. It gives each fuse a unique decimal address 
(specified in a logic diagram schematic) and indicates the 
state of each fuse for the programmed part. The format con- 
sists of four main sections: the design specification iden- 
tifier, fuse link information, structured functional test infor- 
mation, and the sumcheck. The output of this command is a. 
fuse map ready to be downloaded to a PAL programmer. 


Details of the various sections of the PLDTF are available in 
Appendix A for the interested user. 


An example of the JEDEC transfer format is shown Gn the 
next page. All fields except the structured test vectors are 
shown. The structured vectors are only. created from 
AMPALASM20 following the SIMULATE command (explained 
later). 
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ENTER PAL20 OPTION: J 


AMPALI6R4 | PAL DESIGN SPECIFICATION 
PATTERN NUMBER K2/044-C WARREN MILLER 4/1/82 
DUAL BUS 4-BIT COUNTER WITH BIT SWAPPABLE OUTPUTS 

ADVANCED MICRO DEVICES § 901 THOMPSON PLACE SUNNNYVALE CA 94086 
*D9724 : 

*FO* 

LO00O 1111 1111 1111 1111 1111 1111 0111 1111 
10032 1111 1111 1110 1111 1111 1011 1111 1111 
L0064 1111 1111 111] 1111 1111 0110 1111 1111 
L0256 1111 1111 1111 1111 1111 1111 0111 1111 
L0288 1111 1111 1111 1110 1111 1011 1111 1111 
10320 1111 1111 1111 1111 1110 0111 1111 1111 
LO512 1111 1111 1111 1111 1111 1111 1111 0111 
L0544 1111 1111 1111 1111 1011 1011 1011 1111 
L0576 1110 1111 1111 1111 1111 0111 1011 1111 
L0608 0111 1111 1101 1101 11010111 1111 
L0640 1111 1111 1110 1111 1111 0111 1111 
L0672 1111 1111 1111 1110 1111 0111 1111 
L0704 1111 1111 1111 1111 1110 0111 1111 
L0736 1011 1111 1111 1111 1111 0111 1111 
10768 1111 1111 1111 1111 1111 1111 0111 
L0800 1111 1111 1011 1111 1011.1011 1111 
L0832 1111 1110 1111 1111 1111 0111 1011 1111 
L0864 O111 1111 1101 1101 1101 0111 1111 
10896 1111 1111 1110 1110 1111 0111 1111 
10928 1111 1111 1110 1111 1110 0111 i111 
L0960 1011 1111 1110 1111 1111 0111 1111 
L1024 1111 1111 1111 1111 1111 1111 1111 0111 
L1056 1111 1111 1111 1111 1011 1011 1111 
L1088 1111 1111 1111 1111 0111 1010 1111 
L1120 0111 1111 1111 1101 1101 0111 1111 
L1152 1111 1111 1111 1110 1110 0111 1111 
L1184 101] 1111 1111 1111 1110 1111 0111 1111 
L1280 1111 1111 1111 1111 1111 1111 O111 
£1312 1111 1011 1111 1111 1011 1011 1111 
L1344 1111 1111 1111 1111 0111 1011 1110 
11376 O111 1111 1111 1111 1101 0111 1111 
L1408 1011 1111 1111 1111 1110 O111 1111 
L1536 1111 1111 1111 1111 1111 0111 1111 
L1568 1111 1111 1111 1110 1011 1111 1111 
L1600 1111 1111 1111 1110 1111 0111 1111 1111 
L1792 1111 1111 1111 1111 1111 0111 1111 
11824 1111 1111: 1111 1111 1010 1111 1111 
L1856 1111 1111 1111 1111 O111 1111 1111 
C8C36* 

89A3 


HOOK OK OK OK OK 


me Oe OK OK 


eK ok ok ok ok ok OK ok ok ok ok ok ok ok ok xk 


se 
74 


OR OK A ke OK KF 





SIMULATE “S” 


The SIMULATE command uses the function table entries and the logic equations to emulate the operation of the specified 
device. Any difference between the expected value (computed value) and the actual value (function table value) is flagged asa 
fatal error. The output format follows the JEDEC Programmable Logic Data Transfer Format as described previously under the 
JEDEC output format command. This output may be used by intelligent device programmers to program and test program- 
mable logic devices, verifying logical functionality. An example output of the SIMULATE command is given below: 


ENTER PAL20 OPTION: S 


AMPAL16R4 PAL DESIGN SPECIFICATION 
PATTERN NUMBER K2/044-C WARREN MILLER 4/1/82 
DUAL BUS 4-BIT COUNTER WITH BIT SWAPPABLE OUTPUTS 
aE MICRO DEVICES 901 THOMPSON PLACE SUNNNYVALE CA 94086 
2 
ror 
LOOOO 1111 1111 1111 1111 1111 1111 0111 1111 
LO032 1111 1111 1110 1111 1111 1011 1111, 1111 
LOO64 1111 1111 1111 1111 1111 0110 1111 1111 
LO256 1111 1111 1111 1111 1211 1111 0211 1111 
L0288 .1111 1111 1111 1110 1111 1021 1111 1111 
LO320 1111 1111 1111 1111 1110 0111 1111 1111 
L0512 1111 1111 1111 1111 1111 1111 1111 0111 
L0544 1111 1111 1111 1111 1011 1011 1011 1111 
L0576 (1110 1111 1111 1111 1111 0111 1011 1111 
L0608 0111 1111 1101 1101 1101 1101 0111 1111 
L0640 1111 1111 1110 1110 1111 1111 0111 1111 
LO672 1111 1111 1110 1111 1110 1111 O111 1111 
L0704 1111 1111 1110 1111 1111 1110 0121 1111 
LO736 1011 1111 1110 1111 1111 1111 0111 1111 
L0768 1111 1111 1111 1111 1111 1111 1111 0111 
LO8O0O 1111 1111 1111 1011 1111 1011 1011 1111 
LO832 1111 1110 1111 1111 1111 0111 1011 1111 
LO864 0111 1111 1111 1101 1101 1101 0111 1111 
LO896 1111 1111 1111 1110 1110 1111 0111 1111 
LO928 1111 1111 1111 1110 1111 1110 0111 1111 
LO960 1011 1111 1111 1110 1111 1111 0111 1111 
L1024 1111 1111 1111 1111 1111 1111 1111 0111 
L1056 1111 1111 1011 1111 1111 1011 1011°1111 
L1088 1111 1111 1111 1111 1111 0111 1010 1111 
L1120 0111 1111 1111 1111 1101 1101 0111 1111 
L1152 1111 1111 1111 1111 1110 1110 0111 1111 
L1184 1011 1111 1111 1111 1110 1111 01111111 
L1280 111] 1111 1111 1111 1111 1111 1111 0111 
L1312 1111 1011 1111 1111 1111 1011 1011 1111 
L1344 1111 1111 1111 1111 1111 0111 1011 1110 
L1376 0111 1111 1111 1111 1111 1101 0111 1111 
L1408 1011 1111 1112 1111 1111 1110 0111 1111 
L1536 1111 1111 1111 1111 1111 1111 0111 1211 
L1568 1111 1111 1111 1111 1110 1011 1111 1111 
L1600 1111 1112 1111 1110 1111 0111 1111 1111 
L1792 1111 1211 1111 1111 1111-1111 0111 1111 
L1824 1111 1111 1111 1111 1111 1010 1111 1111 
L1856 1111 1111 1110 1111 1111 0111 1111 1111 
C8C36* 
VOOO1 XXXXXXXXXO1XXZZZZXX1 
voo02 C01111001001 1LLLL111 
V0003 CO11110000000HHHHO01 
VvO004 CO11111000000LLLLOO1 
VOOO5 C1XXXX01000HLHLLLLLI1 
vO006 C1XXXXO1000LHLHLLLL1 
VOO07 C1XXXXO1000HHHHLLLL1 
VOO008 C1XXXXO1000LLLLHLHL1 
VOO09 C1XXXXO1000HLHLHLHL1 
VOO10 C1XXXXO1000LHLHHLHL1 
VOO11 C1XXXXO1OOOHHHHHLHL1 
VOO12 C1XXXX11000HLLLLHLL1 
VO013 C1XXXX11000HLHLLHLH1 
VOO14 C1XXXX11000HLLHLHHL1 
vOO15 C1XXXX11000HLHHLHHH1 
VOO16 C1XXXX11000HHLLHHLLI 
VOO17 C1XXXX11000HHHLHHLH1 
VOO18 C1XXXX11000HHLHHHHL1 
VO0O19 C1XXXX11000HHHHHHHH1 
V0020 C1XXXXO1000LLLLLLLL1 
v0021 COXXXXO1OOOLLLLLLLL1 
1B05 


Kok ye we ook OK Ke oe Ok KK OK Kk Ok 


ook ook ok ok ok Ok ok ok ok OK Ok ok OK ok ok 


Me 
ES 


% 


OK ok OK 


ae oe OK oe ok Ok Kk oe OK eK ok 


* 


Me Ok ok ok oe eos 
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ECHO “E” 


The ECHO command displays the PAL DESIGN SPECIFICATION input file on the console. This mode allows the file to be 
reviewed for correctness or spooled to a listing device as a hard copy. An example of the ECHO command is given below: 


ENTER PAL20 OPTION: E 


AMPAL16R4 PAL DESIGN SPECIFICATION 
PATTERN NUMBER K2/044-C WARREN MILLER 4/1/82 
DUAL BUS 4-BIT COUNTER WITH BIT SWAPPABLE OUTPUTS 

ADVANCED MICRO DEVICES 901 THOMPSON PLACE SUNNYVALE CA 94086 
CLK CARRYIN ADATAO ADATA1 ADATA2 ADATA3 SO S1 RESET GND 
/OE BDATAO BDATA1 QO Ql Q2 Q3 BDATA2 BDATA3 VCC 


/Q0':=. RESET . 
/S1*/SO*/ADATAO’. ~sLOAD A 
/S1* SO*/BDATAO sLOAD B 
S1* QO* CARRYIN ;COUNT 
S1*/Q0*/CARRYIN 


RESET 
/S1*/SO*/ADATA] 

/S1* SO*/BDATAL 

S1* Q1* QO* CARRYIN 
S1*/Q1*/Q0 
S1*/Q1*/CARRYIN 


3;LOAD A 
3;LOAD B 
; COUNT 


++eert 


RESET 

/S1*/SO*/ADATA2. 

/S1* SO*/BDATA2° 

S1* Q2* Q1* QO* CARRYIN ° 
S1*/Q2*/Q1 

S1*/Q2*/QO 
S1*/Q2*/CARRYIN 


+eetett 


RESET 
/S1*/SO*/ADATA3 

/S1* SO*/BDATA3 

S1* Q3* Q2* Q1* QO* CARRYIN 
S1*/Q3*/Q2 

S1*/Q3*/Q1 

S1*/Q3*/QO0 
- $1*/Q3*/CARRYIN 


t++etttetst 


IF( S1 ) /BDATAO /SO*/QO ;ENABLE NORMAL 
S0*/Q3 ;ENABLE SWAPPED 


IF( S1 ) /BDATAI /SO*/Q1 ;ENABLE: NORMAL 
SO*/Q2 ' + sENABLE SWAPPED 


IF( $1 ) /BDATA2 = /SO*/Q2 ;ENABLE NORMAL 
SO*/Q1 sENABLE SWAPPED 


IF( S1 ) /BDATA3 /S0*/Q3 ;ENABLE NORMAL 
S0*/QO : _ ;ENABLE SWAPPED 





FUNCTION TABLE: | 
CLK ADATA3 ADATA2 ADATA] ADATAO BDATA3 BDATA2 BDATA1 BDATAO 
/RESET $1 SO CARRYIN /OE Q3 Q2 Qi QO | 


Cdwe 


Qe 


C 
C 
C 
Cc 
C 
C 
C 
C. 
C 
C 
C 
C 
C 
C 
C 
C 


;OUTPUT DISABLE 
3 RESET 


sLOAD A 


= 
rm 


3;LOAD B 


; INCREMENT WITH 
3B NORMAL 


' sINCREMENT WITH 
-B SWAPPED 


P PREM eee eee meee 
ot ee Se ee eet et oe: fee ee Ee eo 
Ra~Baofin oan Benen f=n ini tao Bani Basin goo gs g> = 

Oo Sa ee ee 
Pa ee ea ee ee 

On ee See eae ee 


;DISABLE INCREMENT 


DESCRIPTION: THIS PAL IMPLEMENTS A 4-BIT COUNTER FOR A 
MULTIPLE BUS CPU.’ THE COUNTER CAN BE LOADED FROM EITHER THE 
ADATA INPUT BUS OR THE BDATA INPUT-OUTPUT BUS. THE CONTENTS 
OF THE COUNTER CAN BE OUTPUT TO THE THREE STATE Q BUS OR THE 
BDATA INPUT-OUTPUT BUS. ADDITIONALLY WHEN THE BDATA BUS IS 
USED TO OUTPUT THE COUNTER CONTENTS: EITHER A BIT-NORMAL OR A 
BIT-REVERSED VERSION CAN BE SELECTED. 


MODE DEFINITIONS ARE GIVEN BELOW. 
S] 5 CARRY-IN 

LOAD A » JF 

LOAD B 

HOLD, OUTPUT B NORMAL 

COUNT, OUTPUT B NORMAL 

HOLD, OUTPUT B SWAPPED 

COUNT, OUTPUT B SWAPPED 





PLOT “P” 


The PLOT command displays a graphical representation of the location of blown and intact fuses defined in the PAL DESIGN 
SPECIFICATION. It is oriented similarly to the fuse map in the PAL logic diagram; inputs from top to bottom, product terms 
from left to right. Additionally, the equation is displayed to the right of each product term. A cross “X” indicates an intact link 
and a dash ‘‘—” indicates a blown link for the appropriate input line. An example plot is given below: 


ENTER PAL20 OPTION: P 


DUAL BUS 4-BIT COUNTER WITH BIT SWAPPABLE OUTPUTS 


11 1411 1111 2222 2222 2233 
0123 4567 8901 2345 6789 0123 4567 8901 


Sl 
/S0*/Q3 
$0*/QO0 


$1 
/S0* /Q2 
$0*/Q1 


RESET 

/S1*/SO*/ADATA3 
/S1*SO*/BDATA3 
$1*Q3*Q2*Q1*QO*CARRYIN 
$1*/Q3*/Q2 

S1*/Q3*/Q1 

S1*/Q3*/Q0 
$1*/Q3*/CARRYIN 


RESET 
/S1*/SO*/ADATA2 
/S1*SO*/BDATA2 
$1*Q2#Q1*QO*CARRYIN 
$1*/Q2*/Q1 
S1*/Q2*/Q0 
S1*/Q2*/CARRYIN 


RESET 
/S1*/SO*/ADATA1 
/S1*S0*/BDATA1 
S1*Q1*QO*CARRYIN 
$1*/Q1*/QO 
$1*/Q1*/CARRYIN 


RESET 
/S1#/SO*/ADATAO 
/S1*SO*/BDATAO 
S1*QO#CARRYIN 
S1*/QO* /CARRYIN 


$1 
/SO0*/Q1 
SO*/Q2 


$1 

/S0*/QO 
-~-- $0*/Q3 

XXXX XXXX 

XXXX XXXX 

XXXX XXXX 

XXXX XXXX 

XXXX XXXX 


LEGEND: 7 NOT BLOWN (L,N,O) - : FUSE BLOWN (H,P,1) 
NUMBER OF FUSES BLOWN = 1120 
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NEXT “N” 


The NEXT command loads a new file from the disk to be 
assembled. This allows multiple files to be assembled in a 
single session. 


Enter PALASM20 Option: N 
Enter PAL DESIGN SPEC Input Filename: DMC.PAL 


Output Destination: 
D=DISK 
C=CRT 
P = PROGRAMMER (PUN) 


Enter Destination: C 
ASSEMBLY SUCCESSFUL! 


ERROR MESSAGES 


Introduction 


CHANGE “C” 
The CHANGE command reassigns the output destination to 
either the CRT, disk or programmer. 

Enter PALASM20 Option: C 


Output Destination: 
D=DISK . 
C=CRT 
-P= PROGRAMMER (PUN) 


Enter Destination: C 


QUIT “qQ” 


The QUIT command transfers control back to the native 
operating system. 


Enter PALASM20 Option: Q 


AMPALASM20 may produce error messages when improper PAL description files are processed. Three types of error 
messages are possible: warnings, errors, or fatal errors. Examples of typical error messages are given below. Details of others 


are provided on AMPALASM20 HELP file. 


Warning Messages 


Warnings are used to notify the user that an oversight may have been made when the PAL description file was created.Awarn- | 
ing will not prohibit creation of an output file, but the user should check the warnings before programming a device to insure 


that the output matches the intended device definition. 


he 
h 
h 


HWA RNING HI 


h 


VCC/GND IS NOT RECOMMENDED TO BE USED 2 
IN THE EQUATIONS! he 


i 


LLLLLLLLLR LGR G LIL GoboboLohnbbMnbnonhnonpnphahahahhbhitbbwe%s 


DESCRIPTION: 


You do not have to use VCC or GND in the equation. Try to delete it. 


hhiolohihphhhihhhhhhhbhhbhhbhhhbphhbphhhhbhbhhibhhhhiiohiieiatiot 
h 


+H HRWARNINGH HHH 


THE FUNCTION TABLE IS OMITTED 


PREVENTING SIMULATION! 


To oo oo To ToT Fa Fo Zo 0 TooToo To Foo ooo To fo Lato oT Po Po Zo toTato TooToo to Fo fo fa To Too Fafa foo Yo Too fe Po fo Too 0a 





Error Messages 


Errors are used to notify the user that an illegal operation has been requested during execution of AMPALASM20. For exam- 
ple if an illegal file is requested as input to or output from AMPALASM2(, an error message will be displayed. 


Lhchiohheieiolohioioheieiooleretotelatetoteiotetosatateiota tate tala toetaiafoota to tote ta katoke foto toke a fotaha oko toke fo 
he vs 
% ¥#HHHERRORE HEH INPUT READ ERROR IN LINE @ h 
v4 h 
tote Tote foto fo oo To oa oo Foo Fo Loo Zo a Fo Loo dao To (ooo (os Fo Toto Zo fo Fo Zao To oo Too Fo ofa so Zo esa foo Zo oa To oF fafa fa 


DESCRIPTION: 


Physical read error. 


Geni RPERR EGR EN ELA GURIRELEANURRGHEEARORGHOARENEGTERREARER DEES 
z 9 ERROR INPUT FILE DOES NOT eth PLEASE h 
yA REENTER! Z 
vs i 
7a toloto oto to fafa Too ooo fafa Lo TooToo Fo Fo Loto To {oo 10a Po fa fo Lo Lo Too a eo To Lo Lo oto Fo Fo TooToo Po fo Fo Po fo fafa fafa Lo 
DESCRIPTION: 


The program cannot find the input file specified; you have to reenter an existing input file 
name. 


Fatal Error Messages 


Fatal errors are used to notify the user that a nonrecoverable error exists in a PAL description file. These errors prohibit output 
’ file creation and must be Corrected by the user prior to re-running AMPALASM20. 


hetote Dhhbbbhbhiohiohitlislioiohiohloteltohiohiettofelateletete tole toleloteloteletelelotelotolale fete 
h h 
% ***FATAL ERROR##* | THE PAL PART YOU SPECIFY CAN NOT BE &% 
h RECOGNIZED BY AMPALASM 20! h 
h i 
hh hetotohe tee oto ole hota oe fe fo oo 1o/o fo lo ole to ofo/o bea oo hoo to fo ole foto lateoto to lato tote Yoo toto totovoTotoiolototo 


DESCRIPTION: 
This occurs because AMPALASM20 cannot recognize the PAL part you specify in the first 


line, note that the first line must begin with PAL, AMPAL, AmPAL, otherwise will activate 
this fatal error. Check your input file! 


7a foto ole To Fo To To Lo ooo Fo Fo ofa ooo os fo Zo fo To Too os fo fo Yo 1a TooToo fafa Lata To ooo ta foto fo TooToo aa tao ToYototore 
i 


RREPATAL ERROR*## MISSING PIN NAME FOLLOWING THE SYMBOL % 
@ IN THE FOLLOWING LINES: v4 
he 


vs 
LLLELELLILL TIA LILIA LILI IL ILL LILLIA LAL ILL ILLITE 
DESCRIPTION: 


A pin name is missed between the specified pin name and following operator. 


Symbol Definition 


@ is aplace holder for the part number or pin name associated with the indicated error. In the displayed error message the 
actual number or name will be shown. 


— isaplace holder for the line of text associated with the indicated error. In the displayed error message the actual text will 
be shown. 


‘ 





APPENDIX A 


JEDEC Standard Programmable Logic Data 
Transfer Format “J” 


The Joint Electron Devices Engineering Council (JEDEC) pro- 
grammable logic data transfer format (PLDTF) is a universal 
transfer format for fuse and test information between hosts 
and intelligent device programmers. This format is an in- 
dustry standard used by many commercial programmer man- 
ufacturers. It gives each fuse a unique decimal address 
(specified in a logic diagram schematic) and indicates the 
State of each fuse for the programmed part. The format 
consists of four main sections: the design specification iden- 
tifler, fuse link information, structured functional test infor- 
mation, and the sumcheck. The output of this command is a 
fuse map ready to be downloaded to a PAL programmer. 


Design Specification Identifier 


The DESIGN SPECIFICATION identifier is a heading used by 
the designer to document the device to be programmed. The 
user is free to specify any documenting text desired. The 
AMD recommended format is identical to the first four lines 
of the PAL DESIGN SPECIFICATION. The heading is begun 
with an ASCII “STX” (02 HEX) and is terminated with an ASCII 
asterisk ‘‘*’’ (2A HEX). Notice that this requires the PAL 
DESIGN SPECIFICATION heading to be asterisk free. 


An optional device code can be specified, indicating to the 
device programmer the type of part to be programmed. This 
code is a variable length decimal number, preceded by an 
ASCII “D” (44 HEX) and terminated by an ASCII“ *” (2A HEX). 


Word 07 


Link No. 


Word 1. 


KHKKKKKEKE 


Link No. 15 14 


: HIE III IE 
Word 2 * *. 


Fuse Link Information 


This section of the format defines the state of each fuse, and 
consists of three fields: fuse default state, link information, 
and checksum. The first field is optional and is used to in- 
dicate the fuse default state. If a fuse state isn’t otherwise 
specified, the default state will be used. The default state is 
specified by an ASCII ‘“‘F” (46 HEX) followed by an ASCII ‘‘0” 
(32 HEX) for a low resistance link or an ASCII “1” (33 HEX) for 
a high resistance link. The field is terminated with an ASCII 
“x” (2A HEX). 


The second field, link information, identifies the state of each 
fuse individually. The field begins with an ASCII “L” (4C HEX) 
followed by an ASCII decimal fuse address of variable length, 
terminated by an ASCII “ *” (2A HEX). This indicates the fuse 
address of the first fuse state. The individual fuses are 
specified by an ASCII 0” (32 HEX) or an ASCII “1” (383 HEX) in- 
dicating low resistance and high resistance respectively. The 
fuse address is incremented for each additional fuse state. 
Thus fuse states can be specified sequentially. Any number 
of fuse addresses may be specified by inserting additional 
“L” fields. If a link is specified 2 or more times, the last state 
replaces the preceding entries. 


The third field is an optional checksum for the link informa- 
tion. This checksum is computed by performing a 16-bit addi- 
tion of the 8-bit words constructed from the specified state of 
each fuse link in the device. The 8-bit words are constructed 
sequentially from the single bit fuse state definitions. The 
method of constructing these words is shown below. 


HNKI 


KEKKKKKKKEK 


Link No. 


Word 137 


Link No. 


ZO D2. ed 


20 ‘19 18. 7 16 





The word encompassing the last link is constructed by set- 
ting zeros for all bit locations more significant than the last 
link. The 16-bit sum is expressed as 4 ASCII Hex characters. 
On ASCII “C” precedes the four Hex characters. The last 
character is followed by an ASCII “*”. 


Structured Functional Test Information 


The structured functional test information is an optional field 
which can define test vectors to be used by intelligent pro- 
grammable logic device programmers to test the logical 
functionality of a programmed device. These vectors specify 
the driven state for inputs and the checked value for outputs. 


The field is specified with an ASCII! “V” followed by a variable 
length decimal test vector address. The address is termi- 
nated by an ASCII “W”. Following the test vector address isa 
series of 20 characters specifying the driven or tested state 
for each pin. 


The format for each character in the test vector output is 
given below: 


H_ Test output for a logical HIGH 
L_ Test output for a logical LOW 


Drive input to a logical HIGH 
Drive input to a logical LOW 
Irrelevant. If an output do not test. If an input chive toa 
logical LOW as a default. 
Drive input from logical LOW to logical HIGH. (clock 
pulse). 

Z_ Test output for high impedance. 


_ The test vector is terminated with an ASCII asterisk ‘“*”, 


Multiple test vectors are specified by incrementing the 
decimal vector address by 1 for each additional test vector. 


Sumcheck 


The sumcheck field provides redundancy to help in detecting 
errors in data transmission. This field is constructed by per- 
forming a binary addition of each character between the STX 
and ETX in the transmitted file. The resulting least significant 
16 bits are the sumcheck. This number is represented as four 
Hex characters preceded by an ASCIll asterisk ‘*” in the final 
printout. 


Examples of the JEDEC transfer format are shown previously 
in descriptions of the JEDEC and SIMULATE commands. 
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Section 5— 


Applications at 


Four-Bit Slice Registered Barrel Shifter 
Dynamic Memory Control State Sequencer 
GCR (4B-5B) Encoder/Decoder 
_ Interfacing the 8086 (8088) to the Z-BUS 
An AMD PAL MULTIBUS Arbiter 
Am8500 to MC68000 PAL Interface 
The Berkeley-1 Plus—A High Performance CPU Utilizing PALs 


Four-Bit Slice Registered 


In most data processing systems, some form of data shifting 
or rotation is necessary. This elementary function is used in 
such diverse applications as floating point arithmetic and 
String manipulation. In the typical computer, the shifter is 
located on the output of the ALU. This architecture aliows 
single cycle add and shift, and mask and shift operations 
(see Figure 1 for a typical computer ALU architecture). 


DESIGN REQUIREMENTS 


A barrel shifter takes data input and cyclically rotates it by an 
arbitrary number of bit positions. This cyclic rotation means 


Barrel Shifter 


by Warren Miller 
Advanced Micro Devices 


that data rotated off the most significant end of the shifter is 
brought back on the least significant end. The name barrel 
shifter is used because of the circular nature of the shift 
operation. 


The storage register on the output of theshifter is used in this 
architecture to pipeline the data operation, increasing 
throughput. The three-state buffer on the register output is 
necessary to interface the ALU to the output data bus. 


INPUT DATA BUS 


REGISTER 
FILE 


SHIFT > 
DISTANCE SHIRTER 


[> REGISTER 


| OUTPUT DATA BUS : 
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Figure 1. Typical ALU Architecture 





DESIGN APPROACH 


An8-bit registered barrel shifter would take at least 8 data in- 
puts, 8 registered data outputs, and 3 control lines to imple- 
ment (see Figure 2). The AMPAL16R8 has 8 registered data 
outputs but only 8 inputs, not enough to implement the 8-bit 
registered barrel shifter in a single device. In cases like this, 
where the function to be implemented can't fit into a single 
PAL because of pin limitations, the problem is best ap- 
proached by dividing it into smaller functions. These smaller 
functions should be chosen in such a way that each function 
requires a reduced number of pins, hence, easing the pin 
limitation problem. One possible approach would be to 
“slice” the 8-bit function into two 4-bit functions. Figure 3 
shows the approach used to divide the part into two sections, 
each containing a smaller number of pins. 


Notice that every data and control input participates in each 
output function. Thus the 4-bit partition must include all data 


De Ds 


and control inputs, giving a total of 11 array inputs and 4 out- 
puts per device. If both devices are programmed identically, 
the 8-bit function can be implemented as shown in Figure 4. 
The data inputs are “offset” by 4 places to differentiate be- 
tween the upper and lower nibbles. 


A 4-bit slice of the 8-bit barrel shifter can be implemented ina 
AmPAL16R4. This part allows up to 12 inputs (one more than 
necessary) and 4 registered outputs. The extra input is used 
for a set function, loading the output register with all ones. 
The logic diagram and PALASM listing for the registered bar- 
rel shifter slice are shown following. 


The PAL solution requires only two 20-pin packages. An MSI 
version of the 8-bit barrel shifter would require 4 Am25S10 
four-bit shifters and an Am25S374 octal three state register. 
The savings in cost, board space and power are consider- 
able, and the PAL solution is also faster. 


D3 D2 D1 Do 


8-BIT REGISTERED 
BARREL SHIFTER 


Y7 Ye Ys Y4 


Y3 Y2 Y1 Yo 


FUNCTION DEFINITION 


CONTROL INPUTS 
S2 Si So Y7 


INPUT TO OUTPUT MAPPING 
Ye Ys Y4 Y3 Y2 Ys Yo 
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Figure 2. 8-Bit Registered Barrel Shifter 
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Figure 3. 4-Bit Slice Approach 


B1 Bo 


D7 De Ds D4 D3 D2 Di Do 0 De Ds Ds D3 D2 D1 Do 
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Figure 4. 8-Bit Barrel Shifter Implementation with Two 4-Bit Slices 





PAL16R4 PAL DESIGN SPECIFICATION 
PATOO1 KEVIN M. OW-WING 6/22/82 
4-~BIT SLICE FOR AN 8-BIT BARREL SHIFTER 

ADVANCED MICRO DEVICES 

CK D7 D6 D5 D4 D3 D2 D1 DO GND 

/E /SET SO QO Q1 Q2 Q3 S1 S2 VCC 


/Q3 := /SET#/S2*/S1*/SO*/D3 + 
/SET#/S2*/S1* SO*/D2 + 
/SET*/S2* S1*/SO*/D1 + 
/SET*/S2* S1* SO*/DO + 
/SET* $2*/S1*/SO*/D7 + 
/SET* S2*/S1* SO*/D6 + 
/SET* S2* S1*/SO*/D5 + 
/SET* S2* S1* SO*/D4 


/SET*/S2*/S1*/SO*/D2 
/SET#/S2*/S1* SO*/D1 
/SET*/S2* S1*/SO*/DO 
/SET*/S2* S1* SO*/D7 
/SET* §2*/S1*/SO*/D6 
/SET* $2*/S1* SO*/D5 
/SET* S2* S1*/SO*/D4 
/SET*® S2* S1* SO*/D3 


tee tee tt 


/SET*/S2*/S1*/SO*/D1 
/SET*/S2*/S1* SO*/DO 
/SET*/S2* $1*/SO*/D7 
/SET*/S2* S1* SO*/D6 
/SET® §2*/S1*/SO*/D5 
/SET* $2*/S1* SO*/D4 
/SET® $2* S$1*/SO*/D3 
/SET* S2* S1* SO*/D2 


ttt tt t+ 


/SET*/S2*/S1*/SO*/DO 
/SET*/S2*/S1* SO*/D7 
/SET*/S2* S1*/SO*/D6 
/SET*/S2® S1* SO*/D5 
/SET* S$2*/S1*/SO*/D4 
/SET* $2*/S1* SO*/D3 
/SET* S$2® S1*/SO*/D2 
/SET* S2* S1* SO*/D1 


tee tt tt 


’ 





FUNCTION TABLE 
cK /E /SET S2 $1 SO D7 D6 D5 D4 D3 D2 D1 DO Q3 Q2 Ql Q0 


HIGH Z TEST 
H X X X X X X KX X X X X X 


SET OUTPUTS TEST 
be kb 2X X k& 3 © F KX RK XX 


CQ we we Pd we we 


PSEUDO RANDOM BARREL SHIFTER TEST Serene 


tt 


aAngAgDAADAANAO.-. 
‘sail sail call sal onll snl ool sal sll ont 
bot ort eet pet ert poe bet ert oot ot 
Mott eee 
Meet 
Sot ete he ete 
sll sail xl soll aol oll salt =“ sell 
Prete emt 
Perego 
Pere oe eee 
ol all call all soll soll oll soll soll on’ 
‘sail alt soll alt all soll all ool on 
Primer eee 
Por rt oe 
Pome me ee eee 
Meroe meee 
Pere eee 
‘soll salt -il sail sail spt-- il coll sak-- 


DESCRIPTION: THIS PART IS A 4-BIT SLICE OF AN 8-BIT REGISTERED 
BARREL SHIFTER. IT TAKES 8 DATA INPUTS AND CYCLICALLY ROTATES THE 
DATA FROM 0 TO 7 PLACES UNDER CONTROL OF THE SELECT ( S ) INPUTS. A 
ee CAN BE USED TO INITIALIZE THE OUTPUTS TO THE ALL ONES 

TA 





PAL16R4 PAL DESIGN SPECIFICATION 
PATOO] KEVIN M. OW-WING 6/22/82 
4-BIT SLICE FOR AN 8-BIT BARREL SHIFTER 
ADVANCED MICRO DEVICES - 
*D9724 
*FO# | 
10512 1110 1110 1111 1111 
10544 1110 1110 1111 1111 
L0576 1110 1101 1111 1111 
L0608 1110 1101 1111 1111 
L0640 1001 1110 1111 1111 
L0672 1101 1010 1111 1111 
10704 .1101 1101 1011 1111 
10736 1101 1101 1111 1011 
L0768 1110 1110 1111-1111 
LO800 1110 1110 1111 1111 
L0832 1110 1101 1111 1111 
10864 1010 1101 1111 1111 
L0896 1101 1010 1111 1111 
10928 1101 1110 1011 1111 
10960 1101 1101 1111 1011 
10992 1101 1101 1111 1111 
11024 1110 1110 1111 1111 
L1056 1110 1110 1111 1111 
L1088 1010 1101 1111 1111 
11120 1110 1001 1111 1111 
L1152 1101 1110 1011 1111 
L1184 1101 1110 1111 1011 
L1216 1101 1101 1111 1111 
11248 1101 1101 1111 1111 
L1280 1110 1110 1111 1111 
L1312 1010 1110 1111 1111 
L1344 1110 1001 1111 1111 
L1376 1110 1101 1011 1111 
L1408 1101 1110 1111 1011 
L1440 1101 1110 1111 1111 
L1472 1101 1101 1111 1111 
L1504 1101 1101 1111 1111 
C67EO* 
VOOO1 XXXXXXXXXO1XXZZZZXX1 
VO002 CXXXXXXXXOOOXHHHHXX1 
V0003 C00000001001 0HLLLOO1 
v0004 C00000010001 1LLHLOO1 
V0005 C100000000010LHLL101 
VO006 CO0100000001 1HLLL101 
V0007 CO1000000001 0LLHLO11 
" yOO08 C00010000001 1LHLLO11 
V0009 C001000000010LLLH111 
V0010 C000000100011HLLL111 
V0011 C000001000011LLLHOO1 
V0012 C00001000001 1LLHL111 
994E 


(& 
* 
% 
* 
* 
* 
% 
* 
% 
* 
* 
% 
% 
* 
* 
% 
% 
* 
* 
* 
% 
* 
* 
* 
* 
% 
* 
% 
% 
* 
* 
% 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 


Fuse blown 


+ 


All fuses intact 


Fuse intact 
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LOGIC DIAGRAM FOR: 





~Dynamic Memory Control 


An example of acontrol path application for an AMD PAL isin 
a memory system. Most large memory systems use MOS 
dynamic RAMs. Their high density allows packing a large 
- memory size into a small board area. Dynamic RAM prices 
also make them very cost effective. 


Dynamic RAMs require external logic for address multiplex- 
ing, timing generation and refresh control. This application 


note shows the use of an AMPAL16R8A and an Am2964B to / 


provide the necessary external logic for a typical dynamic 
memory system. The PAL is used as a state sequencer for 
timing generation and the Am2964B provides specialized 
control circuitry and reduces timing skew between control 
signals. This implementation replaces about 20 SSI/MSI 
packages. 


ADDRESS BUS 


BS1 


BSo 
AmPAL16R8A 
MREQ 


RFCK 
RST 
RMW 


State Sequencer 


by Brad Kitson 
Advanced Micro Devices 


DESIGN REQUIREMENTS 


Asystem block diagram is shown in Figure 1. The control bus 
provides most of the inputs to the PAL state sequencer. 
These include: Memory Request (MREQ), READ/WRITE (RW), 
RESET (RST), Refresh Clock (RFCK), and Read-Modify-Write 
(RMW). Two upper address lines of the address bus serve as 
board selects (BS, BS), and one local signal, SLOW/FAST 
Memory (FAST), allows use of either slow or fast memory. A 
READ/WRITE sequence is initialized by MREQ ANDed with 
the proper board select conditions and arefresh sequence is 
initialized by RFCK. If both sequences are requested at the 
same time, arefresh sequence is performed. RW when HIGH 
selects a READ operation and when LOW selects a WRITE 
operation. RMW when HIGH selects a Read-Modify-Write 
cycle. 


RAS 


DYNAMIC 
MEMORY 
ARRAY 


CAS 


v | 


Figure 1. Dynamic Memory Controller 


DATA BUS 


03862A-86 © 





The outputs of the PAL provide the timing and control inputs 


to the Am2964B. These are: Row Address Strobe (RAS), Ad-. 


dress Multiplexer Select (MS), Column Address Strobe (CAS), 
and Refresh (RFSH). In addition, the PAL provides the Write 
Enable (WE) to the Memory Array. Figure 2 shows the timing 
for fast READ/WRITE cycles. The memory cycle is initiated 
by MREQ going LOW. The PAL responds by bringing RAS 
LOW at to, followed by MS going LOW at t;, and finally bring- 

ing CAS LOW at to. If RW is LOW, WE Is also brought LOW at 


25 MHz CLK 


to. WE is held LOW until tz. RAS, MS and CAS are brought 
HIGH at ts. The rising edge of any of these 3 signals may be 
used to latch output data during a Read operation. The state 
sequencer is then disabled for 3 states to allow for memory 
precharge. 


By holding the FAST input LOW, an extended memory cycleis 
available to accommodate slower RAMs. The timing appears 


‘in Figure 3. 
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Figure 2. Fast READ/WRITE Cycle 


to t t2 t3 ta ts 


ts 


t7 ts to tio tt 12 ti3 tra 
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Figure 3. Extended Memory Cycle 





5-10 . 


RAS-Only setreah cycle timing is shown in Figure 4. The 
refresh cycle is initiated when RFCK goes HIGH. The RFSH 
output goes LOW at to, followed by RAS } at ty. The Am2964B 
supplies the necessary refresh address. RAS is brought back 
HIGH at ts and precharge is then timed out. An extended 
refresh cycle for slower memory is available also. Burst 
refresh can be accomplished by leaving RFCK HIGH for as 
- many refresh cycles as desired. 


to t t2 ts te 


Read-Modify-Write cycle timing Is activated by setting RMW 
HIGH. This is especially valuable in systems with Error De- . 
tection/Correction (EDC) capability. Data can be read, 
modified by the EDC circuitry (Am2960), and if necessary, 
written back to memory in a single memory cycie. Read- 
Modify-Write cycle timing is shownin Figure: 5. Note that WE 
goes LOW at the end of the cycle. 


ts te ty ts ts {10 i tiz 


Figure 4. RAS-Only Refresh Cycle 


to t t2 ty ty ts te 


7 ta ty tro in ti2 13 t14 


25 MHz CLK | | | | | | | | } | | | | | | | | j | | 


SSNS” 


ADDRESS Ses338% 


Figure 5. Read-Modify-Write Cycle 





DESIGN APPROACH 


The first step in the state sequencer design process is to 
define the timing waveforms for all of the functions desired. 
Figures 2, 3, 4and5 are the result. Next, characteristics of the 
resulting waveforms are examined. Initially, the sequencer is 
waiting on the MREQ or RFCK input. If MREQ goes LOW, the 
RAS to MS to CAS sequence is initiated. If RFCK goes HIGH, 
the RFSH to RAS sequence is initiated. Both sequences are 
equivalent to a simple “shift” function. Once the shift se- 
quence is completed and the signals are asserted, they must 
stay asserted for a specific time depending on the selected 
function. To time the length that signals must stay asserted 


RST —» 


FUNCTION 
SELECT/ 
> CONTROL 4 
’S51s 


MREQG 


RFECK —=—p|_ 


‘HOLD 


requires a “counting” function. The precharge sequence at 
the end of all cycles also requires “counting”. This partitions 
most of the design into two smaller functional blocks; a 
shifter and a counter. The remaining function select and con- 
trol logic is partitioned into a “multipiexer-like” functional 
block. Figure 6. shows the PAL partitioned into functional 
blocks. By dividing the design into blocks, its implementa- 
tion becomes simple. 


The following pages show the easy to read PAL DESIGN 
SPECIFICATION and a logic diagram for the AMPAL16R8A 
dynamic memory state sequencer. 


SHIFTER 1 
$195 


INC/DEC 


COUNTER 1 


eo S161 
RST 
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Figure 6. Partitioned Design/PAL Equivalent 





PAL16R8 PAL DESIGN SPECIFICATION 
PATOO2 BRAD S. KITSON 2/10/82 © 
DYNAMIC MEMORY CONTROL STATE SEQUENCER 
ADVANCED MICRO DEVICES © 

CK RFCK /RST RW /MREQ RMW FAST BS1 BSO GND 
/E /Q0 /Q1 /Q2 /RFSH /WE /CAS- MS /RAS VCC 


QO := /RST* /MS*/QO 
/RST* RFSH*RAS*/QO 
/RST*/FAST*/QO*Q2 
/RST*/FAST*/QO*Q1 
/RST*/FAST* Q1*Q2 
/RST* FAST#/RMW*QO0*/Qi 
/RST* FAST*/RMW*QO*/Q2 


t+tte tet 


/RST* RAS*/QO* Ql 
/RST* RAS* QO*/Q1 
/RST#/RAS* QO* Ql 
/RST*/RAS*/QO* Q2 


/RST#RAS*Q2 
/RST* QO*Q2 
_ /RST*RAS*QO*Q1 


set eA AN als al + 
/RST*RFSH*RAS 
/RST*RFSH*/FAST* QI 
/RST*RFSH* Q2 


/RST*/RW*/MS*/RFSH* /RMW*/QO*/Q2 + 
/RST*/RW*/MS*/RFSH*/RMW*/Q1*/Q2 + 
/RST*/RW*/MS*/RFSH* RMW*/QO* Q1*Q2 + 
/RST*/RW*/MS*/RFSH* RMW* QO*/Q1*Q2 


_/RST*/RFSH*/MS*/QO 4. 
/RST*/RFSH*/MS*/Q1 + 
/RST*/RFSH*/MS*/Q2 


/RST*/RFSH*RAS*/QO 
/RST*/RFSH*RAS*/Q1 
/RST#*/RFSH*RAS*/Q2 


/RST*/RFCK*/QO*/Q1*/Q2*MREQ*/BS1*/BSO + 
/RST*/RFSH*/QO*/Q1*/Q2*MREQ*/BS1*/BSO + 
/RST* RFSH*/QO*/Q1*/Q2 + 

/RST*RAS*/QO + 

/RST*RAS*/Q1 + 

/RST*#RAS*/Q2 





FUNCTION TABLE 
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D-MODIFY-WRITE OPERATION 
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IT SUPPORTS BOTH FAST 


‘DYNAMIC MEMORY CONTROL STATE SEQUENCER FOR USE WITH THE AM2964B MEMORY 
THE SEQUENCER PROVIDES /RAS,MS,/CAS, & REFRESH TIMING 

(150NS) AND SLOW (300NS) READ/WRITE CYCLES, /RAS ONLY REFRESH, BURST 

REFRESH, AND READ~MODIFY-WRITE FOR MEMORY BOARDS OF UP TO 256K. 


GENERATION TO THE AM2964B AND /WE TO THE DRAMS. 


DESCRIPTION 
CONTROLLER . 





PALI6R8 PAL. DESIGN SPECIFICATION 
PATOO2 BRAD S. KITSON 2/10/82 
DYNAMIC MEMORY CONTROL STATE SEQUENCER 
ADVANCED MICRO DEVICES 

#09724 
*FO* 

LOOOO 1011 0111 1111 1011 
LO032 1111 0111 1111 1011 
L0064 1111 0111 1111 1111 
L0096 1110 0111 1111 1111 
L0128 1110 0111 1111 1111 
L0160 1110 0111 1111 1111 
L0256 1110 0111 1111 1111 
L0288 1110 0111 1111 1111 
L0320 1110 0111 1111 1111 
LO512 1111 0110 1111 1111 
L0544 1111 0110 1111 111] 
L0576 1111 0110 1111 1111 
L0768 1111 0110 1011 1111 
LO800 1111 0110 1011 1111 
L0832 1111 0110 1011 1111 
LO864 1111 0110 1011 1111 
L1024 0101 0111 1111 1111 
L1056 1110 0111 1111 1111 
L1088 1111 0111 1111 1111 
L1120 1111 0111 1111 1111 
L1280 1110 0111 1111 1111 
L1312 1111 0111 1111 1111 
L1344 1110 0111 1111 1111 
L1536 1110 0111 1111 1111 
L1568 1110 0111 1111 1111 
L1600 1101 0111 1111 1111 
L1632 1101 0111-1111 1111 
L1792 1111 0110 1111 1111 
L1824 1110 0111 1111 1111 
L1856 1111 0111 1111 1111 
L1888 1111 0111 1111 1111 
L1920 1111 0111 1111 1111 
L1952 1111 0111 1111 1111 
L1984 1111 0111 1111 1111 
C713B* 

VO001 CXOXXXXXXOOHHHHHHHH1 
vo002 CO1XOXXOOOOHHHHHHHL1 
VO003. CX1XXXXXXOOHHHHHHLL1 
voo04 CX10X01XXOOLHHHLLLL1 
VO005 CX10X01XXOOLLHHLLLL1 
yoO006 CX10X01XXOOLHLHHLLL1 
V0007 CX10X01XXOOLLLHHLLL1 
vooos CX10X01XXOOHHLHHHHH1 
VOO09 CX10X01XXOOHLHHHHHH1 ° 
vO010 CX10X01XXOOHHHHHHHH1 
VOO11 C11X1XXXXOOHHHLHHHH1 
VOO12 C11XXXXXXOOHHHLHHHL1 
V0013 CX1XXX1XXOOLHHLHHHL1 
‘VOO14 CX1XXX1XXOOLLHLHHHL1 


Ho KK Ok eke eK OK Oe KK ok oR Kk OK ok ok ok ok ok ok OK 2 ok OK Ke OK 


wk KK KK KK KK KK OK K 





VOO15 CX1XXX1XXOOLHLLHHHL1 
vO016 CX1XXX)XXOOLLLLHHHL1 
VO0O17 CX1XXX1XXOOHHLLHHHH1 
VvOO18 CX1XXX1XXOOHLHLHHHH1 
VO0O19 CX1XXX1XXOOHHHHHHHH1 
v0020 CO1XOXXOOOOHHHHHHHL1 
VO021 CX1XXXXXXOOHHHHHHLL1 
vO022 CX10X10XXOOLHHHHLLLI 
V0023 CX10X10XXOOHLHHHLLL1 
v0024 CX10X10XXOOLLHHHLLL1 
v0025 CX10X1OXXOOHHLHHLLL1 
VvO026 CX10X10XXOOLHLHHLLL1 
V0027 CX10X1OXXOOHLLHLLLL1 
vO028 CX10X10XXOOLLLHLLLL1 
V0029 CX10X10XXOOLHLHHHHH1 
v0030 CX10X10XXOOHHLHHHHH1 


V0031 CX10X10XXOOLLHHHHHH1 - 


395F 
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One of the more common logic functions performed on serial 
data is the data encode/decode function. Usually it is desir- 
able to map (encode) the logical bit stream to a physical bit 
stream, adjusting for the peculiarities of the particular trans- 
mission or storage media. 


Noise, bandwidth, and reliability considerations may mean 
_ that a different data format would be desirable when data is 


sent along to or stored on a given media. For example, group- | 


coded recording (GCR) formats take a given number of data 
bits and encode them with a larger number of bits. A 4B-5B 


GCR (4B-5B) 


Encoder/Decoder 


by Warren Miller 
Advanced Micro Devices 


GCR code would take 4 data bits and encode them into 16 
states with 5 new bits. A particular 4B-5B code is shown in 
Table 1. - 


This mapping allows at most two zeros to occur in succes- . 
sion. Also note that data combinations with more than one 
zero at the beginning and end of the word are excluded. This 
is necessary to insure that when data words are serialized, no 
more than two zeros occur in succession at any point in the 
bit stream. Finally, the data combination 11111 is reserved as 


' a synchronization mark. In-tape systems, this results in in- 


creased bit density and eases Clock synchronization. 


Table 1. 4B-5B Code 


4B-5B Code 


4-Bit Data 
0 


° 
Oo 


a Se a a o> 2 oo 2 o> SE o> SE > BE oo BE > 2 o>] 
Seen > ee — = 


~ se OF OO 4 sa OF OO HF +s Oo. Oo + = O 
~ oO - O =F OF + OO - OF = OF + DO — 


oOo 9OoO += CO CO CO se wh tat 


5-Bit Data 
1100 


a wt ot et i wor ll oth Ot OFCOTOFlCOllrwHhCUCOOUCOClClmt 
Se > > > ee > ee > = 
= = OO —- =&=@ =&@ OF -~ |= «& CO CO - — ot 
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DESIGN REQUIREMENTS . 


The system diagram in Figure 1 shows how the GCR En- 
coder/Decoder (GCR E/D) interfaces to a tape drive and tape 
controller. Parallel input data is given to the GCR E/D, con- 
‘verted to the 5-bit format, serialized, and written to the tape. 
On a read, the serial data from the tape is parallelized, con- 

_ verted back to the 4-bit format and output to the tape con- 
troller. Additionally, during _a read, two status signals are 
developed. The first signal, INV, indicates the presence of an 
invalid input, ie., too many zeros in succession. The second 
status signal, H, indicates the detection of the synchroniza- 
tion mark (11111). 


The operation modes for the GCR E/D are shown in the Data- 
Flow Diagrams of Figure 2. The control signal definition and 
operation functions are indicated for each operation mode. 
In particular, the data flow between each bit of the output 
register is indicated schematically. 


The first, mode of operation of the GCR E/D is the HOLD 
mode. When ENABLE is HIGH, all data operations on the out- 
put register are disabled, independent of the two mode con- 
trols, M; and Mo. The output data is simply fed-back to the 
register inputs. Thus the register content is retained after th 
clock transition. : 


When the ENABLE input is LOW, the operations indicated by 
the M, and Mg mode bits are executed on the clock transition. 
When M, and Mg are both LOW, the SERIAL SHIFT IN modeis 
selected. In this mode the ottput register is configured as a 
serial shift register. The serial input is consecutively shifted 
into the register until all 5 bits from the tape have been stored, 
MSB at Y3 and LSB at SERIAL OUT. : 


The CONVERT SERIAL INPUT AND LOAD operation is se- 
lected when ENABLE is LOW, M; is HIGH and Mg is LOW. 
After the 5 bits of data have been serialized by the SERIAL 
SHIFT IN instruction, the 5B code must be converted to a 4B 
code. This is accomplished by taking the outputs of the 5 
register bits and converting them to 4 bits with combinatorial 
logic. On the clock transition, the result is loaded into the Y 
register. On the same clock transition that loads the con- 
verted data into the Y register, the serial input is loaded into 
the serial output register. Because the serial data is being 
read continuously, one data bit per clock transition, the con- 
version must be done without missing a serial data bit. 


The CONVERT PARALLEL INPUT AND LOAD operation is 
selected when ENABLE is LOW, M, is HIGH and Mois HIGH. 
This mode takes the 4 input data bits and converts them to 
the 5 bit representation. The result is loaded into the output 
register on the clock transition. The LSB of the 5B representa- 
tion is loaded into the Y3 bit of the output register and the 
MSB is loaded into the serial output bit. This configuration, in 
conjunction with the next instruction, allows the serial data 
to be written to the tape drive one bit per clock transition. 


The. final operation, SERIAL SHIFT OUT, is selected when 
ENABLE is LOW, M, is LOW and Mg is HIGH. After the CON- 
VERT PARALLEL INPUT AND LOAD operation is executed, 
the SERIAL SHIFT OUT operation outputs the converted data 
to the tape drive. A series of one convert operation followed 
by 4 shift operations will transfer a sequence of 5-bits to the 
tape drive, one bit per clock cycle. 


INPUT DATA BUS 


SERIAL-IN 


SERIAL-OUT 


TAPE 
DRIVE 


ENCODER/DECODER 


OUTPUT DATA BUS 
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Figure 1. Typical Tape Storage System 





ENABLE OPERATION 


HOLD 


SERIAL 
SHIFT IN 


CONVERT 
SERIAL INPUT 
AND LOAD 


CONVERT 
PARALLEL INPUT 
AND LOAD 


SERIAL 
SHIFT OUT 


Y3 


DATA-FLOW DIAGRAM 


ole 


SERIAL 
OUTPUT 


SERIAL 
INPUT 


SERIAL 
OUTPUT 


CONVERT 5B TO 4B 


SERIAL 
OUTPUT 


CONVERT 4B TO 5B 
B2 


SERIAL 
OUTPUT 


Yo SERIAL 
OUTPUT 


Figure 2. GCR E/D Mode Definitions 03862A-95 
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DESIGN APPROACH 


The PAL implementation of the GCR Encoder/Decoder takes 
advantage of the multiplexer-like structure of the AND-OR ar- 
ray. Each valid combination of ENABLE, M, and Moselects a 
different set of AND terms: In some cases, only one term is 
selected (in data steering operations for example). In other 
cases, multiple AND terms are selected to implement a com- 
binatorial logic function (the 5B to 4B. conversion for 
example). This concept, using the control inputs to enable 
one or more AND terms, allows the direct implementation of 
the PAL design from the mode Data-Flow Diagrams (with a 
little Karnaugh map help). The K-Maps for the 5B to 4B con- 
version logic and the 4B to 5B conversion logic for the Y3 out- 
put are shown in Figures 3 and 4. Given these maps and the 
flow diagrams in Figure 2, the Boolean equations can be con- 
structed for the Y3 output. The resulting pavalion, in PALASM 
format, is shown in Figure 5. 


It is important to note that the equation in Figure 5 is written 
for the inverse of the Y3 output (Y3). This is necessary if true 
data is desired on the output pin because of the inverting 
nature of the output buffer. on the PAL. The inverted form of 
the equation is easily implemented by selecting the negative 
version of the data (Y3 in the hold operation for example) or by 


grouping zeros in a combinatorial logic function (see Figures — 


3 and 4). Notice that the multiplexer strategy works equally 
well for active LOW or active HIGH logic functions. 


A3 = Y3*Y2 + Y3* Sout 


Once the transformation of the Data-Flow Diagrams and 
K-Maps to Boolean equations is understood, the interested 
reader should be able to construct K-Maps for the other Y out- 
puts and, in conjunction with the Data-Flow Diagrams of 
Figure 2, write the PALASM equations for the resulting logic 
functions. This exercise will help the reader to fully appreci- 
ate the advantages of the Data-Flow Diagram/Multiplexer 
method of PAL design. Consult the full PALASM listing 
(Figure 9) for the complete solutions. 


Once the data portion of the Encoder/Decoder is completed, 
only the two status outputs, H and INV, need to be imple- 
mented. H indicates the synchronization mark (11111) has 
been detected and is simply an AND of Y3 through Sour. INV 
indicates an invalid serial input was received. 


The INV signal is registered and held until the clear INV flag 
input (CIF) is brought LOW, deactivating the flag. Only during 
a 5B-4B conversion operation (My = HIGH, My = LOW) is the 
INV flag activated. Figures 6 and 7 show the ‘NV flag mode 
definitions and the intermediate INVALID logic equation 


~ respectively. 


In this case, an active LOW output is desired so the active 
HIGH form of the INV signals is developed internally. Ones 
are grouped in the intermediate combinatorial logic function 
(INVALID) and the true version of the data is selected. The 
complete PALASM equation for INV is given in Figure 8. 


Y1Yo 
00 0111 10 
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Figure 3. 5B to 4B Conversion K-Map for Y3 Output 


D1Do 


00 0111 10 


Bo =D3*Do + D1*Do 
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Figure 4. 4B to 5B Conversion K-Map for Y3 Output 


Y3:= EN*Y3 
EN * My * Mo* Y2 
EN * Mi * Mo * Sout 


EN * Mi * Mo * Y3 * Sout 


EN * My * Mo * Y3 * Y2 
EN * Mi * Mo * D3 * Do 
EN * My * Mo * D1 * Do 


Figure 5. PALASM Equation for Y3 
5-22 


;HOLD 

;SERIAL SHIFT IN 

;SERIAL SHIFT OUT 

;CONVERT SERIAL 

;INPUT AND LOAD 

;CONVERT PARALLEL 
. INPUT AND LOAD 
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OPERATION DATA-FLOW DIAGRAM 
“9” 


CLEAR INV 
FLAG 


“ INV 
HOLD INV 
. FLAG 
INV 


Y3 Y2 ¥1 Yo Sour 


INVALID 


INV 


Figure 6. INV Flag Mode Definitions ~ 03862A-99° 


Y¥1Yo 
00 0111 10 


INVALID = Y3* Yo 
Yo * ¥i* Yo 
Yo « Sout 
Y3 * Y2* Y1* Yo* Sout 03862A-100 


Figure 7. PALASM Equation for INVALID 
| 
;HOLD INV FLAG 


+  ;SETINV FLAG IF INVALID IS TRUE 
CIF * My * Mo * Yo * Sout + 


1F * My * Mo * Yo * ¥1* Yo + 
IF * M1 * Mo * Y3 * Y2* Y1 * Yo * Sout 


03862A-101 
Figure 8. PALASM Equation for INV 
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PALI6R6— . PAL DESIGN SPECIFICATION 
PATOO3 WARREN K. MILLER 2/15/82 
4B-5B ENCODER/DECODER 

ADVANCED MICRO DEVICES : 

CK Ml MO D3 D2 D1 DO /EN /CIF GND 

/E SIN /INV YO Yl Y2 Y3 SOUT /H VCC 


/SOUT := EN*/SOUT . ;HOLD 
/EN*/M1*/MO*/SIN ; ;SERIAL SHIFT IN 
/EN*/M1® MO*/YO . sSERIAL SHIFT OUT 
/EN* M1*/MO*/SIN ;CONVERT SERIAL INPUT AND LOAD 
/EN* M1* MO* D3* D1 _ 3CONVERT PARALLEL INPUT AND LOAD 
/EN* M1* MO* D3* DO ; 


:= EN*/YO° 
/EN*/M1*/MO*/SOUT 
/EN*/M1* MO*/Y1 
/EN* M1*/MO*/SOUT 
/EN* M1*/MO* Y3* Y2#/YO 
/EN* M1* MO*/D3* D1 
/EN* M1* MO*/D3* D2* DO 


tee t+ + 


t= EN*/Y1 
/EN*/M1*/MO*/YO_. 
/EN*/M1* MO*/Y2 
/EN* M1*/MO*/YO 
/EN* M1¥/MO* Y3* Y2 
/EN* M1* MO*/D2 


bette 


s= EN*/Y2 
/EN*/M1*/MO*/Y1 
/EN*/M1* MO*/Y3 
/EN* M1*/MO*/Y1 
/EN* M1* MO*/D3*/D1*/DO 
/EN* M1* MO*¥/D3* D2*/D1 
/EN* M1* MO* D3*/D1* DO 


:= EN*/Y3 
/EN*/M1*/MO*/Y2 
/EN*/M1* MO*/SOUT — 
/EN* M1*/MO* Y3* SOUT 
/EN* M1*/MO® Y3*/Y2. 
/EN* M1* MO* D3*/DO | 
/EN* M1* MO* D1*/DO 


INV := /CIF* INV + ;HOLD INV FLAG . 
/CIF® M1#/MO*/Y3*/Y2 + 3;SET INV FLAG IF INVALID TRUE 
/CIF® M1*/MO*/Y2*/Y1*/YO + ; 
/CIF® M1*/MO*/YO*/SOUT. + 
/CIF* M1*/MO* Y3* Y2* Y1* YO* SOUT 


= Y3* Y2¥ Y1* YO* SOUT 
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SERIAL SHIFT IN TEST 
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DESCRIPTION 

THIS PART IMPLEMENTS A 4B 5B ENCODER/DECODER FOR TAPE DRIVES. ON 

A WRITE IT ENCODES THE 4B INPUT DATA TO THE 5B FORMAT AND SERIALIZES 
THE DATA. ON A READ THE 5B DATA IS SHIFTED IN, RECONVERTED TO THE 
4B FORMAT, AND OUTPUT TO THE DATA BUS. 





PALI6R6 PAL DESIGN SPECIFICATION © 
PATOO3 WARREN K, MILLER 2/15/82 
4B-5B ENCODER/DECODER | 
ADVANCED MICRO DEVICES 

*D9724 

*FO* , 
LOOOO 1111 1111 1111 1111 1111 
10032 1111 1101 1101 1101 1111 
L0256 1111 1110 1111 1111 1011 
10288 1011 1011 1111 1111 0111 
L0320 1011 O111 1111 1111 0111 
L0352 0111 1011 1111 1111 0111 
L0384 0111 0111 0111 1111 0111 
L0416 0111 0111 O111 1111 0111 
LO512 1111 1111 1110 1111 1011 
10544 1011 1011 1111 1110 0111 
10576 1011 0110 1111 1111 o111 
10608 0111 1001 1101 1111 O111 
L0640 0111 1011 1101 1110 0111 
10672 0111 0111 O111 1111 0111 
L0704 0111 O111 1111 1111 0111 
10768 1111 1111 1111 1110 1011 
L0800 1011 .1011 1111 1111 0111 
10832 1011 0111 1110 1111 O111 
10864 0111 1011 1111 1111 O111 
£0896 0111 0111 1011 1111 O111 
10928 0111 O111 1011 0111 0111 
L0960 0111 0111 0111 1111 0111 
L1024 1111 1111 1111 1111 i 1011 
L1056 1011 1011 1111 1111 0111 
L1088 1011 0111 1111 1110 0111 
L1120 0111 1011 1111 1111 O111 
L1152 0111 1011 1101 1101 0111 
11184 0111 0111 1111 1011 0111 
L1280 1111 1111 1111 1111 1011 
L1312 1011 1010 1111 1111 O111. 
L1344 1011 0111 1111 1111 0111 
11376 0111 1010 1111 1111 0111 
L1408 0111 1011 1101 1101 0111 
-L1440 0111 0111 1011 1111 0111 
L1472 0111 0111 1011 0111 0111 
11536 1111 1111 1111 1111 1110 
L1568 0111 1011 1110 1110 1111 
11600 0111 1011-1111 1110 1111 
L1632 0111 1010 1111 1111 1111 
L1664 0111 1001 1101 1101 1111 
C8E23* 
VOOO1 XXXXXXXXXO1XZZZZZZX1 
VOO02 CXXXXXXXOOOXHKXXXXX1 
VO003 C1111111100XHHHHHLH1 
VO004 COOXXXX11001HLHHHHH1 
VOOOS COOXXXX11001HHLHHHH1 
VO006 COOXXXX11001HHHLHHH1 
VO007 COOXXXX11001HHHHLHH1 
-VOO08 COOXXXX11001HHHHHHL1 


Ok ROR OK OK KR ROK RR ROR ORR OOK ok ok Ok GR Ok ok kok Ok ok kk kK oR ok ok ok ok 


we KK OK Ke OK 
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vo009 
voo10 
vooll 
vo0o12 
vo013 
vo014 
voo15 
v0016 
v0017 
voo18 
v0019 
vo020 
voo21 
vo0022 
v0023 
vo024 
v0025 


* V0026 


v0027 
v0028 
vo029 
v0030 
vo031 
vo032 
v0033 
v0034 
v0035 
V0036 
v0037 
v0038 
v0039 
vo040 
vo041 
vo042 
v0043 
vo044 
VO045 
VO046 
V0047 
CA76 


C1100001100XHHLLHHH1 
C10XXXX11000HHHLLLH1 
C1100011100XHHLHHHH1 
C10XXXX11000HHLLLLH1 
C1100101100XHLLHLHH1 
C10XXXX11000HHLLHLH1 
C1100111100XHLLHHHH1 
C10XXXX11000HLLLLLH1 
C1101001 100XHHHLHHH1 
C10XXXX11000HHHHLLH1 
€1101011100XHLHLHHH1 
C10XXXX11000HHLHLLH1 
C€1101101 1OOXHLHHLHH1 
C10XXXX11000HHLHHLH1 
€1101111100XHLHHHHH1 
C10XXXX11000HLLHLLH1 
C€1110001 100XHHLHLHH1 
C10XXXX11000HHHLHLH1 
€1110011100XHHLLHLH1 
C1OXXXX11000HLHLLLH1 
€1110101100XHHLHLLH1 
C10XXXX11000HLHLHLH1 
€1110111100XHHLHHLH1 
C10XXXX11000HLLLHLH1 
€1111001 1O0XHHHHLHH1 
C10XXXX11000HHHHHLH1 
C1111011100XHHHLHLH1 
C10XXXX11000HLHHLLH1 
C1111101100XHHHHLLH1 
C10XXXX11000HLHHHLH1 
C€1111111100XHHHHHLH1 
C10XXXX11000HLLHHLH1 
C€1111111100XHHHHHLH1 
CO1XXXX1 100XHHHHLHH1 
CO1XXXX1100XHHHLHHH1 
CO1XXXX1 1 OOXHHLHHHH1 
CO1XXXX1 100XHLHHHHH1 
CO1LXXXX1100XHHHHHLH1 
CO1XXXX1100XHHHHLHH1 


* 
% 
% 
* 
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GCR ENCODES/DECODES USING AmPAL16R6 
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Interfacing the 8086 (8088) 


This application note describes how replacing two 8086 sup- 
port chips with a Z8000 support chip and an AmPAL16R8A 
allows the 8086 CPU to interface directly to the Z-BUS. Since 
the timing of the signals used is the same for the 8088 CPU, 
this circuit will work equally well in those applications. 


Interfacing the 8086 CPU to the Z-BUS allows 8086 users to 
take advantage of the very powerful Z8000 peripheral and 
memory support circuits that are available. The Z8000 
peripheral circuits in particular offer the user higher 
throughput rates, simpler control software and less system 
overhead requirements than any previous generation periph- 
eral family for any CPU. 


DESIGN REQUIREMENTS 


The 8086 CPU can operate in two different modes. In mini- 
mum mode, it generates all the bus control and timing 
signals for the 8086 (8085, 8088) buses directly on-chip. In 
maximum mode, the CPU puts out status information early in 
each bus cycle and relies on an external bus controller chip, 
the 8288, to generate timing and control signals. This im- 
plementation uses the CPU in maximum mode and replaces 
the 8288 with a programmable array logic element 


to the Z-BUS 


by Nick Zwick 
Advanced Micro Devices 


(AmPAL16R8A) that generates the Z-BUS timing and control 
signals from the status signals provided by the CPU. It also 
makes use of the AmZ8127 clock generator to allow precise 
timing resolution by providing an oscillator signal at 3 times 
the CPU clock frequency. The AmZ8127 provides all the clock 
generation functions of an 8284A as well as several addi- 
tional functions. Either clock chip will work in this system. 


The bus controller provides the following functions: 
—Generates AS, DS, INTACK and R/W with proper timing . 
relative to address and data. 


—Provides simultaneous assertion of AS and DS during 
reset. 


—Automatic insertion of 1 wait state for all 1/O cycles. 


-—Synthesizes a single Z-BUS interrupt acknowledge cycle 


from the 8086 IACK cycles. 


Figure 1 shows the circuit interconnection diagram. The 
system uses a high speed AmPAL16R8A to generate AS, DS, 
R/W and INTACK of the Z-BUS, RDY for wait state generation, 
and three internal state variables. The registers are clocked 
with the 15MHz OSC signal from the 8127. The five input 
signals to the PAL are 5MHz CPU Clock Signal (CLK), System 
Reset (RESET), and the three CPU Status States (Sq, S;, S2). 


AmPAL16R8A 
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Figure 1. Circuit Interconnection Diagram 
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The CPU indicates the start of a bus cycle by bringing at least 
one of the status lines low from the idle high state (see 
Figure 2). This starts an internal timing sequence within the 
PAL which corresponds closely to the various T states of a 
bus cycle. AS is asserted during the time CLK is LOW during 
T,. DS is asserted at the start of T3. If it is an I/O cycle, then 
RDY would be disabled for one CLK period straddling To and 
T3 causing the 8127 to request 1 wait state after T3.-In either 
case, DS remains asserted until after the first 1/3 of T4, which 
is identified by the status lines returning to the idle state dur- 
ing the previous cycle. R/W is generated by sampling So and 


— 


S$; during AS. 


a ae ae ae | 


8127 OSC 
O 
8127 CLK 


8086 So, 51, $2 


Po 


tetttttettetett ett ttrtetti¢tt 
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‘It is in the realm of interrupts where the Z8000 peripherals 
shine over other periperhals. Each.peripheral can identify 


_ many different exception conditions during its operation. 


The occurrence of one or more of these conditions causes ac- 
tivation of a single interrupt request line. The peripheral 
wants the CPU to respond with a single Interrupt acknowl- 
edge cycle, during which the peripheral resolves priority and 
provides the CPU with enough status and vector information 
to allow it to respond to the exception without any further in- 
terrogation of the peripheral. This allows interrupt driven 
systems to achieve very high data throughput rates. 


ar | Te | 3 | Tw | Ts | Th | 


tttt 
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Figure 2. Memory and I/O Timing Diagram 
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The 8086 CPU responds to an interrupt request with a se- 
quence of two interrupt acknowledge cycles, and only in the 
second is any data read off the bus. As stated before, the 
Z-BUS peripherals require only one acknowledge cycle. The 
timing of this has to be such that there is enough delay be- 
tween AS going HIGH and DS going LOW to allow any priori- 
tizing daisy chains to settle, and DS has to be wide enough to 
allow the peripheral time to place vector or status informa- 
tion on the bus. Figure 3 shows how these two requirements 
are accomplished by turning the two acknowledge cycles 
into one. The first cycle allows only AS and the second 
asserts only DS and does so for the complete cycle. This ap- 
pears to the peripheral as one very long bus cycle which is 
identified as an interrupt acknowledge cycle by the assertion 
of INTACK. 


| nm | tw | te | nm { 


,DESIGN APPROACH 


To implement this design in a AMPAL16R8A requires recog- 
nizing the Z-BUS timing characteristics in Figures 2 and 3. 
The major characteristic to consider is counting the phases 
of abus cycle. internal state variables Pg and P; are the result 
(see Figure 4a). An additional internal state variable (I») is 
necessary to count the second bus cycle of an interrupt 
acknowledge sequence. As shown in Figure 4b, Iz in conjunc- 
tion with INTACK allows AS to be asserted only in the first in- 
terrupt acknowledge cycle and DS only in the second. The 
RESET input is used to initialize the internal variables and 
assert AS and DS. Note also that Sg and S, are included in the 


* DS equation to prevent DS from being asserted during a halt 


cycle. 


| T | 1 | T2 | T3 | Te. | tN 


ee Le ee tl 


66.6ns 
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la | | 
INTACK | : F 


03862A-105 


Figure 3. Interrupt Acknowledge Timing Diagram 
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The fact that AMD PALs are user programmable allows a 


great deal of flexibility for the designer. Minor timing changes — 


are easily implemented by simply adding or changing aterm 
in the logic equations and reprogramming the device. In this 


system, we have timing resolution to 67ns. This same con- - 


figuration can be used with a 24MHz crystal for 8MHz CPU 
chips. The fogic equations would change because the OSC 
period would be 42ns. The only hardware change would be 
the crystal. 


An additional PAL could also perform chip select decoding 
based on both address and status signals. 


IDLE 
AS TIME 


DS TIME 


CONCLUSION 


We have seen how a properly programmed PAL can be used | 
to replace a specialized bus controller chip and allow an 8086 
CPU to interface directly to Z-BUS peripheral(s) and/or 
memory systems. This brings all the advantages of the supe- 
rior Z8000 peripheral family in terms of both throughput and 
ease of use to 8086 users with no increase in chip count while 
still allowing a wide range of design flexibility. The logic 
diagram and PALASM equations for the AmMPAL16R8A 8086 
to Z-BUS interface chip are also shown. 
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Figure 4a 
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Figure 4b 
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PAL16R8 PAL DESIGN SPECIFICATION 
PATOO4 ; NICK ZWICK 6/21/82 
8086 TO Z-BUS INTERFACE CHIP 

ADVANCED MICRO DEVICES 

CK RESET CLK /SO /S1 /S2 NC NC NC GND 

/E /PO /P1 /RW /DS /AS /INTACK RDY /12 VCC 


; INTERNAL STATE VARIABLES 


PO z= /RESET* SO*/PO*/P1*/CLK + 
/RESET* S1*/PO*/P1*/CLK + 
- /(RESET* S2*/PO*/P1*/CLK + 
/RESET*PO*/CLK 
/RESET*P1*CLK* SO 
/RESET*®P1*CLK* S1 
/RESET*P1*CLK* S2 


z= /RESET*PO*/P1*CLK 
/RESET*P1*/CLK 
/RESET*P1*CLK* SO 
/RESET*P1*CLK* S1 
/RESET*P1*CLK* S2 


s= /RESET*INTACK#/12*CLK*PO*P1 + 
/RESET*12*/P1 + 
/RESET*12*/PO + 
/RESET#12*PO*P1*/CLK 


;Z-BUS OUTPUT SIGNALS 


AS := RESET 
/PO*/P1*CLK*/12 
AS*/P0*/1I2*/DS 


:= RESET 
/INTACK*/PO*P1*CLK*SO 
/INTACK*/PO*P1*CLK*S1 
I2* SO* S1* S2 
DS*PO*P1 


RW z= AS*SO*/S1 
RW*/AS 


INTACK := /RESET* )SO* Si* S2 
/RESET* INTACK*/12*P1 
/RESET*I2 


/RDY := /RESET*SO*/S1* S2*/PO*P1 + ;DISABLE READY ON I/O OP 
/RESET*/SO*S1* S2*/PO*P1 
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DESCRIPTION 

THIS DEVICE IS USED FOR INTERFACING THE 8086 CPU DIRECTLY TO THE Z-BUS 
ALLOWING INTEGRATION OF THE VERY POWERFUL Z8000 PERIPHERAL AND MEMORY 
SUPPORT CIRCUITS INTO 8086 SYSTEMS. THE DEVICE IS DESIGNED TO WORK IN 
CONJUNCTION WITH THE Z8127 CLOCK GENERATOR FOR PRECISE TIMING 
RESOLUTION. 
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PAL16R8 PAL DESIGN SPECIFICATION 
PATOO4 . NICK ZWICK © 6/21/82 
8086 TO Z-BUS INTERFACE CHIP 
ADVANCED MICRO DEVICES 
*D9724 
*FO* Bp 
LOOOO 1001 0111 1110 1111 
LO032 1010 1111 1111 1111 
L0064 1010 1111 1111 1111 
LO096 1010 1011 1111 1111 
LO256 1011 1111 1011 0111 
~-L0288 1011 1111 0111 1011 
LO512 1011 1111 1011 1011 
L0544 1001 1111 1110 1111 
LO576 1010 1111 1111 1111 
LO768 0111 1111 1111 1111 
LO800 1101 0111 1111 1111 
LO832 1101 1111 1111 1110 
41024 0111 1111 1111 1111 
L1056 1111 0111 1001 1111 
L1088 1111 0111 1101 1011 
L1120 1110 1111 1011 1011 
L1152 1111 1111 1111 1111 - 
L1280 1111 1111 1011 0110 
L1312 1111 1111 1111 1101 
L1536 1011 0111 1111 1111 
L1568 1011 1011 1111 1111 
L1600 1011 0111 1011 1111 
L1632 1011 0111 1111 1011 
L1664 1011 0111 1111 1111 
L1792 1011 1011 1011 1111 
L1824 1011 1011 1111 1011 
L1856 1011 1011 1111 1111 
L1888 1011 1011 1111 1111 
L1920 1011 0111 1011 1111 
L1952 1011 0111 1111 1011 
L1984 1011 0111 1111 1111 
C711D* 
VOOO1 C1XXXXXXXOXHHXLLHHH1 
vo002 CO0111XXXOXHHHHHHHH1 
v0003 CO1011XXXOXHHHHLHHH1 
vO004 CO0011XXXOXLHLHLHHH1 
VO00O5 C00011XXXOXLHLHHHHH1 
VO006 CO1011XXXOXHLLHHHHH1 
V0007 CO0011XXXOXHLLHHHHH1 
VO008 C00011XXXOXHLLHHHHH1 
VO009 CO1011XXXOXLLLLHHHH1 
Vo010 CO0011XXXOXLLLLHHHH1 
V0011 C00111XXXOXLLLLHHHH1 
VOO12 CO1111XXXOXHHLLHHHH1 
vO013 CO0111XXXOXHHLHHHHH1 
VO014 C00111XXXOXHHLHHHHH1 
VOO15 CO1100XXXOXHHLHLHHH1 
VO016 COO100XXXOXLHHHLHHH1 
V0017 COO100XXXOXLHHHHHHH1 


* 
% 
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* 
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* 
* 
* 
* 
* 
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* 
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* 
% 
* 
% 
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vo018 
v0019 
v0020 
vo021 
v0022 
v0023 
~VO024 
v0025 
V0026 
V0027 
v0028 
v0029 
Vv0030 
v0031 
V0032 
V0033 
V0034 
v0035 
V0036 
V0037 
v0038 
V0039 
v0040 
vo041 
V0042 
v0043 
~VO044 
V0045 


Vv0046 
V0047 
v0048 
Vv0049 
v0050 
vo051 
A334 


C01100XXXOXHLHHHHHH1 
CO0100XXXOXHLHHHHLH1 
CO0100XXXOXHLHHHHLH1 
CO1100XXXOXLLHLHHLH1 
COO100XXXOXLLHLHHHH1 
CO0100XXXOXLLHLHHHH1 
C01100XXXOXLLHLHHHH1 
CO0100XXXOXLLHLHHHH1 
C0011 1XXXOXLLHLHHHH1 
CO1111XXXOXHHHLHHHH1 
C00111XXXOXHHHHHHHH1 
CO1000XXXOXHHHHLLHH1 
COOOOOXXXOXLHHHLLHH1 
COOQOO0OXXXOXLHHHHLHH1 


-CO1O000XXXOXHLHHHLHH1 


COOOOOXXXOXHLHHHLHH1 
COOOOOXXXOXHLHHHLHH1 


CO1000XXXOXLLHHHLHHI . 


COOOOOXXXOXLLHHHLHH1 
C00111XXXOXLLHHHLHH1 
C0111 1XXXOXHHHHHLHL1 
C00111XXXOXHHHHHLHL1 
C00111XXXOXHHHHHLHL1 


.CO1000XXXOXHHHLHLHL1 


COOOOOXXXOXLHHLHLHL1 
COOOOOXXXOXLHHLHLHL1 
CO1000XXXOXHLHLHLHL1 
COOOOOXXXOXHLHLHLHL1 
COOOOOXXXOXHLHLHLHL1 
CO1000XXXOXLLHLHLHL1 
COOOOOXXXOXLLHLHLHL1 
CO0111XXXOXLLHLHLHL1 
C0111 1XXXOXHHHLHLHH1 
C00111XXXOXHHHHHHHH1 


Rk Ok ok OR OK ok ok ok ok Ok Ok OK ok OK OK OK OO OK Ok Oe Ok ok OK OK Ok Ok ok ok Ok 
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8086 TO ZBUS INTERFACE USING AmPAL16R8 
$1 


LOGIC DIAGRAM FOR: 





An AMD PAL 


MULTIBUS Arbiter 


The popularity of bus oriented systems can be traced to their 
low cost, flexibility, and expandability. Expansion is easy 
because a well defined standard enforces compatibility and 
simplifies interfacing. The MULTIBUS is agood example of a 
popular and easily used bus standard. However, all of these 
bus systems require some way of interacting with the other 
devices on the bus. This interaction is generally controlled by 
an arbitration unit. This application note will describe how a 
PAL can be used to construct a custom MULTIBUS arbiter 


which is higher performance and more economical thanthe . 


LS} alternatives. 


DESIGN REQUIREMENTS 


Since the MULTIBUS can have more than one master trying to 
use the bus at the same time, an arbitration scheme is re- 
quired to ensure correct operation of the system. Prioritiza- 
tion is accomplished by assigning different access priorities 
to the different bus masters. The two implementations avail- 
able to assign priority are serial and parallel. The serial 
method involves a daisy chain of bus grant ins (BPRN) and 
bus grant outs (BPRO) with higher priority devices occupying 
the positions closer to the beginning of the chain (Figure 1a). 
The parallel method prioritizes the bus requests (BREQ) of all 
the masters and generates a bus grant in (BPRN) to the 
master of highest priority (Figure 1b). The priority decoder of 
Figure ib is easily implemented in a single AmMPALI6L8 
(Figure 1c). 


The timing requirements for the MULTIBUS are very easy to 
implement and are designed to handle the usual timing prob- 
lems that appear in many systems. Control signals are all ac- 
tive LOW so that unconnected signals don’t interfere with the 


HIGHEST 
PRIORITY 
DEVICE 


by Mark S. Young 
Advanced Micro Devices 


normal operation of the bus. All bus arbitration is syn- 
chronous and all data transfers are asynchronous (see 
Figures 2a and 2b). The only requirement is that an address 
be valid 50ns before any contro! signals (read or write) 
become active. This prevents subtle timing problems caused 
by slow buffer/driver turn-on times. ; 


The arbitration and grant timing (illustrated in Figure 2c) is 
also straightforward. Transfer requests are sent to the ar- 
biters which then decide who gets the bus. If a master device 
is currently using the bus and is ordered off, it is allowed to 
complete its current bus transfer cycle (i.e., the current word 
or byte only). If the master, which was overruled, still needs 
the bus, it must wait until its priority is high enough to regain 
the bus. 


A typical sequence is initiated when an external request is 
received (SREQ) from a master device. This signal is synchro- 
nized to insure a valid bus request, minimizing the possibility 
of a metastable state occurring. After synchronization, the 
bus priority out (BPRO) line is disabled to signal lower priority 
masters in the chain that a higher priority master wants the 
bus (serial! method). In the parallel method, bus request and 
common bus request (BREQ and CBREQ) are asserted to let 
the other MULTIBUS arbiters know a master wants the bus. 
Now, if the bus is not busy (BUSY is inactive), then the arbiter 
grants the requesting master access to the bus and asserts 
BUSY. The address buffers are enabled at this time, one cycle 
ahead of the read and write signals. When the master re- 
ceives a bus acknowledge (XACK) from the slave device, a 
single transfer cycle has occurred. The bus master then re- 
leases the bus and if it needs to do more transfers, another 
arbitration/grant cycle must take place. 


LOWEST 
PRIORITY 
DEVICE 
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Figure 1a. Serial Priority Resolution 
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Figure 1b. Parallel Priority Technique 
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Figure 1c. PAL Implementation of Parallel Priority Resolution for MULTIBUS 


5-42 





MASTER TO 
SLAVE 


ADRESS 
LINES STABLE ADDRESS 


XACK . \ / PASSIVE 

DATA : 
LINES NK staat vata DATA 

Figure 2a. Read AC Timing 03862A-112 
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‘ Figure 2b. Write AC Timing 03862A-113 
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Figure 2c. Bus Control Exchange Operation 03862A-114 
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DESIGN APPROACH 


The first step in actually designing the arbiter was to convert 
the arbitration/grant and control signal sequence into a 
simple state transition diagram (see Figure 3). The state dia- 
. gram was then partitioned into its three basic components: 

—request/synchronization 

—grant/access logic 

—control signals 
The bus request logic decides when to issue a bus request 
using SREQ along with a qualifying read or write request (RD 
or WR). This signal is then fed through a double synchronizer 
(states 1 and 2). This creates an internally stable bus request 
signal for the arbiter state machine (see Figure 4a). Next, this 


request is fed into a bus grant flip-flop through some in- 
tervening logic. The intervening logic uses current bus status 
lines to determine whether to acquire the bus, give it up after 
the current transfer cycle is complete, or hold the bus (see 
grant/access logic in Figure 4b). The final major function is 
the bus control logic. After successful acquisition of the bus, 
the appropriate control signals (MRDC, MWTC, IORC, IOWC) 
and address buffer enables must be asserted. In this case, 
the address buffer enable/grant (AEN) line is run through a 
flip-flop to become a delayed read/write control signal enable 
(OEN). This gives the drivers enough turn-on and set-up time 
(100ns minimum) for the address to stabilize on the MULTIBUS. 
The bus transfer control signal logic is illustrated in Figure 4c. 


SREQ =0 AND RESET =1 . 


BPRN=1 AND 


OR BUSY =0 
AND RESET =1 


ND | muctipus 
=14 REQUEST 
SYNCHRONIZATION 


RD =0 AND RESET =1 
OR 
WR =0 AND RESET =1 


OR . 
BPRN =0 AND CBREQ =1 AND RESET = 1 
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Figure 3. PAL MULTIBUS Arbiter State Transition Diagram 
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Figure 4a. Request Synchronizer 
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Figure 4c. Bus Transfer Control 
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The RESET line is run to all the registers to provide a syn- 
chronous reset for arbiter initialization. The full MULTIBUS 
standard requires a control signal drive capability of 32mA 
for all of its control fines. The PAL 24mA drive specification 


can drive up to 7 cards on the bus, which is more than ade- 


quate for almost all applications. 


Acouple of interesting features are available which showthe 
flexibility and functionality of PALs in a custom logic design 
such as this. The available MULTIBUS arbiters, like most LSI 
devices, have been optimized for one processor family. Any 
microprocessor (from the Z80 to the 8086, Z8000 or 68000) can 
be interfaced to the MULTIBUS by tailoring the request logic 
ofthe PAL arbiter. This can result in a significant parts count 
reduction. The MULTIBUS uses open collector drivers for 
several signal lines (BUSY and CBREQ). While PALs don’t 
have open collector drivers, that condition can easily be 


AmPAL16R4 


simulated by enabling the output drivers only when the out- 
put is active. In addition, most MULTIBUS arbiters force each 
master to re-arbitrate for access to the bus at the end of each 
data transfer. However, in the PAL arbiter design, if a master 
is executing multiple data transfers and if no master of 
higher priority is requesting the bus then the current master 
can retain the bus and execute more transfers. This reduces 
bus arbitration overhead and increases bus bandwidth. Fi- 
nally, at the completion of all transfers, the current bus 
master normally releases the bus. In this design, if no one 
wants the bus, the last master to use it holds onto the bus on 
the assumption that it is going to be the next user. If it is, ar- 
bitration time is saved. If not, no time is lost. 


Figure 5 shows a block diagram of the arbiter and bus contro! 
logic (which fits into 1/2 of a AMPAL16L8). A complete logic 
diagram and PALASM equations of the AmPAL16R4 are 
shown on the following pages. 


mMwic BUS CONTROL 
* { LOGIC 


BUS ARBITER 
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Figure 5. PAL MULTIBUS Arbiter with Bus Control Logic 





PAL16R4 - PAL DESIGN SPECIFICATION 
PATOOS MARK S. YOUNG 6/22/82 
‘MULTIBUS ARBITER 

ADVANCED MICRO DEVICES 

~ BCLK /RD /WR  /SREQ /RESET /BPRN NC NC NC GND 

/E  /CBREQ /BUSY /SYNC /BPRO /AEN /OEN /BREQ NC VCC 


SYNC := /RESET*SREQ*RD + 
/RESET*SREQ*WR 


BPRO := /RESET*SYNC 


AEN := /RESET* AEN*BPRO*WR + 
/RESET* AEN*BPRO*RD + 
/RESET*BPRO*BPRN*/BUSY + 
/RESET* AEN*BPRN*/CBREQ 

OEN := /RESET*SREQ*AEN 

IF(BPRO*/AEN) CBREQ = BPRO*/AEN 

IF(AEN) BUSY AEN 


BREQ = BPRO 
AEN 
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FUNCTION TABLE 


BCLK /E /RESET /RD /WR /SREQ /BPRN SYNC BPRO AEN OEN CBREQ BUSY BREQ 


INITIALIZE 
LL X xX 


WRITE OPERATION 
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REMOVE THE ARBITER FROM THE BUS 
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DESCRIPTION 
THIS DEVICE IS A MULTIBUS ARBITER. IT SUPPORTS BOTH SERIAL AND PARALLEL 
BUS ARBITRATION SCHEMES. INTERNAL SYNCHRONIZATION LOGIC MINIMIZES THE 

' POSSIBILITY OF METASTABLE CONDITIONS. THE GRANT/ACCESS LOGIC HAS BEEN 
DESIGNED TO MINIMIZE BUS ARBITRATION OVERHEAD. THE TRANSFER CONTROL 
LOGIC HAS BEEN DESIGNED TO ALLOW INTERFACING A WIDE VARIETY OF 
PROCESSORS TO THE MULTIBUS. 





PAL16R4 PAL DESIGN SPECIFICATION 
PATOO5 MARK S. YOUNG 6/22/82 
MULTIBUS ARBITER 

ADVANCED MICRO DEVICES 

*D9724 

*FO* 
L0256 1111 1111 1111 1111 1111 
L0288 1111 1111 1111 1111 1111 
L0320 1111 1111 1111 1110 1111 
L0512 1111 1111 1011 0110 1111 
LO768 1111 1011 1111 0110 1111 
LO800 1011 1111 1111 0110 1111 
L0832 1111 1111 1111 0111 1111 
L0864 1111 1111 1111 0110 1101 
L1024 1111 1111 1111 0111 1111 
L1280 1011 1111 1011 0111 1111 
L1312 1111 1011 1011 0111 11il 
L1536 1111 1111 1111 1110 1111 
L1568 1111 1111 1111. 1110 1111 
L1792 1111 1111 1111 1101 1111 
L1824 1111 1111 1111 1101 1111 
C3602* | 

VOOO1 CXXXOXXXX0011HHHHHX1 
vO002 C11010XXX0011HHHHHX1 
V0003 C10010XXX0011LHHHHX1 
vooo4 C10010XXXOOL1LLHHLX1 
VO005 C10010XXX001XLLLHLX1 
vo006 C10010XXXO01LLLLLLX1 
V0007 C10010XXXO01LLLLLLX1 
VO008 C10010XXX001LLLLLLX1 
VO009 C11010XXXO01LHLLLLX1 
VO010 C11110XXX001LHHLHLX1 
VO0O11 C11111XXX0011HHHHHX1 
VO012 C11010XXX0010HHHHHX1 
V0013 CO1010XXX0010LHHHHX1 
yo014 CO1010XXXOOLOLLHHLX1 
VO015 CO1010XXXOOLOLLHHLX1 
V0016 CO1010XXXOOLOLLHHLX1 
VO017 CO1010XXX001XLLLHLX1 
v0018 CO1010XXX001LLLLLLX1 
VO019 CO1010XXxXOO1LLLLLLX1 
v0020 C01010XXX001LLLLLLX1 
V0021 CO1010XXXOO1LLLLLLX1 
v0022 C11010XXX001LHLLLLX1 
ee C11110XXXOO1LHHLHLX1 
548 


Ok KKK ok KOK OK Ok OK OK Ok Ok 


* KK Ok wk kK kK ok Ke Ok OK OK ok OK OK OK OK Ok OK OK OK 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) - 


Fuse blown 


+ 


All fuses intact 


Fuseintact —{X)— 
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LOGIC DIAGRAM FOR: 
MULTIBUS ARBITER USING AmPAL16R4 
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Am8500 to MC68000 


Modern 16-bit microprocessors, such as the 8086, Z8000, and 
68000, are being used to form the nucleus of powerful per- 
sonal/business computers and engineering workstations. 
However, support peripheral chips are virtually non-existent 
for the most recently introduced 16-bit CPUs such as the 
Motorola 68000. Sincé the modern microprocessor system 
depends as much on the peripheral controllers as it does on 


the CPU, it is important for a system designer to have a large © 


variety of peripheral chips available. The 8500 family of 
peripheral chips from AMD, provides users of non-multi- 
plexed bus microprocessors, such as the 68000, a variety of 
powerful peripheral chips that can be interfaced easily witha 
single programmable array logic (AMD PAL) device. 


THE Am8500 FAMILY 


The Am8500 family is a group of programmable peripheral 
chips which offload a variety of system functions from the 
main CPU. They support a variety of operating modes which 
are specified by writing to their control registers. The current 
members of the family include the Am8536 Counter/Timer 
and Parallel I/O Unit (ClO), the Am8038 FIFO Input/Output In- 
terface Unit (FIO), and the Am8530 Serial Communications 
Controller (SCC). While the object of this article is not to dis- 
cuss the capabilities of the Am8500 family, a brief overview is 
necessary to fully understand its interface requirements. 


The Am8536 is acounter/timer chip which has available three 


16-bit counters. These timer/counters have features such as, 


duty cycle control (pulsed, one-shot, or square waved), retrig- 
gering options, and external access control lines. The ClO 
also provides up to 20 lines of programmable I/O ports. The 
Am8038 FIO is an asynchronous 128 byte buffer specially 
designed to be used by two CPUs or a CPU and a peripheral 
device as a communication or data buffer. It supports a vari- 
-ety of handshake Interfaces on both I/O ports. Finally, the 


Am8530 SCC is a dual channel, multi-protocol data communi- . 


cations peripheral. The SCC functions as a serial to parallel, 
parallel to serial converter/controller. It supports a wide vari- 
’_ ety of serial communications protocols and includes exten- 
sive on-board hardware such as baud rate generators, digital 
phase-locked-loops, and crystal oscillators to reduce the 
need for external logic. 


PAL Interface 


by Mark S. Young 
Advanced Micro Devices 


The Control and frequently used Data registers are accessed 
in a different manner. These registers are accessed using a 
single cycle or write. This scheme allows the CPU to interact 
efficiently with the 8500 peripherals during normal use. The 
slower, clumsier initialization procedure is used much less‘ 
frequently and protects the user from altering the operation 
mode accidentally. 


Ail the members of the Am8500 family are controlled and con- 
figured by software. The host CPU initializes the Am8500 
operating modes by writing to the internal mode/options 
registers. The internal mode registers are not directly ad- 
dressable by the CPU like the Control and some data regis- 
ters. Instead, a two cycle process is needed to write to them. 
First, the address of the mode/options register being | 
modified is written to the Control register; next, the data is 
written to the mode/options register via the Control register. 
The Am8500 peripheral has an internal state machine to keep 
track of whether address or data is being written to the Con- 


_ trol register. Reading the value of the mode/options register 


is accomplished by first, writing an address to the Control 
register, and second, reading the mode/options data from the 
Control register. 


DESIGN REQUIREMENTS 


There are several problems associated with interfacing a 
general purpose peripheral device toa CPU. One major prob- 
lem involves the various contro! signals, each chip uses. 
Unless the two families are designed to be pin for pin com- 
patible (e.g., the AMD/Intel 8086/8087/8089) there generally is 
going to be minor variations between them; the same prob- 


_lem exists when interfacing the 8500 peripherals to the 


68000. Part of the pin incompatibility involves genuine signal 
differences while other pins only require name changes. 


The data pins (Dp-D7) on the 8500 parts are connected di- ° 
rectly to the lower 8 data lines on the 68000 bus. The register 
select pins (Ag, A;, A/B, D/C)* can be directly connected to A, 
and A; of the 68000 address bus. The RD and WI WR lines have to 
be generated from the 68000's R/W and AS/UDS/LDS signals. 
The 8500 clock (PCLK) is generated by dividing down the 
68000 clock. 


“Note: The register select/control pins have different names on each 
of the 8500 peripherals. 
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The Interrupt Request line (INT) can be wire-ORed together 
and connected to one of the IPLo-!PL2 inputs on the 68000, 
giving all the peripherals a common interrupt priority level. 
An alternate method might be to give each of the peripherals 
a separate priority level (which would require priority en- 
coding). The interrupt acknowledge line must be generated 
from the CPU status lines (FC9-FC.) by the PAL. Whenever an 


interrupt acknowledge cycle is started, FCo-FC2 equal all... 
ones. The Interrupt daisy chain control pins (IEI and IEO on > 


each 8500 device) are tied together in a standard priority 
daisy chain arrangement (see Figure 1). When implementing 
the daisy chain, arbitration delay down the chain must be ac- 
counted for in the PAL signal generation logic. The chip 
enable pins for each of the 8500 devices must come from the 
system memory mapping logic. The system designer must 
also provide an 8500 PAL enable line to select the PAL con- 
troller whenever any one of the 8500 devices has been 


HIGHEST 
PRIORITY 
PERIPHERAL 


(FIRST) 


(MIDDLE) 


selected. The DTACK signal back to the CPU will be 
generated by the PAL logic using an internally implemented 
state counter to generate the correct timing. The output is im- 
plemented as a simulated open collector output sothatother - 
non-Am8500 peripherals in the system can use the DTACK 
line. , 


Another problem with interfacing general purpose peripher- 
als to the 68000 is timing. Most peripherals run at speeds con- 
siderably slower than the 8, 10, 12, and 16MHz CPUs being 
produced today. This means using either a slower. clock or 
dividing down the CPU clock. In the case of the 8500 family 
this generally means dividing the CPU clock in half and using 
a CPU operating at less than or equal to 12MHz. Aside from 
Just speed problems, system integrators frequently have to 


LOWEST * 
PRIORITY 
PERIPHERAL 


(MIDDLE) 


}+————tsettle 
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Figure 1 


Table 1. Interrupt Daisy Chain/Propagation Delay 


Chain Position (ns) 
Pett cision | First | 


: First position timing is INTACK to lEO. 
Middle position timing is IE! to IEO. 
Last position timing is IE] to data strobe set-up. 


03862A-122 
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tackle subtle timing differences between signals or from 
devised signal equivalents, e.g., deriving the Am8500 RD, WR, 


and DTACK from the 68000’s LDS aid R/W; or guaranteeing 


data set-up and hold times. 


The 68000 has two ways of interfacing to peripherals such as 
the 8500 family. The first uses the special VPA (Valid Peripher- 
al Address) input pin on the 68000. The VPA pin can be acti- 
vated by the Am8500 device select logic at the start of acycle 
to tell the 68000 that a peripheral is being accessed. This in- 
terface was designed to allow the slow, synchronous bus 
6800 peripherals to talk to the 68000’s asynchronous bus un- 
til the new 68000 peripherals could be produced. Also, the 
VPA interface has a slow access rate (a minimum peripheral 
access time of over 1000ns not including recovery time) 
which would slow down the CPU considerably. And, since all 
the 68000 peripherals are being designed to use the asyn- 
chronous method, this interface will not be discussed. 


When writing data, the 68000 puts address and data onto 
their respective buses and uses the DTACK line as a “got 
data successfully” handshake from the selected device. 
When the DTACK line is recognized, the 68000 removes ad- 
dress and data one CPU clock later. This method allows the 
user to take advantage of the asynchronous bus of the 68000. 
The major difference between the 8500 family and the 68000 
DTACK timing is the way datais strobed in and out of the 8500 
chips. The 8500 devices sample the data on the falling edge 
of WR. The 68000 asserts an address (when reading) onto the 
bus and then uses the DTACK signal from the selected 
peripheral (memory included) to indicate valid data and then 


PCLK 
(= 4MHz) 


DATA OUT 
OF PERIPHERAL 


WR 


DATA IN 
TO PERIPHERAL 


samples on the next falling edge of the CPU clock. The other 
method of interfacing the Am8500 family to the 68000 uses 
the Data Transfer Acknowledge nana oye: 


DESIGN APPROACH 


Two different methods of interfacing 8500 devices to the 68000 
bus will be presented. One method allows the user to obtain 
fast access to all the 8500 devices. However, some minimum 
software requirements are imposed. The other interface slows 
down the access rate by the CPU but guarantees al! 8500 
minimum timing span ticailions and imposes no soltwale 
overhead. 


There are several timing requirements imposed by the 8500 
family. The first involves read/write access to the parts. The 
8500 (4MHz) peripherals have a read/write/interrupt acknowl- 
edge timing as shown in Figure 2. The minimum read/write 
access time is 400ns. This means the. PAL interface must 
guarantee a valid access cycle of greater than 400ns (by forc- 
ing the 68000 to execute several wait states). 


The basic read or write cycle generated by the PAL interface 
looks like Figure 3. The 68000 R/W and LDS lines have been 
converted into 8500 RD and WR control signals and with a 
state timing generator, produce the 68000 data valid signal 
DTACK. While the 8500 peripherals latch the data internally 
on the falling edge of ' of WR, all 9500 (Intel-type) peripherals use 
the rising edge of WRto strobe in data. So, the timing used is 
designed to guarantee proper set- -Up and hold time for both 


Am8500 and Am9500 devices. 


INTERRUPT 
ACKNOWLEDGE 
CYCLE 


a VALID DATA 


Figure 2. Am8500 Interface Timing (4MHz) 
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The DTACK control logic is the only control line which 
employs any sort‘of special timing in both of the PAL inter- 
faces. In order to guarantee proper set-up and hold time for 
write operations to the 9500 parts, it was necessary to start 
the DTACK cycle in the middle of a PCLK cycle. Hence, it was 
necessary to use the CPU clock to condition the assertion of 
DTACK. Using the Cg(PCLK) and the C;-C3 inputs only, would 
have allowed a potential set-up time violation during a write 
operation under worst case conditions for an 8MHz 68000. 


The Interrupt acknowledge cycle is very similar to the 
read/write cycle; only two differences exist. First, the inter- 
rupt acknowledge cycle involves only a read operation (see 


interrupt acknowledge timing In Figure 3). Secondly, the read. 
cycle needs to be stretched out to allow time for the interrupt 
daisy chain to resolve priority. If a parallel priority resolution 
scheme is used, then only the priority decode time delay and 


‘peripheral response time is added on to the interrupt cycle. 


The interrupt time delay varies, based on the number of 8500 » 
devices in the daisy chain. The time delay is based on the 
8500’s position In the chain: first, somewhere in the middle, 
and the last device in the daisy chain (see Table 1). Both of the 
current PAL interfaces assume there are three 8500 Perpner: 
als in the interrupt daisy chain. 


AmPAL16R4 


Figure 3a 
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READ/WRITE 
CYCLE 


INTERRUPT 
ACKNOWLEDGE 
CYCLE 
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“Delay time assumes three Am8500 devices in the daisy chain. 
Note: RD and WR may not be asserted LOW simultaneously. 


Figure 3b. PAL Generated Interface Signals 





The PAL interfaces offered are designed to give the system 
designer maximum flexibility in integrating Am8500 periph- 
erals with 68000 based systems. The first version is designed 
to allow maximum access to the 8500 devices (see Figure 4a). 
It does this by delegating the read/write recovery time into 
software. All 8500 peripherals have a minimum post access 
recovery time, i.e., they can’t be accessed for a minimum 
period of time after being read or written (see Table 2). Gener- 
ally, this restriction manifests itself only if the CPU has to 
make repeated accesses to the same peripheral part rapidly. 


While the instruction fetch time of the CPU allows for some ~ 


recovery time, it doesn’t guarantee enough time (since the 
average recovery time is approximately 1000ns and a 68000 
instruction fetch requires a minimum of 500ns@8MHz). 


Hence, the first design requires the user to implement mini- 


mum software recovery time. 


The software recovery routines in this case generally take the 
form of executing 1-2 instructions (depending on execution 
_and fetch time) in between accessing the same 8500 device. 
For most systems, these instruction executions can be used 
to process the data just received. Another method of insuring 
the minimum peripheral recovery time is to juggle the access- 
ing of the 8500 devices in the system so the recovery time re- 
quirement is not violated. 


The second design (see slow PAL timing in Figure 4b) relieves 
the user of.all software considerations when using the 
Am8500 parts. The recovery time is built into the PAL design. 
This is done by delaying access on the read/write and then 
taking advantage of the 68000 next instruction fetch to 
guarantee that the minimum recovery time is given. Also, a 
minor change was required in the interrupt acknowledge tim- 
ing, i.e., stretching out the INTACK timing slightly to avoid a 
potential glitch on the RD line after an interrupt acknowledge 


cycle. 


The advantage of software-independent hardware is offset 
by longer read/write cycles to the peripherals, even for single 
accesses. Also, the user is denied access to another 8500 
peripheral until the minimum recovery time has been met for 
the previous one. However, having software-independent 
hardware is sometimes an important feature in a system; and 
slowing down the peripheral access rate slightly is a small 
price to pay for it. Note, the interrupt acknowledge cycles for 
both designs are virtually the same. This occurred because 
the normal interrupt processing by the 68000 guarantees that 
another access to the 8500 parts cannot occur in time to 
violate their access recovery times. Hence no software delay 
is needed for the fast access interface. 


The interrupt acknowledge delay (for the daisy chained prior- 
ity resolution scheme) in this example has been chosen by 
using an assumption of three 8500 peripherals in the chain. 
Larger or smaller numbers of parts in the daisy chain would 
increase or decrease this result with minor changes to the 
PAL logic equations. The design is flexible enough to support 
the addition of at least 3 more peripherals in the daisy chain. 


The PAL equations and logic diagram for both designs are 
given at the end of the article. The equations were derived 
directiy from their respective timing diagrams (Figures 4a 
and 4b). Some obvious logic simplification was done on the 
initial equations to reduce the number of terms. The integra- 
tion of the Am8500 peripherals and the PAL timing generator 
are shown in a sample configuration in Figure 5. 


Finally, the design presented was optimized for an 8BMHz 
68000 system and 4MHz 8500 parts. The timing/state counter 
(Co-C,) only counts as far as it is needed. Higher perform- 
ance CPUs, up to 12MHz, can be used with this interface, but 
6MHz 8500 parts will have to be used. 


Table 2. Peripheral Access Recovery Time 


Peripheral 5 


Greater than 6 PCLK cycies + 200ns 
Greater than 3 PCLK cycles or 1000ns 


Greater than 1000ns 
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DTACK Wie Y ; NORMAL 


READ/WRITE 


: : ‘CYCLE: 


‘ 


READ DATA SUE COED 


INTERRUPT 
ACKNOWLEDGE 
CYCLE 
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Figure 4a. “Fast” PAL Am8500 to MC68000 


£g°S 


DCLK (8MHz ‘ 
CPU CLOCK) _ 


READ DATA ro: CD occcncnresennnnnEnEeE 


1 


Figure 4b. “Slow” PAL Am8500 to MC68000 
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READ/WRITE 
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INTERRUPT 
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Figure 5. PAL Am8500 to MC68000 Hookup 
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PAL16R4 PAL DESIGN SPECIFICATION 
PATOSO © - MARK YOUNG 1/21/83 
FAST AM8500 TO MOTOROLA 68000 PAL 

ADVANCED MICRO DEVICES 

CLK DCLK /CS /RESET /LDS RW FCO FCl FC2-GND 

/OE /RD /WR /C3 /C2 /C1 /CO /INTACK /DTACK VCC 


: STATE MACHINE COUNTER CO - C3 . 
CO := /CO ; 8500 CLK 


CO#/C1*CS#LDS* /RESET 
/CO*C1*CS*LDS*/RESET 


(?) 
bo 


CO*C1*/C2*#CS*/RESET 
/C1*C2*CS*/RESET 
/CO*C1#C2*CS*/RESET 


++i 


CO*C1*C2*/C3*CS*/RESET 
/C1*/C2*C3*CS*/RESET 
/CO#C1*/C2*C3*CS*/RESET 


a 
Ww 
++i 


C1*/C2*/C3*RW#*/ INTACK*CS* /RESET ; NORMAL READ 
/C1*C2*/C3*RW*/ INTACK*CS*/RESET ; NORMAL READ 
CO*C1#C2*/C3* INTACK*CS*/RESET ; INTERRUPT ACKNOWLEDGE 
RD* INTACK*CS*/RESET INTERRUPT ACKNOWLEDGE 


aw 
o 
tee 


= 
bo] 
li 


C1*/C2*/C3*/RW#CS*/INTACK*/RESET ; WRITE OPERATION 
/C1#C2*/C3%*/RW*CS*/ INTACK*/RESET ; WRITE OPERATION 


+ 


; DATA ACKNOWLEDGE 
IF (cS) DTACK = TCE con inn eon vies 
+ DTACK*RD*/RESET 
+ DTACK*WR*/RESET 
+ 7 nena cot (cia eal cas CHE ESET 


; INTERRUPT ACKNOWLEDGE 
INTACK = FCO*FC1*FC2#C1*/C3*LDS*/RESET 
+ C2*FCO#FC1*FC2*/RESET 
+ /C1*C3*FCO*FC1*FC2*/RESET 
+ /CO*C1*C3*FCO*FC1*FC2*/RESET 
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ONE EXCEPTION ARE THE CO ~ C3 PINS. THESE ARE DEFINED 
AT THE REGISTER OUTPUT LEVEL (NON-INVERTED) BECAUSE ~- 
THEY WERE DIRECTLY DERIVED FROM THE TIMING DIAGRAMS 
AND THIS MAKES IT EASIER TO RELATE TO THE TIMING 


DIAGRAM. 
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WRITE OPERATION 


’ 
’ 
? 
’ 
, 
y 
? 
? 
? 


OHV HOHOHVOHOHOHOHOHnOY4 


/OE /RD /WR CO Cl C2 C3 /INTACK /DTACK 
C 
L 


CLK DCLK /CS /RESET /LDS RW FCO FCl FC2 


; RESET SEQUENCE 
H 
H 
H 
H 
H 
H 


;INTACK CYCLE 


OHFOHOH 


en eo en 


FUNCTION TABLE: 
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THE INTERFACE 


THE USER, HENCE, IS ABLE TO GET 


MAXIMUM ACCESS WITH MINIMAL WAIT STATE INSERTION. 


THE PAL USED IS A MEANS TO PROVIDE FOR THE FASTEST POSSIBLE 
PROVIDES TOTAL SIGNAL COMPATIBILITY. 


THE REQUIREMENTS FOR THIS MAXIMUM ACCESS UTILIZES IMPLE- 
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MENTED SOFTWARE FOR REPEATED ACCESSES. 


DESCRIPTION: 
THE 68000. 
INTERFACE. 
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PAL16R4 PAL DESIGN SPECIFICATION ° 
PATO50 - MARK YOUNG 1/21/83 
FAST AM8500 TO MOTOROLA 68000 PAL PG 
_ ADVANCED MICRO DEVICES 
*D9724 
*FO* 
LOOOO 1111 1011 1111. 1111 1111 
L0032 1011 1101 0101 1101 1110 
L0064 1110 1111 0111 1111 1111 
LO096 1110 1111 0111 1111 1111 
LO128 1011 1110 0110 1101 1101 
L0256 1111/1111 1111 1111 1111 
LO288 1111 1111 0111 1010 1111 
L0320 1111 1111 0111 1111 1110 
LO352 1111 1111 0111 1101 1111 
L0384 1111 1111 0101 1110 1111 
LO512 1111 1111 1101 1111 1111 
LO768 1111 1011 0110 1001 1111 
LO800 1111 1011 0101 1010 1111 
L1024 1111 1011 0110 1110 1101 
-L1056 1111 1011 0111 1101 1110 
L1088 1111 1011 0101 1110 1110 
L1280 1111 1011 0110 1110 1110 
L1312 1111 1011 0111 1101 1101 
L1344 1111 1011 0101 1110 1101 
L1536 1111 1111 1111 1111 1111 
L1568 1111 1001 0111 1110 1001 
L1600 1111 1001 0111 1101 1010 
L1792 1111 1111 1111 1111 1111 
L1824 1111 1001 0111 1110 0101 
L1856 1111 1001 0111 1101 0110 
L1888 1111 1010 0110 1110 1110 
L1920_1111 1010 0111 1111 1111 
C58CO* . 
VO001 C110XXXXXOOHHHHHLHZ1 * 
VOO02 0010XXXXXOOHHHHHLHZ1 * 
VO003 C111XXXXXOOHHHHHHHZ1 * 
vo004 0011XXXXXOOHHHHHHHZ1 
vo005 C111XXXXXOOHHHHHLHZ1 
vO006 0011XXXXXOOHHHHHLHZ1 
VO007 C111XXXXXOOHHHHHHHZ1 
VvOOO8 0011XXXXXOOHHHHHHHZ1 
VOO09 C111XXXXXOOHHHHHLHZ1 
VvO0O10 0011XXXXXOOHHHHHLHZ1 
VOO11 C111XXXXXOOHHHHHHHZ1 
vO012 000100XXXOOHHHHHHHH1 
VO013 C10100XXXOOHHHHHLHH1 
vO014 000100XXXOOHHHHHLHH1 
VvO0O15 C10100XXXOOHLHHLHHH1 
VO016 000100XXXOOHLHHLHHH1 
VO0017 C10100XXXOOHLHHLLHH1 
VvO018 000100XXXOOHLHHLLHH1 
V0O019 C10100XXXOOHLHLHHHH1 
vO020 000100XXXOOHLHLHHHL1 
Vv0021 C10100XXXOOHLHLHLHL1 


Ke ek KK OK KOK KKK KOK KK KK OK Kk Kk KK KK Ke 


*k Ke KR Ke Ke KKK Ok OK OK Kk Kk KOK Kk OK 
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v0022 
v0023 
v0024 
v0025 
v0026 
V0027 
v0028 
vo029 
v0030 
v0031 
V0032 
v0033 
V0034 
v0035 
V0036 
V0037 
v0038 


' .V0039 


vo040 
voo41 
vo042 
v0043 
VO044 
V0045 
V0O046 
V0047 
vo048 
v0049 
VOO50 
vo0o51 
vo052 
7BCF 


0001 00XXXOOHLHLHLHL1 
C10101XXXOOHHHLLHHH1 
0011XXXXXOOHHHLLHHZ1 
C111XXXXXOOHHHHHLHZ1 
001 1XXXXXOOHHHHHLHZ1 
C111XXXXXOOHHHHHHHZ1 
001 1XXXXXOOHHHHHHHZ1 
C111XXXXXOOHHHHHLHZ1 
0011XXXXXOOHHHHHLHZ1 
C1010111100HHHHLHLH1 
00010111 100HHHHLHLH1 
€1010111100HHHHLLLH1 
00010111100HHHHLLLH1 
C1010111100HHHLHHLH1 
00010111 100HHHLHHLH1 
C1010111100HHHLHLLH1 
00010111100HHHLHLLH1 
C1010111100HHHLLHLH1 
00010111 100HHHLLHLH1 
C1010111100LHHLLLLH1 
00010111100LHHLLLLH1 
C1010111100LHLHHHLH1 
00010111 100LHLHHHLH1 
C1010111100LHLHHLLH1 
00010111100LHLHHLLL1 
C1010111100LHLHLHLL1 
00010111100LHLHLHLL1 
C1010111100HHLHLLHH1 
00111XXXXOOHHLHLLHZ1 
C1111XXXXOOHHHHHHHZ1 
00111XXXXOOHHHHHHHZ1 


ok oe ok ok RK ok ok oe ok ok ok ok ok ok ok OK Kk kK ok ok ok ok ok ok ok ok ok OF 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
03862A-130 
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PALI1O6R4 PAL DESIGN SPECIFICATION . 
PATO51 MARK YOUNG 1/21/83 
SLOW AM8500/9500 TO MOTOROLA 68000 PAL 

ADVANCED MICRO DEVICES 

CLK DCLK /CS /RESET /LDS RW FCO FC1 FC2 GND 

/OE /RD /WR /C3 /C2 /C1 /CO /INTACK /DTACK VCC 


; 

; STATE MACHINE COUNTER CO - C3 

/CO : 8500 CLK 
CO*/C1*/C2*LDS*CS*/RESET 
/CO*C1*/C2*LDS#CS* /RESET 


CO#/C1*C2*LDS*CS* /RESET 
/CO*C1*C2*C2* /C3*LDS*CS* /RESET 


tet 


CO*C1*/C2*CS*/RESET 
/C1*C2*CS*/RESET 
/CO*C1*C2*/C3*CS*/RESET 


++i 


CO#C1*C2*/C3*CS*/RESET 
/C2*C3*CS*/RESET 
/C1®C2*C3#CS#/RESET 


roe arr 


C1*/C2*C3*RW*CS*/ INTACK*/RESET ; NORMAL READ 
/C1*C2*C3*RW*CS*/ INTACK*/RESET ; NORMAL READ 
CO*C1#C2*/C3* INTACK*/RESET ; INTERRUPT ACKNOWLEDGE 
/C1*/C2*C3* INTACK*/RESET ; INTERRUPT ACKNOWLEDGE 
/CO®C1*/C2*C3* INTACK* /RESET ; INTERRUPT ACKNOWLEDGE 


+ 
+ 
+ 
+ 


tl 


C1*/C2*C3*/RW*CS*/INTACK*/RESET — ; WRITE OPERATION 
/C1*C2*C3* /RW*CS*/INTACK*/RESET ; WRITE OPERATION 


+ 


; DATA ACKNOWLEDGE 
IE (CS) DTACK = /DCLK* /CO*/C1*C2*C3* /INTACK/DTACK#/RESET 
+ DTACK*RD*/RESET 
+ DTACK*WR*/RESET 
+ /DCLK*CO*/C1*/C2*C3* INTACK* /RESET 


; INTERRUPT ACKNOWLEDGE 

= FCO*FC1*FC2*C1*/C3*LDS*CS*/RESET 
+ C2*/C3*FCO*FC1*FC2*CS*/RESET 

+ /C2*C3*FCO*FC1*FC2*CS*/RESET 


INTACK 
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AT THE REGISTER OUTPUT LEVEL (NON-INVERTED) BECAUSE 


THEY WERE DIRECTLY DERIVED FROM THE TIMING DIAGRAMS 
AND THIS MAKES IT EASIER TO RELATE TO THE TIMING 
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ONE EXCEPTION ARE THE CO - C3 PINS. THESE ARE DEFINED 
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/OE /RD /WR CO Cl C2 C3 /INTACK /DTACK 


CLK DCLK /CS /RESET /LDS RW FCO FC1l FC2 
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FUNCTION TABLE: 
;RESET SEQUENCE 
';WRITE OPERATION (RW=L) 
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; INTACK CYCLE 
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THERE IS 


AGAIN, THE INTERFACE PROVIDES TOTAL SIGNAL 


THE SLOWZTOM PAL IS A SELF-CONTAINED 8500 TO 68000 INTERFACE. 
~NO USER SOFTWARE REQUIRED FOR THIS INTERFACE, BUT THERE IS A TRADE-OFF 


OF SLOWER ACCESS TIME. 


DESCRIPTION: 
_ COMPATIBILITY. 
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PAL16R4 : PAL DESIGN ‘SPECIFICATION 
PATO51 MARK YOUNG 1/21/83 
SLOW AM8500/9500 TO MOTOROLA 68000 PAL 
ADVANCED MICRO DEVICES 

. *D9724 

. XEO* 

‘L0000 1111 1011 1111 
L0032 1001 1101 1110 
L0064 1110 1111 1111 
L0096 1110 1111 1111 
L0128 1011 1110 1110 
L0256 1111 1111 1111 1111 
LO288 1111 1011 ‘1010 0101 
L0320 1111 1011 1111 0101 
L0352 1111 1011 1111 0110 
LO512 1111 1111 1111 1111 
LO768 1111 1011 1001 1111 
LO800 1111 1011 1010 1111 
LO832 1111 1011 0: 1001 1111 
~L0864 1111 1011 1010 1101 
L1024 1111 1011 1110 1111 
L1056 1111 1011 1101 1111 
‘L1088 1111 1011 1110 1101 
L1280 1111 1011 0110 1110 1101 
L1312 1111 1011 1111 1110 
L1344 1111 1011 1101 1110 
L1536 1111 1111 1111 1111 
L1568 1111 1001 1110 1110 

~ 11600 1111 1001 1101 1110 
L1792 1111 1111 1111 jak b) 
L1824 1111 1001 1110 1110 
L1856 1111 1001 1101 1110 
L1888 1111 1110 1110 1101 
L1920 1111 1110 1101 1110 

- L1952 1111. 1110 1110 1110 

_ C5D43* 
VOOO1 C110XXXXXOOHHHHHLHZ1 
VO002 0010XXXXXOOHHHHHLHZ1 
Voo03 C111XXXXXOOHHHHHHHZ1 
voo04 0011XXXXXOOHHHHHHHZ1 
vo005 C111XXXXXOOHHHHHLHZ1 
VO006 0011XXXXXOOHHHHHLHZ1 
VO007 C111XXXXXOOHHHHHHHZ1 
vo008 0011XXXXXOOHHHHHHHZ1 
VoO009 C111XXXXXOOHHHHHLHZ1 
VO0O10 0011XXXXXOOHHHHHLHZ1 
VOO11 C111XXXXXOOHHHHHHHZ1 
V0012 000100XXXOOHHHHHHHH1 
V0013 C10100XXXOOHHHHHLHH1 
V0014 000100XXXOOHHHHHLHH1 
VOO15 C10100XXXOOHHHHLHHH1 
V0016 000100XXXOOHHHHLHHH1 
VO017 C10100XXXOOHHHHLLHH1 
V0018 000100XXXOOHHHHLLHH1 
VO019 C10100XXXOOHHHLHHHH1 


OK Rk Ke KK OK Kk Kk Ke Ok Kk KK KK KK KK Kk ke OK KK Ok Ok 


* OK Ke Kk Ok Ok oe Ke Ok OK Ok we KK Ok Ke OK OK 
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v0020 
voo21 
vo022 
v0023 
v0024 
v00o25 
V0026 
v0027 
v0028 
v0029 
v0030 
vo0o31 
. VO032 
v0033 
Vv0034 
V0035 
Vv0036 
V0037 
Vv0038 
Vv0039 
vo0040 
vo041 
vo042 
v0043 
VO044 
V0045 
v0046 
Vv0047 
vo048 
vo049 
V0050 
V0051 
v0052 
v0053 
v0054 
vo0o55 
v0056 
V0057 
Vvo058 
vO059 
v0060 
vo061 
v0062 
v0063 
v0064 
vo0065 
Vv0066 
V0067 
vo068 
F7FD 


000100XXXOOHHHLHHHH1 
C10100XXXOOHHHLHLHH1 
000100XXXOOHHHLHLHH1 
C10101XXXOOHHHLLHHH1 
000100XXXOOHHHLLHHH1 
C10100XXXOOHHHLLLHH1 
000100XXXOOHHHLLLHH1 
C10100XXXOOHHLHHHHH1 
000100XXXOOHHLHHHHH1 
C10100XXXOOHHLHHLHH1 
000100XXXOOHHLHHLHH1 
C10100XXXOOHLLHLHHH1 
0001 00XXXOOHLLHLHHH1 
C10100XXXOOHLLHLLHH1 
000100XXXOOHLLHLLHH1 
C10100XXXOOHLLLHHHH1 
000100XXXOOHLLLHHHL1 
C10100XXXOOHLLLHLHL1 
000100XXXOOHLLLHLHL1 
C10100XXXOOHHLLLHHH1 
000100XXXOOHHLLLHHH1 
C11111XXXOOHHHHHLHZ1 
001 1XXXXXOOHHHHHLHZ1 
C111XXXXXOOHHHHHHHZ1 
001 1XXXXXOOHHHHHHHZ1 
C111XXXXXOOHHHHHLHZ1 
001 1XXXXXOOHHHHHLHZ1 
C1010111 1OOHHHHLHLH1 
00010111 100HHHHLHLH1 
C1010111100HHHHLLLH1 
00010111 100HHHHLLLH1 
C1010111100HHHLHHLH1 
00010111 100HHHLHHLH1 
€1010111100HHHLHLLH1 
00010111 100HHHLHLLH1 
C1010111100HHHLLHLH1 


00010111 100HHHLLHLH1 : 


€1010111100LHHLLLLH1 
00010111 100LHHLLLLH1 
C€1010111100LHLHHHLH1 
00010111100LHLHHHLH1 
€1010111 100LHLHHLLH1 
00010111 100LHLHHLLL1 


C1010111100LHLHLHLL1 


00010111 100LHLHLHLL1 
C1010111100HHLHLLLH1 
0011 1XXXXOOHHLHLLHZ1 
C111XXXXXOOHHHHHHHZ1 
001 1XXXXXOOHHHHHHHZ1 


* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
03862A-131 
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The Berkeley-1 Plus— 
_ A High Performance 
~ CPU Utilizing PALs 


by Jeff Kitson and Kevin Ow-Wing 


INTRODUCTION 


This paper illustrates the design of ahigh performance 16-bit 
CPU, called the Berkeley-1 Plus, utilizing PALs. It is intended 
to show where PALs fit into an overall system design, what 
kind of complex functions PALs can implement, and how a 
designer can realize the full advantages of PALs. To oversim- 
plify, PALs fit everywhere in a design. Of the 56 chips used in 
this design, 34 are PALs. In the data path, they are used for 
data steering and data manipulation. Using PALs for data 
steering functions simplified the implementation of a mul- 
tiple bus architecture. The data manipulation functions in- 
clude a 16-bit arithmetic barrel shifter, constant generation 
logic and sign extension logic. PALs are also used exten- 
sively to optimize the control path. For example, control func- 
tions include instruction predecoding, double pipelining 
control, microprogram branch control, register file control 
and special instruction control. 


THE BERKELEY-1 PLUS 


The Berkeley-1 Plus was originally conceived of at the Univer- 
sity of California, Berkeley as a design project for computer 
architecture students. The Berkeley-1 Plus is essentially a 
PDP-11 16-bit general purpose computer with a streamlined 
instruction set. The Berkeley-1 Plus was chosen as a test 
vehicle for PAL system design for three reasons. First, the 
authors had already designed the computer (in the class at 
Berkeley) using a limited parts list consisting mainly of fixed- 
function TTL SSI/MSI devices. This provided a benchmark for 
the new design. Second, the original computer design by the 
authors was done separately and the new design was a joint 
effort. This proved to be a true test of the flexibility of PALs 
because of the effect of one designer’s changes on the other. 
Finally, the architecture was not conceived with any par- 
ticular device limitations in mind. This allowed the authors to 
optimize the PALs to implement the architecture, instead of 
optimizing the PALs to fit a constrained architecture limited 
by available devices. 


ARCHITECTURE 


The architecture of the Berkeley-1 Plus, like any other 
computer, is defined by the instruction set and the func- 
tional blocks required to implement the instruction set. The 
Berkeley-1 Plus architecture is organized as a two address, 
register based processor to implement its simple, yet power- 
ful instruction set. The processor interfaces to a 16-bit ad- 
dress bus and a 16-bit data bus. This allows the processor to 
address up to 64K of memory and to operate on 16-bit data 
and instruction words. Instruction words are orthogonal in 
nature allowing selection of the instruction opcode to be in- 
dependent of the selection of both operand addressing 
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modes (for instructions with operands). The instruction set 
‘and addressing modes are shown in Appendix A. To imple- 
ment the instruction set, the architecture is defined to con- 
tain an arithmetic and jogic unit (ALU), an eight location 
register file (RF), a 16-bit program counter (PC), a 16-bit in- 
struction register (IR), and a 4-bit processor status word 
(PSW). In addition, the processor also supports interrupts 
and illegal instruction traps. 


INSTRUCTION SET 


Berkeley-1 instructions have a general format that divides the 
instruction word into a separate 4-bit instruction opcode field 
(OPCODE), 6-bit source operand field (GOURCEOP) and 6-bit 
destination operand field (DESTOP). The general format is as 
follows: 


OPCODE DESTOP 


15 12 11 6 5 0 
The OPCODE field encodes which of the sixteen instructions 
is to be executed. This is true for all Berkeley-1 instructions, 
even those that do not follow the general format. The 
SOURCEOP field encodes which of the seven addressing 
modes is to be used to find the source operand. The DESTOP 
field is the same as the SOURCEOP field except that it also 
defines where the resit of an instruction is placed. For ex- 


ample, if the instruction is an addition, the SOURCEOP is 
register 1 and the DESTOP is register 2, the values inside of 


SOURCEOP 


‘registers 1 and 2 would be added together and placed in reg- 


ister 2. 


The instructions adhering to the general format include move 
(MOV), addition (ADD), subtraction (SUB), compare (CMP), 
logical and (AND), logical or (OR), exclusive-or (XOR), shift 
level (SHL), shift right (SHR), load multiple registers with 
memory (LDM), and store multiple registers to memory (STM). 
The unconditional jump (JMP) and unconditional jump to 
subroutine (CALL) instructions have the same general format 
except the SOURCEOP field is unused because the jump 
address is derived from the DESTOFP field only. The uncondi- 
tional return from subroutine (RET) and interrupt enable/dis- 
able (INTENB) instructions differ from the general format 
because they do not need any operands. The only instruction 
which differs from the general format significantly is the con- 
ditional branch (CBR) instruction. 
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The format of the CBR instruction is as follows: 
OPCODE BRCOND BROFFSET 
15 0 


12 #11 8 7 
The 4-bit BRCOND field is used to select which of sixteen 
branch conditions are to be tested. The branch conditions 
are derived from the PSW. The BROFFSET field is an 8-bit 
signed offset that is added to the program counter, when the 
tested condition is true, to provide anew address. This allows 
position independent code, but limits the range of the CBR in- 


struction to + 127 or — 128 locations relative to the program 
counter. 


Each instruction is defined in more detail in Appendix A. 


ADDRESSING MODES 


As previously mentioned there are seven different address- 
ing modes that can be used to address operands. These 
addressing modes are: short immediate, register, register 
indirect, register indexed, absolute, stack pointer auto-incre- 
ment, and stack pointer auto-decrement. The short immedi- 
‘ate addressing mode is selected when the uppermost bit of 
the operand field (GOURCEOP or DESTOP) is zero, leaving 
the lower five bits of the field as the operand. The format for 
short immediate is as follows: 


DESTOP VALUE 
0 


SOURCEOP VALUE 


fl 


- 0 5 4 
To encode the addressing modes that specify registers into 


the SOURCEOP and DESTOP fields, these two fields are 
each further divided into two smaller 3-bit fields as follows: 


SOURCEMODE SOURCEREG DESTMODE DESTREG 


5 3.2 ~ 0 5 3 2 0 
The SOURCEMODE and DESTMODE fields encode the ad- 
dressing mode and the SOURCEREG and DESTREG fields 
select one of the eight registers. These modes are: register, 
register indirect, and register indexed. The remaining ad- 


dressing modes, absolute, stack pointer auto-increment, and 
stack pointer auto-decrement, that do not use registers are 


selected by the register field when the mode field is equal to 


seven. Seven was chosen because the stack pointer is 
register seven in the register file. The format for these modes 
is shown below: - 


SOURCEMODE SOURCEREG DESTMODE DESTREG 


5 3 2 05 | 3 2. 0 
The addressing modes are shown in more detail in Appendix A. 


IMPLEMENTATION. 


The implementation of the Berkeley-1 is obviously controlled 
by the architecture, but the architecture definition does not 


contro! the method of implementation. For example, the 
16-bit arithmetic operations specified in the instruction set 
could be done serially four bits at a time in four repeatable 
cycles. This could result in a minimum parts count, but also 
in a very slow ALU. Conversely, an instruction can be exe- 
cuted at the same time as the next instruction is being de- 
coded and the next one after that is being fetched. This 
results in a very fast machine, but parts count and the com- 
plexity of doing many things in parallel can be costly. The 
objective of this implementation of the Berkeley-1 Plus was 
to build avery high performance CPU that could fit ona single 
board with a very fast synchronous memory. This required a 
minimum parts count while implementing a complex ma- 
chine operating in parallel. Thus PALs were brought to the 
rescue. Their ability to implement complex, custom func- ' 
tions at high speeds made them the ideal choice. 


A block diagram of the CPU appears in Figure 1. It is charac- 
terized by multiple buses and functional blocks that have 
multiple input sources and multiple output destinations. The 
multiple buses and multiple input/output functional blocks 
facilitate parallel operation. The five major buses are the 
memory data bus (DBUS), the memory address bus (ABUS), 
the source operand bus (RBUS), the destination operand bus 
(SBUS), and the result bus (YBUS). The DBUS and ABUS are 
used for interface to the external world and the RBUS, SBUS 
and YBUS are used for internal CPU operations. The ten func- 
tional blocks are the ALU and register file, PC, IR, memory 
data register 1 (MDR,), memory data register 2 (MDRo), 
memory address register (MAR), barrel shifter, value register, 
RBUS control and SBUS control. The only other major func- 
tional block is the control sequencer. 


The control sequencer block diagram appears in Figure 2. 
The control sequencer consists of two instruction mapping 
PROMSs, a horizontal! pipelined microprogram memory and a 
PAL conditional microbranch controller. 


Significant performance enhancement resulted from the 
parallel, double-pipelined design implementation. For ex- 
ample, in a single cycle the Berkeley-1 can perform a barrel 
shift of up to 16 places while decoding the next instruction, 
incrementing the PC, fetching the next instruction plus one, 
and testing forinterrupts and traps. All of this takes placeina 
worst case cycle time of 131ns. Effectively, due to all of these 
operations happening at the same time instructions are per- 
formed in a single cycle (short immediate and register mode 
only). This results in the Berkeley-1 Plus performing approx: 
imately 7.5 million instructions per second (7.5 MIPs). The 
timing and critical path analysis appears in Appendix B. 


The actual design was divided up by the authors so that one 
was responsible for the data path and the other was respon- 
sible for the control path. The CPU portion shown in Figure 1 
was designed by Jeff and the control sequencer of Figure 2 
was designed by Kevin. This resulted in a more or less clean 
interface for interaction between the designers. Every time 
an optimization was contemplated in the CPU, an analysis 
had to take place to see if the control sequencer could sup- 
port it or if the change was worth changing the sequencer, 
too. Likewise, every time the control sequencer needed to be 
changed the effects on the CPU had to be analyzed. With 
PALs, most of these changes were easily implemented by 
reprogramming a device by one designer or the other. For ex- 
ample, the original designs were not double-pipelined, but 
Jeff made changes in the data path and Kevin changed the 
control path to support it. Thus most of the design effort was 
in deciding the method of an optimized implementation (and 
working relationship) because of the flexibility of PALs toim- - 
plement a design change easily. 





5-72 


MEMORY DATA 
REGISTER 1 


MEMORY DATA BUS (DBUS) 


DECREMENT . INSTRUCTION 
REGISTER REGISTER 


VALUE 
REGISTER 


RBUS CONTROL ; SBUS CONTROL 
PALs , PALs 


TWO-PORT 
REGISTER FILE 


ARITHMETIC 
LOGIC UNIT 


Am29203A 


PROGRAM BARREL 
COUNTER SHIFTER 


MEMORY ADDRESS 
REGISTER 


MEMORY ADDRESS BUS (ABUS) 


Figure 1. CPU Block Diagram 


5-73 : 


MEMORY DATA 
REGISTER 2 


03862A-132 





LG 


CONDITION CODES 


MICROBRANCH 


CONTROL 
PAL 





MEMORY DATA BUS 


INSTRUCTION 
REGISTER 


INSTRUCTION 


INSTRUCTION MAPPING 
MAPPING PROM 2 
PROM 1 


EXECUTION DECODE REGISTER 


MICROPROGRAM ADDRESS BUS 


MICROPROGRAM PROM 


PIPELINE REGISTER 


ALU AND SHIFTER MEMORY PROGRAM COUNTER RBUS $BUS JUMP VECTOR 
CONTROL CONTROL CONTROL CONTROL CONTROL MICROADDRESS MICROADDRESS 


Figure 2. Control Sequencer Block Diagram 


03862A-133 





Asimplified state diagram of the Berkeley-1 Plus appears in 
Figure 3. The state diagram should allow the reader to easily 


understand the complexity of a double-pipelined CPU andto . 


get a feel for how this Implementation of the Berkeley-1 Plus 
actually performs instructions. 


The various functional blocks are described in detail in the 
following sections. A logic diagram and PAL DESIGN 
SPECIFICATION for each PAL used in this design appear in 
Appendix C. 


_ALU AND REGISTER FILE 


‘The logic diagram of the ALU and register file is shown in 
Figure 4. It is implemented with four 4-bit slice Am29203 
bipolar microprocessors and one Am2902A high speed look- 
ahead carry generator. A block diagram of the Am29203 ap- 
pears in Figure 5. The Am29203s were chosen because their 
internal three bus architecture, two-port register file, ALU, 
ease of control from microcode, and high speed fit ideally 
into the design. 


The three internal buses of the Am29203 interface directly to 
the three internal buses of the system (see Figure 1) via I/O 
pins on the device. The A port of the Am29203’s register file is 
gated onto the RBUS by the signal OEA, the B port of the 
register file is gated onto the SBUS by OEB, and the ALU out- 
put is gated onto the YBUS by OEY. Each of the control 
signals comes directly from microcode. 


The two-port register file of the Am29203 allows reading both 
source and destination operands from the register file and 
writing an operation result into the destination in a single 
cycle. This capability is a necessity for performing the execu- 
tion cycle of an instruction in a single CPU cycle, The source 
and destination registers are addressed on the A and B ad- 
dress inputs by the value register (explained later). Writing an 
operation result to the destination register is controlled by 
the microcode signal WR REG. 


The ALU in the Am29203 is controlled directly from micro- 
code on the instruction inputs (INST(8:0)) and by the INSTEN 
input. The ALU performs all arithmetic and logical operations 
specified in the Berkeley-1 Pius architecture except the 
single state barre! shift. The single state barrel shift is per- 
formed in PALs (explained later). In addition, the Am29203 
has capabilities such as BCD arithmetic, multiply and divide 
not specified by the Berkeley-1, but which could be added to 
the system by simply rewriting some of the microcode. 


BARREL SHIFTER 


The barrel shifter is an excellent example of the trade-off be- 
tween minimal implementation and performance. One easy 
implementation is to use the single bit shifter already present 


inside the Am29203. Unfortunately, a shift of fifteen bits . 


would take fifteen CPU cycles. This is an acceptable level of 
performance only in machines that require a minimum 
amount of shift capability. Another alternative is to imple- 
ment a barrel shifter which can perform a shift of any arbi- 
trary number of bits in a single cycle. This alternative, 


~ although high in performance, can be complex to implement. — 


An MSI solution would require the use of sixteen Am253S10 
shifters. Another question is where to put the shifter; follow- 
ing the ALU or in parallel with the ALU. If the barrel shifter is 
implemented following the ALU, every operation must pass 


through the ALU and the shifter resulting in a long delay. This 
is clearly unacceptable in a system where speed is the criti- 
cal factor. In parallel, the delay is small but extra hardware is 
necessary to calculate the zero condition code which can no 
longer be calculated in the ALU. This is not a trivial task 
because condition codes must be calculated in parallel with 
the shift to maintain speed and therefore it is conditional 
which data bits affect the condition codes! (In MSI, this 
would require an additional barrel shifter for zero calculation.) 
In addition, hardware (two Am25LS244s) is required to gate 
the proper source, ALU or barrel shifter, onto the YBUS. 


The Berkeley-1 uses eight AMPAL16H8As to implement the 
barrel shifter in parallel with the ALU for the highest perform. 
ance while maintaining a reasonable parts count. In addition, 
the barrel shifter PALs perform condition code calculation on 
the data and can be gated onto the YBUS. The barrel shifter is 
shown in Figure 6. The implementation is in two levels; the 
first is the nibble shifter and the second is the bit shifter. The 
nibble shifter performs a shift of 0, 4, 8, or 12 bits based on the 
upper two bits of the four-bit shift distance (RBUS(3:2)). The 
nibble shifter also performs the zero condition code calcula- 
tion based upon all four shift distance bits (RBUS(3:0)), the 
data (SBUS(15:0)), and the microcode control inputs INST(0) 
and SHIFTER/ALU. The second level is the bit shifter which 
performs aright or left bit shift of 0, 1,2, or 3 places controlled 
by the lower two bits of the shift distance (RBUS(1:0)) and the 
microcode input SHR/SHL. In addition, the SHIFTER/ALU in- 
put controls the gating of the bit shifter onto the YBUS. 


INSTRUCTION REGISTER 


The instruction register (IR) is a good example of how PALs 
can be used to optimize a common function. An instruction 
register is generally used to receive instructions off of the 
data bus during memory fetch operations. The instruction is 
then decoded by the control sequencer and the instruction is 
executed. Any data in the instruction word, such as an im- 
mediate value or branch address, is operated on during the 
execution cycle. The Berkeley-1 instruction register performs 
the same function as well but in a special manner. Instruction 
information used during the decoding cycle is separated 


‘from information used during execution cycle. This allows 


the IR to predecode instructions on-the-fly from sixteen bits 
down to ten bits as they are received off of the data bus 
without losing data in the instruction word. The result is a 
significant increase in control sequencer speed. 


The instruction register can be seen in Figure 7. The IRis im- 
plemented with two AMPAL16R8As and one Am29825 8-bit 
register. The microcode input CEIR when low enables instruc- 
tions to be clocked into the IR. The full instruction register is 
22 bits wide. This includes the 10-bit field (MAP ADR(9:0)) of 
predecoded instruction information and a 12-bit” field 
(IR(11:0)) of data information. 


Predecoding of the instruction from sixteen bits down to ten 
is accomplished by encoding the SOURCEOP and DESTOP 
fields down from six bits each to three bits each. 


MAP ADR(Q:0) 
OPCODE SOURCEOP — DESTOP 
9 6 5 3 2 0 


Cesk ad 
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Figure 3b. Berkeley-1 Plus Simplified State Diagram 
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Figure 6. 16-Bit Barrel Shifter 
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Each three-bit field contains a value for one of the seven ad- 
dressing modes or a value stating an illegal mode was 
chosen. 


MODE VALUE 


Absolute 000 
SP Auto-increment 001 
SP Auto-decrement 010 
Short Immediate 011 
Register 100 
Register Indirect 101 
Register Indexed 110 
* Mlegal 111 


The MAP ADR(9:0) outputs are sent directly to the address in- 
puts of the 1K mapping PROMs in the control sequencer. 


The data field (IR(11:0)) is simply the lower twelve bits of the 
instruction word (i.e., everything but the opcode). IR(11:0) are 
sent directly to the value register. Notice that all 22 bits of the 
IR are always on and no three-state control is necessary, 


VALUE REGISTER AND DECREMENT REGISTER 


The value register is used to contain the instruction informa- 
tion, such as a conditional branch address, immediate data 
values, and/or register file addresses, necessary for the ex- 
ecution cycle. The value register is required to support the 
double-pipelined architecture implemented. For example, 
during atypical double-pipelined cycle where instruction nis 
being fetched from memory and instructionn—-1is inthe IR 
and being decoded, instruction n — 2 is being executed. With- 
out the value register the information necessary to execute 
instruction n — 2 would be lost. This register is the prinicipal 
additional hardware required to implement double-pipelin- 
ing. The value register, along with the decrement register, 
also controls all of the addressing required for the register 
file. 


The value register i is s implemented using three identically pro- 
grammed AmPAL16R6As and the decrement register.is im- 
plemented using a single AMPAL16R4A. Both can be seen in 
Figure 7. The microcode Input CEVR when Iow enables data 
to be clocked into the value register. The value register pro- 
vides data information on the VR(11:0) outputs, the A address 
for the register file on the A ADR(2:0) outputs, and the B ad- 
dress on the B ADR(2:0) outputs. VR(11:0) is simply 1R(11:0) 
delayed by one clock cycle. 


Register A and B address selection is controlled by the RFAR 
SEL(3:0) inputs from microcode. The address selection com- 
binations on the A address include the SOURCEREG(2:0) 
field (obtained from the IR or VR) and a HOLD mode. The ad- 


dress selection combinations on the B address include the | 


DESTREG(2:0) field, SOURCEREG(2:0) field, decrement 
register, and a HOLD mode. Address selection is obtained 


from the IR on instructions that are to be executed in the - 


following cycle and from the VR on instructions where mul- 
tiple operand fetch and instruction execute cycles are 
necessary. The decrement register is used as an address 
source for the special LDM and STM instructions (see Appen- 
dix A) which require the loading and se of multiple 
registers in sequence. 


- The decrement register i is loaded with the address of the first 
register to be operated on and simply provides sequential ad- 
dresses of the next registers to be operated on. The decre- 
ment register is loaded from the RBUS(2:0) when the register 
is selected via an immediate or register addressing mode or 
from the DBUS(2:0) when a memory addressing mode is se- 
lected. Loading and decrementing are controlled by the 
microcode inputs DR SEL(1:0). Additionally, the decrement 


register is gated onto the RBUS(2:0) when the microcode in- 


- put OERBUS is low to provide the lower three bits so that they _ 


can be added as an offset to the memory address where data 
is to be stored or loaded. 


RBUS CONTROL PALs 


The RBUS control PAL logic consists of two AMPAL16H8As 
and is shown in Figure 8. Their primary function is to perform 
sign extension for short immediate source operands and to 
put constant values onto the RBUS. SOURCEOP(4) selects 
the sign of the short immediate operand. The function is con- 


_ trolled by the microcode signal RBUS SEL. Additionally, they 


are used to gate zeroes onto the upper thirteen bits of the 
RBUS when the decrement register is on the lower three bits. 
This is controlled by the microcode signal OERBUS(15:3). The 


. signal OERBUS(2:0) gates the lower three bits of the PALs 


onto the RBUS during all other functions. 


CBR AND SBUS CONTROL PALs 


The CBRandSBUS control PAL logicis also shown in Figure8. 
The primary function of these PALs is to perform all control 
necessary for execution of the conditional branch instruc- 
tion (CBR), sign extension for short immediate destination 
operands (allowed for compare instruction (CMP) only), and 
constant generation. The CBR control logic is implemented 
in one AMPAL16R6A. The CBR logic derives a CBR flag de- 
pendent upon the true version of all eight branch conditions 
and which test is being selected. The branch conditions are 
generated from the four condition codes: zero (Z), minus (N), 
overflow (V), and carry (C). The condition being tested is 
selected by VR(10:8). The Z and N condition codes are loaded 
in the CBR PAL by the LOADZN microcode signal and the C 
and V condition codes are loaded by the LOADCV signal. The 


‘CBR flag is sent directly to the SBUS contro! PALs. 


The SBUS control PALs are implemented using two 
AmPAL16HBAs. The function performed by these PALs is 
controlled by microcode inputs SBUS SEL(1:0) and gating of 
data onto the SBUS is controlled by the OESBUS input. When 
a CBR instruction is selected, a sign extended branch offset 
relative to the PC is derived from VR(9:0) and gated onto the 
SBUS dependent upon the CBR flag and the true/false test 
polarity select (VR(11)). When high, the test polarity select in- 
itiates a branch when the CBR flag is also high (true), and 
when low it initiates a branch when the CBR flag is also low 
(false). Should the branch condition not be met the value — 1 
is added to the PC preventing a branch. 


PROGRAM COUNTER 


The program counter is an excellent example of how PALs 
are used in this design to implement data steering. The PC is 
shown in Figure 9. It is implemented using four identically . 
programmed AmPALi6R4As and one AmMPAL16HBA. The PC 
is basically implemented as an incrementing register that 
can be parallel loaded from the YBUS. The inherent problem 
with the PC is that it must source both the ABUS for memory 
fetch operations and the RBUS for relative branch calcula- 
tions. Unfortunately, a typical MSI device cannot drive two 
separate buses because they are not designed with multiple 
three-state outputs. This can lead to the need to add separate 
three-state controls for each bus (four AM25LS244s) and un- 
necessary added delay in the memory path. The PC PALs are 
designed to provide multiple outputs thus saving ICs and 


- delay time in the critical memory path. 
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Microcode inputs PC SEL(1:0) select the function to be per- 
formed by the PC. The OEPCR and OEPCA inputs contro! 
whether the PC is to drive the RBUS or the ABUS, respec- 
tively. The PC CARRY IN signal is used to force incremention 
of the PC. Additionally, the PC internally generates the vector 
addresses necessary for initialization, illegal instruction 
traps and interrupts. 


MEMORY ADDRESS REGISTER 


Thememory address register(MAR)is primarily used for fetch- 
ing of memory source and destination operands, and stor- 
ing operation results in the memory destination. The MAR 
is implemented with four AMPAL16R4As and is shown in 
Figure 10. Memory address register functions are controlled 
by the MAR SEL(1:0) inputs. The MAR is gated onto the ABUS 
when the microcode input OEMAR is low. Note that the MAR 
also has the capability to decrement, which is necessary to 
support the special LDM and STM instructions. 


MEMORY DATA REGISTER 1 


Memory data register 1 (MDR;) is another excellent example 
of PALs facilitating data steering functions in the Berkeley-1. 
MDR;, is used for 1/O operations between the CPU and 
memory requiring multiple input and output paths. It is im- 
plemented with four AmPAL16R4As and can also be seen in 
Figure 10. MDR, is loaded from the DBUS when the LOAD 
SEL input is high and the CE MDR, input is low (enabled), and 
is loaded from the YBUS when LOAD SELis low and CE MDR, 
is enabled. Additionally, MDR, is gated onto the RBUS by 
OE MDR, R and onto the DBUS by OE MDR, D. 


MEMORY DATA REGISTER 2 


Memory data register 2 (MDRz) provides an additional data 
path from memory into the CPU. It is implemented wth two 
Am29823 high speed 8-bit registers. It is loaded by the CE 
MDRz3 input and gated onto the SBUS by the OE MDR> input. 
MDR=z is primarily used to fetch memory destination 
operands. 


THE CONTROL SEQUENCER 


The'control of the CPU is performed by an exceptionally fast 
(105ns worst case cycle time), pipelined, microprogrammed 
sequencer that is comprised of only 17 chips. The operation 
of the sequencer is very straightforward. After initialization 
(PC—0), the first instruction is fetched. The instruction is 
decoded and the microprogram branches to a specific se- 
quence of states to fetch the operands or begin execution (for 
instructions that don’t require operands). The starting 
microprogram PROM address of this sequence of states is 
given by the Instruction Mapping PROMs. The pipeline 
register is then successively loaded with the microinstruc- 
tion corresponding to each state in the sequence and the 
instruction is “executed.” When the execution of the current 
instruction is complete, the next instruction is fetched (if not 
already done during the execution of the previous instruc- 
tion), decoded, and executed. This cycle repeals for every 
instruction. 


The sequencer and its operation will now be separated into 
three sections and examined in greater detail. 


INSTRUCTION DECODE 


The Instruction Register (IR) is composed of three chips; two 
AmPAL16R8As and one Am29825. The PALs are used to 
decode the source and destination addressing modes of the 
instruction prior to actually being loaded into the IR. The 
main advantages of this “predecode” are: 











1) the number of address bits needed for the Instruction Map- 
ping PROMs is reduced, thus reducing PROM space 
required. 


2) sequencer cycle time is improved.’ 


The 6-bit source and destination fields are both reduced to 
3-bit fields, which is all that is necessary since there are only 
seven different addressing modes. These two 3-bit fields, 
along with the four opcode bits, form the 10-bit address to the 
Instruction Mapping PROMs, IMAP, and IMAP>. Both IMAP, 
and IMAP» use these ten bits to determine the microprogram 
PROM address needed to begin operand fetches and instruc- 
tion executions. IMAP; is used to generate the initial 
microprogram PROM addresses for all operand fetches and 
for the execution of instructions that don’t require operands 
(e.g., CALL). IMAP» generates the initial microprogram PROM 
addresses for the execution of instructions that require 
operand fetches. Addresses generated by IMAP2 are loaded 
into an Am29825, which is an 8-bit register with a clock 
enable and three-statable outputs. This step is necessary | 
because the IR is often overwritten with the next instruction 
(instruction prefetching) and the address from IMAP3 is not 
used until the operands have been fetched and execution is 
to begin. This is not required of IMAP, because the addresses 
it generates are always used immediately. 


NEXT MICROPROGRAM ADDRESS SELECTION 


There are four sources from which the next address for the 
microprogram PROM can come. These are IMAP, IMAP2 and 
two microprogram PROMs. As previously mentioned, IMAP, 
contains the addresses needed to begin operand fetch 
cycles or instruction execution cycles, and IMAP» contains 
initial microprogram addresses for instruction execution 
cycles only. Both of the microprogram PROMs contain next 
state addresses for these cycles to complete. 


One AmPAL16R6A is used to select which one of the four 
sources will provide the next microprogram PROM address. 
Inputs to this microbranch control PAL consist of three bits 
from microcode, the outputs of the decrement counter (3 
bits), and two bits for interrupt control. There are four out- 
puts, which control the three-state drivers of the four address 
sources. 


The three bits from microcode are used to select the condi- 
tions which must be considered for microbranching (e.g., un- 
conditional, DECREMENT COUNTER = 0?, INTERRUPT? and 
INTERRUPTS ENABLED?). The PAL decodes these condi- 
tions and selects the proper source for the next state ad- 
dress. The PAL’s function table is shown in Appendix C aleng 
with the other PAL DESIGN SPECIFICATIONS. - 


MiICROPROGRAM MEMORY 


The microcode for the Berkeley-1 Plus resides in eight 
Am27S25 512 x 8 registered PROMs and one Am27S29 512 x8 
PROM. The latter PROM is used in conjunction with a 
AmPAL16R6A to generate the next microprogram address as 
explained above. The entire sequencer is shown in Figure 11. 


CONCLUSION 


The PAL implementation of the Berkeley-1 Pius results in a 
truly high performance 16-bit CPU. Functions such as the 
barrel shifter and double-pipelining control are not feasibly 
implemented in standard SSI/MSI devices. Specialized func- 
tions such as LDM and STM are application dependent and 
therefore not easily optimized in LSI implementations either. 
The flexibility of PALS makes these functions easy to op- 
timize, resulting in the high performance design shown. 
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Figure 10. Memory Data Registers 1 and 2 and Memory Address Register 
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APPENDIX A 
Instruction Set and Addressing Modes 





INSTRUCTION SET 


Mnemonic/ 
Instruction OPCODE - Operation 


ADD OOSSDDg, (dst —(src) + (dst) 
Add 


SUB 01SSDD, (dst) — (dst) — (src) 
Subtract ; 


CMP 02SSDD3 (src) — (dst) 
Compare : 


O3SSDDg, (dst) (sre) A (dst) 
O4SSDDg - (dst) — (sre) V (dst) 


XOR O5SSDDg _ (dst)—[(~ src) A (dst)] V 
Exclusive ; [(src) A(~ dst)] 
OR . =srcVvdst 


SHL (dst;)— (dst; — sr) : i= sre 
Shift Left (dst;))—-0O:i<sre 


SHR 07SSDDg, (dst;) —(dstj4 src) : 1s 15 —- sre 
Shift Right (dst;)—(dst15) : i> 15— sre 


CONDITIONAL BRANCH INSTRUCTIONS: 


BA 080000, PC-—PC + OFFSET 
Branch plus 8-bit 
(Unconditional) OFFSET 


BEQ 080400, PC—PC + OFFSET 
Branch if plus 8-bit ifZ=1 
equal (to zero) OFFSET 


BMI 081000 PC+-PC + OFFSET 
Branch if plus 8-bit ifN=1 
minus OFFSET - 
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‘Condition Codes 


: set if result<0 


: set if result=0 
: set if there is arithmetic overflow as a 


result of the operation; that is, both 
operands were of the same sign and the 
result is of the opposite sign 


: set if there is a carry from the most 


significant bit of the result 


: set if result<0 


: setif result =O ; 
: set if there is arithmetic overflow as a 


result of the operation, ie., if the 
operands were of opposite signs and the 
sign of the source is the same as the sign 
of the result 


: set if there is a borrow into the most 


significant bit of the result 


: set if result<0 


: setif result=0 
: set if there is arithmetic overflow; i.e., 


i?) 


N 
Zz 
Vv 
Cc 
N 
Zz 
Vv 
Cc. 
. oN 
Zz: 
Vv 
Cc 
N 
z 
V: 
Cc 
N 
Zz: 
V 
Cc 


O<NZ O<NZ OK<KNZ 


* operands of opposite signs and the sign 


of the destination is the same as the sign 
of the result 


: set if there is a borrow into the most 


significant bit of the result 


: set if result<0 
: setif result =0 
: unaffected 
: unaffected 


: set if result<O 
> set if result =0 
: unaffected 
* unaffected 


: set if the result<0 


set if result=0 


: unaffected 
: unaffected 


: set if result<0 
: setif result=0 


unaffected 


: unaffected 
: set if result<0 


set if result =0 


: unaffected 
: unaffected 


: unaffected 
: unaffected 
: unaffected 
: unaffected 


: unaffected 
: unaffected 
: unaffected 
: unaffected 


: unaffected 
: unaffected 
: unaffected 
: unaffected 





INSTRUCTION SET (Continued) 


Mnemonic/ 
Instruction 
BCS 
Branch if 
carry set 


BVS 
Branch if 
V bit set 


BLT 
Branch if 
less than 


BLE 
Branch if less 
than or equal to 


BLOS 
Branch if lower 
or same 


NOP 
No Operation 


BNE 
Branch if 
not equal 


BHIS 
Branch if 
higher than 
or same 


BCC 


Branch if 
carry clear 


BVC 
Branch if V 
bit clear 


BGE 

Branch if 
greater than 
or equal 


BGT 
Branch if 
greater than 


BHi 
Branch if 
higher 


‘ MOV |, 
Move 


OPCode 


081400, 
plus 8-bit 
OFFSET 


082000, 


plus 8-bit 


OFFSET 


082400, 
plus 8-bit 
OFFSET 


0830003 
plus 8-bit 
OFFSET 


083400, 
plus 8-bit 
OFFSET 


084000, 
plus 8-bits 
of Don’t Care 


084400, 
plus 8-bit 
OFFSET 


085000, 
plus 8-bit 


OFFSET 


085400, 
plus 8-bit 
OFFSET 


086000, 
plus 8-bit 
OFFSET 


086400, 


plus 8-bit 


_ OFFSET 


087000, 
plus 8-bit 
OFFSET 


087400, 
plus 8-bit 
OFFSET 


11SSDD, 


Operation 


PC—PC + OFFSET 
ifC=1 


PC—PC + OFFSET 
ifV=t 


PC+PC + OFFSET 
if NV =1 


PC—PC + OFFSET 
if (Z) V(N'*V) = 1 


PC—PC + OFFSET 
ifNVZ=1 


PC—PC+1 


PC—PC + OFFSET 
if Z=0 


PC—PC + OFFSET 
ifN=0 


PC—PC + OFFSET 
ifC=0 


PC+~—PC + OFFSET 
if V=0 


PC—PC + OFFSET 
if NV =0 


PC—PC + OFFSET 
if (2) V(N°4V) =0 


PC—PC + OFFSET 
if NVZ=0 


(dst) —(src) 
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Condition Codes 


N 
Zz: 
V 
Cc 
N 
Z: 
V: 
Cc 
N 
z: 
Mv 
Cc 
N 
z: 
Vv 
C: 
N 
z: 
V: 
Cc 
N 
z: 
Vv 
C: 
N 
Zz: 
V: 
C: 
N 
z: 
V: 
C: 
N 
z: 
Vv 
C 
N 
z: 
V: 
C: 
N 
Zz: 
Vv 
C: 
N 
Zz: 
V: 
C: 
N 
z 
Vv 
C: 
N 
z: 
Vv 
C. 


: unaffected 


unaffected 


: unaffected | 
: unaffected 


: unaffected 


unaffected 
unaffected 


: unaffected 
: unaffected 


unaffected 


: unaffected 
; unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 
unaffected 


: unaffected 
: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected — 


unaffected 


: unaffected 


unaffected 


: unaffected 
: unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


> unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected . 


unaffected 


: unaffected 


unaffected 


: unaffected 


unaffected 


: unaffected 
: unaffected 





INSTRUCTION SET (Continued) 


Mnemonic! 
Instruction OPCode © _ Operation Condition Codes 


CALL 12XXDDg MEMISP ~ 1]—PC 


Jump to PC+dst 
Subroutine 


: unaffected 
unaffected 
: unaffected 
: unaffected 


: unaffected 
unaffected 
unaffected 
unaffected . 


: unaffected 
unaffected 
unaffected 
: unaffected 


: unaffected 
unaffected 
unaffected 
: unaffected 


: unaffected 
: unaffected 
: unaffected 
: unaffected 


: unaffected 
: unaffected 
: unaffected 
: unaffected 


RET PC —MEM[SP] 
Return from : SP-—SP +1 
Subroutine 


LDM 14SSDDg, FOR i:=0 toi=sre 

Load from - BEGIN 

Memory : REG(src — i) MEM[dst + src — {] 

END 

STM 15SSDDg, FOR i: =0 toi=srce 

Store into - BEGIN 

Memory MEMidst + src — i] REG(sre — i) 
‘END 

INTENB 15XXX0g INT ENB FLAG~—IRp5 

Enable or : to disable 

Disable 16XXX1g 

Interrupts to enable 

JUMP 17XXDDg 

Jump 


QOSNZ OSNZ OS<NZ OSNZ OSNZ OSNZ 


' ADDRESSING MODES > 


Binary Code Binary Code 
(SOURCEOP or DESTOP) Name Function (SOURCEOP or DESTOP) Name - Function 


Olli Short Operand is 111000 Absolute The contents of 
‘ Immediate contained in the : the memory loca- 
_ instruction. It is tion pointed to by 
the lower five bits the PC is the 
of the SOURCEOP . memory address 
or DESTOFP field, of the operand. 
sign extended. PC—PC +1. 


100RRR Register The register 111001 Stack — The contents of 
specified by the Pointer the SP (register 7) 
REG field bits Auto- is the memory ad- 
RRR, contains the Increment dress of the 
Operand. - operand. The SP is 


101RRR Register The register then automatically 
Indirect specified by the incremented. 
- REG field bits ~ * 111010 Stack The contents of 
RRR contains the Pointer the SP is 
memory address Auto- decremented and 
of the operand. Decrement is now the 


110RRR Register | Thecontents of memory address 
Indexed the memory loca- of the operand. 

tion pointed to by 111011 Reserved Are currently 
the PC is added to 1141XX _ flagged as illegal. 
the contents of 
the register speci- 
fied by the REG 
field bits RRR. 
This forms the 
memory address 

_ of the operand 
PC—PC +1. 
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APPENDIX B 
Critical Path Analysis 
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CRITICAL PATH ANALYSIS SEQUENCER 


~PABeeweeweenrny 


IR 
AmPAL16R8A 
AND 
Am29825 


PATH 1 =< 


PATH 3—-——— 


PATH 6—-—-— 


»PROGRAM 
PROM 
Am27S25A 


PIPELINE 
REGISTER 


INSTRUCTION 
MAPPING 
PROM 2 
(IMAP 2) 
Am27S281A 


MAPPING 
PROM 1 
(IMAP 4) 


Am27S281A | 


EXECUTION 
DECODE 

REGISTER [ 

“Am29825 | 


ere 
s 


ale 
»PROGRAM 


PROM 
oe Am27S29A 
Am27S25A ij! 
NEXT ,ADR 


fe: 
»BRANCH 
CONTROL 
AmPAL16R6A 


PIPELINE 
REGISTER 
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CRITICAL PATH TIMING ANALYSIS 


INSTRUCTION 
MAPPING PROM 
Am27S281A 


»yPROGRAM PROM 
Am27S29A 


»BRANCH 
AmPAL16R6A 


»PROGRAM PROM 
Am27S25A 


EXECUTION DECODE 
REGISTER 
Am29825 


INSTRUCTION MAPPING 
PROM 1 
Am27S281A 


pPROGRAM PROM 
NEXT »ADR 
Am27S25A 


EXECUTION DECODE 
Am29825 


pad 
XXX | XXX 
Bea naa 


t . 
eas a 


IR VUVYY 
AmPAL16R8A XXX X| 


V/N\/ \/ 
| XXXX 
= 
| T XXKXX 


Le —>] tco tco 


aneaa 
Deweceenren 
ts 
VAVAVAVAVAVAVAVAY, 

L KXQOXKKA 

aie [ees 

A, 
‘ALAN 
[en 
ae 
COTY 


tpzx 


LALAN 


tpzx 
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CRITICAL PATH ANALYSIS FOR BERKELEY-1 PLUS SEQUENCER 


Path 4: 


IR AmPAL16R8A , tco pBranch PAL 
IMAP; : AmPAL16R6A 
Am27S281A tpzx IMAP4, 
pProgram PROM Am27S281A 
Am27S25A : taa pProgram PROM 
Am27S29A 
ts Branch PAL 
AmPAL16R6A 


IR AMPAL16R8A 

IMAP2 : 

Am27S281A pBranch PAL 

Execution . AmPALI6R6A 

eae Hee uProgram PROM 
next zADDRESS 

Am27S25A 

pProgram PROM 
Am27S29A 
pBranch PAL 
AmPAL16R6A 


IR AmPAL16R8A 
IMAP, 
Am27S281A - 
p»Program PROM 
Am27S29A 


pBranch PAL | B 
pBranch PAL 
AmPAL16R6A AmPAL16R6A 


Execution Decode 
Register 
Am29825 
pProgram PROM 
Am27S29A 
pBranch PAL 
AmPAL16R6A 


tco = Clock to Output Delay 
taa = Access Time delay 

ts = Set-Up time 

tpzx = Output Enable delay 
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CRITICAL PATH ANALYSIS FOR BERKELEY-1 PLUS CPU 


INSTRUCTION ADD 


Path 1: 


tco _ _VRAmPALI6R6A 

ADR to Pj, Gj of Am29203 

Pi, Gito Cn 4+.z0f AM2902A 

Cn to Cn 440f Am29203 

ts CBR Control PAL 
AmPAL16R6A 


Path 2: 


tco pProgram PROM 
Am27S25A 


Ito Pj, Gj of Am29203 

Pi, Gi to Cp +z0f AM2902A 

Cn to Cr 440f AM29203 

ts CBR Control PAL 
AmPAL16R6A 


Path 3: 


tco VR AmPAL16R6A 
ADRto Y of Am29203 


ts Destination 
(PALs) 


5-96 


tco pProgram PROM 
Am27S25A_ - 

ItoYofAm29203 

ts Destination 
(PALs) 


Path 5: 


tco VR AmPAL16R6A 


tod RBUS Control PALs 
AmPAL16H8A 


DAorDBto Pj, Gi of Am29203 
Pi, Gi to Cn + 20f Am2902A 
CntoCp +4 0f Am29203 


ts CBR Control PAL 
AmPAL16R6A 


Path 6: 


i 


tco VR AmPAL16R6A 


tpd RBUS Control PALs 
AmPAL16H8A 


DAor DB to Y of Am29203 


ts Destination © 
(PALs) 


15ns 
25ns 


59ns 
20ns 


119ns 
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MEMORY DATA 
REGISTER 1 


MEMORY DATA BUS 


INSTRUCTION 
REGISTER 


OECREMENT 
REGISTER 
PAL 


VALUE 
REGISTER 


RBUS CONTROL -| SBUS CONTROL 
PALs PALs 


TWO-PORT 
REGISTER FILE 


ARITHMETIC 
LOGIC UNIT 


Am29203A 


PROGRAM BARREL 
COUNTER : SHIFTER 


MEMORY ADDRESS 
REGISTER 


MEMORY ADORESS BUS 


Register-to-Register ADD 
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MEMORY DATA 
REGISTER 2 


MEMORY 
ADDRESS 
BUFFERS 


— 
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CRITICAL PATH ANALYSIS FOR BERKELEY-1 PLUS CPU (Continued) 





INSTRUCTION SHIFT: 






Path 1: 





tco VR AmPAL16R6A 15ns 






AorBADR to DAor DB of Am29203 24ns 
tpa Barrel Shifter - 50ns 
ts Y to RAM of Am29203 16ns 





105ns 






Path 2: 2 . 





VR AmPAL16R6A 
tpd RBUS PALs 25ns 
tp Barrel Shifter 50ns 
Y to RAM of Am29203 16ns 

106ns 









VR AmPAL16R6A 







* tod RBUS PALs 25ns 
tpd Barrel Shifter _50ns © 
ts MDR, 20ns 





“AmPALI6R4A 
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MEMORY DATA 
REGISTER 1 


MEMORY DATA BUS 


INSTRUCTION 
REGISTER 


DECREMENT 
REGISTER 
PAL 


VALUE 
REGISTER 


RBUS CONTROL SBUS CONTROL 


PALs PALs 


TWO-PORT 
REGISTER FILE 


ARITHMETIC 
LOGIC UNIT 


Am29203A 


PROGRAM , BARREL 
COUNTER SHIFTER 


--7-- 


MEMORY ADDRESS 
REGISTER 


MEMORY ADDRESS BUS 


Immediate Source, Register Destination Shift 
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MEMORY DATA 
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REGISTER 2 


MEMORY 
ADDRESS 
BUFFERS 
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CRITICAL PATH ANALYSIS FOR BERKELEY-1 PLUS CPU (Continued) 


MEMORY ACCESS: 


Indexed: 


tco VR AmPAL16R6A 

ADR to Y of Am29203 

ts MAR 
AmPAL16R4A 


tco pProgram PROM 
“Am27S25A 
tpzx MDRo2 
- Am29823 
DB to Y of Am29203 
ts MAR 
AmPAL16R4A 


Indirect: 


tco VR AmPAL16R6A 15ns 
B ADR to DB of Am29203 24ns 
tpp 748244 10.5ns 
; 49.5ns 
+ Memory Access 
Time 

+ Set-Up Time 

to DEST of Data 
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APPENDIX C. ; 
PAL Design Specifications 
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PAL16H8 = PAL DESIGN SPECIFICATION 
PATO23 JEFF KITSON 10/4/82 
BIT SHIFTER . 

ADVANCED MICRO DEVICES 

IO I1 12 13 14 15 16 I7 I8 GND 

I9 YO Y1 OE SRNSL RO R1 Y2 Y3 VCC 


;BIT SHIFTER OUTPUT SIGNALS 


IF (OE) Y3 = /R1*/RO*16 
/R1* RO* SRNSL*17 
R1*/RO* SRNSL*18 
R1* RO* SRNSL*I9 
/R1*® RO*/SRNSL*I5 
R1*/RO*/SRNSL*14 
R1* RO*/SRNSL*13 


IF (OE) Y2 = /R1*/RO*IS 
/R1® RO® SRNSL*I6 
R1*/RO* SRNSL*I7 
R1* RO* SRNSL*18 
/R1* RO®/SRNSL*I4 
R1*/RO* /SRNSL*13 
R1® RO#*/SRNSL*12 


tee teet 


IF (OE) Yl = /R1*/RO*I4 
/R1* RO* SRNSL*I5 
R1*/RO* SRNSL*I6 
R1® RO* SRNSL*17 
/R1* RO*/SRNSL*13 
R1*/RO*/SRNSL*12 
R1® RO®/SRNSL*I1 


IF (OE) YO = /R1*/RO*I3 
4 /R1* RO* SRNSL*I4 
R1*/RO* SRNSL*I5 
R1* RO® SRNSL*I6 
/R1* RO*/SRNSL*12 
R1*/RO*/SRNSL*I1 
R1* RO*/SRNSL*IO 
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FUNCTION TABLE 
IO I1 I2 13 I4 15 16 17 I8 I9 OE SRNSL R1 RO YO Yl Y2 Y3 


DESCRIPTION 

THE SECOND LEVEL OF THE BARREL SHIFTER IS THE BIT SHIFTER PERFORMS 
A RIGHT OR LEFT SHIFT OF 0,1,2 OR 3 PLACES, WHICH IS CONTROLLED BY 
THE LOWER TWO BITS OF THE RBUS, I.E. RBUS<1:0>. THE SHR/SHL 
SIGNAL CONTROLS THE DIRECTION OF THE SHIFT. THE SHIFTER/ALU 
SIGNAL CONTROLS THE GATING OF THE SHIFTER ONTO THE YBUS. THIS 
FOUR INPUT AND FOUR OUTPUT PAL SLICE IS CASCADED i IMPLEMENT A 
16-BIT SHIFTER. 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO23 JEFF KITSON 10/4/82 
BIT SHIFTER 

ADVANCED MICRO DEVICES 
*D9725 

*FO* 
LOOOO 1111 1111 1111 1111 
L0032 1111 1111 1110 1110 
LO064 1111 1111 1110 1101 
L0096 1111 1111 1101 1110 
L0128 1111 1111 1101 1101 
LO160 1111 1111 1110 1101 
LO192 1111 1111 1101 0110 
L0224 1111 1111 0101 1101 
LO256 1111 1111 1111 1111 
L0288 1111 1111 1110 1110 
LO320 1111 1111 1110 1101 
LO352 1111 1111 1101 1110 
LO384 1111 1111 1101 1101 
L0416 1111 1111 1110 0101 
L0448 1111 1111 0101 1110 
L0480 1111 0111 1101 1101 
L1536 1111 1111 1111 1111 
L1568 1111 1111 1110 0110 
L1600 1111 1111 1110 1101 
L1632 1111 1111 1101 1110 
L1664 1111 1111 1101 1101 
L1696 1111 1111 0110 1101 
L1728 1111 0111 1101 1110 
L1760 0111 1111 1101 1101 
L1792 1111 1111 1111 1111 
L1824 1111 1111 0110 1110 
L1856 1111 1111 1110 0101 
L1888 1111 1111 1101 1110 
L1920 1111 1111 1101 1101 
L1952 1111 0111 1110 1101 
L1984 0111 1111 1101 1110 
L2016 1101 1111 1101 1101 
C722F* 

VO001 11100011100LL1100LH1 
VO002 11100011100LL1000LH1 . 
vO003 11100011100LL1110HH1 
vooo4 11100011100HL1010LL1 
VO005 11100011100LH1101HH1 
voo06 11100011100HH1001LL1 
VO007 11100011100HH1111HL1 
vooo0s 11100011100HH1011HL1 
79AF 
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63) 


03862A-152 


Columns: Inputs (0-31) 
Rows: Product Terms (0- 
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BIT SHIFTER USING AmPAL16H8 


LOGIC DIAGRAM FOR: 





PAL16H8 PAL DESIGN SPECIFICATION 
PATO24 JENNY YEE 10/4/82 
NIBBLE SHIFTER A 

ADVANCED MICRO DEVICES 

S4 S3 S2 S1 SO R3 R2 R1 RO GND 

OE NC 'SRNSL IO I1 12 I3 ZOE Z VCC 


;NIBBLE SHIFTER A OUTPUTS 


IF (OE*ZOE) Z ZOE*/ZOE 


ZOE /SRNSL*/R1* RO* 13 
i 
LE 
IO 


SRNSL* S2*/R3* R2 
SRNSL* S1* R3* R2 
SRNSL* SO* R3* R2 
/SRNSL* S4*/R3* R2 
/SRNSL® S4* R3*/R2 
‘ /SRNSL*,,S4* R3* R2 
S3*/R3*/R2 


= SRNSL* S1*/R3* R2 
. SRNSL* SO* R3*/R2 
/SRNSL* S3*/R3* R2 

/SRNSL* S4* R3*/R2 

/SRNSL*® S4* R3* R2 

S2*/R3*/R2 


= SRNSL* SO*/R3* R2 
/SRNSL* S2*/R3* R2 
/SRNSL* S3* R3%*/R2 
/SRNSL*® S4* R3* R2 
S1*/R3*/R2 


= /SRNSL* S1*/R3* R2 
/SRNSL* S2* R3*/R2 
/SRNSL* S3* R3* R2 

*  §$O*/R3*/R2 





FUNCTION TABLE 


S4 $3 $2 S1 SO /R3 R2 Rl RO SRNSL I3 12 I1 10 ZOE Z 


;SHIFT ZERO 


eo tte tee te 
Ea 

Ra tot ot oo 
4 

re nm ooo om 
: = 

SOmmihaa 

mit rt oom oe 


ce 
mme mo 

rr] 

4 

rj 

= 
maar 

tx 

ies 


DESCRIPTION | 
THE NIBBLE SHIFTER IS IMPLEMENTED USING FOUR AMPALI6H8AS. IT PERFORMS 
A SHIFT OF 0,4,8 OR 12 BITS. THE NUMBER OF SHIFTS IS DEPENDENT UPON 
THE UPPER TWO BITS OF THE FOUR BIT SHIFT DISTANCE, RBUS<3:2>. ZERO 
CONDITION CODE CALCULATION IS PERFORMED USING ALL FOUR SHIFT DISTANCE 
BITS, RBUS<3:0>. SHIFT DIRECTION IS DETERMINED BY SHR/SHL. DATA 
INPUTS ARE SBUS<15:0>. NIBBLE SHIFTER A USES INPUTS SBUS<15,11,7,3>. 





5-107 


PALI6H8 PAL DESIGN SPECIFICATION 
PATO24 . JENNY YEE 10/4/82 
NIBBLE SHIFTER A 
ADVANCED MICRO DEVICES 
*D9725 
*FO* 
LOOOO 1111 1111 1111 1111 
LO032 1111 1101 1111 1111 
LO256 1111 1111 1111 1111 
LO288 1111 1111 1101 1111 
L0320 1111 1111 1111 1101 
L0352 1111 1111 1111 1111 
LO384 1111 1111 1111 1111 
LO512 1111 1111 1111 1111 
L0544 1111 0111 1111 1111 
L0576 1111 1111 0111 1111 
L0608 1111 1111 1111 0111 
L0640 1101 1111 1111 1111 
LO672 1101 1111 1111 1111 
LO704 1101 1111 1111 1111 
LO736 0111 1111 1111 1111 
LO768 1111 1111 1111 1111 
LO800 1111 1111 0111 1111 
. LO832 1111 1111 1111 0111 
LO864 0111 1111 1111 1111 
LO896 1101 1111 1111 1111 
L0928 1101 1111 1111 1111 
LO960 1111 0111 1111 1111 
L1024 1111 1111 1111 1111 
L1056 1111 1111 1111 0111 
L1088 1111 0111 1111 1111 
L1120 0111 1111 1111 1111 
L1152 1101 1111 1111 1111 
L1184 1111 1111 0111 1111 
L1280 1111 1111 1111 1111 
L1312 1111 1111 0111 1111 
~L1344 1111 0111 1111-1111 
L1376 0111 1111 1111 1111 
L1408 1111 1111 1111 0111 
C7F31* 
VO001 01110000001X1LHHHHH1 
vo002 01110000001 XOLHHHHH1 
V0003 01011010101X1LHHLHH1 
vo004 01011010101XOHLHLHH1 
V0005 01100101001X1LLLLLLI 
VOO06 01100101001XOHHLLHH1 
Vo0o07 01011111101X1LLLHLLI1 
vooos 01011111101XOHLLLHH1 
8543 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
03862A-153 


Fuse blown 
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NIBBLE SHIFTER A USING AmPAL16H8A 


LOGIC DIAGRAM FOR: 





PAL16H8 PAL DESIGN SPECIFICATION 
PATO24 JEFF KITSON 10/4/82 
NIBBLE SHIFTER B 

ADVANCED MICRO DEVICES 

S4 $3 S2 S1 SO R3 R2 Ril RO GND 

OE NC SRNSL IO Il 12 I3 ZOE Z VCC 


; NIBBLE SHIFTER B OUTPUTS 
IF (OE*ZOE) Z ZOE* /ZOE 


ZOE SRNSL*/R1* 13 
SRNSL*/R1* IO 
SRNSL*/RO* I0 

TZ 
- Il 


SRNSL* $2*/R3* R2 
SRNSL* S1* R3*/R2 
SRNSL* SO# R3* R2 
/SRNSL* S4*/R3* R2 
/SRNSL* S4* R3*/R2 
/SRNSL* S4* R3* R2_ 

S3#/R3*/R2 


= SRNSL* S1*/R3* R2 
SRNSL* SO* R3*/R2 
/SRNSL* S3*/R3* R2 
/SRNSL* S4* R3*/R2 
/SRNSL* S4* R3* R2 
S2*/R3*/R2 


= SRNSL* SO*/R3* R2 
/SRNSL*® S2*/R3* R2 
/SRNSL*® S3* R3*/R2 
/SRNSL* S4* R3* R2 
S1#/R3*/R2 


=/SRNSL* S1*/R3* R2 
/SRNSL* S2* R3*/R2 

/SRNSL* S3* R3* R2 

SO*/R3*/R2 
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FUNCTION TABLE 
S4 S3 S2 S1.S0 R3 R2 R1 RO SRNSL OE 13 I2 I1 I0 ZOE Z 


;OHIFT ZERO 
L H 
L H 


;SHIFT ON 


ty 
Cae | 
= 
Omtmmm 


ry 
Lae 
= 
mune 
ty 
4 


DESCRIPTION 

NIBBLE SHIFTER B IS THE SECOND SLICE OF THE SERIES OF FOUR GASCADED 
NIBBLE SHIFTER PALS. THE FUNCTIONS ARE THE SAME, WITH NIBBLE SHIFTER 
B USING SBUS<14,10,6,2> AS DATA INPUTS. 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO24 JEFF KITSON 10/4/82 
NIBBLE SHIFTER B 
ADVANCED MICRO DEVICES 
*D9725 
*FO* 
LOOOO 1111 1111 1111 1111 
L0032 1111 1101 1111 1111 
L0256 1111 1111 1111 1111 
L0288. 1111 1111 1101 1111 
LO320 1111 1111 1111 1111 
L0352 1111 1111 1111 1111 
LO384 1111 1111 1111 1101 
L0416 1111 1111 1111 1111 
LO512 1111 1111 1111 1111 
L0544 1111 0111 1111 1111 
LO576 1111 1111 0111 1111 
LO608 1111 1111 1111 0111 
LO640 1101 1111 1111 1111 
L0672 1101 1111 1111 1111 
L0704 1101 1111 1111 1111 
LO736 0111 1111 1111 1211 
LO768 1111 1111 1111 1111 
LO800 1111 1111 0111 1111 
LO832 1111 1111 1111 0111 
LO864 0111 1111 1111 1111 
LO896 1101 1111 1111 1111 
L0928 1101 1111 1111 1111 
LO960 1111 0111 1111 1111 
L1024 1111 1111 1111 1111 
L1056 1111 1111 1111 0111 
L1088 1111 0111 1111 1111 
L1120 0111 1111 1111 1111 
L1152 1101 1111 1111 1111 
L1184 1111 1111 0111 1111 
L1280 1111 1111 1111 1111 
L1312 1111 1111 0111 1111 
L1344 1111 0111 1111 1111 
L1376 0111 1111 1111 1111 
L1408.1111 1111 1111 0111 
C82C7* 
VO001 0111000XX00X1LHHHHZ1 
VO002 0111000XX00XOLHHHHZ1 
VO003 0101101XX00X1LHHLHZ1 
voO004 0101101XXOOXOHLHLHZ1 
VO005: 0110010XX00X1LLLLLZ1 
- YOOO6 0110010XXOOXOHHLLHZ1 
VO007 0101111XXO00X1LLLHHZ1 
VO0O08 0101111XXOOXOHLLLLZ1 
QllIF 
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LOGIC DIAGRAM FOR: 
NIBBLE SHIFTER B USING AmPAL16H8A 
Columns: Inputs (0-31) 
Sa Rows: Product Terms (0-63) 


4567 891011 12:13 14 15 16171819 20212223 24252627 28293031 
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DP ee eee g OE 
03123 4567 a91011 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 2829301 
-* =Fuse intact —{X}— =All fuses intact + = Fuse blown 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO25 JENNY YEE 10/4/82 
NIBBLE SHIFTER C 

ADVANCED MICRO DEVICES 

S4 $3 52 S1 SO R3 R2 R1 RO GND 

OE NC SRNSL 10 I1 I2 13 ZOE Z VCC 


- sNIBBLE SHIFTER C OUTPUTS 
IF (OE*ZOE) Z = ZOE*/ZOE 


ZOE = /SRNSL*/R1* I3 
/SRNSL*/RO* I3 
SRNSL*/R1* IO 

T2 

Il 


13. = SRNSL* S2*/R3* R2 
SRNSL* S1* R3#/R2 
SRNSL* SO* R3* R2 

/SRNSL* S4*/R3* R2 
/SRNSL*® S4* R3*/R2 
/SRNSL* S4* R3* R2 

S3*/R3*/R2 


tee ttt 


= SRNSL* S1*/R3* R2 
SRNSL* SO* R3*/R2 
/SRNSL* S3*/R3* R2 
/SRNSL* S4* R3*/R2 
/SRNSL* S4* R3* R2 
S2*/R3*/R2 


= SRNSL® SO*/R3* R2 
/SRNSL* S2*/R3*/R2 
/SRNSL* §$3* R3*/R2 
/SRNSL*® S4® R3* R2 
S1*/R3*/R2 


=/SRNSL* S1*/R3* R2 
/SRNSL* S2* R3*/R2 

/SRNSL* S3* R3* R2 

SO*/R3*/R2 
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FUNCTION TABLE 
$4 $3 S2 S1 SO R3 R2 R1 RO SRNSL OE I3 I2 Il 10 ZOE Z 


;SHIFT ZERO 
L H H H 
L H H 4H 
;SHIFT ONE 


DESCRIPTION 

NIBBLE SHIFTER C IS THE THIRD SLICE OF THE FOUR CASCADED NIBBLE 
SHIFTER PALS. AGAIN, THE FUCNTIONS ARE THE SAME, WITH THIS 
SLICE HAVING DATA INPUTS FROM SBUS <13,9,5,1>. 
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PAL16H8 ; PAL DESIGN SPECIFICATION 
PATO25 i of JENNY YEE 10/4/82 
NIBBLE SHIFTER C : 
ADVANCED MICRO DEVICES 
*D9725 
*FO* . 
LOOOO 1111 1111 1111 1111 
L0032 1111 1101 1111 1111 
LO256 1111 1111 1]11 1111 
L0288 1111 1111 1101° 1111 
LO320 1111 1111 1101 1111 
L0352 1111 1111 1111 1111 
L0384 1111 111] 1111 1101 
L0416 1111 1111 1111 1111 
LO512 1111 1111 1111 1111 
L0544 1111 0111 1111 1111 
L0576 -1111 1111 0111 1111 
L0608 1111 1111 1111 0111 
L0640 1101 1111 1111 1111 
L0672 1101 1111 1111. 1111 
LO704 1101 1111 1111 1111 
LO736 0111 1111 1111 1111 
10768 1111 1111 1111 1111 
LO800 1111 1111 0111 1111 
L0832 1111 1111 1111 0111 
L0864 0111 1111 1111 1111 
LO896 1101 1111 1111 1111 
L0928 1101 1111 1111 1111 
L0960 1111 0111 1111 1111 
L1024 1111 1111 1111 1111 
L1056 1111 1111 1111 0111 
L1088 1111 0111 1111 1111 
L1120 0111 1111 1111 1111 
L1152 1101 1111 1111 1111 
E1184 1111 1111 0111 1111 
L1280 1111 1111 1111 1111 
11312, 1111 1111 0111 1111 
L1344 1111 0111 1111 1111 
L1376 0111 1111 1111 1111 
L1408 1111 1111 1111 0111 
C82EB* 
VO001 01110000001X1LHHHHH1 
v0O002 01110000001X0LHHHHH1 
VO003 01011010101X1LHHLHH1 
vo004 01011010101 XOHLHLHH1 
VO005 01100101001X1LLLLLL1 
VvO006 01100101001X0HHLLHH1 
VvO007 01011111101X1LLLHLL1 
vooos 01011111101X0HLLLLL1 
8DF2 
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LOGIC DIAGRAM FOR: 

NIBBLE SHIFTER C USING AmPAL16H8A:‘ 
Columns: Inputs (0-31) 

‘ Rows: Product Terms (0-63) ~ 
4 
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* =Fuseintact —>X— =All fuses intact + = Fuse blown 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO26 : JEFF KITSON 10/4/82 
NIBBLE SHIFTER D 

ADVANCED MICRO DEVICES 

S4 $3 S2 S1 SO R3 R2 RI RO GND 

OE NC SRNSL IO I1 I2 I3 ZOE Z VCC 


;NIBBLE SHIFTER D OUTPUTS 


IF (OE*ZOE) Z = ZOE*/ZOE 


ZOE 


I0*/R1*/RO 


S3*/R3*/R2 
SRNSL* S2*/R3* R2 
SRNSL* S1* R3* R2 
SRNSL* SO* R3* R2 
/SRNSL* S4*/R3* R2 
/SRNSL* S4* R3*/R2 
/SRNSL* S4* R3* R2 


I2 = S2#/R3*/R2 
SRNSL*® S1*/R3* R2 
SRNSL* SO* R3*/R2 

/SRNSL® S3*/R3* R2. 
/SRNSL* S4* R3*/R2 
/SRNSL* S4* R3* R2 


Il = ~ §1*/R3*/R2 
SRNSL* SO*/R3* R2 
/SRNSL® S$2#/R3* R2 
/SRNSL* S3* R3*/R2 
/SRNSL* S4* R3*. R2 


I0 = SO*#/R3*/R2 
/SRNSL* S1*/R3* R2 
/SRNSL*® S2* R3*/R2 
/SRNSL* S3* R3* R2 





5-118 


FUNCTION TABLE 
S4 $3 $2 S1 SO R3 R2 Ri RO SRNSL OE I3 I2 I1 I0 ZOE Z 


DESCRIPTION 
NIBBLE SHIFTER D IS THE LAST OF THE FOUR NIBBLE SHIFTER SLICES . 
IT USES DATA INPUTS SBUS <12,8,4,0>. 
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PAL16H8. _ PAL DESIGN SPECIFICATION 
PATO26 ~ | JEFF KITSON 10/4/82 
NIBBLE SHIFTER D 

ADVANCED MICRO DEVICES 
*D9725 

*xPFO* 

LOOOO 1111 1111 1111 1111 
L0032 1111 1101 1111 1111 
LO256 1111 1111 1111 1111 
L0288 1111 1111 1101 1111 
L0320 1111 1111 1111 1101 
L0352 1111 1111 1111 1111 
LO384 1111 1111 1111 1111 
LO512 1111 1111 1111 1111 
L0544 O111 1111 1111 1111 
L0576 1111 0111 1111 1111 
LO608 1111 1111 0111 1111 
LO640 1111 1111 1111 0111 
L0672 1101 1111 1111 1111 
LO704 1101 1111 1111 1111 
L0736 1101 1111 1111 1111 
LO768 1111 1111 1111 1111 
LO800 1111 0111 1111 1111 
L0832 1111 1111 0111 1111 
LO864 1111 1111 1111 0111 
L0896 O111 1111 1111 1111 
L0928 1101 1111 1111 1111 
LO960 110] 1111 1111 1111 
L1024 1111 1111 1111 1111 
L1056 1111 1111 0111 1111 
L1088 1111 1111 1111. 0111 
L1120 1111 0111 1111 1111 
L1152 0111 1111 1111 1111 
L1184 1101 1111 1111 1111 
L1280-1111 1111 1111 1111 
11312 1111 1111 1111 0111 
L1344 1111 1111 0111 1111 
L1376 1111 0111 1111 1111 
L1408 0111 1111 1111 1111 
C7F25* 

VO001 01110000000X 1LHHHHZ1 
VO002 01110000000XOLHHHHZ1 
VO003 01011010100X1LHHLHZ1 
VO004 01011010100XOHLHLHZ1 
VO005 01100101000X1LLLLLZ1 
VO006 01100101000XOHHLLHZ1 
VO007 01011111100X1LLLHHZ1 
VOO08 01011111100XOHLLLLZ1 
8617 
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Columns: Inputs (0-31) 
Rows: Product Terms (0- 
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NIBBLE SHIFTER D USING AmPAL16H8A 


LOGIC DIAGRAM FOR: 
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PAL16R8 PAL DESIGN SPECIFICATION 
PATO17 JENNY YEE 10/4/82 
INSTRUCTION REGISTER ' . 
ADVANCED MICRO DEVICES : 

CLK DS D4 D3 D2 D1 DO NC /CE GND 

/OE MO Ml M2 IRO IR1 IR2 IR3 IR4 VCC 


; INSTRUCTION REGISTER OUTPUT SIGNALS 


/IR4 := CE*/D4 
. /CE*/IR4 


/IR3 := CE*/D3 
/CEX/IR3 


/TR2 := CE*/D2 
/CE*/IR2 


/IR1 t= CE*/D1 
/CE*/IR1 


/IRO := CE*/DO 
 /CE*/IRO 


/M2 := /CE*/M2 
CE*/D5 
CE* D5* D4* D3*/D2*/D1*/DO 
CE* D5* D4* D3*/D2*/D1* DO 
CE* D5* D4* D3*/D2* D1*/DO 


/CE*/M1 
CE* DS5#/D4*/D3 
CE* D5*/D4* D3 
CE* D5* D4* D3*/D2*/D1*/DO 
CE* D5* D4* D3*/D2*/D1* DO 


:= /CE*/MO 
CE* D5*/D4*/D3 
CE* D5* D4*/D3 
CE* D5* D4* D3*/D2*/D1*/DO 
CE* D5* D4* D3*/D2* D1*/DO 
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FUNCTION TABLE 
CLK /OE /CE D5 D4 D3 D2 Dl DO IR4 IR3 IR2 IR] IRO M2 M1 MO 


;LOAD REGISTERS FRO AND OUTPUT ONTO Q 
L H 


ANNAN AAAOD 
Pree eee 
mmm tome oo 


;HOLD THIS VA 


HOP rrrrreree 
SOD ataes 
ae) mame nteee os 
= ae reo 


io) 


DESCRIPTION 

THE INSTRUCTION REGISTER (IR) IS IMPLEMENTED USING TWO 
AMPAL16R8AS AND ONE AM29825. THE INSTRUCTION REGISTER TAKES 16- 
BITS OF INPUT DATA FROM THE DBUS, PREDECODES THE OPCODE AND 
ADDRESSING MODES, GENERATING A 10-BIT FIELD FOR THE MAPPING PROM. 
IN ADDITION TO THIS, IR<11:0> IS PASSED THROUGH TO THE VALUE 
REGISTER, WHICH USES THIS DATA TO GENERATE CONDITIONAL BRANCH 
ADDRESSES, IMMEDIATE DATA VALUES, AND REGISTER FILE ADDRESSES. 
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PAL16R8 ; PAL DESIGN SPECIFICATION 
PATO17 JENNY YEE 10/4/82 
INSTRUCTION REGISTER 
ADVANCED MICRO DEVICES 
*D9724 

*FO* 

LOOOO 1111 1011 1111 1111 
LO032 1110 1111 1111 1111 
L0256 1111 1111 1011 1111 
L0288 1111 1110 1111 1111 
LO512 1111 1111 1111 1011 
L0544 1111 1111 1110 1111 
LO768 1111 1111 1111 1111 
LO800 1111 1111 1111 1110 
L1024 1111 1111 1111 1111 
L1056 1111 1111 1111 1111 
L1280 1111 1111 1111 1111 
L1312 1011 1111 1111 1111 
L1344 0111 0111 0111 1011 
L1376 0111 0111 0111 1011 
L1408 0111 0111 0111 1011 
L1536 1111 1111 1111 1111 
L1568 0111 1011 1011 1111 
L1600 0111 1011 0111 1111 
L1632 0111 0111 0111 1011 
L1664 0111 0111 0111 1011 
L1792 1111 1111 1111 1111 
L1824 0111 1011 1011 1111 
L1856 0111°0111 1011 1111 
L1888 0111 0111 0111 1011 
L1920 0111 0111 0111. 1011 © 
C5BD1* 

VO001 C010101X000HHLHLHLH1 
VO002 C100010XO00LLHLHLLL1 
VO003 C101101XO00HLHHLHHL1 
vo004 C110010XO00LHHLHLLH1 
VO005 C111000XO000LLLLLLHH1 
vO006 C111001XO00HLLHLLHH1 
VO007 C111010XO00LHLLHLHH1 
voo08 C111011XO0OHHHHHLHH1 
VOO09 C111101XOOOHHHHLHHH1 
vOO10 CXXXXXXX100HHHHLHHH1 
5196 


* KK OK Ok ok Kk Ok Ok Ok kk Kk Ok Ok KK Ke Ke OK Ok OK OK 


KK KK KK KK OK OK 
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LOGIC DIAGRAM FOR: 
INSTRUCTION REGISTER USING AmPAL16R8A 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 


03862A-157 






o—IR4 


o—IR3 


o-IR2 


o—IRy 


o—IRo 


o- M2 


PAL16R6 . PAL DESIGN SPECIFICATION 
PATO22 JENNY YEE 10/4/82 
VALUE REGISTER AND REGISTER FILE 

ADVANCED MICRO DEVICES 

CLK IRI IR2 IR3 SL3 SL2 SL1 SLO /CE GND 

/OE IR4 VR4 VR3 VR2 VRI1 B A- DR VCC 


;VALUE REGISTER AND REGISTER FILE OUTPUTS 


/A := /SL1*/SLO*/VR4 
SLO*/A 
SL1*/SLO*/IR1 


/B := /SL3*/SL2*/B 
/SL3* SL2*/SL1*/IR1 
/SL3* SL2* SL1*/IR4 
SL3*/SL2*/SL1*/VR4 
SL3*/SL2® SL1* SLO#/DR 
SL3*/SL2* SL1*/SLO*/IR1 


:= /CE*/VR1 
CE*/IR1 


:= /CE*/VR2 
CE*/TR2 


z= /CE*/VR3 
CE*/IR3 


:= /CE*/VR4 
CE#/IR4 
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FUNCTION TABLE 


CLK /OE /CE SL3 SL2 SL1 SLO IR4 IR3 IR2 IR1 DR B VR4 VR3 VR2 VR1 
;LOAD VR REGISTERS wae ; 
C Lie AR eke. KR es a, ie her XX L L H L 


;HOLD THIS VALUE 

C I>, He Ke OS KR Se 
;LOADING ALL VALUES FOR A AND B 
3;A= IRL B=IR4 

C i Be He ue. 3 
3;A=VR4 


tC 


L L L 


L 
L 
L 
L 
H 
H 
H 
H 
L 


Gof GE SES |b ORE a OR RS. SS bets UES 


sA=IR1- 


DESCRIPTION 
THE VALUE REGISTER IS NECESSARY FOR DOUBLE-PIPELINING. THIS 
REGISTER, ALONG WITH THE DECREMENT REGISTER, CONTROL ALL OF THE 
ADDRESSING REQUIRED FOR THE REGISTER FILE. THE VALUE REGISTER IS 
IMPLEMENTED USING 3 IDENTICALLY PROGRAMMED AMPALI6R6AS. THE VALUE 
REGISTER GENERATES DATA INFORMATION ON VR<11:0> (WHICH IS SIMPLY 
IR<11:0> DELAYED BY ONE CLOCK CYCLE), AND THE A AND B ADDRESSES FOR | 
THE REGISTER FILE ON.A ADR<2:0> AND B ADR<2:0>, RESPECTIVELY. THE A 
AND B ADDRESS SELECTION IS CONTROLLED BY THE RFAR SEL<3:0> FROM 
MICROCODE. 
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PAL16R6 PAL DESIGN SPECIFICATION 
PATO22 JENNY YEE 10/4/82 
VALUE REGISTER AND REGISTER FILE 

ADVANCED MICRO DEVICES 
*D9724 : 
*FO* 

LO256 1111 1111 1111 1111 
LO288 1111 1110 1111 1111 
LO320 1011 1111 1111 1111 
L0512 1111 1111 1110 1011 
L0544 1011 1111 1111 1011 
LO576 1111 1111 1111-1011 
LO608 1111 1111 1111 0111 
L0640 1110 1111 1111 0111 
L0672 1011 1111 1111 0111 
LO768 1111 1111 1111 1110 
LO800 1011 1111 1111 1111 
L1024 1111 1111 1111 1111 
L1056 1111 1011 1111 1111 
L1280 1111 1111 1111 1111 
L1312 1111 1111 1011 1111 
L1536 1111 1111 1111 1111 
L1568 1111 1111 1111 1111 
C3EEO* 

VOOO1 CO10XXXXOOOOLLHLXXX1 
VOO02 CXXXXXXX100XLLHLXXX1 
VO003 C10101101000LLHLLHO1 
voO004 C10100001000LLHLLLO1 
VO005 C10100X11000LLHLLLO1 
v0O006 C10100101000LLHLLHO1 
VO007 C10101001000LLHLHLO1 
vO008 CO1001011001LLHLLLO1 
voo009 C01001111001LLHLHLO1 
VO010 C01010001001LLHLLLO1 
VO011 C01010011001LLHLLLO1 
V0012 C10110101000LLHLHHO1 
V0013 C10110111000LLHLLHO1 
VO014 C10111001000LLHLHLO1 
VO0O15 C10111X11000LLHLHLO1 
VO016 C10111101000LLHLHHO1 
3139 


we ok ok ok Kk Kk OK Kk kK KK KK 


wok ke Ke Ke KK OK Ke Kk Kk OK KK 
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LOGIC DIAGRAM FOR: 





PAL16R4 PAL DESIGN SPECIFICATION 
PATO16 — JEFF KITSON 10/4/82 
DECREMENT REGISTER 

ADVANCED MICRO DEVICES , 

CLK D2 Di DO CBR VR11 S1 SO /OER GND 

/OE RO R1 QO Ql Q2 NC R2 CXV VCC 


;DECREMENT REGISTER OUTPUT SIGNALS 
IF (OER) /R2 /Q2 


/Q2 := /S1*/SO*/Q2 
/S1* SO*/R2 
S1*/SO*/D2 
S1* SO* Q2*/Q1*/Q0 
S1* SO#/Q2* QO 
S1* SO*/Q2* Ql 


tet t+ 


/S1*/S0*/Q1 
/S1* SO*/R1 
S1*/SO*/D1 
S1* SO* Q1*/Q0 
S1* SO*/Q1* QO 


/S1*/SO0*/QO 
/S1* SO*/RO 
S1*/SO*/DO 
S1* SO* QO 
IF (OER) /R1 /Q1 
IF (OER) /RO /QO 


/CXV CBR* VR11 
/CBR*/VR11 
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FUNCTION TABLE 
CLK /OER /OE S1 SO D2 Dl DO CBR VR11 R2 R1 RO CXV Q2 Qi QO 


;LOAD REGISTERS FROM RBUS AND OUTPUT ONTO Q 
C H LL H X X X X xX L 
;LOAD REGISTERS FROM DBUS AND OUTPUT ONTO Q 
Z 
Z 


>< 


Cc H LH LH OL 4 X 
;HOLD THE VALUE ‘AND OUTPUT ONTO Q 
C Hi i Tin a KE X 
;DECREMENT VALUE AND OUTPUT ONTO Q 
X 


tal 
C 


AQNRAD 
3 ot ot ot ot to 
BCS rr re re 
po ot ot et oe 
Mo ot et to 
ied Pd bd bd bd bd Dd bd be 
Ke] bd Pd > Dd bd bd be 
Dd Pd bd Pd Dd bd be 5c 
D> pd bd bd Dd Dd Dd be be 
PS P< Pd bd Dd be 
NNNWN 
NNNNNNNW® 
Dd Pd Dd Dd Dd Dd be be 
mmmreecom 
ritmo ecomee 
meme meme 


HE RBU 


LARIT 


VALUE ON 


Cc 
ry 
as 


UT TH 


C 
C 
Cc 
0 
X 
; TEST 
L 
L 
L 
L 


ZHeannNN 
TONNNNNNN SN 


N 
N 


ba 

= 
o 

7 pd a bd 
© 
ey 2 
© 
= 


Hm 
< P< 


XO 


D> P< 
S > 


NC 


O x 


ONDITIONAL BR 


Pi pd Ot OE 
Pda Ps Pd pd 
Pa Pd Ps 
Pa PS Pd Dd 

rs p< 
Ps Ps 

ps pd om ps 
Ps P< 

Ps ps 
Ps P< 
mmm 
me mr 
PS PS PS P< 
Ps PS Pd Dd 


DESCRIPTION 

THE DECREMENT REGISTER IS IMPLEMENTED USING A SINGLE AMPALI6R4A. 
IT IS LOADED FROM RBUS<2:0> WHEN THE REGISTER IS SELECTED BY 
IMMEDIATE OR REGISTER ADDRESSING MODES, OR FROM DBUS<2:0> WHEN A 
MEMORY ADDRESSING MODE IS USED. LOADING OR DECREMENTING IS 
CONTROLLED BY DR SEL<1:0> VIA MICROCODE. THE DECREMENT REGISTER, 
IN CONJUNCTION WITH THE VALUE REGISTER, PROVIDE ALL OF THE 
ADDRESSING REQUIRED FOR THE REGISTER FILE. SEQUENTIAL ADDRESSING 
OF THE REGITER FILE (FOR LDM AND STM INSTRUCTIONS) IS QUICK AND 
EASY WITH THE DECREMENT REGISTER. IT IS ALSO USED TO PROVIDE AN 
_OFFSET TO THE MEMORY ADDRESS WHERE THE DATA IS TO BE STORED INTO 
OR LOADED FROM. 
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PAL16R4 PAL DESIGN SPECIFICATION 
PATO16: — JEFF KITSON 10/4/82 
DECREMENT REGISTER * 
ADVANCED MICRO DEVICES 

*D9724 

*FO* 

— LOOOO 1111 1111 11112 1111 1111 1111 1111 
LO032 1111 1111 1111 0111 0111 1111 1111 
LOO064 1111 1111 1111 1011 1011 1111 1111 
LO256 1111 1111 1111 1111 1111 1111 1111 
LO288 1111 1111/1111 1110 1111 1111 1111 
LO768 1111 1111 1111 1110 1111 1011 1011 
LO800 1111 1110 1111 1111 1111 1011 0111 
LO832 1011 1111 1111 1111 1111 0111 1011 
LO864 1111 1111 1111-1101 1110 0110 0112 
LO896 1111 1111 1111 1110 1111 0101 0111 
L0928 1111 1111 1111 1110 1101 0111 0111 
L1024 1111 1111 1111 1111 1110 1011 1011 
L1056 1111 1111 1111 1111 1111 1011 0110 
L1088 1111 1011 1111 1111 1111 0111 1011 
L1120 1111-1111 1111 1111 1101 0110 0111 
L1152 1111 1111 1111 1111 1110 0101 0111 
L1280 1111 1111 1111 1111 1111 1010 1011 
L1312 1111 1111 1111 1111 1111 1011 0111 
L1344 1111 1111 1011 1111 1111 0111 1011 
L1376 1111 1111 1111 1111 1111 0101 0111 
L1536 1111 1111 1111 1111 1111 1111 1111 
L1568 11111111 1111 1111 1110 1111 1111 
L1792 1111 1111 1111 1111 1111 1111 1111 
L1824 1111 1111 1111 1111 1111 1110 1111 
C5754* 

VO0O1 CXXXXX0110001LHLXOX1 
vo002 C101XX10100ZZHLHXZX1 
VO003 CXXXXX00100ZZHLHXZX1 
VO0O4 CXXXXX11100ZZLLHXZX1 
VO0O05 CXXXXX11100ZZHHLXZX1 
VOO06 CXXXXX11100ZZLHLXZX1 
VOOO7 CXXXXX11100ZZHLLXZx1 
VOO08 CXXXXX11100ZZLLLXZX1 
VOO09 CXXXXX11100ZZHHHXZX1 
VOO10 CXXXXX11100ZZLHHXZX1 
VOO11 CXXXXX11100ZZHLHXZX1 
VOO12 XXXXXXXXOO1HLZZZXHX1 
VO013 OXXXOOXXXOXXXXXXXXL1 
VO0O14 OXXXO1XXXOXXXXXXXXH1 
VOO15 OXXX1OXXXOXXXXXXXXH1 
et OXXX1 1XXXOXXXXXXXXL1 


%. 
* 
* 
% 
* 
* 
* 
* 
% 
* 
* 
* 
% 
* 
% 
% 
% 
* 
* 
* 
* 
* 
% 
* 


Kok ok wk KK kK KO OK Kk KK OK 
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LOGIC DIAGRAM FOR: 


_ DECREMENT REGISTER USING AmPAL16R4A 
Columns: Inputs (0-31) 


Rows: Product Terms (0-63) 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO12 JENNY YEE 10/4/82 
RBUS CONSTANT CONTROL A 
ADVANCED MICRO DEVICES 

VR6 VR7 VRIO NC NC NC /OEH /OEL S GND 
~ NC RO R8 R7 R6 R5 R4& RI RO VCC 


;RBUS A OUTPUT SIGNAL 


IF (OEL) 
IF (OEL) 
IF (OEH) 
IF (OEH) 
IF (OEH) 
IF (OEH) 
IF (OEH) 
IF (OEH) 


VR6*S 

VR7*S 

VR10*S 
VR1O*S 
VR10*S 
VR1O*S 
VR10*S 
VR1O¥S 


FUNCTION TABLE 
VR6 VR7 VRIO /OEH /OEL S RO R1 R4 R5 RG R7 R8 R9 
;SELECT RO AND RI 


moot tt pee 
NNNNN 


X 
L 
H 
L 
H 
C 


ELE 


=) 
w 
| 
o 
oO 


ror 


| 
oO 
renaPrerwaa tees 


PO ps OS bd Pd Pt dt Bd 
oO 


S 
X 
X 
X 
35 
H 
X 


ti 
= 
p< OO) pd bd Pt 
ry 
aw 


DESCRIPTION 

THE RBUS CONTROL PERFORMS SIGN EXTENSION FOR SHORT IMMEDIATE 
SOURCE OPERANDS AND PUTS CONSTANT VALUES ON THE RBUS. THE 
FUNCTION IS CONTROLLED BY THE RBUS SELECT SIGNAL FROM 
MICROCODE. ITS IMPLEMENTATION REQUIRES TWO AMPAL16H8AS. 

RBUS CONTROL A MANIPULATES RBUS<9:4,1:0> USING INPUTS FROM 
THE VALUE REGISTER, VR<10,7,6>. 
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PALI6H8 PAL DESIGN SPECIFICATION 
PATO12 JENNY YEE 10/4/82 
RBUS CONSTANT CONTROL A 
ADVANCED MICRO DEVICES 
*D9725 
*FO* 
LOOOO 1111 1111 1111 1111 
LO032 1101 1111 1111 1111 
LO256 1111 1111 1111 1111 
LO288 0111 1111 1111 1111 
LO512 1111 1111 1111 1111 
L0544 1111 0111 1111 1111 
LO768 1111 1111 1111 1111 
LO800 1111 0111 1111 1111 
L1024 1111 1111 1111 1111 
. L1056 1111 0111 1111 1111 
L1280 1111 1111 1111 1111 
L1312 1111 0111 1111 1111 
L1536 1111 1111 1111 1111 
L1568 1111 0111 1111 1111 
L1792 1111 1111 1111 1111 
L1824 1111 0111 1111 1111 
C3E17* 
VOOO1 XXXXXX1000XZZ2ZZZLL1 
VO002 OOXXXX1010XZZZZZZLLI1 
VO003 O1XXXX1010XZZ2ZZZZHL1 
voo04 10XXXX1010XZZZZZZLH1 
VO005 11XXXX1010XZZZ2ZZZHH1 


mK OK OK Ke eK Ok wk ok ok ok OK Kk OK 


vOO06 XXOXXX0110XLLLLLLZZ1 
VO007 XX1XXX0110XHHHHHHZZ1 
VO008 XXXXXXO100XLLLLLLZZ1 
VO009 111XXX0010XHHHHHHHH1 
VOO10 XXXXXXOOOOXLLLLLLLLI 
0C71 


Kook Ok Kk OK K kk kK OK OK 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
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RBUS CONSTANT CONTROL A USING AmPAL16H8 
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LOGIC DIAGRAM FOR: 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO13 JENNY YEE 10/4/82 
RBUS CONSTANT CONTROL B = 
ADVANCED MICRO DEVICES 

VR8 VR9 VR1O NC NC NC /OEH /OEL S_ GND 

NC R15 R14 R13 R12 R11 RIO R3 R2 VCC 


;RBUS B OUTPUT SIGNALS 


IF (OEL) R2 

IF (OFH) R3 

IF (OFH) R10 
IF (OFH) R11 
IF (OEH) R12 
IF (OFH) R13 
IF (OFH) R14 
IF (OFH) R15 


VR8*S 
VR9*S 
-VR1O0*S 
VR1O*S 
VR1O#S 
VR10*S 
VR10*S 
VR10*S 


FUNCTION TABLE 
VR8 VR9 VR1O /OEH R2 R3 R1O R11 R12 R13 R14 R15 


;SELECT R2 ONLY 
X xX X H 
H xX xX H 
L xX xX H 
;SELECT R3 TO R15 


L 
L 
H 
L 
H 


DESCRIPTION 
THE RBUS CONTROL B HANDLES RBUS<15:10,3:2>. ITS INPUTS ARE 
PROVIDED BY VR<10:8>. 
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PAL16H8 PAL DESIGN SPECIFICATION © 
PATO13 : ; JENNY YEE 10/4/82 
RBUS CONSTANT CONTROL B 
ADVANCED MICRO DEVICES 
*D9725 

*FO* 

LOO0O 1111 1111 1111 
L0032 1111 1111 1111 
L0256 1111 1111 1111 
L0288 1111 1111 1111 
L0512 1111 1111 1111 
L0544 0111 1111 1111 
L0768 1111 1111 1111 
L0800 0111 1111 1111 
L1024 1111 1111 1111 
L1056 0111 1111 1111 
L1280 1111 1111 1111 
L1312 0111 1111 1111 
L1536- 1111 1111 1111 
L1568 0111 1111 1111 
L1792 1111 1111 1111 
L1824 0111 1111 1111 
C3DF9* 

VOOO1 XXXXXX1000XZZZZZZZL1 
VOOO2 1XXXXX1010XZZZZZ2ZZH1 
VO003 OXXXXX1010XZZZZZZZL1 
VO004 XXXXXX0100XLLLLLLLZ1 
VO005 XOOXXX0110XLLLLLLLZ1 
vO006 X11XXX0110XHHHHHHHZ1 
VO007 X10XXX0110XLLLLLLHZ1 
vOO08 XO1XXX0110XHHHHHHLZ1 
VO009 XXXXXXOOOOXLLLLLLLL1 
052C 


Kok ok wk kk KK KK Kk Kk OK 


wk kK KK KK OK OK 
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LOGIC DIAGRAM FOR: 
RBUS CONSTANT CONTROL B USING AmPAL16H8 
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Columns: Inputs (0-31) 
_ Rows: Product Terms (0-63) 
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PAL16R6 PAL DESIGN SPECIFICATION 
PATO14 JENNY YEE 10/4/82 
CBR CONTROL 

ADVANCED MICRO DEVICES 

CLKZ N C V VRIO VR9 VR8 ZN GND 

/OE CV CBR NXORV VF CF NF ZF NC VCC 


;CBR CONTROL OUTPUT SIGNALS 


/ZF s= ZN*/Z 
/ZN*/ZF 


/NF := ZN*/N 
/ZN*/NF 


/CF z= CV*/C 
/CV*/CF 


/VF z= CV*/V 
/CV*/VF 


/NXORV := /ZN*/CV*/NXORV 
/ZN* CV* NF*V 
/ZN*® CV*/NE*/V 
_ ZN*/CV*/N*/VE 
ZN*/CV* N* VF 
ZN* CV*/N*/V 
ZN* CV* N* V 


:= /VR10*/VR9*/VR8*/NF + 
/VR10*/VR9* VR8*/ZF + 
/VR10* VR9* VR8*/CF + 

VR10*/VR9*/VR8*/VF + 
VR10*/VR9* VR8*/NXORV + 
VR10* VR9*/VR8*/NXORV*/ZF + 
VR10* VRO* VR8*/ZF*/NF 
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FUNCTION TABLE - 


CLK /OE ZN CV VR1O VR9 VR8 ZN C V ZF NF CF VF NXORV CBR 


;LOAD Z,N,C,AND V REGISTERS (TEST NXORV) 
Cc LH H X X X HL&SEL 
;HOLD Z,N,C,AND V REGISTERS (TEST NXORV) 
Ch. i i.e oe OK ek KE 
;TEST NXORV UNDER OTHER CONDITIONS 
Cae OE ee ROL a ee 
Ct, i: H.R Oe a 
;TESTCBR FOR ALL COMBINATIONS OF VR 
;AUTOMATIC BRANCH--ALWAYS ONE 
Oy ae ae: She “i 
;BRANCH ON ZF 

Cb 
;BRANCH ON NF 


X X X 
L X 
Ce Ge. ee Ub. CH X 
L X 


L- H X X 


;BRANCH ON CF 
Cn Oe Pa 
;BRANCH ON VF 
Crt iB. vie. He Ib 
;BRANCH ON NXORV’ 
OG. eH, - 
s;BRANCH ON NXORV OR ZF 
c LL L-H & 
;BRANCH ON NF OR ZF 
CL b & 


H 


DESCRIPTION ; coe 

THE CBR CONTROL PAL GENERATES ALL THE CONTROL NECESSARY FOR THE 
EXECUTION OF CONDITIONAL BRANCH INSTRUCTIONS, SIGN EXTENSION FOR | 
SHORT IMMEDIATE DESTINATION OPERANDS, AND.CONSTANT GENERATION. 

THE IMPLEMENTATION REQUIRES ONE AMPALI6R6A. BRANCH CONDITIONS ARE 
GENERATED FROM THE FOUR CONDITIONS CODES: ZERO(Z), MINUS(N), 
OVERFLOW(V), AND CARRY(C). THE CONDITION BEING TESTED IS SELECTED 
BY VR<10:8>. 
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PALI6R6 | PAL DESIGN SPECIFICATION 
PATO14 3 JENNY YEE 10/4/82 
CBR CONTROL 
ADVANCED MICRO DEVICES - 
*D9724 
*FO* 
10256 1011 1111 1111 111] 1111 1111 
10288 1111 1110 1111 1111 1111 1111 
L0512 1111 1011 1111 1111 1111 1111 
10544 1111 1111 1110 1111 1111 1111 
LO768 1111 1111 1011 1111 1111 1111 
LO8O00 1111 1111 1111 1110 1111 1111 
L1024 1111 1111 1111 1011 1111 1111 
L1056 1111 1111 1111 1111 1110 1111 
L1280 1111 1111 1111 1111 1111 1110 
L1312 1111 1111 1101 0111 1111 1111 
11344 1111 1111 1110 1011 1111 1111 
L1376 1111 1011 1111 1111 1110 1111 
L1408 1111 O11] 1111 1111 1101 1111 
L1440 1111 1011 1111 1011 1111 1111 
L1472 1111 0111 1111 0111 1111 1111 
L1536 1111 1111 1110 1111 1011 1011 
L1568 1111 1110 1111 1111 1011 1011 
L1600 1111 1111 1111 1110 1011 0111 
L1632 1111 1111 1111 1111 0110 1011 
L1664 1111 1111 1111 1111 0111 1010 
L1696 1111 1110 1111 1111 0111 0110 
L1728 1111 1110 1110 1111 0111 0111 
C4c20* 
VOOO1 C1010XXX1001XLLHLHX1 
VO002 CXXXXXXXOOOOXLLHLHX1 
VOO0O3 CO1XXXXX1000XHLHHLX1 
VO004 CXX01XXX0001XLHLELX1 
VOO05 . CXXXXOOOOOOOHLHLHLX1 
VO006 CXXXX0010000LLHLHLX1 
VO007 CXXXX0100000HLHLHLX1 
VO008 CXXXX0110000LLHLHLX1 
VOO09 CXXXX1000000HLHLHLX1 
VOO10 CXXXX1010000LLHLHLX1 
VOO11 CXXXX1100000LLHLHLX1’ 
voo12 CXXXX1110000HLHLHLYX1 . 
800 


oe ok eK kk kk Kk KK OK Ke KK OK KR OK & 


KOR KOK KOR OK KOR K kok 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO14 JEFF KITSON 10/4/82 
SBUS CONTROL A 

ADVANCED MICRO DEVICES 

VRO VR1. VR2 VR4 VR7 VR11 CBR SL1 SLO GND 

/OE $10 S9 S8 S7 S4& S2 S1 SO VCC 


;SBUS A OUTPUT SIGNAL 


IF (OE) SO /SL1* SLO 
j SL1*/SLO* VRO 
SL1* SLO*#/VRO* VRI1*/CBR 
SL1* SLO*/VRO*/VR11* CBR 


IF (OE) SL1*/SLO* VR1 
SL1* SLO*/VR1* VR11*/CBR 
SL1* SLO*/VR1*/VR11* CBR 


IF (OE) SL1*/SLO* VR2 
SL1* SLO*/VR2* VR11*/CBR 
SL1* SLO*/VR2*/VR11* CBR 


IF (OE) SL1*/SLO* VR4 
SL1* SLO*/VR4* VR11*/CBR 
SL1* SLO*/VR4*/VR11* CBR 


IF (OE) SL1*/SLO* VR4 
SL1* SLO*/VR7* VR11*/CBR 
SL1* SLO*/VR7*/VR11* CBR / 


IF (OE) SL1*/SLO* VR4 
"  §L1* SLO*/VR7* VR11*/CBR 
SL1* SLO*/VR7#/VR11* CBR 


IF (OE) SL1*/SLO® VR4 
SL1* SLO*/VR7* VR11*/CBR 
SL1* SLO*/VR7*/VR11* CBR 


IF (OE) =  SL1*/SLO* VR4 
SL1* SLO*#/VR7* VR11*/CBR 
SL1* SLO#*/VR7*/VR11* CBR 





FUNCTION TABLE 


VRO VR1 VR2 VR4 VR7 VR11 CBR SL1 SLO /OE SO S1 Ss9 S10 


;SELECT ZEROS 

Loe ee a ee 

;SELECT ONES 

ee, ee ee oe 

;SELECT VRO TO VR4 - 

L H L H X X 

Hob He kX | 

;SELECT CBR OFFSET VR(0-7) OR 
H 


DESCRIPTION . 

THE IMPLEMENTATION OF THE SBUS CONTROL REQUIRES TWO AMPALIGH8AS. THE 
FUNCTIONS PERFORMED BY THE PALS ARE CONTROLLED BY MICROCODE INPUTS SBUS 
SEL<1:0>. FOR IMMEDIATE DESTINATION OPERANDS, THESE PALS PERFORM SIGN 
EXTENSION. IF A CBR INSTRUCTION IS SELECTED, A SIGN EXTENDED BRANCH 
OFFSET IS DERIVED FROM VR<9:0>. VR<11> AND THE CBR FLAG INITIATE A . 
BRANCH WHEN THEY ARE THE SAME POLARITY, AT WHICH TIME THE OFFSET IS 
ADDED TO THE PC. IF THE BRANCH CONDITION IS NOT MET, -1 IS ADDED TO 
THE PC TO RESUME PROPER INSTRUCTION EXECUTION. THE SBUS CONTROL A PAL 
CONTROLS SBUS<10:7,4,2:0>. ) 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO14 JEFF KITSON 10/4/82 
SBUS CONTROL A 
ADVANCED MICRO DEVICES 
*D9725 
*FO* 
LOOOO 1111 1111 1111 1111. 
L0032 1111 1111 1111 1111 
L0064 1101 1111 1111 1111 
LO096 1110 1111 1111 1111 
L0128 1110 1111 1111 1111 
LO256 1111 1111 1111 1111 
L0288 0111 1111 1111 1111 
LO320 1011 1111 1111 1111 
LO352 1011 1111 1111 1111 
L0512 1111 1111 1111 1111 
L0544 1111 0111 1111 1111 
L0576 1111 1011 1111 1111 
L0608 1111 1011 1111 1111 
LO768 1111 1111 1111 1111 
LO800 1111 1111 0111 1111 
LO832 1111 1111 1011 1111 
L0864 1111 1111 1011 1111 
L1024 1111 1111 1111 1111 
L1056 1111 1111 0111 1111 
L1088 1111 1111 1111 1011 
L1120 1111 1111 1111 1011 
L1280 1111 1111 1111 1111 
L1312 1111 1111 0111 1111 
L1344 1111 1111 1111 1011 
L1376 1111 1111 1111 1011 
L1536 1111 1111 1111 1111 
L1568 1111 1111 0111 1111 
L1600 1111 1111 1111 1011 
L1632 1111 1111 1111 1011 
L1792 1111 1111 1111 1111 
L1824 1111 1111 0111 1111 
- £1856 1111 1111 1111 1011 
L1888 1111 1111 1111 1011 
C7A48* 
VOOO1 XXXXXXXOOOOLLLLLLLL1 
VOO02 XXXXXXXO100LLLLLLLH1 
VO003 0101XXX1000HHHHHLHL1 
vO004 1010XXX1000LLLLLHLH1 
VOOO5 11111011100LLLLLLLLI 
vo006 01010011 100HHHHLHLH1 
VO007 10101101100LLLLHLHL1 
ar 00000101 100HHHHHHHH1 
88F 


KKK Rk KOK KK KK ROR KK RK KK OR ROKR ORK KK OK OR KK OR 


7 


* Kk Kk K KK OK 
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Columns: tnputs (0-31) 
Rows: Product Terms (0- 
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PAL16H8 PAL DESIGN SPECIFICATION 
PATO19 JEFF KITSON 10/4/82 
SBUS CONTROL B 

ADVANCED MICRO DEVICES 

VR3 VR&4 VR5 VR6 VR7 VR11 CBR S1 SO GND 

/OE S15 $14 $13 S12°S11 S6 S5 S3 Vcc 


;SBUS CONTROL OUTPUT SIGNAL 


IF (OK) $3 = S1*/SO* VR3 
. - §1* SO*/VR3* VR11*/CBR 
S1* SO*/VR3*/VR11* CBR 


IF (OE) S1*/SO* VR4 
S1* SO*/VR5* VR11*/CBR 
S1* SO*/VR5*/VR11* CBR 


IF (OE) S1*/SO* VR4 
; S1* SO*/VR6* VR11*/CBR 
S1* SO*/VR6*/VR11* CBR 


IF (OE). S1*/SO* VR4 
S1* SO*/VR7* VR11*/CBR 
_ $1* SO*/VR7*/VR11* CBR 


IF (OE) S1#/SO* VR4 
S1* SO*/VR7* VR11*/CB 
S1* SO*/VR7*/VR11* CBR 


IF (OE) S1*/SO* VR4 
S1* SO*/VR7* VR11*/CBR 
~ S1* SO*/VR7*/VR11* CBR 


IF (OE) S1*/SO* VR4 
S1* SO*/VR7* VR11*/CBR 
S1* SO*/VR7*/VR11* CBR 


IF (OE) = $1*/SO* VR4 : 
S1* SO*/VR7* VR11*/CBR 
S1* SO*/VR7*/VR11* CBR 
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FUNCTION TABLE 


VR3 VR4 VR5 VR6 VR7 VR11 CBR S1 SO /OE S3 S5 S11 $12 $13 $14 S15 
;SELECT ZEROS 

X X xX ‘X X 
;SELECT ONES 

X X XX xX X 
;SELECT VRO TO VR4 
L H L H =X X 
H L H L X X 
3SELECT CBR OFFSET OR ZEROS 


a Eo 


cena 


DESCRIPTION ; 

THE IMPLEMENTATION OF THE SBUS CONTROL REQUIRES TWO AMPALI6H8AS. THE 
FUNCTIONS PERFORMED BY THE PALS ARE CONTROLLED BY MICROCODE INPUTS SBUS 
‘SEL<1:0>. FOR IMMEDIATE DESTINATION OPERANDS, THESE PALS PERFORM SIGN 
EXTENSION. IF A CBR INSTRUCTION IS SELECTED, A SIGN EXTENDED BRANCH 
OFFSET IS DERIVED FROM VR<9:0>. VR<11> AND THE CBR FLAG INITIATE A 
BRANCH WHEN THEY ARE THE SAME POLARITY, AT WHICH TIME THE OFFSET IS 
ADDED TO THE PC. IF THE BRANCH CONDITION IS NOT MET, -1 IS ADDED TO 
THE PC TO RESUME PROPER INSTRUCTION EXECUTION. THE SBUS CONTROL B PAL 
CONTROLS SBUS<15:11,6:5,3>. 
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-PAL16H8 PAL DESIGN SPECIFICATION 
PATO19 JEFF KITSON 10/4/82 
SBUS CONTROL B 
ADVANCED MICRO DEVICES 
*D9725 
*FO* 

LOOOO 1111 1111 1111 1111 1111 
L0032 1101 1111 1111 1111 1111 
LO064 1110 1111 1111 1111 O111 
LO096 1110 1111 1111 1111 1011 
L0256 1111 1111 1111 1111 1111 
LO288 0111 1111 1111 1111 1111 
L0320 1111 1011 1111 1111 0111 
LO352 1111 1011 1111 1111 1011 
-L0512 1111 1111 1111 1111 1111 
L0544 O11] 1111 1111 1111 1111 
L0576 1111 1111 1011 1111 0111 
LO608 1111 1111 1011 1111 1011 
LO768 1111 1111 1111.1111 1111 
LO800 0111 1111 1111 1111 1111 
LO832, 1111 1111 1111 1011 0111 
L0864 1111 1111 1111 1011 1011 
L1024 1111 1111 1111 1111 1111 
L1056 O111 1111 1111 1111 1111 
L1088 1111 1111 1111 1011 0111 
L1120 1111 1111 1111 1011 1011 
L1280 1111 1111°1111 1111 1111 
L1312 0111 1111 1111 1111 1111 
L1344 1111 1111 1111 1011 0111 
L1376 1111 1111 1111 1011 1011 
L1536 1111 1111 1111 1111 1111 
L1568 0111 1111 1111 1111 1111 
L1600 1111 1111 1111 1011 0111 
L1632 1111 1111 1111 1011 1011 
L1792 1111 1111 1111 1111 1111 
L1824 0111 1111 1111 1111 1111 
L1856 1111 1111 1111 1011 0111 
L1888 1111 1111 1111 1011 1011 
C7631* 
VO001 XXXXXXXOOOOLLLLLLLL1 
VO002 XXXXXXXO100LLLLLLLL1 
~  V0003 0101XXX1000HHHHHHHL1 
~ VO004 1010XXX1000LLLLLLLH1 
VO005 1X111101100LLLLLLLL1 
VO006 0X101101100LLLLLHLH1 
_V0007 1X010011100HHHHHLHL1 
VOO08 0X000011100HHHHHHHH1 
80F0 
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Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
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PAL16R4 PAL DESIGN SPECIFICATION 
PATO20 JENNY YEE 10/4/82 
PROGRAM COUNTER A 
ADVANCED MICRO DEVICES 

CLK Y3 Y2 Yl YO CI Sl SO /OEA GND 

/OER AO Al RO RI R2 R3 A2 = A3 VCC 


;PROGRAM COUNTER A OUTPUT 


IF (OEA) /A3 /S1*/R3 
Sl 


TF (OBA) /A2 /S1*/R2 
Sl 


/R3 z= /SO*/S1*/Y3 
SO*/S1* R3* R2* R1* RO* CI 
SO*/S1*/R3*/CI 
SO*/S1*/R3*/R2 
SO*/S1*/R3*/R1 
SO*/S1#/R3*/RO 

S1*/R3 


= /SO*/S1*/Y2 
SO*/S1* R2* R1* RO* CI 
SO*/S1#/R2*/CI 
SO*/S1*/R2*/R1 
SO*/S1*/R2*/RO 
S1*/R2 


t++ett t+ 


/SO*/S1*/Y1 

SO*/S1* R1* RO® CI 

SO*/S1*/R1*/CL 

SO*/S1*/R1*/RO 
S1*/R1 


/SO*/S1*/YO 
SO*/S1* RO* CI 
SO*/S1*/RO*/CI 

S1*/RO 


IF (OFA) /Al /S1*/R1 
| S1 


IF (OFA) /AO = /S1*/RO 
Sl 
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FUNCTION TABLE 


CLK /OEA /OER. S1 SO Y3 Y2 Y1 YO CI A3 A2 Al AO R3 R2 R1 RO 


;LOAD REGISTERS FROM YBUS AND OTPUT ONTO RBUS 
Cc 4H L L LLHOdH xX 
; INCREMENT REGISTERS REG=REG+CI 


jon Recwnegeopes as BarkeriorBasias| 
NNNNNNNNNN 


AAANDARDAADAADADAA|AAO 
Iommi om temo om oe 
clk cll soll anil sail snl all salt cll coal andl onl ox ll axl ool ell 
‘aol all sal sll sll sil ool call oll axl andl onl onl onl dd at 
bd Pd bd bd bd be bd Dd Dd Od Dd bE DG be 
bd Pd bd Dd bd bd Dd Dd bd Dd Dd DS be DG 
Dd bd bd De be Dd DE De Dd DG DS bd Dd Dd Dd De dd 
Dd bd Dd bd Pd Dd bd Dd bd Dd bd Dd bd De be 
NNNNNNNNNANNNNNNN 
NANNNNNNNNNNNANNANN 
NNNNNNNNNNNNNANNNN 
salt all all call call ox =-Eh=-8----8--Et--Et--Ek-< 9 oto 
Mote eee ete eee oe 
Creme comme ee mee oe 
=a Tra Cae eo oe 


;HOLD VALUE IN REGI ND OU ONTO RBUS 
Cc 4H L H X 
;OUTPUT THE CURRENT VALUE ONTO 
X L H Tae Re oR Ke 
;OUTPUT ZEROS ONTO THE ABUS 

xX 


Xx xX xX X 


TERS PU 


00 St a oo 
Samo mmm moe ee 
NGNNNNNNN 


Ps FD P< Pd Pd 
Pam Pd Pd Pd 


ZOD Zoe hoe 
HE ABUS AND NOT ONTO THE RBUS 
LW bo ZZ: Z 


a or or 


DESCRIPTION : , 
THE PROGRAM COUNTER EXAMPLE USED HERE SHOWS HOW PALS CAN BE USED 
IN THE DESIGN TO IMPLEMENT DATA STEERING. THE PC IS IMPLEMENTED 
AS AN INCREMENTING REGISTER THAT CAN BE PARALLEL LOADED FROM THE 
'YBUS. THE PC IS USED TO SOURCE THE ABUS WITH MEMORY ADDRESSES 
FOR INSTRUCTIONS, AND ALSO SOURCES THE RBUS FOR RELATIVE BRANCH 
CALCULATIONS. PROGRAM COUNTER A GENERATES ZEROS IN THE 12 MOST 
SIGNIFICANT BITS FOR TRAPS AND INTERRUPTS AS WELL. THESE 3 
IDENTICALLY PROGRAMMED AMPAL16R4AS, CALLED PROGRAM COUNTER A, 
ARE THE 3 MOST SIGNIFICANT SLICES OF THE 4-SLICE PROGRAM COUNTER. 
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PALI6R4 PAL DESIGN SPECIFICATION 
PAT020 JENNY YEE. 10/4/82 
PROGRAM COUNTER A 

ADVANCED MICRO DEVICES 
*D9724 " 
*FO* 

LOOOO 1111 1111 1111 1111 
L0032 1111. 1111 1110 1111 
L0064 1111 1111 1111 1111 
‘LO256 1111 1111 1111 1111 
L0288 1111 1111 1111 1110. 
L0320 1111 1111 1111 1111 
LO512 1011 1111 1111 1111 
L0544 1111 1111 1101 1101 
L0576 1111 1111 1110 1111 
L0608 1111 1111 1110 1110 
L0640 1111 1111 1110 1111 
L0672 1111 1111 1110 1111 
L0704 1111 1111 1110 1111 
L0768 1111: 1011 1111 1111 
LO800 1111 1111 1111 1101 
L0832 1111 1111 1111 1110 
“L0864 1111 1111 1111 1110 
L0896 1111 1111 1111 1110 
L0928 1111 1111 1111 1110 
L1024 1111 1111 1011 1111 
L1056 1111 1111 1111 1111 
L1088 1111 1111 1111 1111 
L1120 1111 1111 1111 1111 
L1152 1111 1111 1111 1111 
L1280 1111 1111 1111 1011 
L1312 1111 1111 1111 1111 
L1344 1111 1111 1111 1111 
L1376 1111 1111 1111 1111 
L1536 1111 1111 1111 1111 
L1568 1111 1111 1111 1111 
L1600 1111 1111 1111 1111 
L1792 1111 1121 1111 1111 
L1824 1111 1111 1111 1111 
L1856 1111 1111-1111 1111 
C7B62* 

VO001 C0101X00100ZZHLHLZZ1 . 
VO002 CXXXX001100ZZHLHLZZ1 
VO003 CXXXX101100ZZLHHLZZ1 
VO0O4 CXXXX101100ZZHHHLZZ1 
VOOO5 CXXXX101100ZZLLLHZZ1 
VOO06 CXXXX101100ZZHLLHZZ1 | 
VO007 CXXXX101100ZZLHLHZZ1 
VOO08 CXXXX101100ZZHHLHZZ1 
VOO09 CXXXX101100ZZLLHHZZ1 
VOO10 CXXXX101100ZZHLHHZZ1 
VOO11 CXXXX101100ZZLHHHZZ1 
VO0O12 CXXXX101100ZZHHHHZZ1 
V0013 CXXXX101100ZZLLLLZZ1 
VOO14 CXXXX101100ZZHLLLZZ1 
VOO15 CXXXX101100ZZLHLLZZ1 
VO016 CXXXX101100ZZHHLLZZ1 
VOO17 CXXXX101100ZZLLHLZZ1 
VO018 CXXXX101100ZZHLHLZZ1 
VOO19 CXXXXX1X100ZZHLHLZZ1 
VO020 XXXXXXOX001HLZZZZHL1 
VOO21 XXXXXX1X001LLZZ2ZLL1 
F390 


KK KK KK KK KK KK KK KK KR Ok KK Kk KK OK KK KK KK OK 


* Ke ek Ke OK OK KK Ok Ok Ok KK OK OK KOK OK OK 
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LOGIC DIAGRAM FOR: 


PROGRAM COUNTER A USING AmPAL16R4A Deal acct 


Rows: Product Terms (0-63) 
CLK 


PERTTI 
UT] 
V 
y 


SESH F 
pn : 
(| 


Pty t tty ee 

pty Pye a 

Ppt ey ee ae oP 
4567 891011 12 1314 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29:30 31 


03862A-165 
—*- =Fuseintact —{— =All fuses intact —- = Fuse blown 
5-155 





PALI16R4 PAL DESIGN SPECIFICATION 
PATO21 JEFF KITSON 10/4/82 
PROGRAM COUNTER B 

ADVANCED MICRO DEVICES 

CLK Y3 Y2 Yl YO CI $1 SO /OEA GND 

/OER AO Al RO RI R2 R3 A2 ~ A3 VCC 


; PROGRAM COUNTER B OUTPUT SIGNALS 


IF (OEA) /A3 = /S1*/R3 
: Sl 


IF (OFA) /A2 = /S1*/R2 
S1*/SO 


/R3 z= /SO*/S1*/Y3 
SO*/S1* R3* R2* R1* RO* CI 
SO*/S1*/R3*/C1 
SO*/S1*/R3*/R2 
SO*/S1*/R3*/R1 
SO*#/S1*/R3*/RO 
S1*/R3 


bt tt tt 


/SO*/S1*/Y2 

SO*/S1® R2* R1* RO* CI 

SO*/S1*/R2*/CI 

SO*/S1*/R2*/R1 

SO*/S1*/R2*/RO 
S1*/R2 


/SO*/S1*/Y1 

SO*/S1* R1* RO® CI 

SO*/S1*/R1*/C1 

S0*/S1*/R1*/RO 
S1*/R1 


/SO*/S1*/YO 
SO*/S1* RO* CI 
SO*/S1*/RO*/CI 

S1*/RO 


IF (OEA) /Al /R1*/S1 


IF (OEA) /AO = /S1*/RO 
Sl] 
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FUNCTION TABLE 


A3 A2 Al AO R3 R2 RI RO 


CLK /OEA /OER S1 SO Y3 Y2 Y1 YO CI 


MH mA ty my tyme masa 


H 


oon a aoe ae neon 


L 


comen eon ee ee eomesmssneon an memes 


H 
Z 


AAA ttTRee asa AasA 


L 


ONTO THE ABUS AND NOT ONTO THE RBUS 
Z 


NNNNNNNNNNNNNNNNN 


Z 
H 


NNNNNNNNNNNNNNNNN 


Z 
L 


NNNNNNNNNNNNNNNNN 


Zs. 2 
ZZ 
L H 


NNNNNNNNNNNNNNNNN 


WY 
j=) 
fea} 
a4 
© 
aan 
= 
© 
a 
— 


TP 
X 
+ CI 
L 

H 

H 

H 

H 

H 
H 
H 
H 

H 

H 
H 

H 

H 

H 

H 

H 

OTPUT ONTO RBUS 

X xX 


D OU 
H 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 


Se} 
ea) 
Z rd AG bd PS bd PS PS Dd Od bd Dd Pd bd OS Dd OS OO Od OS 
< oS =. 


X X X X 


me 
AMARA AA AAA AAA AAAs ame 


IN 


L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
E 
L 
H 


H 
L 


asco wes wes hones Reckarkesicokecwa=gomssksem«okse; 


;LOAD REGISTERS FROM 
L 


C 
;OUTPUT THE CUR 


H 
INCREMENT REG 
X 


HOLD VALU 


C 


OOO OO UO UCUO OO OO ODIOL 


on 


;OUTPUT TWO ONTO THE ABUS 


X 


H Lb X XX KX X 


H 


L 


;OUTPUT SIX ONTO THE ABUS 


X 


H H X X X X X 


H 


L 


DESCRIPTION 


THE CONSTANTS TWO AND SIX ARE GENERATED 


THIS SLICE OF THE PROGRAM COUNTER IS FUNCTIONALLY THE 


PROGRAM COUNTER B IS THE LEAST SIGNIFICANT SLICE OF THE PROGRAM 
SAME AS PROGRAM COUNTER A. 


COUNTER. 


FOR TRAPS AND INTERRUPTS. 
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PAL16R4 PAL DESIGN SPECIFICATION 
PATO21 JEFF KITSON 10/4/82 
_ PROGRAM COUNTER B 

ADVANCED MICRO DEVICES 
*D9724 
#FO* . 

LOOOO 1111 1111 1]11 1111 
L0032 1111 1111 1110 1111 
LO064 1111 1111 1111 1111 
L0256 1111 1111 1111 1111 
L0288 -1111 1111 1111 1110 
L0320 1111 1111 1111 1111 
L0512 1011 1111 1111 1111 
L0544 1111 1111 1101 1101 
LO0576 1111 1111 1110 1111 
L0608 1111 1111 1110 1110 
L0640 1111 1111 1110 1111 
L0672 1111 1111 1110 1111 
LO704 1111 1111 1110 
LO768 1111 1011 1111 

LO800 1111 1111 1111 

LO832 1111 1111 1111 

LO864 1111 1111 1111 

LO896 1111 1111 1111 

LO928 1111 1111 1111 

L1024 1111 1111 1011 

L1056 1111 1111 1111 

L1088 1111 1111 1111 

L1120 1111 1111 1111 

L1152 1111 1111 1111 

L1280 1111 1111 1111 
L1312°1111 1111 1111 

L1344 1111 1111 1111 

L1376 1111 1111 1111 

L1536 1111 1111 1111 

L1568 1111 1111 1111 

L1792 1111 1111 1111 

L1824 1111 1111 1111 

L1856 1111 1111 1111 
C7774* 

VO001' C0101X00100ZZHLHLZZ1 
voo02 CXXXX001100ZZHLHLZZ1 
VO003 CXXXX101100ZZLHHLZZ1 
voo04 CXXXX101100ZZHHHLZZ1 
VOOO5 CXXXX101100ZZLLLHZZ1 
VOO06 CXXXX101100ZZHLLHZZ1 
VO007 CXXXX101100ZZLHLHZZ1 
voOO8 CXXXX101100ZZHHLHZZ1 
VOO09 CXXXX101100ZZLLHHZZ1 
VOO10 CXXXX101100ZZHLHHZZ1 
VOO11 CXXXX101100ZZLHHHZZ1 
vOO12 CXXXX101100ZZHHHHZZ1 
V0013 CXXXX101100ZZLLLLZZ1 
vO0O14 CXXXX101100ZZHLLLZZ1 
VOO15 CXXXX101100ZZLHLLZZ1 
VOO16 CXXXX101100ZZHHLLZZ1. 
VOO17 CXXXX101100ZZLLHLZZ1 
VO0O18 CXXXX101100ZZHLHLZZ1 
VOO19 CXXXXX1X100ZZHLHLZZ1 
VO0O20 XXXXXXOX001HLZZZZHL1 
VO021 XXXXXX10001LHZZZZLL1 

uoo22 XXXXXX11001LHZZZZHL1 
275 . 


* OK OK KK OK KR eK KK Ok ok ok Ok ok ok OK Ok Kk Ok KR KK KK OK OK Ok OK OK 


OK OK ok Ok ok ok ok ok ok ok ok ok ok ok ok ok ke ok 
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03862A-166 


Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 


Fuse blown 


All fuses intact —- 
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—-_-x-— 


Fuse intact 


a 
° 
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N 
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a 
0 
nN 
Nn 
a 
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a 
n 
) 
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- 
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2 
nt 
4 
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2 
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2 
a 
Ss 
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2 
e 
o 
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6891011 12 13 1415 16171819 20212223 24252627 28293031 


+ 


' 
4567 
4567 


o123 
0123 


orn arwenor 


PROGRAM COUNTER B USING AmPAL16R4A 


LOGIC DIAGRAM FOR: 


OEA+TS— 





PAL16H8 PAL DESIGN SPECIFICATION 
PATOL5 JEFF KITSON 10/4/82 
PC CARRY GENERATOR 

ADVANCED MICRO DEVICES 

AO Al A2 A3 A& AS A6 AZ AB GND 

A9 CO1 CO2 CO3 A10 All SLi CI NC VCC 


; PC CARRY GENERATOR OUTPUT SIGNALS 


CO3 = SL1*CI + 
/SLI¥CI¥AO*A1*A2*A3*A4*A5*A6*A7* AB*AQ*ALOKAIL 


C02 = SL1*CI 
, /SL1*¥CI*AO*A1*A2*A3*AG¥A5S*AGHAT 


col = SL1*CI 
- /SL1*CI*AO*A1*A2*A3 


FUNCTION TABLE 


AO Al A2 A3 A4 AS A6 A7 AS AO A1O All CTI SLI 


DESCRIPTION | : 

THE 4-BIT OUTPUTS FROM THE 3 LEAST SIGNIFICANT SLICES OF THE 4- 
SLICE PC ARE USED TO CREATE A 12-BIT INPUT TO THE PC CARRY 
GENERATOR. THE PC CARRY GENERATOR TAKES THESE INPUTS AND 
GENERATES THE CARRY-IN FOR THE 3 MOST SIGNIFICANT SLICES OF THE 
PROGRAM COUNTER. THE PC CARRY GENERATOR IS CONTROLLED BY THE 

- PC SELECT INPUT FROM MICROCODE. — 





PAL16H8 PAL DESIGN SPECIFICATION 
PATOL5 JEFF KITSON 10/4/82 
PC CARRY GENERATOR 
ADVANCED MICRO DEVICES 
*D9725 
*FO* 
L1280 1111 1111 1111 1111 
L1312 1111 1101 1101 1111 
L1344 0101 0101 0110 0101 
L1536 1111 1111 1111 1111 
L1568 1111 1101 1101 1111 
L1600 0101 0101 0110 0111 
L1792 1111 1111 1111 1111 
L1824 1111 1101 1101 1111 
L1856 0101 0101 0110 1111 
C211E* 
VOOO1 XXXXXXXXXOXHHHXX11X1 
voo02 11111111101HHH1101X1 
Vo003 11111111000HHILO001X1 
- yOOO4 11110000101HLL1101X1 
vo005 00001111101LLL1101X1 
ASCF 


* Kk KK KK OK OK 
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03862A-167 


“ Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 


Fuse blown 


All fuses intact —- 
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—X)— 


Fuse intact 


IX 2F eegaaaze PY e5ea8 
> Lad 
< <{ 


a 
a 
N 
© 
x] 
i 
a 
© 
n 
0 
my 
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° 
n 
s 
x] 
a 
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2 
S 
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PC CARRY GENERATOR USING AmPAL16H8 


LOGIC DIAGRAM FOR: 
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PALI6R4 PAL DESIGN SPECIFICATION 
PATO10 JENNY YEE 10/4/82 
MEMORY ADDRESS REGISTER 
ADVANCED MICRO DEVICES 

CLK Y3 Y2 Yl YO Sit SO A3 /BI GND 

/OE /BO AO BO Bl B2 B3 Al A2 VCC 


;MAR OUTPUT SIGNALS 


/B3 z= /S1*/SO*/B3 
/S1* SO*/Y3 
$1*/SO*/A3 
S1* SO* B3*/B2*/B1*/BO*BI 
S1* SO*/B3* B2 
S1* SO*/B3* Bl 
S1* SO*/B3* BO 
S1* SO*/B3*/BI 


; HOLD 

sLOAD YBUS INTO MAR 
;LOAD ABUS INTO MAR 
; DECREMENT 


++ete¢4 4+ 


/S1*/SO*/B2 

/S1* SO*/Y2 

S1*/SO*/A2 

S1* SO* B2*/B1*/BO*BI 
S1* SO*/B2* Bl 

S1* SO*/B2* BO 

S1* SO*/B2*/BI 


t+ t+ +4 


/$1*/SO*/B1 

/S1* SO*/Y1 
S1*/S0*/Al1 

S1* SO* B1l*/BO*BI 
S1* SO*/B1* BO 
S1* SO*/B1*/BI 


:= /S1*/SO*/BO 
/S1* SO*/YO 
$1*/SO*/A0 
S1* SO* BO* BI 
S1* SO*/BO*/BI 


= /B3*/B2*/B1*/BO*BI 
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FUNCTION TABLE 
CLK /OE S1 SO Y3 Y2 Yl YO A3 A2 Al AO /BI _ /BO B3 B2 Bl BO 


;LOAD REGISTERS FROM YBUS AND OUTPUT ONTO B 
C Lol, HL HL. SAY cK XX. & 
;LOAD REGISTERS FROM ABUS AND OUTPUT ONTO B 
C LH ol xX xX XxX. xX HL oh LX 
;HOLD THIS VALUE AND OUTPUT ONTO B 

C Bye Tay Ke OR SR RS KS OX KK. OK 
;DECREMENT REGISTERS WHERE R= R - BI 


Ce Ee ee eee oe ee ee 
jeogasasgocwesisskscodoeiacwacacmeswasackeckeciies] 
ana aa een aoe e ga B <2 Rackia ofan Bsclacia=esiaedac} 
P< Pd Pd Pd Pd bd DS Pd bd Bd Dd Od Dd Od Od Dd Dd 
PS PS Pd PS Pd Pd Dd OS bd Dd Dd Dd Dd Dd Dt Dd Dd 
Pe Pd bd Pd Dd Od Od Dd bd bd Dt Dd bt Dd Dt Dd Dt 
Pq P< Dd Pd Pd Pd Dt OS bt bd Pd Dd Dd Dd Dd Dd Dd 
Pd Pd Pd P< Pd Od Dd Od Dt Dd bd Dd Dd Dd Dd Dd Dd 
P< Pd Dd Pd Pd Od bd Pd Dd bd bd Bd Dd Od Od Dd Dt 
PS Pd Pd Pd Dd Pd Pd Pd Dd Od Bd bd Od Pd DO Pd Dd 
Pd PS Pd PS Pd Pd Pd PS Dd Dd Dd Dd Pd Dd Dd Dt Dd 
Cee CS Br ee ae ee 


C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 
C 


DESCRIPTION 

THE MEMORY ADDRESS REGISTER (MAR) IS USED FOR PLACING ADDRESSES ON 
THE MEMORY ADDRESS BUS WHEN FETCHING OPERANDS FROM MEMORY FOR 
SOURCE AND DESTINATION. IT IS ALSO USED TO HOLD THE MEMORY 
DESTINATION ADDRESS FOR STORING RESULTS FROM AN OPERATION. THE MAR 
HAS THE CAPABILITY TO DECREMENT TO SUPPORT THE SPECIAL LOAD MEMORY 
AND STORE MEMORY INSTRUCTIONS. THESE MAR OPERATIONS ARE CONTROLLED 
BY MAR SEL<1:0>. THE MAR IS IMPLEMENTED USING FOUR AMPALI6R4AS. 
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PAL16R4 PAL DESIGN SPECIFICATION 
PATO10 JENNY YEE 10/4/82 
MEMORY ADDRESS REGISTER 

ADVANCED MICRO. DEVICES 
.*D9724 

#FO* 

LO512 1111 1111 1110 1111 
L0544 1011 1111 1111 1111 
LO576 1111 1111 1111 1111 
LO608 1111 1111 1101 1110 
L0640 1111 1111 1110 1101 
L0672 1111 1111 1110 1111 
LO704 1111 1111 1110 1111 
LO736 1111 1111 1110 1111 
LO768 1111 1111 1111 1110 
LO800 1111 1011 1111 1111 
L0832 1110 1111 1111 1111 
LO864 1111 1111 1111 1101 
LO896 1111 1111 1111 1110 
L0928 1111 1111 1111 1110 
LO960 1111 1111 1111 1110 
L1024 1111 1111 1111 1111 
L1056 1111 1111 1011 1111 
L1088 1111 1110 1111 1111 
L1120 1111 1111 1111 1111 
L1152 1111 1111 1111 1111 
L1184 1111 1111 1111 1111 
L1280 1111 1111 1111 1111 
L1312 1111 1111 1111 1011 
L1344 1111 1111 1111 1111 
L1376 1111 1111 1111 1111 
L1408 1111 1111 1111 1111 
L1792 1111 1111 1111 1111 
L1824 1111 1111 1110 1110 
C63A8* 

VO001 CO10101XXOOXXHLHLXX1 
VO002 CXXXX101XO0XOLHLH101 
VO003 CXXXXOOXXOOXXLHLHXX1 
VOOO4 CXXXX11X100HXLHLHXX1 
VOOO5 CXXXX11XOOOHXHLLHXX1 
VO006 CXXXX11XO0OHXLLLHXX1 
VOO0O7 CXXXX11XOOOHXHHHLXX1 
VOOO8 CXXXX11XO00HXLHHLXX1 
VOOO9 CXXXX11XOOOHXHLHLXX1 
VOOLO CXXXX11XOOOHXLLHLXX1 
VOO11 CXXXX11XOO0OHXHHLLXX1 
VOO12 CXXXX11XOOOHXLHLLXX1 
V0013 CXXXX11XOOOHXHLLLXX1 
VO0O14 CXXXX11X000LXLLLLXX1 
VOO15 CXXXX11XOO0OHXHHHHXX1 
VOO16 CXXXX11XOOOHXLHHHXX1 
VOO17 CXXXX11XOOOHXHLHHXX1 
VOO18 CXXXX11XOOOHXLLHHXX1 
VOO19 CXXXX11XOOOHXHHLHXX1 
VO020 CXXXX11XOOOHXLHLHXX1 
B9E4 


Kok KR OK OK ek Ok kk KK KOK OK OK OK Ok KK OK OK 


wok Ke Ok OK KK OK KR OO OK KK OK OK KK OK 
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03862A-168 


Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 


Fuse blown 
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— 
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(x UT 
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All fuses intact ofe 
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b- 


Oe ee ee ee < 


Fuse intact 
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MAR USING AmPAL16R4A 
Y 


‘LOGIC DIAGRAM FOR: 





PAL16R4 PAL DESIGN SPECIFICATION - 
PATO11 JENNY YEE 10/4/82 
MEMORY DATA REGISTER (1) ’ 

ADVANCED MICRO DEVICES 

CLK Y3 Y2 Yl YO NC /CE S_ /OED GND 

/OER /DO /D1 /RO /R1 /R2 /R3 /D2 /D3 VCC 


;MDR OUTPUT SIGNALS 


IF (OED) D3 R3 
IF (OED) D2 R2 


R3 : /CE*R3 + ;HOLD 
CE* S* D3 + ;LOAD FROM DBUS 
CE*/S*/Y3 ;LOAD FROM YBUS 


/CE*R2 
CE* S* D2 
CE*/S*/Y2 


/CE*R1 
CE* S* Dl 
CE*/S*/Y1 


/CE*RO 
CE* S* DO 
CE*/S*/YO 


IF (OED) Dl Rl 
IF (OED) DO RO 
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FUNCTION TABLE 


CLK OED OER $ Y3 Y2 Y1 YO /CE /D3 /D2 /D1 /DO /R3 /R2 /R1 /RO 


;LOAD REGISTERS FROM YBUS AND OUTPUT ONTO RBUS 
C L HLULH LHL Ze Le 


;LOAD REGISTERS FROM DBUS AND OUTPUT ONTO RBUS 
C L HH xX X X X iL H L 4H 


s HOLD VALUE AND OUTPUT ONTO RBUS 
C Gert He ee ee i ZL” oh 


;OUTPUT VALUE ONTO DBUS AND NOT ONTO RBUS 
H X X X X X H 


DESCRIPTION 

THE MEMORY DATA REGISTER 1 (MDR1) IS-AN I/O REGISTER WITH MULTIPLE 
INPUT AND OUTPUT PATHS TO FACILITATE READING AND WRITING DATA 
FROM MEMORY. IT MAY BE LOADED FROM EITHER THE YBUS (WRITE) OR 

DBUS (READ) AND OUTPUT ON THE RBUS (READ) OR DBUS (WRITE). IT IS 
IMPLEMENTED USING FOUR AMPAL16R4AS AND CONTROLLED FROM MICROCODE. 





5-168 


PAL16R4 _ PAL DESIGN SPECIFICATION 
PATO11 . JENNY YEE 10/4/82 
MEMORY DATA REGISTER (1)  % . 
ADVANCED MICRO DEVICES 

*D9724 

*FO* 

LOOOO 1111 1111 1111 1111 1111 
LO032 1111 1111 1110 1111 1111 
L0256 1111 1111 1111 1111 1111 
LO288 1111. 1111 1111 1110 1111 
LO512 1111 1111 1110 1111 1111 
L0544 1110 1111 1111 1111 1111 
L0576 1011 1111 1111 1111 1111 
LO0768 1111 1111 1111 1110 1111 
LO800 1111 1110 1111 1111 1111 
L0832 1111 1011 1111 1111 1111 
L1024 1111 1111 1111 1111 1110 
L1056 1111 1111 1111 1111 1111 
L1088 1111 1111 1011 1111 1111 
L1280 1111 1111 1111 1111 1111 
L1312 1111 1111 1111 1111 1111 
L1344 1111 1111 1111 1011 1111 
L1536 1111 1111 1111 1111 1111 
L1568 1111 1111 1111 1111 1110 
L1792 1111 1111 1111 1111 1111 
L1824 1111 1111 1111 1111 1111 
C4A70* 
VOOO1 CO101X00100ZZHLHLZZ1 * 
VOO02 CXXXXXO110001LHLHO11 * 
VO003 CXXXXX1X100ZZLHLHZZ1 * 
VOOO4 CXXXXX1XOOOLHLHLHLH1 * 
O15E 


Kok KK KK KK ke KK Kk OK OK KR OK 





5-169 


03862A-169 


- Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
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PAL16R6 PAL DESIGN SPECIFICATION 
PATO18 KEVIN OW-WING 1-18-83 
MICROBRANCH CONTROL 

ADVANCED MICRO DEVICES 


CLK S2 Sl SO DRO DRL ODR2 #INT LDINT GND 
/OE VRO INTENB /OEVEC /OEJMP /OEMAP2 /OEMAP1 INTFLAG CXV VCC 


;MICROBRANCH EQUATIONS 
/INTFLAG := /INT 


OEMAP1 z= = /S2#/S1*/SO 
/S2* S1* SO*/INTENB 
/S2* S1* SO#/INTFLAG 


OEMAP2 z= /S2*/S1* SO 


OEJMP z= /S2* S1#/SO 
$2#/S1*/SO* DRO 
S2*/S1* DR} 
S2*/S1* DR2 
S2*/S1* SO#/DRO 
S2® S1#/SO#/CXV 


:= /S2* S1#* SO* INTFLAG* INTENB 
$2*/S1*/SO*/DRO*/DR1*/DR2 
S2*/S1* SO* DRO*/DR1#/DR2 
S$2* S1*/SO* CXV 


/INTENB := LDINT*/VRO 
| /LDINT*/INTENB 
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FUNCTION TABLE . 
CLK /OE S2 S1 SO DR2 DRI DRO INT LDINT VRO 
INTFLAG INTENB OEMAP1] OEMAP2 OEJMP 
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DESCRIPTION . | 

THE MICROBRANCH PAL, AN AMPALI6R6A, IS USED TO CONTROL 
BRANCHING IN THE MICROSEQUENCER. IT OPERATES BY 
SELECTING THE PROPER BRANCH CONDITION (UNCONDITIONAL, 
INTERRUPT, COUNTER=0, COUNTER=1, CBR FLAG), TESTING THE 
CONDITION, AND THEN ACTIVATING ONE OF FOUR POSSIBLE 
ADDRESS SOURCE OUTPUT ENABLES DEPENDENT UPON THE STATUS 
OF THE CONDITION TESTED. THE SELECT INPUTS ARE FROM 
MICROCODE PROM AND THE OUTPUT ENABLES GENERATED BY THE 
MICROBRANCH PAL ARE ACTUALLY PART OF THE MICROCODE 
PIPELINE REGISTER. 

NOTE ALSO THAT INTERRUPT SYNCHRONIZATION AND CONTROL 
ARE ALSO INTEGRATED INTO THE MICROBRANCH PAL. 
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PAL16R6 PAL DESIGN SPECIFICATION 
PATO18 : KEVIN OW-WING 1-18-83 
MICROBRANCH CONTROL 
ADVANCED MICRO DEVICES 
*D9724 

_ *FO* | 7 
L0256 1111 1111 1411 1111 
10512 1011. 1011 1011 1111 
L0544 1011 0111 O11] 1111 
L0576 1011 0110 0111 1111 
L0768 1011 1011 0111 1111 
11024 1011 0111 1011 1111 
L1056 0111 1011 1011 0111 
11088 0111 1011 1111 1111 
11120 0111 1011 1111 1111 
L1152 0111 1011 0111 1011 
L1184 0110 0111 1011 1111 
L1280 1011 0101 0111 1111 
L1312 0111 1011 1011 1011 
L1344 0111 1011 0111 0111 
L1376 0101 0111 1011 1111 
L1536 1111 1111 1111 1111 
L1568 1111 1111 1111 1111 
C3FEF* | 
VOOO1 COOOXXXXXOOXXHHHLXX1 
VO002 COO1XXXXXOOXXHHLHXX1 
VO003 CO10XXXXXOOXXHLHHXX1 
VOOO4 CXXXXXX11001HXXXXHX1 
VOOOS CO11XXXOXOOXHLHHHLX1 
VO006 CO11XXX11000LHHHLHX1 
VOOO7 CO11XXXXXOOXXHHHLXX1 
VOO08 C100000XXOOXXLHHHXX1 
VOO09 C100100XXOOXXHLHHXX1 

- VOO1LO C100X1XXXOOXXHLHHXX1 
VOO11 C100XX1XXOOXXHLHHXX1 
VOO12 C101100XXOOXXLHHHXX1 
VO013 C1010XXXXOOXXHLHHXX1 
VOO14 C10111XXXOOXXHLHHXX1 
VOO15 C1011X1XXOOXXHLHHXX1 
VOO16 C110XXXXXOOXXHLHHXO1 
-VOO1L7 C110XXXXXOOXXLHHHX11 
43CA 


we OK KR ok ok Ok ok mk OK KOK Ok KK OK K 
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LOGIC DIAGRAM FOR: 
uBRANCH CONTROL USING AmPAL16R6A 


Columns: Inputs (0-31) 
Rows: Product Terms (0-63) 
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Section 6 





Testing, 
Programming, 
Reliability Information 
Factory Testing of PALs : 

Logic Verification for PALs 


PAL Programming : 
AMD Programmable Array Logic Reliability 


Advanced Micro Devices’ PALs include special test circuitry 
designed to permit thorough AC and DC testing to be accom- 
plished on an unprogrammed unit. This test circuitry is used 
to insure good programming yield and to verify that devices 
will meet all parametric and switching specifications after 
programming. 


Programming circuitry testing includes tests to assure 
unique addressing of all fuses. To accomplish this, special 
test pads are provided which are accessible only during 
_wafer probing. Using these, Advanced Micro Devices con- 
firms that each driver is capable of sinking sufficient current 
to blow fuses and has appropriate saturation characteristics 
for AC performance. The ability of all circuitry in the program- 
ming path to handle the large currents and voltages neces- 
sary to blow fuses reliably is also thoroughly checked. 


Each PAL has special test fuses. These test fuses are blown 
during factory testing and demonstrate beyond reasonable 
doubt that the device is capable of opening all fuses when 
programmed by the user. They also increase the confidence 
level in unique addressing. 


The special probing pads and test fuses are ail employed in 
programmability testing. This testing coupled with AMD’s ex- 
cellent process control gives industry leading programming 
yields (>98%) for all AMD PALs. ; 


Special test circuitry, enabled by means of high voltage 
signals, checks functionality and DC parameters under 
conditions that simulate post programming operations. 
Most of the circuitry and levels that can be involved in opera- 
tion after programming are checked under worst case condi- 
tions. For example, all input buffers are tested for functionali- 
ty by switching them through a special path to asingle output 


- Factory Testing 
of PALS 


/ 


and all product term AND-gates are switched and sensed for 
uniqueness and functionality. 


The fuses blown during programmability testing also permit 
100% AC testing of a critical path in every device prior to 
shipment from the factory. These provide correlatable 
measures of the propagation delay times that the user can 
expect from his devices after he has placed his own logic in 
the PAL. 


Because of the large.percentage of die area devoted to fixed 
logic circuitry, all programmable devices from all manufac- 
turers exhibit some percentage of units which fail to function 
to the desired truth table, even though all fuses are correctly 
programmed. AMD’s special test circuits and extensive fac- 
tory testing procedures have virtually eliminated this prob- 
lem. However, to eliminate the possibility of any potential 
failures reaching the assembly line, the user should exercise 
the PAL after programming to insure that it functions correct- 
ly. This can be performed on an I/C tester, oron some PAL pro- 
grammers, using user defined test vectors or by comparison 
against a known good unit. : 


Test vectors are relatively easy to generate for combinatorial 


‘designs using PALs. Sequential function testing is more dif- 


ficult. AMD PALs are designed to provide the capability of 
loading the output registers to any desired value during 
testing. This feature, known as PRELOAD, simplifies func- 
tional testing of sequential devices. The following section, 
Logic Verification for PALs, describes PRELOAD in more 


‘ detail and provides some guidelines for developing test 
-procedures. : 














The purpose of logic verification is to prove that a device 
functions correctly before it is put in a system. A completely 
reliable logic verification procedure should test all logic tran- 
sitions of a device, through its normal inputs and outputs, 
and at normal TTL operating levels. This guarantees all parts 
of a device are functionally tested in the same way that they 
will be used in a system. 


BENEFITS OF LOGIC VERIFICATION 


The benefits of logic verification are to provide confidence 
that a device will function in a board. It also reduces produc- 
tion test time and cost because less board and system debug 
time is necessary. It is estimated that each succeeding level 
of testing during system production costs up to an order of 
magnitude more than the preceding level. So, should logic 
verification find a faulty device before it is put in a board and 
tested, significant test cost is saved. Should the faulty device 
be found before getting to system test or final on-site in- 
stallation check-out, even more is saved. Programmable 
logic can implement functions on-chip that used to be done 




















Logic Verification 


Figure 1. PROM 





| for PALS 


by Brad Kitson 
Advanced Micro Devices ‘4 





in multiple devices on a board. Thus some board-level testing 
can be done on programmable logic by logic verification, sav- 
ing even more testing time and cost. Logic verification can 
also be beneficial during the initial design phase with pro- 
grammable logic. The system designer can program a new 
design into a device and perform logic verification to see if 
the device performs the function correctly. 





FUSE VERIFY FOR PROMs. 


With PROMs, logic verification is straightforward. A PROMis 
simply a read only memory with fuses as the information 
storage elements. Since the logic function of a PROM is to 
read out stored information at a given address, logic verifica- 
tion requires reading out and verifying correct status of the 
fuses at each address, after programming. Therefore, if a | 


_ PROM verifies as correctly programmed, it is logically cor- 


rect. Figure 1 shows the block diagram of a PROM. The fuse 
array is addressed by the input decode and is read from the 
outputs. : : 










OUTPUTS 
03862A-171 





FUSE VERIFY FOR PROGRAMMABLE LOGIC 


Fuse verification, however, doesn’t perform logic verification 
for programmable logic. Programmable logic devices are pro- 
grammed and fuse verified like PROMs, but don’t logically 
function like PROMs. Figure 2 shows the block diagram of a 
registered PAL. The input decode of Figure 1 is again present 
as an input to the fuse array, but is enabled for programming 
and fuse verifying only. Instead, additional direct inputs and 
registered feedback inputs of the PAL serve as the logical in- 
puts toits fuse array. The logical inputs must be disabled dur- 
ing fuse verification thereby losing any logical information 
from the direct inputs and state information from the feed- 
back inputs. Therefore, fuse verification only helps prove cor- 
rect programming. Figure 3 shows the block diagram of a 
combinatorial PAL. The programmable output enable and 
feedback buffers of this device are also untested during fuse 
verification. Arrows in Figures 2 and 3 denote the untested 
hardware blocks. 


INPUT DON’T CARES 


Figure 4 shows a simple design example utilizing two sepa- 
rate state machines. The microprogram for both machines is 


INPUTS 


PROGRAM 
DECODE 


OUTPUTS 
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Figure 2. Registered PAL 


shown in Table 1. If both machines are implemented individu- 
ally in SSI/MSI, relatively few don’t care conditions result. 


Table 1 
FSM A 


Current 
State 


0 


03862A-172 


OUTPUTS 
03862A-174 


Figure 3. Combinatorial PAL 
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Figure 4 





This is because the SSI/MSI used will only be enough to per- 
form the function desired. In contrast, Table 2 shows the 
microprogram for the implementation of the design example 
in a single PAL. Since inputs are present for both machines 
and the PALis a superset of either function, alarge number of 
don’t cares result. The point to be made here is that all don’t 
care conditions must be tested to prove that both machines 
are still independent. In the example of Figure 4, to fully test 
FSM A, each state must be tested with every possible state of 
FSM B. Only in this way can one be sure that FSM A is in- 
dependent of FSM B. Futhermore, every combination of 
states in FSM A and FSM B must be tested with all permuta- 
tions of the input vectors. Table 3 shows the transitions 
necessary to fully test the first line in Table 2, i.e., the transi- 
tion of FSM A state 0 to state 1. In general, the implementa- 
tion of a logic function in a PAL, or other programmable 
device, will result in many don’t cares since the device will be 
a superset of the function desired. So, one of the main re- 
quirements of logic verification is to prove that don’t care 
conditions indeed don't care. To test all.don’t cares, an ex- 
haustive list of input vectors is required. Also, in this case, a 
method is needed to repeatedly get into each state to test 
each don’t care. 


PRELOAD 


The capability of Advanced Micro Devices’ PALs to PRE- 
LOAD internal feedback registers facilitates logical verifica- 
tion for sequential programmable logic. Two complications 
exist when PRELOAD is not available. First, getting into a 
given state to test transitions out of that state becomes 
much more difficult. For example, referring to Figure 4, get- 
ting into state 3 of FSM A could require sequencing through 
States 0, 1, and 2. Furthermore, this would have to be 
repeated for each test of state 3. Moreover, to test a state in 
FSM A with a state in FSM B might require a lengthy and 
sometimes impossible sequence until the desired combina- 
tion is obtained, i.e., the only way to get into FSM A state 2 
and FSM B state 2 (2, 2) from state (0, 0) would be to sequence 
through (1, 1), (2, 3), (3, 2), and (3, 3). This is a difficult task to 
test just one state transition. With PRELOAD, state (2, 2) can 
be entered directly and tested. Second, power-up initializa- 
tion becomes very difficult to test. Typically, a state machine 
has additional don't care states that only affect power-up. 
Should any of these don’t care states be entered on power-up 
the machine must be able to exit them to start normal opera- 
. tions. Without PRELOAD these states can’t be entered and 
tested to see if they can be exited. PRELOAD allows for these 


states to be entered directly and tested. States 0 and 1 of 
FSM A and state 0 of FSM B are examples of don’t care 
States. ; 


Table 2 


Next State 
FSM FSM 
A B 


Combined State 
FSM FSM 
A B 


Inputs 
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Table 3 


Next State 
FSM 
A 


Inputs 


FSM 
A 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0. 
0 
0 
Q 
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PAL Programming 


AMD PALs are manufactured using the high performance 
IMOX oxide isolated process and high reliability platinum- 
silicide fuses. These technologies require the use of specific 
programming equipment which has been designed to ensure 
consistent programming yields in excess of 98%. To main- 
- tain these extremely high programming yields, AMD subjects 
all approved PAL programming equipment to a complete 
testing and qualification procedure which assures the user 
that the programmer wil! program AMD PALs reliably. 


The fusing algorithm, which is described in detail in the 
reliability report, is designed to minimize tight tolerance re- 
quirements on the programming equipment. A chip enable in- 
put is used to gate the fusing current from a programming 
source voltage on the PAL output. The delivery of fusing cur- 
rent is therefore controlled by the switching speed of the in- 
ternal PAL circuitry, not by the circuitry in the programmer. 
This should minimize the need for constant recalibration ofa 
programmer. However, it is recommended that a user’s log be 
maintained with each machine to collect a record of the 
hours of service use and programming yield of each lot. The 
programming equipment should be calibrated after every 50 
hours of service or whenever programming yields fall below 
98% with AMD PALs. 


PROGRAMMER APPROVAL CRITERIA 


Full details of the required programming parameters, wave- 
forms and addressing schemes are provided on each device 
data sheet. All AMD PALs, standard, high speed (‘A’ versions) 
and half power (‘L’ versions) use the same algorithm and can 
be programmed on identical modules and adapters. 


Data 1/0 
10525 Willows Rd. N.E. 
Redmond, WA 98052 


Digilec, Inc. 

7335 E. Acoma Dr. 
Dept-103 

Scottsdale, AZ 85260 


Kontron Electronics, Inc. 
630 Price Avenue 
Redwood City, CA 94063 


Stag Microsystems 
528-5 Weddel! Drive 
Sunnyvale, CA 94086 


Structured Design, Inc. 
1700 Wyatt Drive 

Suite 3 

Santa Clara, CA 95084 


Programmer 
Modeks) 


Model-100, 29, Logicpak 715-1947-003 
19, or 17 950-1942-001 


Unde? Development 


éj 


The minimum requirements for approval of a programmer by 
AMD are that it 
—Programs and fuse verifies AMD PALs with the appropri- 
ate conditions described on the device data sheet and 
provides consistent yields in excess of 98% 
— Programs the security fuse 
—Can program an AMD PAL after master loading from 
another manufacturer’s device. 


A desirable feature is the ability to perform logical verifica- 
tion following fuse verification. This will prevent the 
assembly of a PAL having a logical failure, which cannot be 
detected from the fuse array alone, into a system. 


As noted in the section on testing, all AMD PALs have addi- 
tional circuitry built into the device to aid detection of logical 
failures at this point. 


Another important feature is the ability to generate output In 
the JEDEC industry standard Programmable Logic Data 
Transfer Format. This insures that the equipment will pro- 
gram PALs from all suppliers without special modification or 
awkward copying procedures. 


QUALIFIED PROGRAMMING EQUIPMENT 


The list of AMD qualified PAL programmer models appears 
below. New programming equipment and vendors are con- 
stantly under evaluation. Contact your local AMD Field Ap- 
plications Engineer or the factory to determine the approval 
status of any equipment not listed here. 


AMD is committed to maintaining continued close working 
relationships with the major PAL programmer manufacturers 
so that new programmable logic devices will be properly sup- 
ported in a timely manner. 


AMD PAL 
Personality 
Module 


Socket 
Adapter 


Model-MPP-80S MOD.-33 SA37 
or EPP80 . 
Mode!-PPX (or) PPM2200 Am202S 


— 





AMD Programmable Array 


Advanced Micro Devices’ Programmable Array Logic (PAL) 
devices are based on two key technologies with many years 
of high volume production experience behind them. 


1) IMOX—the basic process technology employed is 
IMOX, an advanced ion-implanted, oxide isolated struc- 
_ ture. IMOX provides very high performance devices with 
predictable manufacturing yields. It has accumulated 
many millions of hours of life test history through its 
application to the Am27S series of PROMs and the 
Am2900 family of bipolar microprocessors. 
A comprehensive report on IMOX reliability titled IMOX 
RELIABILITY REPORT (AMD publication #03687A-MPR) 
is available for those interested in a detailed presenta- 
tion of this subject. 


Platinum-silicide fuses—this fuse structure was origi- 
nally developed for use on Advanced Micro Devices’ 
families of junction isolated PROMs. It quickly estab- 
lished a new standard of excellence for high program- 
ming yields and long term reliability. Several years ago 
it was applied to a new generation of ultra high perform- 
ance PROMs based on the IMOX process. 


This combination of IMOX and platinum-silicide fuses has an 
outstanding record of reliability which has been verified 
repeatedly through in-house life testing and by high reliabil- 
ity customer qualification testing and system use. 


Advanced Micro Devices’ PALs are fabricated with this same 
combined process technology. Not only is the technology for 
building PALs and PROMs the same, but also the program- 
ming algorithm and programming circuitry used to program 
the platinum-silicide fuses are the same in all characteristics 
of importance. The result is that the fusing conditions seen 
by an AMD PAL fuse are the same as those seen by an AMD 
PROM fuse. 


' Due to the common process technology, fuse design and 
fuse programming circuitry design, reliability and program- 
ming yield results are expected to be the same for PALs and 
_ PROMs. Data accumulated to date on PALS appears to con- 
firm this expectation. 


This report describes: 

1) The characteristics of the platinum-silicide fuse and pro- 
gramming conditions for the fuse. 

2) The dynamic and static burn-in circuits used for HTRB reli- 
ability testing. 

3) -Reliability results accumulated to date on IMOX PROMs 
and PALs. 


~ Logic Reliability 


by W. Sievers 
Advanced Micro Devices ‘i, 


PLATINUM-SILICIDE FUSE 


Fusing Technique 


Advanced Micro Devices’ PAL circuits are designed to use a 
programming algorithm which minimizes the requirements 
onthe programmer yet allows the circuit to fuse the platinum- 
silicide links quickly and reliably. 


The sequence of events to program a fuse are: 

1) Voc power is applied to the chip. 

2) The address of the fuse to be programmed is selected by 
TTL levels on the appropriate address pins. 

3) The outputs are disabled (Pin 1 serves this purpose on 
PALs). 

4) The programming voltage is then applied to one output. 

5) A fuse enable is accomplished by raising an input to a 
level above normal TTL operating voltage. (Pin 11 is used 
for this on PALs.) This action gates the current flow 
through the proper fuse, resulting in an open fuse in a few 
microseconds. 
The output programming voltage is lowered and then 
removed. 
The device is enabled and clocked if required. The output 
State then indicates whether successful programming 
has occurred. If programming has not occurred a se- 
quence of much longer pulses is applied until program- 
ming occurs. , 

8) The sequence of 2 through 7 is repeated for each bit which 
must be programmed. 


There are several advantages to this technique relative to 
that used by other PAL manufacturers. First, the two high cur- 
rent power sources, Vcc and the voltage applied to the out- 
put, do not have critical timing requirements. As the fusing 
current is gated through the fuse actively, there is no 
dependence on the rise rate of the programming voltage. A 
fast application of fusing current is desirable for optimum 
fusing. Since the output programming voltage does not have 
to be applied rapidly, breakdown and latchback problems at- 
tributed to fast voltage rise times on the output are avoided. 


This programming procedure has a second major advantage. 
If the fuse does not open during the first attempt to blow it, 
longer programming pulses are used. With the platinum-sili- 
cide fuse longer programming pulses may be safely applied 
with no danger of developing a reliability problem. The 
algorithm can therefore be designed to minimize the time re- 
quired to program by using a fast first pulse to maximize the 
probability that any circuit will program. Then a longer pulse 
can be applied to the occasional fuse that does not open with 
the first short pulse. Most devices do fuse satisfactorily with 
all short pulses. 





Circuit defects resistant to discovery with pre-programming 
testing and random marginally wide fuses make it important 
to have a material not adversely affected by application of 
near DC programming conditions. The platinum-silicide fuse 
is such an element. 


Fuse Characteristics 


When a fast (less than 500ns rise time) current pulse is 
applied to a fuse, the fuse voltage rises abruptly to a value ap- 
proaching the level expected from calculation of the room 
temperature resistance. However, it quickly falls to a value of 
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Unprogrammed Fuse 


approximately 2V. This value is nearly independent of the ap- 
plied curent. During the period of time the fuse is molten, the 
fuse current drops very abruptly to zero indicating the separa- 
tion of the platinum-silicide into two distinct sections. Scan- 
ning Electron Microscope photographs of the resulting fuses 
(Figure 1) indicate that the typical case is a sharp clean 
separation in excess of a micron. This separation occurs in 
the center of the fuse because the “bow-tie” structure 
(Figure 2) concentrates the energy density in the center away 
from the aluminum interconnect lines. The energy density in 
the center of the fuse creates temperatures substantially 
greater than those required to melt the silicide. Melted 
material is then ‘‘wicked” from the center of the fuse to either 
side due to surface tension. 
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Programmed Fuse 


Figure 1 


rT 


CURRENT DENSITY 
IS 6X LEVEL IN 
CONTACT AREAS 


CONTACT 
AREA 


CONTACT 
AREA 


COOLER REGIONS HERE 
RESULT IN CORRECT 
SURFACE TENSION FORCES 
FOR PULLBACK OF FUSE 
MATERIAL FROM CENTER GAP 
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Figure 2. Bow-tle Fuse Design 
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RELIABILITY OF FUSES PROGRAMMED UNDER 
NON-OPTIMAL CONDITIONS 


The marginally opened fuse has been studied at AMD in de- 
tail even though it rarely occurs in practice. Under conditions 
where the fuse is purposely blown at much slower rates, it is 
possible for the fuse to assume a high impedance state 
which is sensed as an open fuse by the circuit. This occurs 
when the fuse cools before separation is achieved. Electrical 
and SEM studies of fuses blown under these conditions indi- 
cate that a small conductive path of silicon remains of suffi- 
ciently high resistance to prevent the power transfer required 
for complete opening on subsequent applications of power. 


Under these slow-blow conditions, sufficient time exists for 
the heat flow to carry a significant amount of energy away 
from the fuse preventing the normal abrupt separation. 


To investigate what might happen if a fuse were subjected to 
these under-blow conditions a large number of fuses were 
deliberately programmed this way at AMD. After over two 
thousand hours of life testing these devices with under- 
blown fuses, there have been no failures. It is clear from the 
study that partially blown platinum-silicide fuses are stable 
even though it will rarely occur in a circuit which has been 
programmed under normal conditions. Advanced Micro 
Devices believes that such fuses do not represent a reliability 
hazard based on this study and the results of other studies 
_ run on PROMs. 


It should be noted that most manufacturers carefully specify 
the conditions under which their devices must be programmed 


in order to avoid reliability problems. Reliability data 
available on these devices must be assumed to have been 
generated using optimally programmed devices. 


Advanced Micro Devices believes that the study described 
here and over forty billion fuse hours of data from life testing 
many different production lots of PROMs and PALs demon- 
strates the outstanding reliability record of the platinum- 
siticide fuse under a wide variety of conditions. 


Reliability Testing Data 


Data on the reliability of PAL and PROM devices with 
platinum-silicide fuses has been gathered over millions of 
device hours and more than 40 billion fuse hours of testing at 
125°C. This data is shown in Table 1 to project a unit failure at 
60% confidence of 0.0003% per 1000 hours at 70°C. 


The life test circuits used in this work conform to MIL- 
STD-883 Method 1005 conditions C and D and are shown in 
Figure 3. 


SUMMARY 


In high temperature operating life tests (HTOL) to date, PALs 
are exhibiting the same excellent reliability results shown by 
other IMOX and platinum-silicide fuse products. HTOL test- 


. ing is an ongoing activity with all product lines at AMD. Up- 


dates of these results are generated periodically and can be 
obtained through inquiry to the AMD Programmable Logic 


_Product directorate. 


Table 1. Bipolar PROM and PAL Reliability Summary 


Units 
Tested 


Production 
Product 


27818/19 
(256-bit PROM) 
27820/21 
(1K bit PROM) 
27812/13 
(2K bit PROM) 
27815 
27827 
27S828/29 
27832/33 
‘(4K bit PROM) 
'278180/181 
(8K bit PROM) 
27S 184/185 

~ IMOX 
(8K bit PROM) 
278190/191 
IMOX 
(16K bit PROM) 
20-pin — 
IMOX 
PALs 
Totals 
for PALs 
and PROMs 


“Assuming on activation energy of 1.0 eV. 


** Oxide failure. 


Total 
Unit Hours 
— 


Total 
Fuse Hours 
(billions) 


Unit 
Failures 


7, 5668 


Fuse 
’ Related 
Failures 


Unit Failure 
Rate@60% 
Confidence 
%11000 hrs 
at 125°C 


Unit Failure 
Rate* @60% 
Confidence 
%/1000 hrs 
at 70°C 


0.0010 
0.0013 
0.0005 


0.0007 
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(a) 20-Pin Dynamic Burn-In (b) 20-Pin Static Burn-in , 
MIL-STD-883-B Condition D MIL-STD-883-B Condition C 


Vec 
O 


TEN 
R2 RESISTORS 


TEN 
R2 RESISTORS 


Spa oor ao SR 
af l=] fa} fe] [slTs] [3s] Ts} sy Ts] [si Ts! 


| 


Veco = 5V min 
Voc = 5V min R, = 2000 
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(c) 24-Pin Static Burn-in , (d) 24-Pin Dynamic Burn-in 
MIL-STD-883-B Condition C MIL-STD-883-B Condition D 


Figure 3. Life Test Circuits for AMD PALs 
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General 
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ORDERING INFORMATION 
AmPAL XXXXX X XXX 


Basic Device as Screening 


16H8 ; * = Standard Process Flow 
16HD8 3 ; ’ B =Burn-tn 
etc. 


Operating Range 


C = Commercial 
M = Military 


Speed/Power Selection 


= Standard Speed/Standard Power 
A = High Speed/Standard Power 
L = Standard Speed/Half Power 


Package © 
P = Molded DIP (Plastic) 
D = Hermetic DIP (Cerdip) 


\ = ine ™ 
Chip-Pak is a trademark of Advanced Micro Devices, !nc. Crip Paks (ECs) 


*A blank in this position of the ordering code indicates the part has been screened to standard process flow. 


Package/Operating Range 
Ordering Part # Combinations Available 


Device Listing 


Package/Operating Range 
Ordering Part # Combinations Available 


AmPAL16H8 
AmPAL16H8A 
AmPAL16H8L 
AmPAL16HD8 
AmPAL16HD8A 
AmPAL16HD8L . 
AmPAL16L8 
AmPAL16L8A 
AmPALI16L8L 
AmPAL16LD8 
AmPAL16LD8A 


DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 


DC, DM, LC, LM, PC’ 


DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 


AmPAL16LD8L 
AmPAL16R4 
AmPALI6R4A 
AmPALI6R4L 
AmPAL16R6 
AmPALI6R6A 
AmPAL16R6L 
AmPAL16R8 
AmPAL16R8A 
AmPAL16R8L 
AmPAL22V10 
AmPAL22V10A 


DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
DC, DM, LC, LM, PC 
In Development 

In Development 
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